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Startup

Startup Properties

Name Startup

Number 100

Type

OB.Startup

Language LAD

Title "Complete Restart" Author Comment
Family Version 0.1 User-defined
ID

Name Data type Offset
w Input

LostRetentive Bool

LostRTC Bool

Temp

Network 1: Init desired presurre in system

MOVE
EN ENO
20.0 —IN
%MD170
"Desired
pressure in

s& OUT1 - system”

Network 2: Init outdoor temp

-22.0—IN

MOVE
EN ENO

%MD114

s¢  OUTT - "Outdoor_temp"

Network 3: Init max pressure in system

MOVE
EN ENO
40.0 — IN
%MD184
"Maximum
pressure in

sk QUTT - system”

Network 4: Init actuation <-15 C
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MOVE
EN ENO
25— %MW 156
"Min_actuation_-
s& OUTT - 15"
Network 5: Init actuation-15_-11 C
MOVE
EN ENO
20— %MW 158
"Min_actuation_-
se OUT1 15_-11"
Network 6: Init actuation -10_-5 C
MOVE
EN ENO
15— %MW 154

"Min_actuation_-
£ OUT1 10_-5"

Network 7: Init actuation-4_0 C

MOVE
EN ENO

%MW 160
"Min_actuation_-
st OUT1 - 4_0"

Network 8: Init actuation >0 C

MOVE
EN ENO

%MW 152
"Min_actuation_
s& OUTT - 0"

Network 9: Init actuation time interval
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MOVE
EN ENO
0 %MD4
"Time interval
OUT1 - controll alg”
%MD360
"Help_set_time_
i OUT2 - interval"
Network 10: Init TAHH
MOVE
EN ENO
70.0 — IN %MD306
OUT1 - "Help_TT2_TAHH"
%MD322
OUT2 - "Help_TT3_TAHH"
%MD338
OUT3 - "Help_TT4_TAHH"
%MD354
3 OUT4 - "Help_TT5_TAHH"
Network 11: Init TAH
MOVE
EN ENO
60.0 — IN %MD302
OUT1 - "Help_TT2_TAH"
%MD318
OUT2 - "Help_TT3_TAH"
%MD334
OUT3 - "Help_TT4_TAH"
%MD350
s OUT4 - "Help_TT5_TAH"
Network 12: Init TAL
MOVE
EN ENO
10.0 — IN %MD298
OUT1 - "Help_TT2_TAL"
%MD314
OUT2 - "Help_TT3_TAL"
%MD330
OUT3 - "Help_TT4_TAL"
%MD346

e

& OUT4 - "Help_TT5_TAL"

Network 13: Init TALL
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5.0

EN

MOVE
ENO

ouT1

ouT2

ouT3

5. OUT4

%MD294
"Help_TT2_TALL"

%MD310
"Help_TT3_TALL"
%MD326
"Help_TT4_TALL"

%MD342
"Help_TT5_TALL"




