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Forord 
I henhold til Mytting sin bok ”Hel ved” så bidrar den norske veden med ca 18 TWh/år, da er all 

biobrensel tatt med. Tallene er jo usikre i og med at mange hugger selv, noe selges svart og slikt. 

Et tonn tørr ved gir ca 4200 kWh og Regjeringens klimamelding 21 (2012) tilsier en økning på 14 TWh 

innen 2020 med fornybar energi, og siden vindkraft tar sin konsesjonstid og vannkraft utbygging liker 

vi ikke mer, så må jo dette bety at vi må satse på ved i en eller annen form. (3,3 mill tonn tørr ved gir 

14 TWh)  

 

 

Dedikert bok fra forfatteren Lars Mytting høsten 2012. 

I Mytting sin bok står det at i 1998 var det en stor diskusjon i Glåmdalen om barken skulle ligge opp 

eller ned under tørkeprosessen,  og det er i den sammenheng at røntgen ved Gjøvik Sykehus ble 

engasjert her for å se om CT bilder kunne avsløre noe slikt.  To vedkubber ble plassert i CT (computer 

Tomograf) og tatt bilder av hver 5 med mer morgen og kveld i 12 døgn, deretter hver dag fram til dag 

36. Da var vedkubbene veldig tørre i og med at veden lå inne på CT rommet hvor det var varmt og 

veldig tørt klima (ned mot 30 % RF) 
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Forsøksopplegg 
 

 

Veden på vei inn i CT maskinen  
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Dette fra dag 1 og vi ser at bildet er lyst og 
klart med med et høyt fuktighetsinnhold

 

Dette er et bilde, tatt dag 3
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Etter 36 dager så bildet slik ut, vannet er 
fordampet og bildet er med de samme 

betingelser blitt  mørkt

 

For å gjøre noe nyttig med disse bildene, så må man behandle dem på et 

slags vis 
 

Det er benyttet et dataprogram som heter Image J og som blant mye annet kan telle gråtoner i et CT 

bilde. Det er det jeg har gjort og sammenlignet med de tallene jeg fikk fra det opp mot vekten 

vedkubbene hadde på samme tidspunkt. Disse vektene er siden beregnet ut i % trefuktighet. 

Trefuktighet og gråtoner er så blitt sammenlignet. 

Her er et slikt telling fortatt på tre steder i vedkubben med 
barken ned. X er for midt på kubben, de grønne trekanter er for 

9 cm inn på kubben, mens de røde firkanter er ca 2 cm fra enden 
(under stiften fra stiftemaskinen)
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Her er fuktigheten i begge vedkubber lagt i samme graf og vi kan 
ikke si noe om hvem som tørker fortest
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Et screen bilde fra nær enden på veden, og vi ser her histogrammene fra bildebehandlingen med 
Image J for bark på undersiden og bark på oversiden

 

Her skal veden være tørr med omtrent 0 % trefuktighet, gråtoneskalaen viser bark opp en gjennomsnittsverdi på 23, mens bark ned viser en gråtoneskala på 

28. Begge skal nå være tørre. Man må derfor forvente at 5 grå skalaenheter i forskjell ikke betyr noe for fuktigheten. 

 

Konklusjon 
• 1. Det er alt for lite materiale til å fastslå om det er noen forskjell på å tørke ved med bark på 

oversiden eller undersiden i vedstabelen. 

• 2. Måle metoden som er benyttet gir ikke noe sikkert tall om hva som skjer lokalt inne i veden 

i og med at vi veier hele kubben og dermed får gjennomsnittet av hele kubben, og det er vel 

det som betyr noe? 
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• 3. Ut i fra det vi ser i formelverket ved glatting av trefuktigheten, kan det se ut som om veden 

med barken på undersiden tørker fortest de 3 første dager, mens deretter ser man ingen slike 

forskjeller… Start gjerne med å stable veden med barken ned de første 3 dager, deretter kan 

du snu vedstabelen med barken opp- DA varmer ved ennå en gang?  

• Diskusjonen er også på gang i USA. Dette klippet er tatt fra US Forest Product Laboratory i 

Wisconsin Posted on February 21, 2013 by James T. Spart 

 

A Hot Debate: Stacking Firewood Bark Up or 

Bark Down? 
“You can tell a lot about a person from his firewood stack.” 

So declared Lars Mytting in a New York Times piece about the debate among firewood-splitters in Norway. The central 

question remains: bark up or down? 

 

Mytting has ignited a national passion for Norwegian wood in books and on television. Given that the audience in 

Norway seems split 50/50 on proper firewood stacking technique, we put the question to a couple of our Forest Service 

experts. 

“It would be humorous if it was all semantics.” says Mark Knaebe, natural resources specialist with the FPL Forest 

Products Marketing Unit. But it does make a difference, he says. If split wood is stored outdoors, stacking it with the bark 

side down can allow water to collect in the u-shaped trough. This moisture retention can prolong drying and accelerate 

decay, says Knaebe. Stacking it outdoors with the bark-side-up, on the other hand, can help protect the pile of wood 

below from rain and other weather. 

Many people store wood in a shed or some other type of shelter. In climates with even moderate precipitation, having a 

roof over your wood is advantageous. In this case, the bark up-or-down debate becomes fairly inconsequential, says 

Knaebe. With even a slight breeze moving through the shelter, he says, drying occurs considerably faster than in a 

dead-air space. 

Whether stacking it inside or out, many people lay a few small logs or lumber on the ground perpendicular to the first row 

of stacked wood. This allows for better air-flow and reduces the potential for bacterial or fungal infestation due to close 

proximity to the ground, says Jan Wiedenbeck, Research Forest Products Technologist with the U.S. Forest Service 

Northern Research Station. 

“I also wonder if the bark, when on top, might protect unsheltered wood from long-term photo-degradation?”  says 

Wiedenbeck. “Sunlight can certainly affect checking and splitting in wood, but does it affect Btu’s?” 

http://www.fpl.fs.fed.us/labnotes/?p=436
http://www.fpl.fs.fed.us/labnotes/?author=4
http://www.nytimes.com/2013/02/20/world/europe/in-norway-tv-program-on-firewood-elicits-passions.html?emc=eta1&_r=0
http://www.fpl.fs.fed.us/products/publications/display_publications_for_specific_author.php?sort_criteria=year&groupings_id=&unit_id=&employee_id=6
http://www.fpl.fs.fed.us/research/units/tmu/index.shtml
http://www.fpl.fs.fed.us/research/units/tmu/index.shtml
http://www.fs.fed.us/ne/princeton/ne4803/wiedenbk.htm
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Knaebe, a wood energy expert, responds that while ultra-violet light can indeed destroy lignin, which has a higher Btu 

than the rest of wood’s constitutive parts, it wouldn’t be enough to significantly affect actual thermal output. 

In the end, an answer to the “bark up or bark down” question seems to be: it depends. When storing split wood under 

shelter, where air-flow becomes more important, bark up or bark down seems to be a matter of personal preference. 

There is also the question of ease of handling, says Wiedenbeck. Bark down, she says, means wedge-side-up makes it 

easier to pick off the pile. 

 


