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Model IK5451R-E HeCd LASER SPECIFICATIONS

ITEM SPECIFICATION NOTES
LASER HEAD MODEL IK5451R-E
WAVELENGTH 325.0 nm/441.6 nm
SPECIFIED POWER 10mW / 50mW
TRANSVERSE MODE TEMoo
MODE SPACING (C/2L) 165 MHz
SPECTRAL BANDWIDTH 3 GHz
COHERENCE LENGTH 10 cm
POLARIZATION Linear, Vertical
POLARIZATION RATIO > 500:1
NOISE (peak-to-peak) 10% 30kHz - 2MHz
NOISE (r.m.s.) 3/2% 30kHz - 10MHz
BEAM DIAMETER (1/e?) 1.0/1.1 mm 0
BEAM DIVERGENCE 0.5 mrad
BEAM POINTING STABILITY +25 prad
(25°C constant temperature) +12.5 prad ()
WARM UP TIME (90% power) 20 minutes
ST e
POWER STABILITY (10°~40°C) 20%
ENVIRONMENTAL CONDITION (operation) %'ngo;)%c ®
ENVIRONMENTAL CONDITION (storage) Tfﬂl\ﬁ/ﬂ 19%(;) ;(;_IC L3
VIBRATION (operation) 025G
VIBRATION (storage) 2G
SHOCK (with Kimmon packaging) 20G
DIMENSIONS 1020 x 146 x 197 mm
WEIGHT 17 kg

Measured @ 100 mm from output coupler.




® With remote cooling fan.

& Non-condensing,

@ Vertical Direction.

Spectfications subject to change without notice.

< DANGER

HELIW CEDRSLIW |SEER
CLARS M= LASIE PROOUCT

[
LR REDUTION =44 F%~ % NVSBLE LASER RADATION | L—% LASER RADIATION
DFECT CXPOSURD Ta DCAM EehLalEn, WA LEATE E-LERED. BAEILEAZE
ANOID EXPOSURE TO BEAM WD EXPOSE TO BEAM
wex zw pawsk 00w

He-L LA

SR GH 3%, Mo, 2{0n
3 CLASS 35 = A

TR

- LAGER CHL Ad2am, Max, 00
SEL—"ER LRSS 38 LESER PRODLCT

i

'

[DIMENSIONAL DRAWING] [COLOR PHOTO] [POWER SUPPLY SPECS]

[BACK TO SEARCH PAGE]




