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Abstract

The thesis deals with the problem of output-feedback position tracking control of
an electro-pneumatic actuator. The considered application is a single-acting pneu-
matic cylinder operated by a three-way proportional valve, which is used for clutch
actuation in automated manual transmissions (AMT), and clutch-by-wire (CBW)
solutions on heavy-duty trucks.

The high compressibility of air in combination with nonlinear flow and friction
characteristics, complicate the control design. Moreover, the pneumatic actuator
operates against a highly nonlinear clutch compression spring which constitutes the
main load of the actuator. These strong nonlinearities in the system motivates
the use of nonlinear control techniques which are capable of explicitly handling
nonlinearities. An additional requirement, which further complicate the design, is
that only the position is measured and available for feedback control, i.e., an output-
feedback control problem must be solved.

A literature study on the modeling and control of electro-pneumatic actuators,
reveals that particular properties of existing models exclude the application of ex-
isting output-feedback solutions available in the nonlinear control literature. This
work provides a unified treatment of the modeling of electro-pneumatic actuators
in the context of nonlinear and adaptive control, and introduces some modifications
which makes the resulting design model applicable for solutions available for output-
feedback control of nonlinear systems. In particular, improved models of the flow
rate of flow control valves are proposed.

The modeling work is summarized in a 6th-order dynamic model of the electro-
pneumatic clutch actuator, consisting of the actuator position, velocity, friction
(seal) deflection, pressures of both chambers, and the valve spool position, as dy-
namic states. The resulting model is fully feedback linearizable with relative degree
four, and can thus be expressed in input-output form where constructive procedures
for (adaptive) output-feedback control utilizing high-gain observers are available.
Furthermore, the model is in pure-feedback form, which makes it applicable for a
nonlinear state-feedback control design by a backstepping approach, and for output-
feedback control by an observer-based backstepping approach, provided that an as-
ymptotic observer is available. In this thesis, the latter approach is pursued in the
design of an output-feedback tracking controller for the electro-pneumatic system.

It is shown that the model of the unmeasured states can be used as an open-
loop nonlinear observer for the electro-pneumatic actuator. Analyzing the stability
properties of this open-loop observer, which does not include the unstable integrator
of the position y, it is shown to be asymptotically stable, which again establishes



the detectability property of the system. This shows that pneumatic actuators
have some inherent stability properties which enable the design of simple nonlinear
observers.

Based on this results, two nonlinear observers are proposed, where both are com-
patible with output-feedback control by an observer-based backstepping approach:
a full-order observer and a simpler reduced-order observer. The observers combine
closed-loop estimation with linear output-injection terms for the estimation of the
main states and open-loop estimation of the remaining states. The observers are
asymptotically stable as long as the estimated states remain within the region of
validity of the model.

As a robust re-design of the observers, smooth saturation of the state estimates
is introduced to constrain the observer dynamics to the feasible region of the state-
space, by which ensures global uniform stability properties even if the unsaturated
observer states enter the non-feasible region in state-space during initial transients.
The differentiability of the introduced smooth saturation ensures compatibility with
observer backstepping. The initial transients of the observer are further improved
by projecting its non-saturated observer states by a discontinuous projection to a
small boundary layer around the region of normal operation. Since the discontinu-
ous projection is only active for estimates which are fully saturated, the smoothness
of the saturated estimates is preserved. Hence, a control law can be designed by a
backstepping approach using the observer with saturated estimates, and then im-
plemented using the observer with combined saturation and projection, without
introducing discontinuities in the control input, thus, preserving the stability prop-
erties of the closed-loop system. The performance of the observers are validated by
simulations, and experimentally on the test rig.

Based on the reduced-order observer, a robust output-feedback tracking con-
troller is designed by a recursive observer-based backstepping procedure in four
steps. An alternative approximate backstepping design is also presented, where the
backstepping procedure is simplified for the last two steps using high-gain observers
to estimate, rather than calculate analytically, the derivative of the stabilizing func-
tion designed at the previous step. Theoretically, the (approximate) backstepping
controller achieves exponential (practical) tracking according to a prescribed track-
ing precision, which can be made arbitrary accurate by sufficiently high feedback
gain in the observer and controller.

The output-feedback backstepping controller can be tuned using four main design
parameters: The observer gains are set according to the design bandwidth A,, and
the feedback gains and scaling of control law according to the two parameters c.
and v.. The parameters of the reference model are determined according to a design
bandwidth A,, which can be viewed as the design bandwidth of the closed-loop
tracking controller since it determines the time-constant 7, of the tracking of the
reference input r.

A main strength of the output-feedback backstepping controller, is the high
tracking performance achieved experimentally. The experimental results shows that
the maximum achievable bandwidth of the controller is limited by unmodeled valve
dynamics. The controller achieves accurate tracking of the filtered reference tra-
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jectory vy, for arbitrary reference inputs r, provided that the bandwidth is chosen
according to A, < 50. This corresponds to a time-constant of 7. = 0.100s for this
Sth-order reference model. For comparison, what is achievable using a properly
tuned PID controller while requiring the same accuracy, is tracking according to a
time-constant of 7, = 1.500s.
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actuators and valve configurations, and experimental testing has been conducted
both in the laboratory and with in-vehicle implementations. For inclusion in this
thesis, I have focused on an actuator configuration using a proportional valve, and
all experimental results and simulations presented in this thesis are related to a
particular application; a pull-type prototype actuator mounted on a test rig clutch
at the laboratory at Kongsberg Automotive.

I have chosen to focus on a configuration using a proportional valve, and not
multiple pairs of on-off valves, which is the most cost-effective solution for series
production. This choice has been made of two main reasons: The first is that the
use of a proportional valve (or servo valve) is the most common configuration for
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valve configuration, it makes the results on the modeling and control of the clutch
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to a wide range of applications of electro-pneumatic actuators using proportional
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industrialized solution using on-off valves has not yet been set into series production.
Hence, in order to let KA be the first to bear the fruits from my efforts in this area,
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designs, where the parameters of the clutch load characteristic are estimated on-line
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In the writing of this thesis, I have adopted an informal and personal style from
the US that I have come to like, but which is somewhat uncommon for Ph.D. theses
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Several people have contributed to this research in different ways. First of all,
I would like to thank my advisors Professor Peter J. Chapple at Department of
Energy and Process Engineering, NTNU, and Professor Bernt Lie at Department of
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Notation

For time-varying variables, like inputs, outputs, and states, the time-argument ¢
is generally dropped, except when time-dependence should be emphasized, or it
is unclear from the context. Function arguments are often dropped whenever no
confusion might occur, and sometimes they are replaced by a dot, like e.g. f (-
instead of f (x1,x2,23), to indicate dependence on arguments.

Bold font types are used for vectors and matrices to distinguish from scalars. For
vectors, the inequality operators (>, >, <, <), means an elementwise application,
i.e., [a,b,c]T < [2,6,11]7 <= a < 2Ab < 6 Ac < 11. Similarly, the inverse
operator (x~1) refers to application to each element when applied to a vector, i.e.,
x ' = [zt 25t -+ 27 Y7, Furthermore, we let the operator x denote elementwise
multiplication, for example for the vectors x,y € R", we have

Q=X XYy = [11Y1, T2, " 7$nyn]T> (1)
where q € R"™.
Signal measures

For a scalar x € R, the operator |-| denotes the absolute value. For a vector x € R,

we let |x| denote the ¢y (Euclidian) vector norm, defined below. The ¢; norm is
defined as

R e L (2)
the /5 (Euclidean) norm as
x|, &4 /23 4+ + 22, (3)
and the /., norm as
x|, = max |z;]. (4)
1<i<n

The weighted Euclidian (Frobenius) norm is defined as
[x|p = Vx'Px (5)

where P is a weighting matrix.

We let [|x (t)]l,, [|x (t)]],, and ||x (¢)]|,, denote, respectively, the Ly, Lo, and Lo
norms which are used to characterize upper bounds on a time-varying vector signal
x (t) € R™. The £4 norm is defined as

Hx<t>||1é/0°° |x<t>|1dt=/0°°<|x1 ()] 4+ [ (1)) d, (©)
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the £5 norm as

Ix ()], & / (O] di = / TSm0+ (1, ()

and the L., norm as

x (¢ £ sup |x (¢ = sup max |x; (t)|. 8
I (1)l 2 s0p b (1) = sup max [ (1) 0

If ||x (¢)]|, exists, i.e., it is finite, we say that x (t) is integrable, if ||x ()|, exists,

x (t) is square integrable, and if an upper bound ||x (¢)|_, exists, x (¢) is bounded.

Terminology

Some commonly used expressions from the modeling and control terminology (and
the meaning in which the author make use of them), are summarized below:

affine: An expression f (x,y) is said to be affine in its variable z, if it is a linear
function of z, i.e., f(z,y) = g(y) - . Furthermore, we say that f (z,y) is
piecewise affine in x, if it is a piecewise linear function of x. The notation
is extended to the multivariable case. We say that an expression f (x,0) is
parameter-affine if it is linear in its parameter vector @ € R?| i.e., f(x,0)
— g1 () 01+ 49, ()0, = g (x)" 6.

Hurwitz matrix: A square real matrix is Hurwitz if all its eigenvalues have nega-
tive real parts, i.e., a linear system x = Ax, where A is Hurwitz, is exponen-
tially stable.

matching condition: A term (function, uncertainty, etc.) is said to satisfy the
matching condition if it is in the range of the control input, that is, it enters in
the state equation at the same point as the control input, making it possible
to directly cancel it by the control.

mechanistic: We use the word mechanistic in the meaning “based on the common
laws of nature”, i.e., we refer to a model as mechanistic, when it is based on
physical laws, with parameters of physical meaning. In this sense, mechanis-
tic is the antonym to empirical, since an empirical model refers to a model
based merely on observations rather than theory (or physical laws), where the
parameters in general have no physical interpretation.

output-feedback: By output-feedback control we refer to the case when only the
output is available for feedback to the controller, i.e., only the output is mea-
sured. By state-feedback control (or partial state-feedback control), we refer
to the case when all the states of the dynamic system (or some of them) are
measured, thus, available for feedback to the controller.
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parametrization: A parametrization of a function refers to a mathematical ex-
pression of the function in terms of variables and parameters (i.e., not a look-
up table). When a function is expressed in a parameter-affine form, it is
referred to as linear parametrization. For example, a 2nd-order polynomial
[ (z) = ap+ a17 + axx?, is a linear parametrization of the function f (x) in the
parameters ag, a1, and as.

smooth: We use the term smooth to indicate that a function is differentiable, i.e.,
a function f (z) is (sufficiently) smooth in z, if it is (sufficiently many times)
differentiable with respect to z. For example, the continuous function f (z) =
|z| has a non-smooth breakpoint for z = 0, thus, is not smooth, and its
derivative is undefined for z = 0.

tracking: By tracking we refer to the case when the objective of the controller
is to make the output y of the system track a time-varying reference tra-
. . N o (n=1)17 . .
jectory, e.g. given by z, = [y, Ur, -+ ,yr | . Tracking is thus a more
general (and difficult) control task than regulation (or stabilization), which
refers to the special case where the reference is a fixed set-point, i.e., simply

Z, = [yT707 e 70]T'



Mathematical symbols

For a compact notation, various mathematical symbols are used, summarized in the
table below.

Symbol Description, meaning
elementwise multiplication operator
identically equal

approximately equal

defined equal

for all

tends to

belongs to

there exists

subset of

and

or

matrix of zeros of dimension m x n
eigenvalue(s) of the matrix A
maximum eigenvalue of the matrix A
minimum eigenvalue of the matrix A
e; Jth unit basis vector (e.g., e; = [1,0,---]T)

S <>nuwm | <l x

3

> o
=z

~—

o>
E £
B &

EE

z estimate of =
iy £ 4 (), first-order time-derivative of z
Z = % (x), second-order time-derivative of x
(™ £ 4T (z), nth-order time-derivative of x
1, z>0
sgn(xr) = 0 2 =0, signum function
-1 <0
1, x>1
sat () 2< x x€[-1,1] , saturation function
-1 z<-1

dist (x,Q) £ inf,cq |x — z/, shortest distance from a point x to a set
max (-)  maximum

) minimum

) supremum, the least upper bound

) infimum, the greatest lower bound
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Acronyms and abbreviations

XV

A summary of some commonly used acronyms and abbreviations are given in the

table below.

Abbreviation Meaning

AMT
CBW

SISO
NN
RBF
AS

ES
ISS
GUB
GUS
GUAS
GUES
CLF

Automated Manual Transmission
Clutch-by-Wire

Single-Input Single-Output

Neural Network

Radial Basis Function

Asymptotically Stable

Exponentially Stable

Input-to-State Stable

Globally Uniformly Bounded

Globally Uniformly Stable

Globally Uniformly Asymptotically Stable
Globally Uniformly Expnentially Stable
Control Lyapunov Function
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Chapter 1

Introduction

The topic of this doctoral thesis is the design of a tracking control system for electro-
pneumatic clutch actuation in heavy-duty trucks. This introductory chapter pro-
vides the background and an overview of the problem, a review of existing work in
the literature, and outlines how the problem has been solved in this thesis.

First, Section 1.1 describes the background for this project, and outlines its main
challenges. The next two sections provide a review of existing published work; Sec-
tion 1.2 on mathematical modeling of electro-pneumatic actuators, and Section 1.3
on control of electro-pneumatic actuators, also describing some applicable results
from nonlinear control theory not yet employed for control of pneumatic actuators.
An outline of the organization of the remaining parts of the thesis is given in Sec-
tion 1.4.

1.1 Background

1.1.1 Electro-pneumatic clutch actuation

An increasing demand for improved driving comfort has resulted in an increased
effort from vehicle manufacturers to develop cost-effective automated solutions. In
heavy-duty trucks, electro-pneumatic actuators are used to automate the clutch and
gear shift operation of manual transmissions with friction disc clutches. Such sys-
tems are usually referred to as automated manual transmissions (AMT). In heavy-
duty trucks, AMT systems are the preferred choice over automatic transmissions
with hydraulic clutches, mainly because automatic transmissions designed for high
torque transfer, are expensive, and have a considerable power loss compared to man-
ual transmissions. Furthermore, the possibility to electronically control the clutch
actuation — inherent in AMT systems — offers a higher degree of flexibility with
respect to engine and transmission control which can be used to reduce engine emis-
sions, fuel consumption, and minimize wear of clutch and transmission.

Because pressurized air is available on the truck, pneumatic actuators are the
preferable choice over hydraulic actuators (used in AMT systems on personal cars),
which would require an additional hydraulic power unit in order to provide the
necessary hydraulic pressure supply.



Compared to hydraulic actuators, pneumatic actuators are inherently difficult to
control, mainly due to the high compressibility and nonlinear flow characteristics of
air. The automation of the shift and select actuation of the gear box requires only
an on-off function, and is performed by simple open-loop control of the pneumatic
actuators, with the positioning of the actuator piston performed by mechanical
constraints. The automation of the clutch actuation, on the other hand, requires
both smooth and precise engagement and disengagement of the clutch in order to
assure smooth speed control, and low wear of the clutch and transmission. This
requires the control system to be able to perform high-performance tracking control
of the pneumatic actuator piston position. This is a particularly difficult control
task which is not properly accomplished in existing pneumatic clutch actuation
systems, which exhibit a relatively poor tracking performance primarily due to an
inability of the control system to properly compensate for the strong nonlinearities
in the system. Consequently, there lies a significant potential in utilizing advances in
nonlinear control theory in order to improve the tracking performance of pneumatic
clutch actuation systems.

1.1.2 Mathematical modeling

The design of a nonlinear control system for improved and robust tracking perfor-
mance of electro-pneumatic clutch actuation systems, requires a mathematical model
of the system which is suited for control design. The development of a model for
control design is always a compromise between accuracy and simplicity, ¢.e., in order
to minimize the complexity of the resulting control design the model should not be
more detailed than required by the specific control task. However, the model must
be accurate enough to make possible an observer design for reconstruction of the un-
measured states, and to provide precise feedforward compensation of nonlinearities.
In addition, the model should have certain mathematical properties which accom-
modate a nonlinear control design. The pneumatic system has a physical structure
which lets it be expressed in the so-called pure-feedback form in state-space, which
makes it applicable for a recursive integrator backstepping design. In order to make
the model suited for exact backstepping, the nonlinear functions — or nonlinearities
— in the model must be sufficiently differentiable (or smooth). Furthermore, it is
advantageous that uncertain nonlinearities in the model are linearly parametrizable
in order to facilitate parameter estimation, and make possible existing constructive
adaptive designs where the uncertain nonlinearities, i.e. the parameters of the non-
linear functions, are estimated on-line. In particular, this applies to the modeling
of the clutch compression spring — referred to as the clutch load characteristic —
which is a strongly nonlinear function of the actuator position, representing the most
significant nonlinearity in the system.

Existing models of specific system components and nonlinearities in electro-
pneumatic actuators are not well suited for the constructive methods currently
available for nonlinear and adaptive model-based control; that is, recursive designs
by a backstepping approach, or designs based on a transformation of the model to
an input-output form. In most applications where electro-pneumatic actuators are
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used, the model of the flow control valve constitutes the most important nonlinearity
in system. Existing models of flow control valves are either highly accurate models
developed for simulation which are too complex for control design; or simplified ex-
plicitly invertible models, which for many control valves provide less accuracy than
desired, and that are not differentiable. Furthermore, the friction—both in the
actuator and in the external load—constitutes another important nonlinearity in
the system which must be accurately modeled in order to achieve high-performance
tracking. The modeling of friction in pneumatic actuators has until recently been
limited to static models, which are inadequate for high-precision model-based con-
trol, because important dynamic properties of friction in pneumatic actuators are
then disregarded. Summarizing, in order to utilize recent advances in nonlinear
and adaptive control theory for improved control of electro-pneumatic actuators, a
required first step is the development of a model of the electro-pneumatic system
which is suited for nonlinear and adaptive control.

1.1.3 Control design

The primary objective of the control system is to achieve robust high-precision track-
ing control of the electro-pneumatic clutch actuator. The high compressibility of air
in combination with the strong inherent nonlinearities of electro-pneumatic actua-
tors — like the air flow characteristics and dynamic friction — makes the control
design a particularly difficult task. Additionally, in the clutch actuation application,
the electro-pneumatic actuator operates against a strongly nonlinear clutch compres-
sion spring, which is a static nonlinear function of the clutch position referred to
as the clutch load characteristic. This nonlinear function constitutes an additional,
and most significant, nonlinearity in the system, making high-performance tracking
control impossible without nonlinear compensation of some sort. This motivates the
application of nonlinear control techniques which are capable of explicitly handling
nonlinearities in the system.

An important and severe requirement for the control design, is that only the
position is measured and available for feedback control, as economic considerations
preclude the use of additional sensors to measure all, or some, of the remaining sys-
tem states. Consequently, in lack of full-state measurements, we pursue an output-
feedback design by following a state-variable approach which requires the synthesis
of an observer to reconstruct the unmeasured states for use by the control law.

An obvious and ultimate objective of the control system, is that it must be
robust in the sense that it effectively deals with uncertainties in the design model,
and attenuates possible disturbances, such as changes in the friction and clutch load
characteristic due to temperature changes, ageing, and wear of the clutch.

An additional desired objective of the control system, is that the controller should
be universal, in the sense that it should be able to perform high-performance tracking
control of the electro-pneumatic actuator with any type of clutch, without the need
of a manual change, or tuning, of its parameters. In essence, this most likely requires
the design of a self-tuning, or an adaptive controller, which is able to identify the
strongly nonlinear clutch load characteristic, either by an initialization routine after



assembling, or by on-line adaptation.

1.2 Literature review — mathematical modeling

Only a few published papers have been found that address the modeling and control
of electro-pneumatic actuators applied to clutch actuation, and none of these gives
a complete and uniform treatment of the modeling of the system. Research that
should be mentioned is work by Tanaka et al., who consider torque control by clutch
actuation in automated manual transmissions by use of an electro-pneumatic pres-
sure proportional valve!, see e.g. [93] and the references therein. In the papers [40]
and [42], Kaasa et al. employ slightly different models of the electro-pneumatic
clutch actuator for experimental implementation of an Extended Kalman filter for
state estimation, and for the simulation and analysis of an adaptive tracking con-
troller, respectively. Xiang and Wikander are other researchers who have considered
pneumatic clutch actuation in particular. See the technical report [103] cited in
Xiang’s thesis [102] on the control of pneumatic actuators.

The modeling of pneumatic actuators in general, on the other hand, has received
a great amount of attention during the last decades, and a vast number of papers
on the subject have been published. The basic theory of the modeling and control
of pneumatic actuators can be found in the fluid power text books by Blackburn et
al. [9], or Anderson [4]. The early work by Shearer [86] has been frequently refer-
enced in research papers. Reethof and Shearer’s work on the modeling of pneumatic
actuators, summarized in [9], was further extended by Jebar in his thorough the-
sis [37], providing an analysis of the dynamics of pneumatic cylinder actuators which
is substantiated by extensive experimental validation. An assortment of the most
interesting literature is reviewed below, grouped into the modeling of the dynamics
of the air states in the pneumatic chambers — referred to as the air dynamics, the
flow rate of control valves and restrictions, the friction in the pneumatic actuator
and load, and briefly the modeling of static nonlinearities in general.

1.2.1 Dynamics of the pneumatic chambers

The physical mechanisms of the thermodynamic properties e.g. of air in the pneu-
matic cylinder chambers, are well understood. A vast number of published papers
address the modeling of pneumatic systems, which also includes the modeling of the
dynamics of the pneumatic chambers, referred to as the air dynamics. By applying
some reasonable assumptions, an accurate full-state dynamic model of the air states
(e.g., pressure and temperature) in the pneumatic chamber can be derived based
on simple thermodynamics using an empirical heat transfer model. This full-order
model of the air dynamics — with pressure and temperature as state variables —
is derived by Jebar in his comprehensive thesis on the design of pneumatic actuator
systems [37]. The model is consequently referred to as the Jebar model. In [20],

IThe valve has a pressure sensor with an internal pressure control loop which regulates the
pressure according to the pressure set-point given as the valve’s input signal.
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Det et al. proposed a modification of the Jebar model by introducing a pressure
and temperature dependent convective heat coefficient in the empirical heat trans-
fer model, motivated by research on combustion engine modeling. In [13] and [42],
the full-order Jebar model, applied to the modeling of pneumatic cylinder actuators,
is presented in state-space form with pressure and temperature as state variables. A
derivation of the full-order Jebar model — in a form with the chamber energy and
mass as state variables — is given by Maré et al. in [64].

For analysis and control design, a simplified reduced-order model of the air dy-
namics is preferred. The classical reduced-order model of the air dynamics is ob-
tained by neglecting heat transfer, and assuming that the temperature is constant
and equal to the temperature of the inlet flow. The air dynamics is then given
as a lst-order nonlinear equation for the pressure dynamics. This model was first
presented by Shearer in [86, Part I]. Variations of Shearer’s model is obtained by
viewing the ratio of specific heats (k £ ¢,/c,) as a polytropic exponent n, and letting
the chamber temperature be given as a function of the chamber pressure according
to a polytropic process. In this case, the choice n = 1 is referred to as the isothermal
reduced-order model, while with the choice n = 1.4, the model is referred to as the
adiabatic reduced-order model. In the thesis work [97], Virvalo presents an extensive
experimental validation of Shearer’s reduced-order model applied to heavy pneumat-
ics, reporting highly accurate results with commercially available pneumatic cylinder
actuators. Shearer’s reduced-order model is the model most researchers have used
to model the air dynamics of pneumatic actuators, and practically all published
work dealing with nonlinear model-based control of pneumatic actuators employ
this model, see e.g. [13], [56], [69], [79], [80], [96], [98], [104].

1.2.2 Flow rate modeling

The conventional approach to the modeling of the flow rate characteristic of a pneu-
matic component, is by use of the theoretically derived equation for isentropic com-
pressible flow through a simple orifice, referred to as the isentropic orifice flow
equation. A rigorous treatment of the fundamental compressible flow theory can
be found in student texts on fluid mechanics, e.g. the textbook by White [101].
A fluid power approach to the theory is given by Blackburn et al. in [9]. In the
ISO standard [35], a simple, but rather accurate approximation of the isentropic
orifice flow equation has been standardized for the determination of the flow rate
characteristic of pneumatic components. This simplified model, referred to as the
standardized orifice flow equation, consists of an elliptic approximation to the theo-
retically derived pressure ratio function which describes the flow rate’s dependence
on the pressure ratio over the restriction. For most pneumatic components, this
elliptic approximation provides a closer fit to measurements than the theoretically
derived pressure ratio function because it allows a tuning of the effective critical
pressure ratio B, which for a given restriction geometry, uniquely determines the
pressure dependence of the modeled flow rate.

The flow equation is used to construct a model of the flow rate characteristics
of flow control valves, thus, it should provide an accurate description of the flow



rate over the full range of valve openings. The elliptic pressure ratio function of
the standardized orifice flow equation provides an accurate description for simple
restrictions where frictional effects are small, however, for flow (or leakage) through
smaller clearances, the effect of friction becomes increasingly important, and the
accuracy of the equation reduces. Furthermore, in the formulation of the elliptic
pressure ratio function, the parameter B appears highly nonlinearly, which makes
parameter estimation difficult and not suited for adaptive control. Thus, aspects of
the flow modeling which still remains to be properly solved, is the development of
a parametrization of the pressure ratio function which allows modeling of the flow
through small clearances with improved accuracy, in a form suited for subsequent
application of existing tools for nonlinear and adaptive control.

Flow control valves

Flow control valves used for actuator control are either three-way valves connected
to one cylinder chamber, supply, and exhaust reservoirs, or five-way valves connected
to both cylinder chambers, supply, and exhaust. With a few exceptions, most flow
control valves are classified as sliding type valves, e.g. spool, sliding plate, or rotary-
plug valves, referring to the principle for operation of the valve. In the following,
we discuss the modeling of a spool type valve, which applies to the modeling of
most types of sliding valves. Typical flow control valves used with pneumatic ac-
tuators are proportional valves and servo valves, where the main difference lies in
the type of actuation device. Pneumatic proportional valves are actuated by a an
electro-magnetic force motor, which is either direct acting on the spool of the flow
stage, or operates a pilot spool on two-stage valves. The principal characteristic of
proportional valves is that the spool position is proportional to the valve input in
steady-state, where the positioning is performed either by balancing the solenoid
force against the spring force, or by a control loop with feedback from a sensor mea-
suring the spool position. The force motor is usually a proportional solenoid which
provides a force proportional to the coil current in steady-state. For valves with
spool feedback the force motor can alternatively be an on-off solenoid. Pneumatic
servo valves are usually two-stage valves where an electro-magnetic torque motor
actuates the pilot stage of the valve which pneumatically amplifies the positioning
of the spool in the main flow stage.

An important characteristic of flow control valves is their steady-state response
from valve input to spool position, referred to as the input—spool characteristic.
For proportional valves, the input—spool characteristic is ideally linear, but without
spool feedback it will always be encumbered with hysteresis resulting from friction,
and the disturbing effect of flow forces which depend on the flow rate. For pneumatic
servo valves, the input—spool characteristic is usually considerably nonlinear.

The flow rate as a function the position of the spool is referred to as the spool—
flow characteristic of the valve. The spool-flow characteristic is characterized by
its spool and port design, which determines the geometry of the flow path. The
spool lap is the main factor which determines the flow properties in the null region
of the valve. The null region may be defined as the region of spool positions in
the neighborhood the center position where there is leakage flow through both the
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supply and exhaust ports. Outside the null region the flow is primarily orifice flow
either through the supply port, or the exhaust port, which is proportional to the
position of the spool. The flow properties in the null region represents a significant
nonlinearity in the valve. Ideally, the spool of proportional valves is designed with
zero lap in order to provide a linear proportional spool-flow characteristic. However,
manufacturing tolerances introduce an inevitable leakage flow in the null region. To
compensate for manufacturing tolerances and reduce the leakage flow in the null
region, proportional valves are often designed with a slight overlap, resulting in a
dead zone nonlinearity in the spool-flow characteristic. Most servo valves (and some
proportional valves), on the other hand, are designed with underlap, resulting in a
considerable leakage flow in the null region.

A good description of the modeling of the steady-state flow rate characteristic
of a three-way pneumatic proportional valve is given in the first of the referenced
papers by Shearer [86], and in [9]. The description applies for the modeling of the
spool-flow characteristic of sliding type valves in general. The flow rate is modeled
according to the isentropic orifice equation, assuming that the effective restriction
area has a linear dependence on the spool for each valve orifice, and includes the
modeling of leakage flow in the null region by introducing an underlap in the model.
In the above mentioned paper, Shearer demonstrates a close fit to measurements
of a zero-lapped sliding plate valve. Though providing an accurate description of
zero- or under-lapped proportional valves, the model is not well suited for control
because the introduced underlap causes flow through both flow paths in the null
region, which complicates the computation of the inverse. Another example of an
accurate mechanistic model of the spool-flow characteristic of a five-way spool valve
including leakage in the null region, is derived by Mo in the paper [66]. The model
is more general than Shearers model and is validated experimentally to be highly
accurate for the modeling of a spool valve. Like Shearer’s model, however, it is well
suited for simulation, but too complex for control.

Simplifying Shearer’s model by assuming a zero underlap, results in a model
which is piecewise input-affine, i.e., the input u appears affinely in the form

w =g (p,sgnu) - u, (1.1)

where p is the chamber pressure, and where u is the spool position which is regarded
as the input. Because of the affine form, the model is explicitly invertible, making it
particularly suited for control design. However, because the model disregards leak-
age flow in the null region, it is primarily suited for the modeling of high-performance
zero-lapped valves with precise manufacturing tolerances such that the null region
is negligibly small. This model has been used by several researchers for model-based
nonlinear control employing full state-feedback. Common for these applications, is
their use of robust control techniques which suppress model uncertainties, like the
disregarded leakage in the null region. Pandian et al. employ the model in successful
implementations of sliding mode control applied to the control of both vane-type
rotary actuators and cylinder actuators in [73], [74], [75]. Wang et al. report good
experimental results in a robust nonlinear design applied to the control of a cylinder
actuator in [99], [100]. In [44], Keller & Isermann employ a model in this piecewise



input-affine form using the elliptic approximation of the ISO standard for the mod-
eling of the pressure ratio function, demonstrating good experimental results with
a model-based nonlinear adaptive scheme applied to a pneumatic cylinder actuator.
In addition, several researchers employ this simplified piecewise input-affine model
in simulation studies of nonlinear control of pneumatic actuators, see e.g. [12], [21],
or the more recent papers [2] and [1] by Acarman et al.

In the paper [10], Bobrow and McDonell point out the discrepancy of modeling
a jet-pipe type Moog servo valve using the input-affine model of a proportional
valve. This is primarily due to a considerable leakage in the null region of the valve
combined with a nonlinear input—spool characteristic, inherent in most pneumatic
servo valves. In [79], Richard proposes a model structure which consists of an orifice
flow term modeled by the orifice flow equation with a fictitious flow area as a function
of the input, and an additional leakage term representing a fixed clearance in the
valve. The model is in the form

w = go (p,sgn ¢ (u)) - ¢ (u) + g1 (p) , (1.2)

where the fictitious area function ¢ (u) — referred to as the input nonlinearity of
the valve — appears in a piecewise affine form, thus, this model structure is referred
to as being in an input nonlinearity-affine form. The input nonlinearity ¢ (u) can
alternatively be modeled as a flow conductance function, and is in essence a lumped
function approximating the total steady-state input nonlinearity of the valve, i.e.,
representing both the nonlinear leakage flow in the null region and the nonlinear
input—spool characteristic. This form is convenient for control because the nonlinear
input function ¢ (u) is straightforward to parametrize in a form which is explicitly
invertible, thus, resulting in a flow model which is explicitly invertible. A main
drawback, however, is that a model in the form (1.2) is not capable of providing
an accurate description of the leakage flow in the null region, since this requires the
modeling of the flow through each of the flow paths separately due to the nonlinear
flow characteristics of compressed air. Hence, a model in the form (1.2) is not suited
for accurate modeling of zero- or underlap valves where the leakage flow in the null
region is significant.

The form (1.2) is well suited for the modeling of overlap valves where the leakage
flow in the null region is small. For example in the paper [80], Richard & Scavarda
implements a feedback linearization controller applied to the tracking control of
a pneumatic actuator, using a model in the form (1.2) to model an overlap servo
valve. Further validation of a model in this form for the modeling of overlapped servo
valves has been demonstrated in the recent papers by Lee et al. [56] and by Maré et
al. in [64]. Maré et al. employ an experimentally obtained nonlinear function of the
effective conductance instead of the effective area, and employ the ISO standardized
elliptic approximation instead of the isentropic pressure ratio function. In the models
presented in the above mentioned papers [79], [80], [56], [64], the input nonlinearity
is implemented as a look-up table which is obtained experimentally for the given
application, and a parametrization of the nonlinear function is not provided.

In [85], a detailed experimental study of a three-way Servotronic proportional
valve was conducted, and a highly accurate flow rate characteristic was obtained.
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Purely empirical parametrizations of this characteristic, in the form of multivari-
able polynomial approximations, were proposed in [8]. In this paper, Belgharbi et
al. present a highly accurate model for simulation, and a simplified model for control
which is in the above mentioned input nonlinearity-affine form (1.2). In this sim-
plified empirical model, the input nonlinearity becomes a piecewise linear function
with a small discontinuity for the spool in its center position due to a slight overlap
in the valve. The model is employed for tracking control of pneumatic actuators in
work by Brun et al, for example in the paper [13]. A main drawback with the sim-
plified parametrization in the form (1.2) presented in [8], is its discontinuity in the
spool position at the origin, and its pure empirical nature which requires extensive
measurements in order to identify all the parameters of the model.

The currently most general parametrization of a model in the form (1.2) is pro-
posed by Xiang and Wikander, who use the model in approximate feedback lin-
earization approaches for the control of pneumatic actuators, see for example the
paper [102, Paper A]. Their model is partially mechanistic in the sense that the
pressure dependence is modeled by the (mechanistic) elliptic pressure ratio func-
tion, and the lumped input nonlinearity is parametrized by a dead zone function
multiplied by an empirical polynomial approximation.

1.2.3 Friction modeling

Friction in mechanical servo systems is a complex phenomenon, which traditionally is
considered hard to model accurately. The first real survey on the modeling of friction
for control purposes, was conducted by Armstrong-Hélouvry et al. in 1994 [6]. In
many ways, this work initiated an extensive amount of research on the subject,
which has accelerated the development of new friction models suitable for model-
based friction compensation.

Several works on the modeling of friction in pneumatic actuators has been pub-
lished in the literature, where most are concerned with static friction models only.
Schroeder and Singh analyze the most interesting of these static friction models
in [84], where seven models are compared and validated from experiments with a
pneumatic cylinder actuator. In most pneumatic actuators dynamic frictional ef-
fects are important, and a dynamic friction model is required in order to achieve an
accurate description of the friction in pneumatic actuators. In particular, the dy-
namic pre-sliding deflection of the seal between the piston and cylinder wall, plays
an important role for accurate friction modeling due to its high elasticity.

In the paper [15], Canudas de Wit et al. present a dynamic friction model —
referred to as the LuGre model (Lund-Grenoble), which captures most of the qual-
itative properties of friction reported in the literature. The model is simple, and
well suited for model-based control. A drawback with the model is that it results
in a non-physical drift in position in the pre-sliding phase, i.e., it does not render
true stiction. An improved model, compared to the LuGre model, was published
by Dupont et al. in [22]. This model is referred to as the Elasto-plastic model, and
employs a switching function in order to render plastic deformation (which results
in drift) only for load forces above a certain limit. That is, the model renders pure



elastic deformation, thus, true stiction, below this limit. In [91], Swevers et al.
introduce a more elaborate model — referred to as the Leuven model, which demon-
strates improved pre-sliding properties compared to the LuGre model (presumably
also compared to the Elasto-plastic model). By introducing a hysteresis function
with nonlocal memory, the Leuven model renders true stiction without the use of a
switching function. Some modifications of the Leuven model was later proposed by
Lampaert et al, in [54]. In the paper [70], Nouri et al. employ the Leuven dynamic
friction model in an experimental study on the modeling of a pneumatic actuator.

In [31], Hsieh & Pan provide the most complete and accurate description to date
of the pre-sliding friction properties (in the author’s view), and present a highly
accurate model of the pre-sliding friction properties of mechanical systems. The
model has many similarities to the above mentioned Leuven model, but is more
complex.

1.2.4 Static nonlinearities

From a parameter estimation point of view, it is beneficial that nonlinear functions
in the system model are parametrized in forms where the parameters appear in
an affine fashion. With respect to off-line parameter fitting from measurements,
parameter-affine models make possible parameter estimation by convex optimization
(for example, linear least-squares parameter fit to measurements). Furthermore,
existing constructive tools for nonlinear adaptive control, comprise only systems
with uncertain nonlinearities which can be parametrized in a parameter-affine form.
A smooth nonlinear function can in general be modeled, or approximated, by a
weighted sum of simple basis functions, where increased complexity of the nonlin-
earity, simply requires a larger number of basis functions in order to meet a required
accuracy. This is for example exploited in (one-layer) neural network models, which
are composed of a large number of simple basis functions. Parametrizations us-
ing a weighted sum of basis functions results in models which are parameter-affine,
making possible parameter estimation by a convex optimization approach. A prefer-
able choice of basis functions, are the bell-shaped smooth normalized Gaussian, or
the B-spline basis functions. For a reference to the theory of neural network mod-
els, see e.g. the textbook [67] by Nelles, and for a reference on B-splines, see the
textbook [19, Chapter 7] by Cheney. Another application of this type of smooth
parameter-affine models is proposed by Johansen (see e.g. [38]), where normal-
ized Gaussian basis functions are utilized for the construction of smooth Lyapunov
functions for performance and stability analysis of nonlinear systems, in general.

1.3 Literature review — output-feedback track-
ing control

1.3.1 Introduction

For linear systems, tools for analysis and control are well developed, and the prob-
lem of output-feedback tracking of single-input single-output (SISO) systems may
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be solved by various techniques; either a state-variable approach using static (mem-
oryless) state-feedback combined with an observer to reconstruct the unmeasured
states, or a direct polynomial approach where a dynamic output-feedback control law
is designed based on an input-output representation of the system. A detailed treat-
ment of linear system theory can be found in graduate level texts, like e.g. [43], [81]
or [17]. In the sections below, we briefly outline the basics of these two approaches for
output-feedback tracking control of SISO linear systems, mainly in continuous-time.

For linear systems, the so-called separation principle holds, which means that
the output-feedback control problem can be separated into the design of a state-
feedback controller and observer, independently. For linear time-invariant systems,
the stability of the resulting closed-loop system is given by the union of the state-
feedback and observer poles. This indirect approach is referred to as an observer-
based output-feedback design, and is based on a model of the system in state-space
form. First, a linear state-feedback controller may be designed by various techniques,
such as pole placement control or linear quadratic (LQ) optimal control, assuming
that all states are measured. Next, provided that the system is observable, the
design of an observer is solved by using a copy of the system and adding linear output
correction terms, providing exponentially converging estimates of the unmeasured
states (with arbitrary fast rate of convergence). This type of observer for a linear
deterministic? system was introduced by Luenberger [60], and is therefore often
referred to as a Luenberger observer. The output-feedback problem is then solved by
replacing the unmeasured states of the state-feedback controller with the estimates
provided by the observer. A description of full-order and reduced-order observer
design for linear systems is given e.g. in [43, Ch. 4], [81, Ch. 15], [17, Ch. §]
or [57, Ch. 37].

The alternative direct approach of designing a dynamic output-feedback controller
for a linear system is solved by first expressing the system in an appropriate input-
output form, e.g., as a transfer function in polynomial form. A dynamic output-
feedback controller may then be designed by e.g. pole placement control where a
dynamic feedback is designed such that the resulting characteristic equation of the
closed-loop system coincides with a desired characteristic polynomial. Alternatively,
a model reference control approach may be pursued, where the dynamic feedback is
designed so that the closed-loop system matches a desired reference model. A plain
summary of the design and analysis of pole placement and model reference control
can be found in [33, Ch. 7.3 and Ch. 6.3], and in more detail in [17, Ch. 9].

For nonlinear systems, tools for control and analysis are still at an evolution-
ary stage, therefore, nonlinear control has not yet become a common engineering
tool. For this reason, and because tools for control and analysis of linear systems
are constructive and powerful, the most common approach is to apply linear con-
trol techniques based on a locally linearized model of the nonlinear system. This
approach is usually best suited for systems which can be characterized as “weakly”
nonlinear. When nonlinearities in the system become significant, a common ap-

’In a stochastic setting with normal noise distributions, the well known Kalman-Bucy filter
provides the optimal solution to the state estimation problem.



proach in order to extend the applicability and improve the performance of linear
control, is by applying so-called gain scheduling techniques. Gain scheduling refers
to the concept of interpolating (or scheduling the parameters of) a family of linear
controllers over a set of operating points in the state-space. In this way, a time-
varying linear controller may be designed using the wide range of design tools that
are available for linear systems. For a review of gain scheduling techniques, see
e.g. the survey paper by Rugh & Shamma (2000) [82].

If the nonlinearities in the system are essential, a control design based on locally
linearized models may lead to poor performance, or even instability of the closed-
loop controlled nonlinear system. In these cases, a pure nonlinear control design
is likely to provide superior performance and robustness compared to linear meth-
ods (even when using gain scheduling). In nonlinear control theory, the problem of
output-feedback tracking is considered one of the most challenging. First of all, the
separation principle holds only for a limited class of nonlinear systems®. That is,
for nonlinear systems in general, the design of a state-feedback controller where the
states are replaced with asymptotically convergent estimates obtained from an ob-
server, does not imply stability of the combined output-feedback solution. In order to
guarantee stability of an observer-based output-feedback design, the state-feedback
controller must be robust (i.e., input-to-state stable) with respect to state estimation
errors. Another challenge with output-feedback control of nonlinear systems, is the
design of an asymptotically convergent observer, which is solved only for restricted
classes of nonlinear systems. Therefore, constructive output-feedback designs for
nonlinear systems are available only for restricted classes of systems. A detailed
account of the most significant results within the field of output-feedback control of
nonlinear systems can be found in the thesis by Maggiore (2000) [61]. Furthermore,
an overview of constructive nonlinear control, including results in output-feedback
control, is reviewed in the historical survey by Kokotovi¢ & Arcak (2001) [51].

In the remaining of this literature review, we first attempt to give an overview
of some of the main approaches applied to control of electro-pneumatic actuators.
Next, we review the most interesting constructive techniques that are currently avail-
able for nonlinear control design, restricting ourselves to results which are applicable
to observer-based output-feedback control of electro-pneumatic actuators.

1.3.2 Control of electro-pneumatic actuators

A large amount of research has been published on the problem of position tracking
control of electro-pneumatic actuators. In order to avoid an exhaustive presentation,
we attempt to outline only the main approaches which have been considered in the
literature, implying that some research will not be mentioned in this review. Too
complete the overview on existing work, see also the literature reviews provided in
the thesis works [97] (1995) by Virvalo, and [102] (2001) by Xiang, on the control
of electro-pneumatic actuators.

3 Assuming that the separation principle holds is often a practical solution to many design
problems even when it can not be rigorously established.
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Due to the inherent low stiffness and low damping of pneumatic actuators, the
conventional proportional plus differential (PD) output-feedback control achieves
unsatisfactorily poor (read: slow) tracking performance for most applications, thus,
it not discussed here. Other research which (perhaps unfairly) are omitted in this
review, are applications of model predictive control (MPC), and neural network
(NN), and Fuzzy control. Main reasons for this are that MPC is computationally
highly demanding since it requires the solution of a nonlinear optimization problem
at each sample, and that the main advantage of NN and Fuzzy control, which is to
adapt empirically to uncertain systems, are not needed since pneumatic systems are
well understood, and accurate mechanistic models exist.

Hence, with a reservation to unfair omission of research, the main strategies
applied to tracking control of electro-pneumatic actuators may roughly be grouped
into the three categories:

Linear control Designs based on linearized models of the pneumatic actuator,
which allow the application of linear control techniques.

Feedback linearizing control A nonlinear control design performed in two steps:
First, a change of coordinates is found such that all nonlinearities satisfy the
matching condition (that is, they appear in the same equation as the control
input). Second, a control is designed which cancels all nonlinearities and
makes the system linear for a redefined control input such that linear control
techniques can be applied to the feedback linearized system.

Sliding mode (or variable structure) control A robust nonlinear design method-
ology where the nonlinear control problem is partitioned into two design phases:
the design of a sliding manifold which defines some ideal motion of the system,
and the design of a control which forces convergence to this manifold (referred
to as sliding mode), where switching terms in the controller compensates for
model uncertainties (or imprecisions) satisfying the matching condition.

Linear control

A common approach is to describe the dynamics of the actuator by a simplified
4th-order nonlinear model with the actuator position, the actuator velocity, and the
pressures of the two chambers as dynamic states, i.e., x = [y, v, pa, pg]’. The valve
dynamics is then assumed to be negligibly fast, and the friction is assumed to be a
static function of the velocity. Based on this nonlinear dynamics, a locally linearized
model is obtained by linearizing about the equilibrium point x* = [y*,0, p%, pi]”
with y* usually taken as the mid-stroke position of the actuator, and where p%
and pj are equilibrium pressures corresponding to the chosen operating point y*,
i.e., p& = p4 (v*), pi = pi (v*). The resulting 4th-order linear model is strictly
minimum-phase with relative degree three, i.e., it has one strictly stable zero. A
detailed description of this model in state-space form can be found e.g. in the papers
[83], [58], [20], [11]. For control design, the model is usually further simplified by
averaging the time constant of the two pressure states such that the system can be

Y



expressed in the 3rd-order normal form

d 1Y 0 1 0 Y 0
7 yl =10 O 1 yl+ 1 0 |u, (1.3)
U 0 —w? —2C,wn| |9 Kuw?

where y is the position as a deviation variable from the equilibrium position y*, the
variable ¢ is the velocity, and the two pressures are replaced by the acceleration
variable §j, that is, the new state vector is x = [y, ¢, #]”. The parameter K is the
steady-state gain, w,, is the resonance frequency (also called the natural frequency),
and (,, is the damping coefficient. The dynamics (1.3) can alternatively be expressed
as a transfer function from input u to the position y, i.e., in the input-output form

N y(s) _ KW%
Gls) = u(s)  s(s2+2¢,wns +w?) (14)

Remark 1 In the reduced-order model (1.3), the state which was rendered unobseruv-
able by the transformation to the normal form, was simply cancelled due to averaging
the two pressure states. This zero-pole cancellation can be allowed because the 4th-
order system 1is strictly minimum-phase, thus, the cancelled unobservable state is
strictly stable.

The 3rd-order linear model, given by (1.3) or (1.4), has been used by several
researchers as basis for linear control designs. For a detailed description of the model,
including expressions for K, ¢, and w,, see e.g. the references [20], [96], [97], [80],
[13]. Characteristic properties of pneumatic actuators which makes control difficult
(compared to hydraulic actuators), are that the damping coefficient (,, typically is
very low due to low viscous friction, and that the resonance frequency w, is low
due to the high compressibility of air, and of course that both (, and w, varies
significantly as functions of the position .

Based on the above 3rd-order linear model with states x = [y, 7, 4]”, the con-
ventional linear state-feedback tracking controller is given by

u=—K,(y—y)— Ky — K, (1.5)

where y, is the desired reference position, and K,, K,, K,, are the controller feed-
back gains for the position, the velocity, and the acceleration, respectively. When
the parameters K, ¢, and w,, of the model is known, the feedback gains can be de-
termined by various linear control techniques, such as pole placement, steady-state
linear quadratic (LQ) optimal control, or common performance criterion like the
ITAE (integral of the time-weighted absolute error) criterion, etc. In most cases, ad-
ditional fine-tuning of feedback gains may be required in order to achieve satisfactory
performance for a given application.

The application of linear control techniques for the control of heavy pneumat-
ics using commercial components has been experimentally studied by Virvalo. In
his thesis [97] (1995), Virvalo implements the linear control law (1.5) for tracking
control, and investigates a wide range of applicable linear techniques for the deter-
mination of the feedback gains K, K, and K, utilizing the 3rd-order linear model
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(1.3). Virvalo also considers gain scheduling of the feedback gains K,, K,, and
K, as functions of the position y in order to improve performance over the entire
operating range of the system. The application of the control law (1.5) with gain
scheduled feedback gains, has also been investigated experimentally by several other
researchers, see e.g. the work by Thomasset et al. [96], Richard & Scavarda [80],
and Brun et al. [13].

In order to obtain an output-feedback solution, the velocity ¢ and the acceleration
¢ must be estimated for use by the control law (1.5). Estimates of ¢ and §j, which
are the 1st and 2nd-order derivative of the measured position y, may be obtained
by (filtered) numerical differentiation of y, or by the use of an observer. Numerical
differentiation is the most common approach for the estimation of y and j. A
major drawback with this approach is that it is vulnerable to measurement noise,
particularly in the 2nd-order derivative. Furthermore, by introducing filtration of
the numerical derivatives, one introduces a time-delay in the estimates which may
significantly degrade the performance of the closed-loop system. The alternative
to numerical differentiation is to design an observer. The full-order Luenberger
observer for the system (1.3) is given as

g7 ky 0 1 0 g 0
12 = || y=9)+]0 0 1 gl + 0 |u,  (16)
i ks 0 —w? —2(,wn] |§ Kuw?

where [§,7, §]7 are the estimates of [y, ¢, j]7, and [ki, ks, ks]7 are the observer gains
of the output error injection term (y — ) which may be determined by pole place-
ment of the resulting closed-loop observer error dynamics. Alternatively, a reduced-
order observer may be designed, which estimates only the unmeasured states iy and
i.

For estimation of ¢ and §j, Virvalo [97] investigates experimentally both the use of
numerical differentiation, the reduced-order and the full-order Luenberger observer
(1.6). The application of the reduced-order Luenberger observer for the system (1.3)
has also been investigated by Hong & Yongxian e.g. in [30].

The application of dynamic output-feedback control based on input-output mod-
els in polynomial form (which does not require an observer to recover the unmea-
sured states), has been investigated by some researchers. The results found in the
literature mainly consider discrete-time designs, which are convenient for digital im-
plementation. The continuous-time transfer function (1.4) is then discretized, and
expressed in the polynomial form
B(z) o y(2) byz? 4+ b1z + by byz? 4+ b1z + by

- (1.7)

H(z) = = .
() A(z) u(z) (2—-1)(2+diz+dy) 224 az®2+a12z+ag

A dynamic output-feedback controller for the discrete system (1.7) is given in poly-
nomial form as

R(z)u==S(z)y+T(z)r. (1.8)

where R, S, and T are polynomials of z. Designing a minimum-degree pole place-
ment controller with no zero cancellation for (1.7), the polynomials must be R (2) =



2241z + 70, S(2) = $22° + 512 + 50 and T (2) = t92? + t12 + to. The polynomial
T (z) is a design factor. A good choice is to take T (z) = t22% = t5Aq (2), where to
is chosen to provide a unity steady-state gain, while Ay (z) = 2? is pole dynamics
which is cancelled by the controller in the resulting closed-loop system. By defining
a desired closed-loop pole polynomial A, (z), the coefficients of R (z) and S (z) are
found by solving the so-called Diophantine equation®

A(z)R(2)+ B(2)S(z) = Ao (2) Aq(2) . (1.9)
The discrete-time implementation of the dynamic controller (1.8) is thus given as
Uk = —T0 - Up—2 — T1 - Uk—1 — S0 * Yk—2 — 81" Yh—1 — S2- Yk + 12 7% (1.10)

where subscript k& denotes the sample at time ¢, = k- AT (where AT is the sam-
ple time). Experimental implementation of (1.8) is among others investigated by
Virvalo, see [97]. In [87], Shih & Huang applies the dynamic output-feedback pole
placement controller in combination with on-line estimation of the model parameters
(i.e., the coefficients of A (z) and B (z)), using a recursive least squares identifier.

Feedback linearizating control

The first application of a pure nonlinear control scheme for position tracking control
of electro-pneumatic actuators, was the use of input-output feedback linearization by
Richard & Scavarda (1989) [79]. This work has been further refined and validated by
several members of Scavarda’s research group, see e.g. the papers [96], [80], [13]. As
their basis for design, the dynamics of the actuator was described by the simplified
4th-order model (or variants with minor differences)

y = v

. Ax Ap 1

L Ve VR A

1 1

14 = —Aa——vpas+ Rly——w, (pa,u 1.11

ba AVA (y) Y\ OVA (y) (pA ) ( )
1 1

g = Ap——vpp + Rly———w, (pB, —u).

PB BVB ) PB OVB ) (pB )

where the valve dynamics was assumed to be negligibly fast. In order to make possi-
ble input-output linearization, the friction fr (v) was required to be a differentiable
function of the velocity, e.g. fr (v) = Dv. Furthermore, to facilitate the computation
of the inverse of the valve flow w, (p,u) with respect to u, the model of the valve
flow was confined to the (piecewise input nonlinearity-affine) form

Wy (P, u) = Go (Pysgn @ (u)) - ¢ (u) + g (p) (1.12)

4The Diophantine equation may be formulated as a linear equation in the form Ax = b, where
x contains the unknown coefficients of R (z) and S (z) which is straightforwardly computed by
inverting the Sylvester matriz A.
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where g; (p) is a leakage term, and ¢ (u) is an invertible input nonlinearity. With the
redefined control input @ £ ¢ (u), the system (1.11) is in the piecewise input-affine
form

x =f (x)+g(x,sgnau)-u (1.13)
y = h(x),
with the state vector x 2 [y,v,p4,p5]7, and measured output 3. Provided that
the friction term fy (v) is one time differentiable, the system (1.13) is input-output
linearizable, with a well defined relative degree p = 3, for all physically realizable
pressures (i.e., pa,pp > 0). Hence, the model is in a form which is applicable for a
straightforward use of input-output feedback linearization, following the approach
described e.g. in the textbooks by Slotine & Li [89] or Isidori [34].

The system is thus transformable by a change of coordinates z = ¢ (x) and
¢ = p(x) to the normal form

21 = 29
Z9 = 23
23 = a(x)+0b(x,sgnau)-u (1.14)
¢ = q(z0)
= 2
where the states z = [21, 29, 23]7 £ [y, 9,%]" are the measured output and its deriv-

atives, and ( the state of the unobservable internal dynamics. A linearizing state

feedback is then )
U =——-—|—0a(x)+qf, 1.15
s 0+l (1.15)
which makes the z-subsystem a triple integrator for the new control term a. Given
the tracking reference trajectory z, = [y, ¥y, {y'i]T, the poles of the dynamics of the
closed-loop tracking error Z = z — z, = [y, 9,%]" can be arbitrary placed with the
feedback

a(z) = —K,j — K, — K. (1.16)

Furthermore, it can be established that the zero dynamics C = q(z,,() is stable for

all bounded reference trajectories z,, which is required for the feedback linearizing
control law (1.15)—(1.16) to be feasible.

Remark 2 In the work [79] [96], [80], and [13], the state of the zero dynamics is
taken to be ( = pp. This means that the control u appears as a variable in the
internal dynamics, i.e., § = q(z,(,u). Consequently, the system in new coordinates
z and C, is not in the proper normal form (1.14) where ( is carefully chosen so
that its governing dynamics becomes independent of the input u. Hence, in order to
guarantee stability, one must prove that the dynamics governing ( = pg, is stable
for all possible inputs u and reference trajectories z = z,.. The authors proves this
only for the special case when the reference is a set-point, i.e., z, = [y,,0,0]7.



The feedback linearizing control (1.15)—(1.16) yields superior tracking perfor-
mance compared to linear control approaches, mainly because the nonlinearities in
the system are explicitly compensated for. However, like model-based linear control
approaches, careful modeling and accurate tuning of model parameters is required.
A possible drawback with the feedback linearizing control law, is that it relies on
cancellation of the nonlinearities a (z, () and b(z, (). For nonlinear systems in gen-
eral, such a cancelling control law is not robust. Additionally, a cancelling control
law is not optimal in the sense that it wastes control effort by failing to recognize
stabilizing nonlinearities, i.e., nonlinearities which contribute to push the states to-
wards the reference trajectory. Another possible drawback with the input-output
feedback linearization approach, is the necessity to transform the system to the
normal form, which imposes constraints on the model used for design; to allow a
continuos state transformation to the normal form, the model nonlinearities must
be differentiable. An alternative feedback linearizing approach for control of electro-
pneumatic actuators is proposed by Xiang in his thesis work (2001) [102], which is
referred to as block-oriented approximate feedback linearization. Here, Xiang con-
siders approximate cancellation, allowing the use of a design model with nonsmooth
nonlinearities, like e.g. discontinuous friction. Other work which should be men-
tioned, is an input-state feedback linearization approach considered by Kimura et al
in [49].

No results have been found in the literature which consider output-feedback
control using a feedback linearizing control law in combination with an observer
for the estimation of the unmeasured states. In most published papers which ad-
dress control by a feedback linearization approach, partial state-feedback is pursued,
where both pressures and the position are measured, while a velocity estimate (and
possibly an acceleration estimate) is obtained by filtered numerical differentiation.
Hence, output-feedback control by pursuing a feedback linearization approach is
still an open problem, consisting of two parts: First, the design a nonlinear observer
which provides asymptotically convergent estimates of all the unmeasured states,
and second, to establish under which conditions the feedback linearizing controller
with observer is stable with respect to initial state estimation errors. The design of
a nonlinear observer for electro-pneumatic actuators is discussed in the last section
on sliding mode control below.

Sliding mode control

Sliding mode control is perhaps the most popular and successful nonlinear control
technique which has been applied to tracking control of electro-pneumatic actuators.
The design of a sliding mode controller is a general methodology which is performed
in two steps: First, a sliding manifold is constructed for a subsystem not containing
the actual control input. The design is simply a reduced-order control problem
for the considered subsystem, where one of the states is assumed to be the control
input. Next, the actual control law is designed so that the system states are forced
to converge to the sliding manifold in finite time and remain there for all future time.
This is a scalar control problem which is achieved by introducing switching terms
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in the controller, where convergence can be made robust to bounded disturbances
satisfying the matching condition. The dynamics of a sliding mode controlled system
is usually characterized by two phases; the convergence to the sliding manifold which
is referred to as the reaching phase, and the motion on the manifold once reached,
which is referred to as the sliding phase. In the sliding phase — when the system
is maintained on the sliding manifold — the system is said to be in sliding mode,
characterized by infinitely fast switching of the control input.

Successful applications of sliding mode control for tracking control of electro-
pneumatic actuators have been proposed by several researchers. A constructive
approach to the design of a sliding mode controller for systems transformable to
the normal form, is described in the textbook by Slotine & Li [89]. This approach
is described below to illustrate sliding mode tracking control of electro-pneumatic
actuators, which is the approach also applied by Bouri et al. [12] using the 4th-order
nonlinear model (1.11) transformed to the normal form (1.14). Sliding mode designs
based directly on 4th-order model (1.14) is, among others, proposed by Acarman
& Hatipoglu [1] and Drakunov et al. [21]. Pandian et al. [73], [74], [75], propose
a similar approach based on a simplified 3rd-order design model where the two
pressure states are replaced with a single differential pressure state.

In this section, we illustrate the sliding mode control approach, based on the
4th-order model (1.11) transformed to the normal form (1.14), as described in [12].
Recalling that the tracking error is defined as z £ z — z, = [y, 9,%]", the tracking
error dynamics of the open-loop system (1.14) is given as

Z1 = Zy

Zy = Z

Z3 = a(x)+b(x,sgna) i — i + 0 (1) (1.17)
¢ = q(z0),

where the additional term 0 (¢) may represent any bounded uncertainty such as mod-
eling imprecisions or bounded disturbances, and the zero dynamics ¢ = ¢ (z,,¢) is
stable for all possible z,.. The design of an appropriate sliding manifold is straight-
forward considering the subsystem

21 = 2y
Zy = Zs.

Assuming Z3 to be the control input, a pole placement controller with critically
damped poles placed at —A\ is given by

Z3 = —2X\% — A3,
The sliding manifold is thus defined as
s(Z) =23 +2)\% + 2?2, =0 (1.18)

such that on the sliding manifold, i.e., s(z) = 0, the tracking error dynamics is
described by s (Z) = §j + 2\y + A*y = 0.



The design of a control which forces convergence to the sliding manifold s (z) = 0
is a scalar control problem, where the control is taken in the form

U =1l — Usgn(s). (1.19)

Here, 1., is referred to as the nominal equivalent control which is designed to cancel
all known terms such that in the absence of uncertainty, taking u = ., would give
$ = 0 and sliding mode (s = 0) would be maintained once it was reached. The
switching term —U sgn (s) is designed to ensure robust convergence to sliding mode,
even in the presence of a bounded uncertainty ¢ satisfying |d| < D. Hence, taking
the equivalent control as

1
g = 3 (—a +§r = 202 — N3), (1.20)

and the magnitude of the switching term as

D+c

U =
b Y

the time-derivative of s is governed by

§ = a+bu—i,+0+2\3 + N2,
= §—bUsgn(s)
= 06— (D+c)sgn(s)

s <—c , >0
o >c , 5<0

which proves convergence to sliding mode (s = 0) in finite time. Since the switching
term can be designed to guarantee convergence to the manifold for any bounded
uncertainty ¢ with sufficiently high U, the main feature of the continuous component
Ueq 1S that it cancels all known terms in the dynamics of s, in order to reduce the
magnitude U of the switching term required to ensure convergence to sliding mode,
s =0.

Notice the similarity between the equivalent control law (1.20) and the feedback
linearizing control law (1.15). In order to reduce the magnitude U compared to the
case with u., = 0, the continuous control part u., can be taken as any controller
which approximately stabilizes s = 0. In the work [90] by Surgenor & Vaughan, the
linear tracking controller (1.5) is adopted as the equivalent control, i.e.,

Ueqg = _Kpgl — K,Ugg — Kagg. (121)

An example of a sliding mode design based on the linearized model (1.3) in the
normal form is illustrated in the paper [96] by Thomasset et al.

A possible drawback with the sliding mode controller (1.19) is that it results in a
discontinuous control law due to the switching term U sgn (s). In applications with
high friction, where the controller is implemented with sufficiently high sampling
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rate, this may be advantageous as high-frequency switching in the control introduces
a dither which eliminates or reduces stiction. In most applications, however, a
discontinuous control law is undesirable as it introduces chattering in the control
input which may wear out the valve. In these cases, the discontinuous sliding mode
controller (1.19) is replaced with the continuous approximation

i = Gy — Usat (3> , (1.22)
)

where @ is referred to as the boundary layer thickness. The modified continuous

control (1.22) now only guarantees convergence to the boundary layer |s| < & in

finite time. Inside the boundary layer |s| < ®, the controller is simply a local high-

gain controller which will maintain tracking within a small neighborhood of sliding

mode, s = 0.

The inherent strong robustness properties of sliding mode control, makes it par-
ticularly suited for observer-based control. Unlike the case of exact feedback lin-
earization, establishing stability of the resulting output-feedback solution is in most
cases constructive because the last design step is scalar. However, the extension of
full state-feedback sliding mode control to the case of using output-feedback only,
requires the design of an asymptotically convergent observer for the unmeasured
states, which in general is not a trivial task.

For the full 4th-order system (1.11), the unmeasured states are ¢, pa, and pp.
With an asymptotically convergent observer available for these states, the problem
of output-feedback tracking would be solved using either of the mentioned (partial)
state-feedback sliding mode designs presented in [12], [1], or [21]. However, there are
very few published papers that address the problem of nonlinear state estimation
using the 4th-order system (1.11). One of the few constructive solutions to observer
design for nonlinear systems is the so-called Extended Kalman filter (EKF), which
is a straightforward extension of the renowned Kalman filter for stochastic systems®.
In [18], Chen et al. attempt to design an asymptotic nonlinear observer for all the
states of the nonlinear system (1.11) by application of the Extended Kalman filter,
in discrete-time. The paper indicates that good experimental results are obtained.
However, no evaluation of the observability properties of the system is provided,
hence, the design is based on the indirect assumption that the Jacobian — the lin-
earization along the estimated state trajectory — of (1.11) is observable from the
output y under all conditions. Furthermore, even if the observability assumption is
satisfied, it is not guaranteed that the Extended Kalman filter is indeed asymptoti-
cally stable under all conditions for the nonlinear system (1.11). This is one of the
main drawbacks of the EKF, which, in general, only guarantees asymptotic stability
locally, and no quantitative region of attraction is provided by design. Hence, asymp-
totic stability in a given region must be established separately. Another drawback

5The Kalman filter provides the optimal solution — the minimum of the mean square of the
estimation error — to the state estimation problem for linear time-varying systems subjected
to uncorrelated stochastic disturbances and measurement noise. For the fundamental theory on
stochastic systems and filtering, see e.g. [36].



with the EKF, is that the implementation of the EKF is computationally demand-
ing, mainly because the Ricatti equation is solved on-line, which also requires the
continuous computation of the Jacobian.

An important aspect with respect to observer design for electro-pneumatic ac-
tuators, is that the observability properties of (1.11) with y being measured, has
not been rigorously established. A common approach to determine the observability
properties of the system has been to linearize (1.11) about some steady-state oper-
ating point in state space, which may lead to the conclusion that only one of the
pressures, p4 and pg, are observable simultaneously from y. This apparent lack of
full observability of (1.11), which is false in the main operating range of the actuator,
has possibly been a main reason for the slow progress in research on output-feedback
control and nonlinear observer design for electro-pneumatic actuators using the 4th-
order model (1.11). On the other hand, if an observer is designed on an assumption
of full observability (like in the case of simply applying the Extended Kalman filter
and not checking the observability conditions), one runs the risk that the output-
feedback correction term in the observer may cause unobservable states to diverge
and make the output-feedback solution unstable.

Remark 3 That the nonlinear system (1.11) has at least three observable states,
18 proven in a nonlinear sense by the existence of a state transformation to the
normal form (1.14) which is invertible. Furthermore, since the unobservable internal
dynamics of (1.14) is asymptotically stable, the system (1.11) is at least detectable,
i.e., the possibly unobservable state is asymptotically stable. However, this insight
on observability and detectability of the nonlinear system (1.14) which is provided by
the transformation to the normal form, has not been commented in any paper found
in the literature.

One way to avoid the problem of observability, is by approximating the system by
a 3rd-order model, which makes the system clearly observable from y (see Remark 3),
which again greatly simplifies the observer design. Following this approach, with a
3rd-order model in the states [y, 9, Ap]” as in [73], [74], [75], Takemura et al. [92]
propose a reduced-order Luenberger-type observer for estimation of the velocity ¥
and the differential pressure Ap. The observer is combined with the sliding mode
design proposed in [73] and [75] to obtain one of the few nonlinear output-feedback
solutions proposed for electro-pneumatic actuators. The output-feedback solution
is validated experimentally with reasonably good results.

1.3.3 Output-feedback control theory

In this section, the most interesting (in the author’s view) constructive procedures
which are currently available for nonlinear control are reviewed, constrained to re-
sults applicable for output-feedback control of electro-pneumatic actuators. A com-
prehensive review of existing constructive nonlinear control theory is provided by
Kokotovi¢ and Arcak in their historical survey paper [51] (2001). Their review
describes a close to exponential growth of results within the field of nonlinear state-
feedback control during the two last decades, while the progress in output-feedback
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control has been relatively slow. In the output-feedback case, the main challenges
are the development of an asymptotically convergent observer for the unmeasured
states, and the lack of a general separation principle for nonlinear systems. As a
result, constructive procedures for output-feedback control are developed only for
particular classes of nonlinear systems. A detailed review of the output-feedback
control literature can be found in the thesis by Maggiore (2000) [61]. An output-
feedback solution relies on the design of an observer to recover the unmeasured
states, and various approaches to nonlinear observer design are reviewed e.g. in the
theses by Johansson (2001) [39] and Rajamani (1995) [78].

Provided that some smoothness requirements are satisfied (basically on the fric-
tion and valve flow models), the full nonlinear model of the electro-pneumatic ac-
tuator is fully feedback linearizable. An important property of electro-pneumatic
actuators, is that their full nonlinear model is in pure-feedback form in its natural
coordinates. In the first section below, we first describe some results for feedback lin-
earizable nonlinear systems, the most general class in the nonlinear control literature
for which constructive procedures for nonlinear output-feedback tracking control are
available. Next, we discuss nonlinear systems in pure-feedback form, which are ap-
plicable for nonlinear state-feedback control design by a backstepping approach, and
for output-feedback control by an observer-based backstepping approach, provided
that an asymptotically convergent observer is available. In the last section, we pro-
vide a review of a few selected approaches for nonlinear observer design, applicable
for electro-pneumatic actuators.

In the review below, we limit our discussion to the single-input single-output
(SISO) case and approaches relevant for electro-pneumatic actuators, and we roughly
sketch the main ideas and refer explicitly to only a few selected references. For a more
complete overview over existing approaches, see the literature reviews in [61], [39],
and the survey [51].

Feedback linearizable systems

Most output-feedback solutions considered in the literature are based on high-gain
observers to estimate all, or some of, the unmeasured states of the system. A
constructive design of high-gain observers which robustly estimates the derivatives
of the output, are available for a general class of nonlinear systems which are fully
input-output linearizable. The main feature of the observer is that it uses high gain
in its output-injection term to achieve an arbitrary large region of attraction with
respect to vanishing pertubations, in addition to arbitrary fast rate of convergence,
and arbitrary attenuation of the effect of bounded disturbances. See e.g. the tutorial
paper by Khalil [48], and the references therein. A drawback with this high-gain
observer, is that it estimates the states of the model transformed to the input-output
form, i.e., where the states are the output and its derivatives. In order to obtain
estimates of the original states, an invertible observability mapping between the
output-derivatives and the original states is required to be explicitly known. In
his thesis [61], Maggiore removes this inconvenient and unpractical restriction by
proposing a high-gain observer for feedback linearizable systems which operates in
the original states, hence, which do not require a preceding transformation of the



system to an input-output form with the output and its derivatives as states.

One of the first general classes of nonlinear systems which was considered in
the output-feedback control literature, is feedback linearizable systems of minimum-
phase, which can be expressed in the normal form

21 = 29
22 = Z3
St = (1.23)
Zr = CL(Z,C)"—b(Z,C)'U
¢ = q(z,0),
where z = (21,20, -+, 2,)7 2 [y,9,---,y"Y]T € R", with y being the output, u

the input, and ¢ € R"™" the states of the internal dynamics, while n is the order,
and r the relative degree of the system. Since the state ¢ is carefully devised so
that the control input u does not appear in the internal dynamics (=g (z,¢), it
can not be controlled, thus, the system (1.23) is required to be minimum-phase, or
more precisely, the zero dynamics ¢ = q (z,, ¢) is required to be stable (or bounded)
for all possible reference trajectories z = z,.. In the partial-state feedback case
where ¢ is measured (in addition to y), a high-gain observer can be designed to
estimate the (r — 1) derivatives of the output y, with regional (and even semi-global)
asymptotic convergence. A partial state-feedback design then follows a separation
approach: First, a full state-feedback controller is designed to be robust to errors in
z. Secondly, as z is not measured, the designed full-state controller is implemented
using the estimates z of z obtained by a high-gain observer. Since Z converges
asymptotically to z, the tracking performance of the full state-feedback controller is
asymptotically recovered by partial state-feedback of ¢ and y only. A key element of
the design, is to make the full state-feedback control globally bounded in Z, in order
to prevent the peaking (initial transients with large magnitudes) of the high-gain
observer from destabilizing the resulting output-feedback solution.

Remark 4 Provided the model of the electro-pneumatic actuator is sufficiently smooth,
the normal form (1.23) (possibly non-affine in the input u), is obtained by differen-
tiating the output y until the input u appears in the equation. Typically, a model of
the electro-pneumatic actuator consists of the position y, the velocity v, and the two
pressures pa and pg, and then, the dynamic order is n = 4, and the relative degree

r = 3. Increasing the dynamic accuracy of the model, it could be further extended
to include states of the valve dynamics, friction dynamics, and possibly also temper-
ature dynamics. Then, the relative degree r would be increased by the order of the
valve dynamics, while the other dynamics would enter in the internal dynamics, i.e.,
only increasing the order n, but not the relative degree r.

The fact that ¢ is unobservable from g, represents a major obstacle for an output-
feedback solution when ¢ is not measured. This means that ¢ is unavailable for
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control, such that the controller design is limited to a partial state-feedback using z
only. A high-gain observer is then used to robustly estimate the output derivatives
of y. Since ¢ is not measured, it represents an unknown bounded disturbance
in the observer such that only approximate asymptotic convergence is achieved,
hence, the performance achieved with the underlying state-feedback controller is
only approximately recovered in the output-feedback case. An example of output-
feedback stabilization® by the above outlined approach, is proposed by Mahmoud
and Khalil in the paper [62], which extends the results of [45] by Khalil, to also
include systems with zero dynamics.

Remark 5 In the above described approach, the state ¢ of the internal dynamics
represents an unknown bounded disturbance, since it is not estimated. Hence, only
approzimate tracking is possible to achieve using a continuous high-gain observer and
continuous control. It should be noted, however, that in the case when the internal
dynamics 1s asymptotically stable, a copy of the system would provide asymptotically
convergent estimates of (. Thus, an asymptotically convergent observer could be
straightforwardly designed, despite of ¢ not being observable from y.

The largest class of nonlinear systems, for which constructive procedures for non-
linear output-feedback tracking control are available, is fully feedback linearizable
systems which can be expressed in the perturbed input-output form

y =g (z,u,w (1)) +b(z,u,w(t)) umm), (1.24)

where n is the order and r is the relative degree of the system. Here, the non-
linear functions @ (-) and b(-) may depend on the output and its derivatives z =
[y, 9, ,y™ YT € R", and also on the input and its derivatives u £ [u, 1, - - - ,u" ")
€ R™" when the relative degree is lower than the order of the system (r < n), and
w is a bounded uncertainty which can represent modeling errors and time-varying
disturbances. In the form (1.24), the state vector is the derivatives of the output
y, hence, provided that the input u and its derivatives are known, a high-gain ob-
server can be designed to provide asymptotically converging estimates of all the
states for the nominal (unperturbed) system without uncertainties, i.e., w (t) = 0.
The high-gain observer can be designed with a region of attraction which can be
made arbitrary large, by sufficiently large gain. Furthermore, in the presence of the
bounded uncertainty w (t), the high-gain observer recovers the output-derivatives
with arbitrary accuracy, by sufficiently large gain. Hence, with an asymptotically
stable observer available to robustly estimate all of the system states, the main
obstacle to an output-feedback solution is removed. A new difficulty with this ap-
proach is that the full state-feedback controller must be designed to provide, not only
the input u, but also its derivatives #, - -- ,u™ "1 in order to be able to estimate
all the states of (1.24) using a high-gain observer. To solve this problem, a series
of integrators are augmented on the input side of the system (1.24), whose states

6The term tracking refers to the most general case where the reference is a time-varying trajec-
tory, while the term regulation, or stabilization, refers to the special case when the reference is a
fixed set-point.



are denoted u = [uy, ug, -+, Up_p)7 = [u, 0, -+ ,u"""Y], such that the augmented

system is given by the state-space model

2= 2
Z9 = 23
b = a(z,u,w(t) +b(z,u,wt)v (1.25)
711 = U3
Uy = ug
Upey = V.

Remark 6 Provided that the electro-pneumatic actuator is modeled sufficiently smooth,
the model can be expressed in the input-output form (1.25) (however, not necessarily
affine in u"~") by successive differentiation of the output.

Viewing v £ u("™") as the control input of (1.25), this corresponds to using a
dynamic controller of order (n — ) to control z. As opposed to the design based
on the normal form (1.23), we no longer need to impose a partial state-feedback
restriction on the controller design of v: The state z contains the derivatives of the
output y which can be robustly estimated using a high-gain observer, while u is
the state of the dynamic compensator which is readily available for feedback upon
integration of v. Following this approach (in a reversed manner), Oh & Khalil [71]
design a high-gain observer for the tracking error (zZ = z — 2, ), and then a globally
bounded sliding mode controller in the observer coordinates which forces the esti-
mated observer tracking error to zero. Since the convergence of the actual tracking
error follows by the convergence of the high-gain observer, semi-global tracking is
achieved which is robust to the bounded, time-varying uncertainty w (t), i.e., mod-
eling errors and time-varying disturbances satisfying the matching condition. The
input v is discontinuous. However, there is no chattering in the actual control u since
it is obtained by (n — ) times integration of v. For the augmented system (1.25)
without the uncertainty w, Aloliwi & Khalil [3] propose (as an extension of Khalil’s
paper [46]) an adaptive output-feedback tracking controller, with unknown parame-
ters @ appearing in (1.24) with a(-) = fo (') +£()" @ and g = go () + &1 ()" 6.
Based on the augmented system (1.25), Mahmoud & Khalil proposed in [63] the full
generalization of [62] to the case of robust output-feedback tracking control utilizing
high-gain observers.

Systems in feedback form — integrator backstepping
For systems in pure-feedback form with only feedback paths in the dynamics, like
G = fi(q,q)

G2 = fQ(QI7Q27QB)
i3 = f3(q1,qq3,u), (1.26)
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a nonlinear controller may be designed recursively by an integrator backstepping
approach. Backstepping is a flexible design procedure, where the nonlinear control
design becomes constructive by breaking down the control problem into scalar prob-
lems at each step. A particular strength of backstepping, is that it can be used
to effectively deal with structured uncertainties which do not satisfy a matching
condition with the control input u (which is a common restriction in robust control
designs). With adaptive backstepping we may design asymptotic tracking controllers
in the case where the uncertainty is unknown constant parameters which appear in
an affine form, i.e., pure-feedback systems where the nonlinear functions can be fac-
tored as f; (-) = foi ()+@; ()" 0, where fo; (-) and ¢, (-) € RP are known, and 6 € R?
is a vector of p uncertain parameters. Adaptive backstepping, and backstepping in
general, is treated in the textbook by Krsti¢ et al. [52]. With robust backstepping we
may design robust tracking controllers in the presence of time-varying disturbances,
bounded by known functions, i.e., with nonlinearities in the form f; (-) = fo: () +
a; ()" w (t), where w () is a bounded uncertainty, while fo; () and q; (+) are known
functions satisfying the pure-feedback structure. Robust backstepping is also briefly
treated in [52], and in the textbook by Freeman & Kokotovi¢ [26]. Robust and
adaptive backstepping techniques can effectively be combined to deal with systems
with a combination of uncertain parameters and time-varying disturbances, i.e.,
with nonlinearities in the form f; (-) = foi () + @, ()" 0 +q; (-)" w (t), as proposed
by Freeman et al. [27].

One of the main purposes of backstepping is the construction of a Control Lya-
punov Function (CLF) which is used for control design. Briefly stated, a CLF is
a Lyapunov function candidate where a stabilizing control law exists which would
render the CLF a Lyapunov function for the closed-loop system with a negative
definite time-derivative. Some extensions of the backstepping procedure is based
on modifications of the recursive construction of a CLF. By introducing a flattened
CLF, Freeman & Kokotovi¢ [25] and [26, Section 5.3.2] removed an undesirable high-
growth property of robust terms in the control law, resulting from a backstepping
design using a quadratic CLF. Furthermore, Freeman & Praly [28] extended the
backstepping procedure to systems with actuator magnitude and rate constraints.
Another important extension of the backstepping procedure, with considerable prac-
tical importance because it guarantees stability margins, is the possibility to render
the design inverse optimal. Inverse optimal and locally optimal backstepping design
procedures are proposed by Ezal in his thesis [24]. See also [26, Section 5.3.2], Krsti¢
& Li [53], or Pan et al. [72] and the references therein.

Remark 7 The physical structure of electro-pneumatic actuators confines its model
to the pure-feedback form in its physical coordinates. The backstepping techniques
found in the control literature usually consider systems in the strict-feedback form,
that is, a lower-triangular form where the nonlinearities are restricted to the struc-
ture fi (q1, -+ 5 qiv1) = a; (@1, -, @) +bigis1, i.e., affine in g; 1. Provided that an im-
plicit function restriction is imposed on the dependence of f; (+) on q;+1, most results
for systems in the strict-feedback form carries over to systems in the more general
pure-feedback form, however, the results are then no longer global, see [52, Section

4.5.9].



The most general class of feedback systems where backstepping applies, com-
prising most models of electro-pneumatic actuators, is the pure-feedback form with
internal dynamics and uncertainties bounded by known functions. This form can be
expressed as

i = fila,eC)+e(ne ) wt)
6]2 = f2<q17q27q37C)+g2<q17q27q37C)TW(t)

(1.27)

q:r - fr(q17"'7QT7uaC)+gT‘(Q17"'>qrﬁu7C>TW(t>
¢ = F(a,¢u)+G(q, ¢ u)w(i)

where n is the order of the system, r is the relative degree, with the r first states
contained in the vector q = [q1,- -+, ¢]', the remaining (n — r) states of the in-
ternal dynamics contained in ¢, and w(t) € RP is a vector of p time-varying
bounded disturbances. The nominal dynamics f; () and the disturbance gains g; (+),
i = 1,---,r, the nominal dynamics F (-) € R"", and the disturbance gain ma-
trix G (-) € R of the internal dynamics, are known functions. The internal
¢-dynamics is written in a compact vectorized form for simplicity, however, it is
required to be in a form which does not violate the pure-feedback property of the
g-dynamics.

An additional strength of the backstepping procedure is that, provided an as-
ymptotic observer is available, a robust output-feedback design is constructive by
an observer-based backstepping approach. Denoting the estimated states q =
41, G2, -+, ¢r] and ¢, a backstepping design is performed on the dynamics of the
(q1,42, - Gr, & )-system. The observer error g, — ¢» then appears in the design as a
time-varying disturbance, which is systematically counteracted by robust terms in
the backstepping design — referred to as nonlinear damping. By observer backstep-
ping, an output-feedback solution is derived, which is robust to observer errors, and
where the performance of an equivalent full state-feedback backstepping design is
asymptotically recovered as the observer error ¢, — ¢» converges to zero. Hence, for
systems in the pure-feedback form, the only obstacle to an output-feedback solution
by a backstepping approach, is the design of an asymptotically convergent observer
for the system, which in general is not a trivial task.

Nonlinear observer design

The problem of reconstructing states which are not measured directly, is referred to
as an observer or state estimation problem in the control literature. A general theory
on nonlinear observer design does not exist, and constructive designs are available
only for particular classes of nonlinear systems. An overview of the nonlinear ob-
server literature is provided in the theses by Maggiore (2000) [61] and Johanson
(2001) [39]. Several approaches to nonlinear observer design are collected in the
textbook (1999) [68], edited by Nijmeijer & Fossen. In this section, we review a few
nonlinear observer designs which are interesting with respect to electro-pneumatic
actuators.
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Consider the nonlinear system
B T (1.28)

where x € R" is the state vector, and u,y € R are the input and the measured
output, respectively.

If the system dynamics and the input v is known, an open-loop observer — also
referred to as a ballistic observer — for the states x, is given by

x=f(X,u), (1.29)

where X is the estimated state. When the input w is known, and the system
dynamics, given by f (x,u), is asymptotically stable, the estimate X of the open-
loop observer (1.29) converges asymptotically towards the actual state x. In other
words, (1.29) is an asymptotic observer for (1.28) where the estimation error X £
X — X converges asymptotically to zero. Due to its simplicity, an open-loop observer
could be a good choice for nonlinear systems, whose dynamics can be established to
be asymptotically stable’.

For certain classes of nonlinear systems which are uniformly observable and not
required to be asymptotically stable, a Luenberger-type observer with linear output-
injection may provide asymptotic estimates of the state x of (1.28). This Luenberger-
type observer is given by

x=f (%,u) + k- (y—10) (1.30)

~ TA
y—C X>

where k € R" is a vector of output-injection feedback gains which one attempt to
choose to make the resulting observer error asymptotically stable. Rajamani [77]
(1993) develops necessary and sufficient conditions under which the Luenberger-type
observer (1.30) is asymptotically stable for nonlinear systems whose dynamics can

be written in the form (x.4)
x=Ax+ ¢ (x,u
y = cTx, (1.31)
where (A, CT) is an observable pair, and where ¢ is a Lipschitz nonlinearity in x,
satisfying
& (x,u) — ¢ (X, u)| < L[x—X]| (1.32)

for some positive constant L. Rajamani shows that the stability of the observer error
dynamics depends both on the eigenvalues and eigenvectors of (A — ch). Briefly
stated, the observer gain vector k must be chosen such that the asymptotic stability
of the linear part of the observer error dynamics, given by (A — ch), dominates the
destabilizing effect of ¢ (x,u) — ¢ (X, u), which appears as a vanishing perturbation
in the observer error dynamics.

"Recently, a general approach to the construction of a smooth Lyapunov function for nonlinear
systems, was proposed by Johansen, see e.g. [38]. This approach can be used to establish an
estimate of the region of attraction, in which exponential stability can be guaranteed.



Utilizing the sliding mode observer

%= (%,u) + k- (y— ) +1-sgn(y — ) (1.33)
g =c'%,

proposed by Slotine et al. [88] (1987), the class of systems considered by [77] is
extended to include systems with nonlinearities satisfying

| (x,u) — ¢ (X,u)| < Lo+ L1 |x — %[, (1.34)

for some positive constants, Ly and L;. The sliding mode observer [88] has strength-
ened convergence and disturbance attenuation properties compared to (1.30), and
achieves asymptotic convergence even in the presence of bounded non-vanishing
disturbances.

1.4 Thesis outline

The main contributions, and organization of the thesis, are outlined below.

1.4.1 Contributions

The main contributions from this work are within the fields:

e Modeling for nonlinear and adaptive control
e Nonlinear observer design
e Nonlinear output-feedback tracking control

e Experimental implementation and validation.

The first part of the thesis deals with the mathematical modeling of the electro-
pneumatic clutch actuation system for nonlinear and adaptive output-feedback con-
trol. Main objectives have been the development of improved models of particular
model parts, i.e., friction and flow rate models, with respect to accuracy, and proper-
ties which are advantageous for control, i.e., parameter-affinity and differentiability.
Modeling of nonlinearities in parameter-affine form allows parameter identification
to be solved as a convex optimization problem, and is required for Lyapunov-based
adaptive control design. Differentiability of system nonlinearities enables exact back-
stepping, and is also required for the system to be fully feedback linearizable such
that it can be expressed in the input-output form to which existing solutions for
output-feedback control using high-gain observers apply.

This work provides a unified treatment of the modeling of electro-pneumatic
actuators in general, and introduces some modifications which make the resulting
design model applicable for solutions available for nonlinear and adaptive output-
feedback control. In particular, a smooth dynamic friction model, a generalized
flow rate equation, and valve flow models with improved accuracy, are introduced.
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The modeling is summarized in a 6th-order dynamic model of the electro-pneumatic
clutch actuator. This model is fully feedback linearizable with relative degree four,
and in pure-feedback form, which makes it applicable for backstepping. The most
important nonlinearities of the model, i.e., the valve flow and clutch load model,
are linearly parametrizable, hence, suited for online identification by an adaptive
control design in the case of full state-feedback.

Utilizing the smooth design model derived in the first part of the thesis, the
second part addresses the design of an output-feedback tracking control system for
the electro-pneumatic clutch actuator.

The first part of this output-feedback problem, is that of designing an observer
for the unmeasured states of the system. We first propose to use the design model
as an open-loop nonlinear observer for the unmeasured states. Analyzing the sta-
bility properties of this observer, we demonstrate that the pneumatic actuator has
some inherent stability properties which enables the design of simple nonlinear ob-
servers. Based on this result, we propose two simple nonlinear observers for the
electro-pneumatic actuators — a full-order observer and a reduced-order observer
— both compatible with output-feedback control by an observer-based backstep-
ping approach. The performance of the observers are validated by simulations and
experimentally on a test rig.

The second part of the output-feedback problem, is that of designing an observer-
based tracking controller. Based on the proposed reduced-order observer, a robust
output-feedback tracking controller is designed by an observer backstepping ap-
proach. The controller achieves asymptotic practical tracking in the presence of
bounded disturbances (e.g. modeling errors), which means tracking within a pre-
scribed precision which can be made arbitrary small by sufficiently high gain in the
controller. The performance of the output-feedback tracking controller is validated
by simulations and experimentally on a laboratory test rig.

1.4.2 Organization of the thesis

The remaining chapters are divided into four parts: Part I, Mathematical Modeling,

which addresses the modeling of the electro-pneumatic clutch actuation system,

Part II, Control Design, which addresses the design of an output-feedback tracking

controller for the actuator, Part III, Thesis Conclusions, and Part IV Appendices.
Part I on mathematical modeling includes Chapters 2—6:

Chapter 2: Provides a brief description of the clutch actuation system and the
laboratory test rig.

Chapter 3: Addresses the modeling of the motion dynamics, including subsections
on the modeling of the nonlinear load characteristic, the dynamic friction, and
hardstop forces.

Chapter 4: Reviews the full and reduced-order equations describing the air dy-
namics of the pneumatic chambers.



Chapter 5: Addresses the modeling of the static flow rate characteristics of pneu-
matic restrictions in a nonlinear and adaptive control setting. The chapter
includes novel parametrizations of flow rate equation for fixed restrictions,
and the flow rate of flow control valves, and a simplified model of the valve
dynamics.

Chapter 6: Summarizes, in state-space form, the full dynamic model of the electro-
pneumatic clutch actuator, and outlines its characteristic properties which are
important with respect to observer and control design.

Part IT includes Chapters 7-9 on control design:

Chapter 7: Recapitulates some technical tools and terminology, used in the sub-
sequent, chapters on observer and control design.

Chapter 8: Addresses the problem of nonlinear observer design for electro-pneumatic
actuators. Three simple observers are proposed, where all are compatible with
output-feedback control by an observer-based backstepping approach, are pro-
posed. Their stability and convergence properties are analyzed, and validated
by simulations and experimentally on the test rig.

Chapter 9: Addresses nonlinear output-feedback control of electro-pneumatic ac-
tuators. Utilizing the proposed reduced-order observer, a particular design
based on observer backstepping, is proposed. The performance of the con-
troller is validated by simulations and experimentally on the test rig.

Part III summarizes the thesis conclusions in Chapter 10:
Chapter 10: Concludes the results of the thesis.

Part IV includes the Appendices A—C:

Appendix A: Reviews and discusses a general approach for the modeling of smooth
static nonlinearities in parameter-affine form using the bell-shaped Gaussian
or B-Spline basis functions.

Appendix B: Briefly reviews the linear least squares approach for parameter es-
timation of parameter-affine static models, and the nonlinear least squares
optimization approach for fitting of the parameters of non-affine models.

Appendix C: Provides a detailed derivation of the full-order dynamics of the pneu-
matic cylinder chambers.

Most of the results included in this thesis have not yet been published. A primary
reason for this has been customer projects of strategic importance for KA, on the
development of electro-pneumatic actuators for AMT systems. In these projects, the
results from the Ph.D. work have been key competitive factors, that have motivated
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to delay the publication of results. The application of the results from the Ph.D.
in these projects, has resulted in a patent application on a control strategy for
pneumatic clutch actuation, submitted early October 2005.

A paper describing the design model of Chapter 6, was presented at the 3rd
FPNI-PhD Symposium 2004 [41]. Related work based on Chapter 8 on nonlinear
observer design for pneumatic clutch actuators, is the M.Sc. thesis by Knutsen [50].
The work on nonlinear observer design is currently being refined into a journal paper,
planned submitted by January 2006. Another journal paper which compares the
cancelling backstepping design presented in Chapter 9, with a non-cancelling design
which avoids cancellation of the inherent stabilizing nonlinearities of the pneumatic
clutch actuator, is planned submitted by June 2006.
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Chapter 2

System Description

A brief description of the physical parts of the clutch actuation system, is given
below. A drawing of a prototype clutch actuator from Kongsberg Automotive, is
given in Figure 2.1.

pull-type clutch actuator

chamber A chamber B
release bearing

/
connection hook .
. actuator piston
actuator spring

Figure 2.1: Drawing of a pull-type clutch actuator.

Clutch: The functional objective of the friction clutch is to provide a disengagement
of the engine from the vehicle (e.g., during transmission shifting), and to
control the torque transmitted from the engine to the vehicle during clutch
engagement. Torque is transmitted by the friction plates which are compressed
by a clutch compression spring.

Actuator: A pneumatic cylinder actuator is used to disengage the clutch. The
actuator illustrated in Figure 2.1, is a direct acting pull-type actuator, where
the piston is connected to the clutch compression spring by a hook which pulls
at the release bearing.
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Valve: Electro-pneumatic flow control valve(s) are used to control the air flow to
and from chamber A of the actuator. In the prototype system considered in
this work, a closed center three-way proportional valve is used. An alternative
valve configuration is by use of multiple pairs of on-off valves, where each pair
consists of a fill valve controlling the flow from the supply into chamber A,
and a vent valve to escape air to exhaust.

Sensor: A sensor is required in order to provide measurements of the position of
the actuator for feedback control.

Electronic Control Unit (ECU): The ECU is a digital computer system on the
vehicle which is used to implement the control system.

A simplified schematic diagram of a pneumatic clutch actuator is given in Fig-
ure 2.2. The system consists of a direct acting pull-type prototype actuator, con-
trolled by a closed center three-way proportional valve, with an Electronic Control
Unit (ECU) which implements the control system, and a position sensor measuring
the actuator position. The load and friction forces, denoted f; and f; respectively,
are represented by arrows acting on the connection hook of the actuator piston.

, Electronic Control| 7, plosmonI lsensor clutch actuator
Unit (ECU) 2.1l . I- P
u, -
SV NN g
Ps pr=h A;
Supply Exhaust y
AA AB

)

«

Figure 2.2: A schematic diagram of the pneumatic clutch actuator PCA.

The position y of the clutch actuator is measured by a position sensor, and
the measured position y,, is fed back to the Electronic Control Unit (ECU) which
computes the valve control input u, according to a given reference signal r. The
valve distributes the air flow in and out of chamber A by opening for flow from the
supply reservoir (with pressure pg), or escaping air to the ezhaust reservoir (usually
at atmospheric pressure pp = ). By controlling the air flows, the valve controls
the pressure ps of chamber A. The back-chamber B is connected to atmosphere
(with pressure Fy) through a duct, referred to as the outlet restriction of chamber
B. For certain actuators, the flow resistance in the outlet restriction is so high that
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actuator movements are causing a significant dynamic back-pressure pg in chamber
B. The resulting force provided by the pneumatic actuator is given as

fo = AoPy + Aapa — Apps.

The position y of the clutch actuator is consequently controlled by manipulating
the valve input u, to generate the necessary pressure p4 in chamber A to balance
the resultant load force f;, and compensate for the friction force fs, and the back-
pressure pg. The load and friction forces acting on the pneumatic clutch actuator
are briefly described below.

The position dependent load force f;, referred to as the clutch load characteristic,
is a lumped spring force composed of the clutch compression spring which compresses
the clutch friction discs, and a counteracting (much weaker) actuator spring. The
clutch compression spring is a stiff and highly nonlinear diaphragm spring which
constitutes the main part of the load characteristic, while the actuator spring is a
linear coil spring.

The resulting load characteristic may differ significantly from truck to truck,
depending on various factors: The clutch compression spring is designed according
to the type and required torque capacity of the clutch, which obviously depends
on the type of truck. In general, there is a significant difference between the load
characteristic of a new and a worn clutch, because the point of attack of the clutch
compression spring changes with wear of the clutch. The clutch load characteristic
also depends on whether the clutch actuator is of push or pull type, or whether the
actuator operates the clutch directly or indirectly by a lever. Typically, push type
actuators have a stronger nonlinear characteristic and a higher force level than pull
type actuators. The exchange ratio of the lever is usually about 2, thus, the lever
operated actuators have about twice the operating range, and consequently, half the
force level compared to the directly acting actuators.

The actuator seals and the mechanical contact between moving parts in the actu-
ator and clutch, constitute a considerable friction force in the system. In Figure 2.2,
these friction forces are lumped together in the single resultant friction force f¢
acting on the connection hook of the actuator.

2.1 Laboratory test rig setup

All the experimental results presented in this thesis are obtained with an early
prototype pneumatic clutch actuator mounted on a Scania clutch at the laboratory
at Kongsberg Automotive’s research department at Kongsberg, in Norway. The
actuator on the test rig is a concentric actuator of pull type, which means that the
actuator has a concentric placement inside the clutch housing, and that the actuator
is pulling directly on the clutch release bearing.

The actuator is equipped with a Servotronic proportional valve from Joucomatic,
and sensors providing measurements of the actuator’s position y, acceleration v,



cylinder chamber pressures, ps and pg, and supply pressure ps. A dSPACE real-
time computer system together with Matlab/Simulink is used for data acquisition
and control.

Figure 2.3 shows a photo of the prototype test rig and data acquisition system in
the R&D Laboratory of Kongsberg Automotive’s R&D department at Kongsberg.

ECU (MicroAutoBox)

power supply

air supply

proportional valve

clutch housing

clutch actuator

Figure 2.3: Photo of the test rig used for experimental testing, consisting of clutch,
clutch actuator, valve, sensors, ECU, and laptop used for data acquisition and con-
trol of experiments.

2.1.1 Observer and controller implementation

The simulation models of the electro-pneumatic actuator, the observers, and the
output-feedback controller, designed in Chapters 8 and 9, were implemented in
Simulink /Matlab using continuous-time integrators, and simulated using a variable
step solver.

For real-time implementation of the observer and controller, a real-time control
system from dSPACE was used, where the observer and controller were implemented
in discrete-time using a 3rd-order explicit Runge-Kutta fixed step solver with sam-
ple time AT = 2.0ms. The required C-code was generated by automatic code
generation in Matlab, and downloaded to a real-time operating system running on
a MicroAutoBox from dSPACE. Virtual instrument control panels were developed
in a ASPACE Control Desk program, which were used to control the experiment via
a laptop connected to the MicroAutoBox. The instrument panels developed for the
observer and controller are depicted in Figure 2.4 and 2.5, respectively. The main
functions of the instrument panels were to perform data acquisition, adjust parame-
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ters, and to plot the estimated and measured variables on-line. They also provided
a possibility to adjust selected observer and controller parameters and initial values,
and choose control mode (open-loop or closed loop), and type of reference or con-
trol input: square wave, sine wave, clutch sequence or manual input by means of a

hand-held position sensor.
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Figure 2.4: A screen dump of the observer instrument panel.
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Chapter 3

Motion Dynamics

The motion dynamics of the actuator piston is expressed by the equation of motion,
known as Newton’s 2nd law. The resulting force acting on the actuator piston is
composed of the clutch load force f;, the friction force f, and the resultant actuator
pressure force (AgPy + Aapa — Appp). In addition, the stroke of the actuator piston
is limited by the physical length of the cylinder, where the physical constraints give
rise to the hardstop forces fj,. Furthermore, the mechanical coupling between the
actuator and clutch compression spring is assumed to be stiff, and the inertia of
moving parts is lumped to the mass of the piston. Thus, the motion dynamics is
described by

d*y

@:Aopo—f—AApA—ABPB—fl (W)= fr()=fu (), (3.1)
where vy, pa, pp are the piston position and pressures, and indices A and B are
referring to chambers A and B, respectively; M is the effective mass of moving
parts; A4 and Ap are the piston areas. The area A = Ag — A4 is an area of the
piston on the chamber A side of the actuator which is subjected to atmospheric
pressure Fy. The mathematical modeling of the static load force f;, the dynamic
friction force f;, and the hardstop force f,, are addressed in the following sections.

3.1 Clutch load characteristic

The clutch load characteristic is a nonlinear function of the clutch position, i.e.,
fi = fi(y) (also referred to as a static nonlinearity). For any type of clutches and
actuator configurations, the clutch load characteristic f; (y) can be modeled in the
parameter affine form

fily) = 91T @ (y), (3.2)

where y € ) & [Yb, Yup] is the clutch actuator position, and f; € F; C R is the
modeled load force. The regressor ¢, (y) = [¢1 (), d12(Y), -+ ¢, (W) € RP
is a vector of basis functions, which is weighted by the parameter vector 6, =
[0:1,0,2,- ,Hlp]T € O, C RP. We use normalized Gaussian basis functions, defined
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according to

1 ()
oy (y) = pz— (3:3)
o (y)
j=1
(o) = e zviae)’ (3.4)
where w = [wy, wy, - - - wp]T is a vector of scaling parameters, and ¢ = [¢1, 9, - - -, cp]T

a vector of offset parameters. Equation (3.3) provides a normalization of the stan-
dard Gaussian function given by (3.4), and the parameters w; determine the widths
of the basis functions ¢, ; (y), thus, the degree of smoothness of the modeled output
fi (y), and the parameters ¢; determine the location (or centers) of the basis func-
tions ¢;; (y). See Appendix A for further discussion of the choice of the parameters
w; and ¢;.

With properly defined scaling vector w and center vector ¢, the load model (3.2)
using normalized Gaussian basis functions has the following desirable properties:

e Provided that ¢ and w are viewed as fixed, non-tunable parameter vectors,
the model is affine in its tunable parameter vector @;, which is advantageous
for parameter estimation, and necessary to make possible on-line identification
by existing constructive Lyapunov-based adaptive controller designs.

e The interpretation of each parameter is good, in the sense that there is a close
relation between the weighting 0; of the ith basis function ¢;; (y) and the
modeled output f; (y) at the center y = ¢;. This is mainly due to the unity

property

p
Z¢z,¢ () =1, (3.5)
i=1
which is a result of the normalization.

e Bach basis function in the interior of Y ( ¢;; (y), ¢ = 2,--- ,p — 1) has expo-
nential local support (defined in Appendix A), which means that each basis
function is practically zero outside a finite subset of ) around its center. Such
basis functions have superior numerical properties with respect to to parameter
identification, hence, are desirable for adaptive controller designs.

e The modeled load force is infinitely smooth, i.e., it is infinitely differentiable.

The measured and modeled clutch load characteristic of the test rig clutch ac-
tuator, is plotted in Figure 3.1. The full operating range of a new clutch of this
actuator configuration is between 0 and 15mm. As the clutch wears, the clutch
load characteristic will typically move to the left and increase in magnitude. The
operating range of a worn clutch of the considered configuration is typically —10
to bmm at the end of its lifetime. Consequently, for the model to be valid for
the entire lifetime of the clutch, the input range of the modeled load characteris-
tic should be Y = [—10,15] mm. The parameter vector 6; can be fitted to the
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mean of a quasi-static load characteristic obtained from measurements on the test
rig. This characteristic may be obtained by one slow disengagement and subsequent
engagement of the clutch while measuring the actuator pressures. From the mea-
sured actuator pressures, it is possible to compute the corresponding actuator load
force. This measured load force results in a characteristic with hysteresis, where
it is possible to extract the mean load force. The hysteresis can be attributed to
friction which is modeled separately (see section below). In Figure 3.1, the extracted
mean of the measured load characteristic, denoted f;,, (v), is plotted together with
the modeled clutch load characteristic f; (y), where the parameters 6, are fitted to
the measurements by a least squares method (see Appendix B). The corresponding
set of normalized Gaussian basis functions ¢, (y), is plotted in the lower pane in
the figure. The figure also shows a typical example of the load characteristic of a
worn clutch, f;,, (y), and some conservative estimates of upper and lower bounds,
discussed in the subsection below.
Clutch load characteristic
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Figure 3.1: The modeled clutch load characteristic of the test rig (push-type
actuator).

Remark 8 The clutch load characteristic can alternatively be modeled using B-
spline basis functions, as illustrated in Appendixz A, Figures A.7-A.8 with cubic



(8rd-order) B-spline basis functions. The modeling capabilities are very similar to
the normalized Gaussian basis functions. A difference is that the B-spline functions
have a finite degree of differentiability with degree that increases with the order of
the function. An advantage over normalized Gaussian functions, is that each B-
spline function has a precise region of local support (instead of exponentially local
support). This means that the B-spline functions can be used to define a set of basis
functions with a precise region of support. This makes the B-spline functions better
suited to define customized parametrizations, where the smoothness of the modeled
output may vary over the region of support, which again can be used to minimize the
number of necessary basis functions for a given accuracy.

3.1.1 Uncertainty modeling

The load characteristic will change considerably during the life-time of the truck
due to wear of the clutch. When the modelled load characteristic is used for model-
based compensation, it therefore needs to be updated as the clutch wears. This
can be done continuously using an adaptive control scheme, or by offline parameter
estimation at scheduled intervals. In both cases, to obtain a robust solution, it will
be necessary to compute bounds on f; (y) which are valid through the entire lifetime
of the clutch. The given parametrization of the clutch load characteristic provides
a simple way to implement such upper and lower bounds. That is, the upper and
lower bounds of the load characteristic can be implemented as

Jiub (y) = Griljub 1 (y) (3.6)
Jib (y) = Gflbﬁbz (y)

where 0,1, and 0, are the parameter vectors for the upper and lower bound,
respectively. Hence, a parametric uncertainty model of the load characteristic is
given by (3.2) and the parameter set

0, ={V0,:0,,<0,<0,.}, (3.7)
i.e., we have that 0, € O,y €¢ Y = fip (v) < fi(y) < fiw ().

Remark 9 The clutch load characteristic of the test rig application is a new clutch
of push-type, which has a rather mild nonlinear characteristic. The clutch load force
of push-type clutches, however, exhibits a stronger nonlinear characteristic. An ex-
ample of the modeled clutch load characteristic of a push-type clutch, is plotted for
both a new and a worn clutch in Figure 3.2. Notice that for both push-type and
pull-type clutches, the nonlinear form of the clutch characteristic becomes more pro-
nounced as the clutch wears. Notice also that the push-type clutch characteristic
15 less steep than the pull-type characteristic, thus, can be modeled accurately with
fewer basis functions. The “measured” clutch load characteristics fi., and f,, in
the figure, which are used for fitting of parameters, are provided by the clutch manu-
facturer as look-up tables. These characteristics are theoretic curves computed from
the geometry of the clutch compression spring and its configuration, i.e., they are
not actually measured.
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Clutch load characteristic
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Figure 3.2: Example of the clutch load characteristic of a push-type clutch.

3.2 Friction

In the clutch actuator application the resultant friction force is considerable. Hence,
friction modeling and friction compensation plays an important role with respect to
high-performance position control of the actuator.

The properties of friction are distinguished by two friction regimes, referred to
as the pre-sliding and sliding regime. Pre-sliding friction refers to the friction force
during the small displacement (or micro-slip) occurring in the contact material prior
to sliding, i.e., when there is still zero relative velocity between the piston seal and
the cylinder wall. Sliding friction refers to the case when the contact surfaces are
moving relatively to each other, i.e., when the piston seal slides on the cylinder wall.
Pre-sliding and sliding friction are briefly described below:

Pre-sliding friction: When subjected to a load force which is below the friction
break-away force (also referred to as the stiction force), there will be a pre-
sliding displacement of the asperities in contact, in particular, an elasto-plastic
deformation of the asperities. This phenomenon is intuitive since all materi-
als exhibit strain when subjected to stress. Hence, pre-sliding displacement
occurs for all kinds of materials in contact. However, the softer the material



is, the more pronounced will the pre-sliding displacement be. The pre-sliding
displacement is composed of an elastic and a plastic deformation. The elas-
tic deformation will behave like a nonlinear spring-damper system, while the
plastic deformation is characterized by a creep motion and work hardening of
the asperities in contact. By creep motion we mean a continuous deformation
of the material, which due to work hardening will cause a decreasing deforma-
tion rate. For a complete and thorough description of the pre-sliding friction
phenomenon, see [31].

Remark 10 Due to the elasticity in the seal between piston and cylinder, the pre-
sliding friction properties of pneumatic actuators plays an important role for accurate
friction modeling*.

Static sliding friction: The friction at steady-state sliding, that is, at constant
velocities, is referred to as static sliding friction. The static sliding friction
may be described in terms of viscous and dry friction, where viscous friction is
due to the shear stress in the fluid separating two moving surfaces, while dry
friction is due to the abrasive contact between surface asperities in contact.
The static sliding friction is static in the sense of being a pure function of
the velocity, and possibly chamber pressures, due to the use of lip seals, or
actuator position, due to changing misalignment of the piston axis along the
actuator stroke. Hence, a static friction model is a function of the actuator
states, and does not contain any internal dynamic states.

Dynamic sliding friction: In addition to pure static properties, sliding friction
exhibits certain dynamic phenomena. These are frictional lag and wvarying
break-away force. For a detailed description, see e.g. [5]. Frictional lag, or
frictional memory, is simply a time-delay in the corresponding change in fric-
tion after a change in the velocity. The effect of frictional lag is probably most
significant in applications with a highly viscous fluid, or lubricant. Varying
break-away force, or rising static friction, refers to the phenomenon that the
friction force level for which sliding occurs — the break-away force, or stiction
force — increases with the dwell time, i.e., the time spent at rest (in stic-
tion). In the case of dry surfaces, one explanation of this phenomenon is that
cold welding occurs between the contact asperities when the relative motion
between the surfaces reaches zero, thus increasing the friction. Another ex-
planation in the case of lubricated surfaces is that lubrication needs time to
flow away, thus, contributes to keep the surfaces separated a short time after
reaching zero relative velocity.

!For example for the high-precision clutch servo system, a significant part of the operaton is
within the pre-sliding regime, thus, pre-sliding friction constitutes an important part of the friction
model.
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3.2.1 Static friction models

Pure wiscous friction is usually modeled as proportional to velocity, sometimes in-
cluding a viscous drag component, such as e.g.,

fo(v) = Dyv+ Dy |v|v, (3.8)

where v is the velocity, D, is the viscous damping coefficient, and Dy is the drag
damping coefficient.

The dry friction is better known by the common Coulomb friction model, which
states that the friction is proportional to the normal force of contact, i.e.,

Fo = uN, (3.9)

where 1 is a friction coefficient and NV is the normal force compressing the surfaces. A
common phenomenon of dry friction, not captured by the Coulomb friction model, is
the stiction effect. The stiction effect refers to the phenomenon that the dry friction
force is higher at rest than when sliding. For unlubricated surfaces, the stiction
effect appears as a discontinuous drop in the dry friction force once sliding occurs,
however, physically, the transition from stiction to sliding must be continuous. A
simplified, but appealing explanation of this phenomenon is to view the fluid as a
lubricant, where the relative movement of the two surfaces will cause the available
fluid to build a lubrication film (on a microscopic level ) which will try to separate
the two surfaces. This separation depends on the relative velocity, and varies from
zero separation at low or zero velocities, to full separation for velocities which are
sufficiently high to build a full fluid film between the surfaces. Consequently, the
friction will be high for zero velocity, and decrease as a fluid film builds between
the surfaces, reducing the normal force on the asperities in contact. This velocity
dependence gives rise to a decreasing force characteristic at low velocities, known
as the Striebeck effect. Assuming negligible position and pressure dependence, the
absolute value of the dry friction force — including the Striebeck effect — is often
modeled in the form

fa(v) = Fo + (F, — Fg) e W/vsl” (3.10)

where Fg is the Coulomb friction level, Fy is the stiction force level (also referred
to as the break-away force), and vg is referred to as the Striebeck velocity. The
parameter o determines the characteristic of the Striebeck curve, and is usually
taken in the range o € [1,2].

In many applications of pneumatic actuators, the viscous and dry friction forces
exhibit a significant dependence on the pressures in the cylinder chambers mainly
due to the use of lip seals. This is usually captured by modeling the viscous friction
coefficient D,,, and the dry friction coefficients - and Fj as functions of the pressures
in the chambers.

The viscous friction force f, (-), omitting the viscous drag term, can thus be
modeled according to

fo(v,pa,pB) = Dy(pa,pB)-v (3.11)
Dy (pa,pg) = Dy + B4 (pa—po)™ +Bg- (P —p0)’", (3.12)



where the pressure dependence of the viscous friction function D, (pa,pg) is deter-
mined by the scaling factors 34, 55 > 0 and the exponents p4, pg > 0, while D, is
a nominal viscous friction coefficient defined for a nominal actuator pressure py.

In a similar manner, the dry friction force fy(-), including the Striebeck effect,
can be modeled according to

fi(v,pa,p8) = Fo(pa,p) + Rs- Fo (pa,pp) e V/vsV (3.13)
Fo(pa,p) = Feo+aa-(pa—po)™* +ap-(pp—po)'?, (3.14)

where R, £ (Fyo — Feo)/Feo is the fraction of friction increase due to stiction, the
pressure dependence of the Coulomb friction function Fe (pa,pp) is determined by
the empirical parameters a4, ag,v4,v7g > 0, and Fg and Fyy are nominal Coulomb
and stiction force, respectively, defined for actuator pressures at py.

3.2.2 The LuGre dynamic friction model

A dynamic friction model which captures most of the qualitative properties of fric-
tion, while being well suited for model-based control, is the LuGre (Lund-Grenoble)
dynamic friction model proposed by Canudas de Wit et al. in the paper [15]. The
model is recapitulated below.

The dynamic pre-sliding deflection state of the LuGre dynamic friction model
can be given as

K,
Z=v——|v| % (3.15)
Ja

where the resulting dynamic friction force is given by
fr(v,2) =Dyw+ K,z+ D;% (v, 2) . (3.16)

Here, z is the friction state which for pneumatic actuators may be interpreted as a
pre-sliding seal deflection, where the parameter K, is the deflection stiffness, and D;
is the deflection damping coefficient. Furthermore, f, is the dry friction force, and D,
is the viscous damping coefficient, which in general are functions of actuator velocity
and chamber pressures as in Equations (3.13)—(3.14), and (3.11), respectively.

Properties of the LuGre friction model

From (3.15), with Z = 0, the steady-state deflection z* becomes

*_fdv_fd
=2

Ko K. sgn (v) . (3.17)

Hence, from (3.16), the resulting steady-state friction force is given as

f3 (v, f2) = fasen (v) + Dyv. (3.18)

The friction characteristic f; given by (3.18), is referred to as the static sliding
friction characteristic of the dynamic friction model (3.15-3.16).
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To gain more insight into the dynamic friction model, it is instructive to show
that the pre-sliding deflection must be finite. The proof below is recapitulated
from [15].

Proposition 11 (Finite pre-sliding deflection, [15]) The pre-sliding deflection
z (t) is finite. That is, the solution z (t) of the pre-sliding dynamics (3.15) is globally
uniformly bounded (GUB) for all bounded initial values z (0).

Proof. Consider the function )

V=227
2
which time-derivative along the trajectories of z (¢) becomes
V = 2.2
K, K, 2
= z-(v——1vlz| =vz——=—1|v| 2
Ja Ja

= —v] 2] (— sem (v) sgm (=) + |Z\)

K,
< —lol}e] (—1+—|zr).
7

t .
|Z(t)|> ||fd()||oo:>V<0’
K.
which by LaSalle-Yoshizawa’s Theorem [52, Theorem A.8] proves that all solutions

z (t) of (3.15) converges to the invariant set

Q. & vz [z ()] < fa @Ol /KD

Hence,

Remark 12 Note that the upper bound || fq (t)||,, on the dry friction force is simply
the level of the stiction force. For example, with the dry friction characteristic
given by (8.10), the upper bound is given by the constant stiction force Fy, i.e.,

1 fa (D]l oo = F-

We define the parameter

Zmax = ||fd (t)Hoo/KZ? (319)

which we denote the mazrimum pre-sliding deflection. From the proof of Proposi-
tion 11, we see that by choosing the initial deflection z (0) less than the maximum
pre-sliding deflection Z,,., it will remain so ever after, i.e.,

Zmax

IN <= IN



Remark 13 Since pre-sliding displacement larger than Zn,.x is not physically justi-
fied, the initial deflection z (0) should always be chosen less than Zpax.

The following proposition states the passivity properties of the LuGre friction
model with the velocity v as input and the friction force f; as output. The proof
of the proposition follows an approach using Lyapunov arguments, rather than the
standard integral definition of passivity as in [7,23].

Proposition 14 (Passivity) Consider the LuGre friction model, given by (3.15)-
(3.16), with the velocity v as input and the friction force f; as output. The model
has the following passivity properties:

i) fq4 € [Fo, Fs]: With the dry friction modeled to include the Striebeck effect, the
dynamic friction model is passive from v to fr if

FS_FC
Dy, > D;——/——,
= FC

for VK., D; > 0, and strictly passive (with excess of passivity) if the above
wequality is strict.

ii) fq = Fo: With the dry friction modeled as a constant Coulomb friction force,
the dynamic friction model is passive from v to fy for

D, > 0.
forVK,, D; > 0, strictly passive if D, > 0.
Proof. Consider the scalar function

V:

K.,
2 b
which time-derivative becomes

Vo= K, z%

K
= Koz|lv—"E||z]).
( fd||>

Now add and substract v f; = D,v? + K, vz + D;v#, and rewrite

V = K.z (v——|fu|z> +vf; — Dyv* — K,vz — D:v (v——|fu|z>
Ja Ja

K? K,
= vf; — Dy® — =% |v| 2> — Dy (v——|v|z> :
Ja Ja

Using that
o) < Walloo _ By _ Fo | Fo—Fo
- K K., K, K,
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we obtain
. K? Kz
vV < Uff—DvUZ——Z|U|Z2—DZ-,(1_ ZM)U2
d fd v
K2 F, F,—F
< Uff—DUUQ—f—Z|U|Z2—D;3 (l—f—csgnv>vg+Déf70sgnvv2
d d d
K? F, - F
< Uff_DUUQ_f_z|U|Z2+DéfichnUU2.
d d
Hence, with
F, — F, F, — F,
D,> D= ~%>p, "¢
Fe fa

we get
2

. K
V <ufr— f; \v|z’2,

which proves passivity from v to f;. Moreover, with

F, — F,
DU Z 5+Dz'—c7
Fe

where € > 0 is an arbitrary small constant. Then,
. K2
V <ufp— =%v|2* —ev?,
Ja

which proves strict passivity from v to f; in the case when the inequality is strict:
D, > D; (Fs — Fc) /FC |

3.2.3 A simplified smooth dynamic friction model

For our control design, we employ a modified version of the LuGre dynamic friction
model, assuming simple static friction characteristics, and by introducing a smooth
approximation of the pre-sliding deflection dynamics. The pre-sliding deflection
dynamics (3.15) is modified according to

K,

Fe

Z=v—

v, 2, (3.20)

where €9 > 0 is an arbitrary small design parameter, and the dry friction character-
istic is taken as a constant Coulomb friction, f; = F. In order to make the model
applicable for subsequent application of backstepping techniques, the non-smooth
absolute value term |v| has been replaced with the square root term

v|, & 1/v2 + e, (3.21)

which is a smooth approximation to the absolute value term |v|. The resulting
smooth friction force has the same form

fr(w,2) =Dyw+ K.z + D:z (v, 2), (3.22)



where the viscous friction coefficient D, is taken as constant. This means that we
have neglected the dependence on actuator position, chamber pressures, and also
the Striebeck effect in our dynamic friction model, in order to obtain a simple model
for control design.

Properties of the smoothed LuGre friction model

The introduced smooth approximation |v|, represents a smooth upper bound on the
absolute operator |v|, which can be made arbitrary accurate by a reduction of the

design constant g, i.e.,
lim |v], = lim /0% 4 €2 = |v]. (3.23)
eo—0 eg—0

From (3.20), the steady-state deflection z* becomes

FC v
A ——— 3.24
Kz v2 + 83 ( )
E
= ?C; Sgh (U) ) (325>

where sgn, (v) is a smooth signum function, defined as

A U
Sgn (U) = \/UQ—TE,:%

The modified steady-state characteristic (3.24) is a smooth approximation to the
steady state characteristic (3.17) of the original LuGre friction model, which is
discontinuous at v = 0. From (3.24), the static sliding friction characteristic of the
modified dynamic friction model (3.20)—(3.22), becomes

(3.26)

v
t(v) = Fg————+ D, 3.27
= Fosgng (v) + Dyv. (3.28)

The modified dynamic friction model, given by (3.20)—(3.22), results in a smooth
static sliding friction characteristic, but which does not give stiction for zero velocity,

i.e., f7(0) =0.

It is straightforward to show that the pre-sliding deflection for the modified
dynamics is still finite, and Proposition 11 still holds. However, the maximum finite
deflection is slightly reduced, as shown by the following proof:

Proof. The time-derivative of V = %zz along the trajectories of z (t) becomes

. K,
vV = z'(v—F—C|v|Sz>
B v
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which gives,
Fe
K,

— V <0.
lv

|2 ()] >

s

Noting that
v v
= ———= < (-11),
|v]

_3 V2 + el
by LaSalle-Yoshizawa’s Theorem [52, Theorem A.8], all solutions z (t) of (3.20) con-
verge to the invariant set

Q2 {Vz: |z(t)] < Fo/K.}.

The maximum pre-sliding deflection (3.19), becomes
Zmax = Fo /K, (3.29)

since the maximum dry friction force is the Coulomb friction, || f4||,, = F. From the
above proof, it follows that by choosing the initial deflection to satisfy z (0) < Zpax,
the maximum pre-sliding deflection 7., represents an upper bound on the pre-
sliding deflection state, z (t) < Zmax, Vt > 0.

The passivity properties stated by Proposition 14 still holds for the smoothed
LuGre model, which is straightforward to assess.

3.3 Mechanical constraints

The mechanical constraints of the actuator are modeled simply as nonlinear spring—
damper forces, which becomes active when the piston hits its end-stroke. The hard-
stop force representing the upper and lower mechanical constraints, is thus modeled
according to

fu (y,v) = K-y, (y) + Do - py, (y), (3.30)

where y and v are the cylinder position and velocity, respectively, K, is the spring
stiffness reflecting the elasticity of the parts in contact (thus, the value of K, is
typically very high), and D, is a damping coefficient which reflects the plastic de-
formation that occurs locally in the materials during a hardstop. The functions
iy, (y) and py, (y), respectively, are a smooth dead zone function, and a smooth indi-
cator function, which become “active” when the piston y runs into its end-stroke.
Both functions y, (y) and pj, (y), are plotted in Figure 3.3, and their construction is
addressed in the subsection below.

3.3.1 Smooth dead zone function

A smooth dead zone function with unity slope i, (-) and smoothing interval [—&y,, &),
may be devised according to

m (y>:5h'9<y_yUb> —sh-g(ylb_y) (3.31)
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Figure 3.3: The smooth dead zone and indicator functions used for the construction
of the hardstop force f, (y,v).

where 3, and yy, are the upper and lower bound on the cylinder position y, and g (+)
is a smooth plus function with smoothing interval [—1, 1], like e.g. (3.32) below. In
(3.31), €5, > 0 is referred to as the smoothing width at the break points of the dead
zone 1, (y), and is typically chosen to be small compared to the operating range of
Y.

The smooth plus function g (-) may be constructed as a piecewise defined poly-
nomial function — referred to as a spline function, which can be made arbitrary
smooth by using a polynomial of sufficiently high order. An example of a smooth
plus function g (z), which is two times differentiable, is given by

x, x>1
gr)=1 S+dot i - Lot <1, (332)
0, r<—1

where the polynomial coefficients are computed to satisfy smoothness at the con-
necting points z = {—1,1}.
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3.3.2 Smooth indicator function

In a similar manner, a smooth indicator function p, () with smoothing interval
[—en, en], may be devised according to

o (2) = [h (y;—fh) —h (ylbg—;yﬂ : (3.33)

where h(-) is a smooth step function with smoothing interval [—1, 1], which can
be constructed as a spline function. A step function A (z) which is two times
differentiable, is given by

1, r>1
hiz)=4{ $+8x 32234+ 325 [z <1, (3.34)
0, r < —1

where the polynomial coefficients are computed to satisfy smoothness at the con-
necting points z = {—1,1}.

Summarizing: the above smooth functions p, (y) and p;, (y), are two times differ-
entiable (11, p;, € C?), and have precisely defined smoothing regions, [y, —¢&n, ym+€n]
and [Yub — €n, Yup + 1], Where ¢, is referred to as the smoothing width of the break
points.

3.4 Summary

In this chapter we have addressed the modeling of the motion dynamics of the
electro-pneumatic clutch actuator. The forces acting on the actuator are composed
of the pressures in the two chambers, the clutch compression spring, friction forces in
the cylinder and clutch, and mechanical constraints. The clutch compression spring
— which is a diaphragm spring with a highly nonlinear position—load characteristic
which constitutes the main load of the actuator — is modeled using a parameter-
affine parametrization utilizing normalized Gaussian basis functions. A smooth
modification of a simple 1st-order dynamic friction model — known as the LuGre
model — is proposed for the modeling of the resulting friction force in the cylinder
actuator and clutch, including the friction force arising from seal deflections. The
mechanical constraints of the actuator are modeled simply as nonlinear spring—
damper forces, which become active when the piston reach its end-stroke. These
spring—damper forces are referred to as hardstop forces, and are constructed using
a smooth plus function and a smooth step function, created as customized spline
functions.






Chapter 4

Air Dynamics

A detailed derivation — based on simple thermodynamics — of the full-order model
of the dynamics of air in a pneumatic cylinder actuator with pressure and tem-
perature as state variables, is given in Appendix C. In Section 4.1, we apply this
full-order model for the modeling of the air dynamics of the two actuator cham-
bers. In Section 4.2, we describe the reduced-order isothermal model of the pressure
dynamics which we use for our controller-observer design.

4.1 Pressure & temperature dynamics

Figure 4.1' shows a schematic diagram of the flow control valve and pneumatic ac-
tuator, and indicates the control volume used for the derivation of the air dynamics.
We review the assumptions applied to the derivation of the full-state air dynamics,
below:

A4.1) At the attainable pressures, air behaves like an ideal gas obeying the ideal
gas equation of state (see Appendix C, Equation (C.1) ) with negligible error.

A4.2) The specific heats ¢, and ¢, of air are assumed to be constant, i.e., not
functions of temperature (or pressure?). For the attainable temperature range
for this application, the deviations are insignificant, see e.g. [16, Section 3.7,
pp. 182-134].

A4.3) The energy change in the fluid due to elevation is negligible.

A4.4) The thermodynamic properties are uniformly distributed (homogenous) within
the control volume, i.e., “perfectly mixed”. This is reasonable due to the small
dimensions of the system, and lets us avoid a complex distributed problem for-
mulation.

'Duplicate of Figure C.1 in Appendix C

2For an ideal gas, the internal energy u and enthalpy h vary only with temperature. Fur-
thermore, the specific heats ¢, and ¢, will in general vary with temperature: ¢, = ¢, (T') and
¢p = ¢, (T'). However, this temperature dependence is insignificant for this application.
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A4.5) The flow through pipes, valves and restrictions in the system is assumed to
be isentropic®. That is, frictionless flow is assumed, and the effect of heat
transfer on the flow (adiabatic flow) is disregarded.
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Figure 4.1: Schematic diagram illustrating the pneumatic subsystem and control
valve.

4.1.1 Chamber A

The thermodynamic state of the air in the pneumatic chamber is given by two state
variables, where it is natural to choose the two measurable variables pressure and
temperature. The full-order air dynamics of chamber A is according to (C.22) and
(C.28), expressed as

dpa KAV KRT ', 4 kRT s (k—1)  HyAupa (y)
= — -+ . Win. A — 5 < Wouy + : Tw - T )
& VA T V) AT V) AT
(4.1)
dTA (Ii — 1) . AAU (K,T‘mA — TA> . RTA (Ii — 1) . RTIZ
— = - Ty + : Win,A — — Wou
di Valy) 7 paVa (y) AT T paValy)
(H - 1) : TAHwAw A (y)
: Ty —"Th). 4.2
i CE (42)

An illustration of the control volume used for the derivation is given in Figure 4.1. In
the above equations, p4 and T4 are the dynamic pressure and temperature states of
the chamber; the parameters x and R are the ratio of specific heats and gas constant
of air, respectively; H,, is the empirical convective heat coefficient, and T,, is the
actuator cylinder wall temperature. The chamber volume V), (y), and the effective
wall area of heat transfer A, 4 (), are functions of the actuator position y, given by

3This is a common approximation in compressible fluid analysis when the system dimensions
are small, [101].
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(4.3) and (4.4) below. The variables wj, 4 and wyy 4, are the air flows in and out

of chamber A, where Tj, 4 is the temperature associated with the inlet flow. For

chamber A, the inlet flow w;, 4 is flow from the supply reservoir, i.e., Tj, 4 = Ts.
The chamber volume is given by

Va (y) = Vao + Aay, (4.3)

where V4o is the chamber volume when y = 0. The effective wall area of heat
transfer is given by

Aw,A (y) = Aw,AO + Lwyu (44)

where A, 40 is effective area of heat transfer for y = 0, and L,, is the inner perimeter
of the cylinder wall.

4.1.2 Chamber B

The dynamic equations governing chamber B are similar. From (C.22) and (C.28),
the full-order air dynamics of chamber B can be expressed as

dpp  KARv xkRT;, kRTg (k—1) - Hy,Aup(y)
= -+ ’ Win — < Wyy + : Tw - T ’
i Vo™ Valy) U V) A
(4.5)
% . (/i—l)'ABU (KVT;'H,B—TB)‘RTBw' _ (/i—l)RTéw
dt - Vely) ° p5Vz (y) T V() P
(Ii — 1) . TBHwAw B (y)
: Tw - T 9 46
peVE (y) ( 5) (46)

where pp and Tg are the pressure and temperature states of chamber B, and the
chamber volume Vg (y) and the effective wall area of heat transfer A, s (y), are
given by (4.7) and (4.8) below. The variables w;, p and Wy 5, are the air flows
in and out of chamber B, where T}, p is the temperature associated with the inlet
flow. For chamber B, the inlet flow w;, g is flow from the exhaust reservoir, i.e.,
ﬂn,B = TE

The volume of chamber B is given by

Vi (y) = Vo — Ay, (4.7)

where Vg is the chamber volume when y = 0. The effective wall area of heat
transfer is given as

Aw,B (y) = Aw,BO - Lwy7 (48)

where A, po is effective area of heat transfer for y = 0.

4.2 Reduced-order isothermal model

For control design purposes, it is desirable to simplify the model so that it is not more
detailed than what is required by the particular control task. For the air dynamics of



the pneumatic actuator, the pressures may be considered to be the main variables,
since they enter as inputs in the motion dynamics. The temperatures, on the other
hand, are usually considered to be less important since both the pressure dynamics
and the air flow rate characteristic has a relatively low sensitivity to temperature
variations.

There is a strong static coupling between the pressure and temperature of a
pneumatic chamber, and it is reasonable to approximate the temperature as a static
function of the pressure, with the pressure as the only dynamic state in the model.
A common assumption for combustion engine modeling, is to assume that the ther-
modynamics is governed by a closed thermodynamic process — a polytropic process,
where the static relation between the pressure and temperature is given by

1—n

T=T, (@) o (4.9)

p

which is characterized by the polytropic coefficient n. For example, for an adiabatic
process, the polytropic exponent is taken as the ratio of specific heats, i.e., n = &
( kK = 1.4 for air). In the simplest case, we may assume an isothermal process by
taking n = 1.

4.2.1 Pressure dynamics of the cylinder chambers

We apply the following assumptions to the full-order air dynamics in order to arrive
at the reduced-order model of the pressure dynamics which we use for our control
design:

A4.6) We assume isothermal conditions (n = 1), which means that the chamber
temperature is constant. Furthermore, we assume that all temperatures equals
the standardized atmospheric reference condition (7p) given by the ISO stan-
dard [35], i.e., Ts =T = T4 = T = To.

A4.7) We assume a constant supply pressure pg, and assume that the exhaust pres-
sure pr equals a constant atmospheric pressure. That is, we neglect transients
in the supply pressure pg, and changes in the ambient pressure F.

Assumption A4.6 is equivalent to assuming infinite heat transfer with the ambient
and reservoir temperatures equal to Tp. The main justification of A4.6 is that
the pressures dynamic’s sensitivity to temperature changes, is small. Assumption
A4.7 is often more questionable with respect to the supply pressure. For example,
when the supply reservoir is kept at an approximately constant pressure using an
accumulator (buffer tank) with a relay controlled compressor, the supply pressure
will exhibit slower fluctuations due to long-lasting air consumption and subsequent
refilling by the compressor. Furthermore, it is likely that the supply pressure will
exhibit transient variations when subjected to sudden and large changes in the air
consumption (w;).

Applying the above assumptions, the equations describing the pressure dynamics
of the two chambers reduce to
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. AA’U RTO
— + Wy, 410
ba Va) T Vi) (4.10)
. ABU RTO
= —pp+ ——w,, 4.11
pPB Vs (y)PB Vs (y) ( )

where w, = Win A — Wout,A 1S the resultant valve flow rate into chamber A, while
w, & Win, B — Wout,p 15 the resultant flow into chamber B from atmosphere through
the outlet restriction. The modeling of the flow rate characteristics for w, and w,,
is addressed in Chapter 5 below.

4.3 Summary

In this chapter we have addressed the modeling of the air dynamics of the pneu-
matic cylinder chambers. The full-order air dynamics with both the pressure and
temperature as dynamics states, is reviewed, and common assumptions are applied
in order to arrive at the reduced-order isothermal model with only the pressure as
a dynamics state.






Chapter 5

Flow Control Valve

In this chapter, we address the modeling of the flow rate characteristic of pneumatic
restrictions, and the modeling of the flow control valve. First, we provide a brief
characterization of the types of flow, and review the equations which conventionally
have been used to describe the flow rate of pneumatic restrictions. A generalized
affine parametrization of the flow rate characteristic of pneumatic restrictions is de-
veloped, based on a novel parametrization of the pressure ratio function. We utilize
this generalized flow rate equation to construct a compact bidirectional! model of
the flow rate of the orifice restriction of chamber B. The model is general in the
sense that it can be applied to accurate modeling of a fixed pneumatic restriction
of any type, and the model is piecewise linearly parametrizable in both its tunable
parameters as a result of using the proposed flow rate equation.

Next, the generalized flow rate equation is utilized for the parametrization of
the static spool-flow characteristic of low control valves. First, we develop a simple
piecewise input-affine model, very similar to the model proposed by Richard [79].
Next, we develop two novel parametrizations of the spool-flow characteristic of
flow control valves of sliding type, based on an individual description of the flow
through each flow path of the valve, thus, providing improved accuracy compared
to existing models for valves with significant leakage flow in the null region, which
is the case of most servo valves. The first parametrization is an input-invertible
model developed for nonlinear control by a feedback linearization approach, and the
other is a smooth and piecewise linearly parametrizable model suited for nonlinear
and adaptive control by a backstepping approach. Finally, we briefly describe the
modeling of the dynamics of a proportional valve.

This section is organized as follows: A brief review of flow rate modeling of
pneumatic restrictions is given in Section 5.1. The generalized flow rate equation
is presented in Section 5.2, and in Section 5.3, we utilize this generalized flow rate
equation to construct a model of the bidirectional flow rate of a fixed restriction.
Finally, in Section 5.4, we address the modeling of the flow rate characteristic of
flow control valves, and the modeling of the dynamics of a proportional valve.

1By bidirectional, we mean the the model describes flow in both directions, i.e., either positive
or negative flow depending on the direction of the pressure drop over the restriction.
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5.1 Flow rate modeling—a brief review

5.1.1 Flow characterization

The characterization of the type of flow in a pneumatic component is important with

respect to flow rate modeling because it determines the pressure dependence of the

flow rate. The type of flow depends upon many factors, but the primary parameter

is the dimensionless Reynolds number, Re. The Reynolds number can be given as
_ pvD

Re , 5.1
. (5.1)

where the variables p,v, and p, are the density, the average fluid velocity, and the
coefficient of viscosity of the fluid, respectively, while D £ 4A/P is the hydraulic
diameter, where A and P are the area and perimeter of the cross-section, respec-
tively [101]. The flow can be characterized by three flow regimes which are roughly
indicated by the value of the Reynolds number: For low Re the flow is smooth and
steady (laminar), for high Re the flow is fluctuating and agitated (turbulent), while
for intermediate Re there is a change-over from laminar to turbulent flow which is
denoted transition flow [101, Chapter 6]. Furthermore, when a fluid flows at speeds
in the range of its local speed of sound? the effect of density changes becomes sig-
nificant and the flow is termed compressible flow. For gases in general, the speed
of sound is low, hence, the effect of compressibility is important in most cases of
flow rate modeling of pneumatic components. This means that the type of flow in
pneumatic components may range from compressible turbulent flow for high Re to
incompressible laminar flow for low Re.

With respect to flow rate modeling, it is convenient to categorize the restriction
in a pneumatic component as either an orifice restriction, or a clearance restriction,
depending on the amount of flow resistance in the flow path. Most pneumatic
components such as orifices and short ducts, fall into the category of an orifice
restriction, which is characterized by relatively low flow resistance, where frictional
effects are small. Due to the low speed of sound and low viscosity of air, the type
of flow through an orifice flow restriction is for most normal operating conditions
characterized as compressible and turbulent. For flow through simple orifices, the
effect of friction is usually negligible, hence, when heat transfer is negligible, the flow
rate can be accurately described by the theoretically derived equation for isentropic?
flow of a compressible fluid through a converging nozzle [101, ch. 9]. In these cases,
we refer to the flow as isentropic orifice flow.

The effect of friction on the flow of a compressible fluid is theoretically difficult
to analyze, and deriving an explicit expression for the mass flow rate is only possible
for special cases. For high-speed flow in short ducts, it is reasonable to assume
adiabatic flow, which results in equations which require numerical iteration for the
calculation of the mass flow. For long ducts, however, we may assume isothermal
flow which lets us derive an explicit expression for the mass flow, which we refer

2The speed of sound of a fluid is given by a = vVxRT.
$When there is no heat transfer (adiabatic conditions), frictionless flow implies isentropic flow.
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to as isothermal compressible flow. See [101, Chapter 9] for an exact description.
In [9], an equation for the flow of a compressible fluid through a capillary passage,
referred to as capillary compressible flow, is derived for adiabatic flow by assuming
that momentum effects in the flow is negligible. This capillary flow equation is for
example used in [86], [9], and [14], to model compressible flow through capillaries
connected to auxiliary tanks, introduced to improve the performance of pneumatic
servo actuators.

Very small clearances, of the type encountered between the sleeve and the spool
in a spool valve, or between the piston and the wall of a cylinder actuator, may
be referred to as a clearance restriction. Since the flow resistance of a clearance
restriction is typically very high, the flow is for most normal conditions relatively
slow and viscous, such that it can be characterized as incompressible and laminar.
In these cases, the flow rate can be described by the common incompressible laminar
flow equation, and we refer to the flow as incompressible laminar flow.

5.1.2 The isentropic orifice flow equation

The theoretical equation for steady-state air flow through an orifice is based on
the assumption of isentropic flow of a compressible fluid through a nozzle. In the
conventional equation used to describe the flow rate of pneumatic components [9],
a discharge coefficient is introduced to account for flow contractions. The resulting
equation is referred to as the isentropic orifice flow equation, which can be expressed
as

k+1

K 2\t Dh
w:C’dAr\/ﬁ- (/{_1_1) -wo(pl/ph)-\/—T. (5.2)

Here, w is the mass flow through the restriction, 7}, and p, are the upstream temper-
ature and pressure, respectively, and p; is the downstream pressure (the subscripts
“h? and “I” refer to the high and the low pressure reservoirs, respectively). The
function wy(+) is a normalized function of the pressure ratio p;/py, over the restriction
— referred to as the pressure ratio function — given by (5.3) below. The parameter
C, is the discharge coefficient, which is a lumped parameter that accounts for flow
contractions and possibly minor frictional effects, A, is the smallest cross-sectional
area of the restriction, x is the ratio of specific heats, and R the gas constant of the
fluid (k = 1.4 and R = 287J/ (kgK) for air). See e.g. [4] for a thorough discussion
of the discharge coefficient of pneumatic components.

The theoretically derived isentropic pressure ratio function wy(-) for flow through
an isentropic restriction is

1 ,7"6 [OaBO]

A

== rtl NS <B()7 1]

w
— , (5.3)
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where

e (1) ()

denotes the critical pressure ratio of the isentropic restriction, and By = 0.528 for
air'. For pressure ratios below critical, i.e. p;/pn < By, a further lowering of the
downstream pressure p; does not result in an increase in the mass flow rate w, thus
the flow is said to be choked. Under choked conditions, the velocity in the smallest
restriction area (A, ) equals the speed of sound. See e.g. Blackburn et al. [9, Section
3.3], or White [101, Chapter 9], for the derivation of the isentropic orifice flow

equation given by (5.2)—(5.4).

5.1.3 ISO standardized orifice flow equation

In the ISO standard [35], an approximation to the above isentropic orifice flow
equation has been standardized for the determination of the flow rate characteristics
of pneumatic components. The standardized orifice flow equation is given as

w:%%mﬂwmmw§%, (5.5)

where the capacity of the restriction is characterized by the sonic conductance C,
defined at a common reference condition, given here by the density p, and the

temperature Ty. The isentropic pressure ratio function wg(r) (5.3) is approximated
by the simpler elliptic function

A{ 1 ,7 €0, B]

@)= - (=2)7 rem)

(5.6)

where B is the effective critical pressure ratio of the restriction®. The sonic con-

ductance C', and the critical pressure ratio B, are viewed as mechanistic parameters
in the sense that they have clear physical meanings, and their values can be de-
rived from physical laws in the ideal case of isentropic flow. The sonic conductance
corresponding to the conventional orifice flow equation (5.2) is given as

k+1

CyA, K 2 w1
o= i) 5-1)

while the critical pressure ratio for isentropic flow is given by (5.4).

The definition of the sonic conductance originates from the way the flow rate
of pneumatic components is traditionally measured, and is in essence a measure of
the flow capacity of the pneumatic component. The flow rate of pneumatic com-
ponents is usually measured in terms of the volumetric flow rate ¢ [m?®/s] (w = pg

4The superscript asterisk (x) denotes sonic, or critical, flow conditions.
SFor air with B = By, the deviation between w, (r) and wq (r) is less than 0.2%, thus, hardly
significant.
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[kg/s]), with the outlet and the upstream temperature at atmospheric conditions®.
The sonic conductance C' [m?3/ (s Pa)] is defined as the proportionality constant of
the volumetric flow rate for choked flow, measured at a defined common reference
condition for air, which by the ISO standard is p, £ 1.185kg/ m3, T, = 293K and
Py £ 1.00 x 10° Pa. That is, the volumetric flow rate can be expressed as ¢ = C - py,
when the flow is choked, and T}, = Ty, p; = Fo, 1) = Ty and p; = p,.

The value of the critical pressure ratio B indicates the pressure ratio for which
choked flow occurs. Due to frictional effects, the value of B for most pneumatic
components is lower than the isentropic value given by (5.4). This means that when
B is allowed to take values below its isentropic value, the validity of the standardized
orifice flow equation (5.5) is broader than just describing isentropic orifice flow, in
the sense that it is able to describe (non-isentropic) frictional effects to a certain ex-
tent. For example, when modeling orifice flow according to (5.5), increased frictional
effects due to e.g. complex geometry of the flow path, are captured as a reduction
in the effective critical pressure ratio parameter B.

5.1.4 Incompressible leakage flow equation

The transition from laminar to turbulent flow is indicated by the critical Reynolds
number, which is approximately Re..; =~ 2300, but may vary significantly with the
geometry of the restriction [101, ch. 6]. For low Reynolds numbers, Re < Regi,
the flow is characterized as incompressible and laminar. Here, we refer to this type
of flow as incompressible laminar flow, which can be modeled simply as

We = IOOCC : (ph - pl) ) (58}

where w,. is the clearance flow, and C. is a lumped clearance flow constant, which is
a characteristic of the geometry of the clearance, the viscosity of the fluid, and the
wall roughness.

It is interesting to note that we can rewrite (5.8) as

we = poCe - We(pi/Dn) Phs (5.9)
with the pressure ratio function defined as
we(r)y21—r, relo,1], (5.10)

which is in a form similar to the orifice flow equations (5.2) and (5.5).

5.1.5 Compressible leakage flow equations

For high-speed flow through small clearances, the effect of compressibility may be
significant so that the assumption of incompressible flow is invalid. The analysis
of compressible flow with friction is complicated, and a simple explicit equation for
high-speed flow of a compressible viscous fluid through small clearances does not

6Due to the high compressibility of gases, the density of the gas and consequently the measured
volumetric flow rate, varies significantly with the pressure at which it is measured.



exist. For example by assuming adiabatic conditions, we have to iteratively solve
for the flow rate. However, by assuming isothermal conditions, we are able to derive
an explicit equation for the flow [101]. This expression can be written as

_ 1— (pl/ph)2 DPn
o _AT\/fL/DJr?lnph/pz\/Th’ (5-11)

where A, is the cross-sectional restriction area, L is the length of the clearance,
D £ 4A,/P is the hydraulic diameter, and f is the viscous friction coefficient. An
interesting point is that when the length is long compared to the hydraulic diameter
D, this equation has a form very similar to the elliptic pressure ratio function with
B = 0. That is,

fL>D = fL/D+2lnp,/p~ fL/D, (5.12)

which is reasonably accurate for pressure ratios p;/p, above a certain limit, for

example, p;/p, > 0.1. In this case, by defining C, = A,/D/(fL)/p, as a lumped
conductance parameter, we have

yY
we & poCey/1 — (M/%ﬁﬁ- (5.13)

Hence, the equation for isothermal frictional compressible flow becomes identical to
the standardized orifice flow equation with B = 0.

An alternative analytic solution of frictional compressible flow can be derived by
assuming that the momentum effects of the fluid flow are negligible. This equation
is used to describe compressible flow through capillary passages, which is referred
to as compressible capillary flow. See e.g. Blackburn et al. [9]. This equation can
be expressed in the form

1

— 5.14
. (5.14)

we = poC. - (P2 — p})

where C. is a lumped capillary flow constant which depends on the geometry of the
restriction.

5.2 Generalized flow equation

In accordance with the description in the previous section’, the flow through pneu-
matic restrictions in general, can be described by an equation in the form

b\ Pn
w=p \/TOC'-w(—> —,  pn > D, 5.15

’ pn) VT 19
where w is the mass flow rate through the restriction, 7}, and p; are the upstream

temperature and pressure, respectively, and p; is the downstream pressure. Sub-
scripts “h” and “I” refers to the high and the low pressure reservoirs, respectively.

"For the reader’s convenience, this section includes some duplication of the equations from
Section 5.1.
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The capacity of the restriction is characterized by its conductance C', defined at a
common reference condition for air, given by the density p, and the temperature 7j.
The pressure ratio function w(r) € [0,1], is a normalized function of the pressure
ratio » = p;/py over the restriction, which determines the pressure dependence of
the flow rate. Thus, the parametrization of the pressure ratio function w (r) in the
above flow rate equation (5.15), is the main factor which determines the accuracy
of the flow rate description of a given restriction.

5.2.1 Pressure ratio function

The pressure characteristic of a restriction is strongly linked to the type of restriction,
more precisely, the degree of flow resistance in the flow path. We may roughly group
pneumatic restrictions into two categories (see Section 5.1 above):

Orifice restrictions Restrictions which are characterized by relatively low flow
resistance where frictional effects are negligible small, like short pipes or ducts.

Clearance restrictions Restrictions characterized by high flow resistance where
frictional effects are important, e.g. small clearances of the type encountered
between the sleeve and the spool in valves, or between the piston and the wall
in a cylinder actuator.

The flow rate characteristic of orifice restrictions is in most cases accurately
described by the ISO standardized orifice flow equation (5.5), which is an approxi-
mation of the theoretically derived equation for isentropic compressible flow (5.2).
This equation is in the form (5.15), with theoretically derived isentropic pressure
ratio function w (1) approximated as a quarter of an ellipse according to

R 1 ,7 € [0, B]
{ 1- (=) re(B1]’ (5.16)

where B is the effective critical pressure ratio of the restriction. This equation is
valid when the flow can be characterized as approximately isentropic, i.e., when
frictional effects are small.

For clearance restrictions, the effect of friction is important, and the accuracy
of the elliptic pressure ratio function is reduced. When the flow resistance is high,
the flow is for normal conditions relatively slow and viscous, such that the flow rate
can be described by the common incompressible laminar flow equation (5.8). This
equation can be rewritten in the form (5.15) with the pressure ratio function defined
as

we(r)y21—r, relo,1], (5.17)

where the subscript “c” refers to “clearance” flow.
Here, we propose a piecewise parameter-affine parametrization of the pressure

ratio function w (r), which has a validity that encompasses the full range of possible
restriction types, from simple orifice restrictions to small clearance restrictions. This



parametrization is based on the elliptic pressure ratio function (5.16), and the linear
pressure ratio function (5.17) for incompressible laminar flow. This generalized
piecewise parameter-affine pressure ratio function is given as

we (1) = Qo(r) +b-Q (r,sgnd), bel-1,1], (5.18)

where r € [0, 00) is the pressure ratio, and b is a critical pressure ratio—like parameter
which uniquely determines the characteristic of w, (r). The basis functions g (7)
and € (r,sgnb), plotted in Figure 5.1, are constructed from the incompressible flow
pressure ratio function (5.17), and the upper and lower bounds of the elliptic pressure
ratio function (5.16), according to

N 1—T2 ,TE[O,l]
QO_{ s R (5.19)
1 ,TE[O,B()]
2
Q(r,+1) & —Q(r) + 1—(;:—?3) , € (B, 1]
0 ,r>1
1—r relol
O (r,—1) 2 QO<7~)_{ A (5.20)

where By £ (p;/pn)" = 0.528 is the isentropic critical pressure ratio for air. Note
that Qo (r) and §2; (r,sgnb) are defined also for pressure ratios r > 1, which means
that w, (r) is defined for Vr € [0,00). In Figure 5.1, the basis functions Qg (7)
and € (r,sgnbd), and the affine function w, (r), are plotted for different values of
the critical pressure ratio—like parameter b. The upper darkest shaded area in the
figure represents the range of the elliptic function w, (1) for B € [0, By], which is
the same as the range of the parameter-affine function w, (r) for b € [0, 1], where
Q; = Q (r,+1). The lower shaded area represents the range of w, for b € [—1,0],
where € = Q (r, —1).

The main achievement of the introduced parametrization of the pressure ra-
tio function is that we obtain a generalized flow equation which can be used to
accurately model pneumatic restrictions ranging from simple orifices to small clear-
ances. Another important property of this parametrization is the piecewise affinity
of its only tunable parameter b. This is advantageous in the case when no a priori
knowledge about b exists, and we may need to design an adaptive controller which
identifies the pressure characteristic of the restriction on-line.

Remark 15 In this work, we have put effort into deriving a parameter-affine para-
metrization of the pressure ratio function with as few parameters as possible. An
alternative and simple approach, would be by use of more general basis functions,
like e.g. normalized Gaussian functions, which can be made arbitrary accurate for
any pressure ratio characteristic simply by increasing the number of basis functions,
thus also the number of parameters.
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Figure 5.1: Left: The properties of the piecewise parameter-affine pressure ratio
function w, (r) are compared with the elliptic function w, (r). The upper darkest
shaded area represents the output range of w, (r), while the entire shaded area
represents the range of w, (r). Right: The corresponding basis functions.

5.3 Outlet restriction

The flow path from chamber B to exhaust F (atmosphere) of the pneumatic clutch
actuator, can be modeled as a fixed orifice restriction, like it is illustrated in Fig-
ure 5.2. We define the flow rate as positive (w, > 0) for filling of chamber B, i.e.,
flow from exhaust F to chamber B for pg > pp, and negative (w, < 0) for venting
to atmosphere when pp < pg.

/
D> 13 P>y
N————

Py Ty, —= w, p,.T, <t———">D

A 4,
777777?//?/‘777777,

Figure 5.2: Schematic drawing of the outlet restriction of chamber B.

Utilizing the generalized flow equation (5.15), the outlet restriction of chamber
B can be modeled according to w, = w;;, — Wy as

wy = po/ToCy - w, (p5/PE) \5_% — poV/ToC; - w, (p5/p5) \]/Q—TB_. (5.21)
where C, is the conductance of the restriction, referred to the standardized reference
condition of air, given by p, and Tp, and the physical variables pg, Tx, pp, Ts are
the pressures and temperatures of the exhaust £ and chamber B, as indicated in
Figure 5.2. The obtain a model which is piecewise linearly parametrizable, the
pressure ratio function w, () is modeled according to (5.18)—(5.20) with the critical
pressure ratio-like parameter b,.



5.3.1 Linear parametrization

In preparation for off-line parameter estimation, or on-line adaptive control where
both C and b, are allowed to be unknown, we note that by substituting with the
expression for w, (-) given by (5.18), the flow rate model can be expressed in the
parameter-affine vector form

w, = 0% - ¢,(pe, T, pp, Ts) (5.22)

by defining the parameter and regressor vector as

C

0, £ po/To [ C 2 ] g 2 Qo(ps/pE) i — Qo(pe/pB) \5’_;_3

PE
Tr
(ps/pE,sguby) = — (pe/ps.sgnb,) H=
(5.23)
Viewing the temperatures T, Ts, and pressure pr as physical variables (that are
not tunable), the above model is said to be piecewise linearly parametrized in its
tunable parameters (C, and b,.).

Remark 16 Using the generalized pressure ratio function (5.18)—(5.20), the leakage
between the two chambers can in most cases be accurately modeled as a fixed restric-

tion with the same model as the outlet restriction of chamber B, i.e., according to
(5.21).

5.3.2 Simplified partially linear parametrization

With the objective of simplifying for control, we apply assumptions A4.6-7 from
the derivation of the pressure dynamics in Section 4.2 also for the flow rate model.
That is, we take all temperatures and the exhaust pressure to be equal to the
reference condition, i.e., we take Ty = Tr = Ty, and pg = Fy. With application of
assumptions A4.6-7, the resulting flow rate model of a pneumatic restriction can be
expressed in the partially parameter-affine form

wy = poCr - ¥, (p) , (5.24)
by defining the restriction flow function
N PB P
S|l = Rh—w|— : 2
b2 (B2) Bmen () e (5.29

This is a convenient formulation in situations where reasonable accurate estimates of
b, (or alternatively B,) exists, while the capacity C, is uncertain. The nonlinear flow
function 1, (pg) is then known, and the parameter C, appears in an affine form,
which makes the model particularly suited for parameter estimation or adaptive
control designs where C. is estimated on-line.

For the clutch actuator, we know that the outlet restriction of chamber B can
be characterized as an orifice restriction since it is a short duct with relatively low
flow resistance, but in many cases, we do not know a priori the exact dimensions
and geometry of the restriction. Then we know that the flow rate with reasonable
accuracy can be modeled with b, = 1, but the flow capacity C, of the restriction is
uncertain.
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Remark 17 For the modeling of the outlet restriction in the form (5.24), we do
not utilize the parameter-affinity of the proposed parametrization of the pressure
ratio function given by (5.18)—(5.20). In this case, the simpler standardized elliptic
function given by (5.16) could be used, which for most orifice restrictions achieves
approzimately the same degree of accuracy. For clearance restrictions, however, the
elliptic function (5.16) is less accurate than the affine parametrization (5.18)—-(5.20).

5.4 Proportional valve

A three-way valve is used to control the flow to the pneumatic chamber A. Figure 5.3
shows a schematic cross-sectional drawing of a proportional spool valve, which is
connected to chamber A, the supply reservoir S, and the exhaust E. The flow
through the valve consists of the flow from the supply to chamber A, and the flow
from chamber A to exhaust. Additionally, there will be internal leakage from the
supply port through the clearances in the valve to the exhaust port.

Our objective is to obtain a model of the flow rate characteristic of the valve
— referred to as the spool-flow characteristic — which is suitable for control. The
model should also be able include any pipe flow resistance in the description, when
the valve is connected to the different chambers through short pipes or ducts.

In this section, the generalized flow rate equation is utilized for the parametriza-
tion of the static spool-flow characteristic of flow control valves. First, we describe
the presumptions we have applied to the flow rate modeling. Then, we present a
simple piecewise input-affine flow model which is based on the assumption of an
ideally proportional spool-flow characteristic, similar to the model most researchers
use for control design because it is easily inverted. Then, we propose two novel
models for control with improved accuracy. The first of these is developed for sub-
sequent application of nonlinear control by a feedback linearization approach, which
is input-invertible. The other is developed for nonlinear and adaptive control by a
backstepping approach, and is smooth and piecewise linearly parametrizable in all
its tunable parameters. Finally, we address the modeling of the dynamics of the
spool position of proportional valves.

CHAMBER A
PaTy poTy
i | ‘f
B o[ = :60 X,
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| i
i \J
Ds> T PesTg
SUPPLY EXHAUST

Figure 5.3: Schematic drawing of cross-section and flow diagram of the spool valve.



The position of the spool determines the cross-sectional area of each valve orifice.
In the following, we refer to the spool position z, as the input to the flow rate model,
and we will refer to a normalized spool position z, € [—1, 1], such that x, = 1 refers
to the valve fully open to supply, and x, = —1 fully open to exhaust. We denote the
flow from the supply reservoir to chamber A, as supply flow wg, and the flow from
chamber A to exhaust, as exhaust flow wg. Furthermore, we apply the following
(obvious) assumptions for the valve models:

A5.1) The concerned pressures are always greater than absolute vacuum:

PE,PA, DS > 0.

A5.2) The chamber pressure is always within the pressure range of the supply and
the exhaust pressure, i.e., ps > pa > pE.

A5.3) The geometry of the supply and the exhaust orifices are symmetrical about
the center position of the spool (z, = 0).

Assumption A5.1 is trivial, and is physically always satisfied. Assumption A5.2
is for most pneumatic applications practically always satisfied, and its implication is
that it simplifies the formulation of a valve model because the supply and the exhaust
flows can then always be regarded as positive flows, i.e., wg, wg > 0. Assumption
Ab5.3 is a reasonable assumption for a three-way spool valve, and is convenient since
it means that the parameters of each valve orifice can then be regarded as identical.

We have pursued to develop models which are (partially) mechanistic, in the
sense that they are based on physical laws and states, with a set of parameters that
are physically meaningful, and which are functions of all the physical variables. To
achieve this, and be able to develop an accurate description of the leakage in the
null region of the valve, we model the flow paths individually, and then combine the
modeled supply flow wg and the exhaust flow wg to obtain a resulting valve flow
model according to w, = wg — wg. Following this approach, it is straightforward to
extend the models to describe the flow rate of, for example, of a four-way, or a five-
way valve. For most control designs, the physical variables pg, Ts, pr, Tr and T4
are assumed to be constant parameters. In accordance with this, and for notational
simplicity, we will treat only p4 and z, as function arguments in the following
discussion, so that the valve model can be written in the form w, = g (pa, z).

5.4.1 A piecewise input-affine flow model

Assuming that the air flow through the valve is composed of a leakage term w; which
is independent of z,, and an orifice flow term w, which is piecewise proportional to
Ty, the valve flow model can be expressed in the piecewise input-affine form

Wy =Wy + w, = g1 (pa) + 9o (Pa,sgn ) - T, (5.26)

This form is justified for the ideal case when the valve port orifices have zero overlap,
and where the leakage is due to a firzed clearance in the valve.
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The leakage flow w; is assumed to be independent of x,, and is therefore char-
acterized by a constant leakage conductance (or capacity) Cj, and is composed of
the leakage into chamber A from the supply port, and the leakage out of chamber A
through the exhaust port. Using the generalized flow equation (5.15), the resulting
leakage flow can be modeled according to w; = w; g — w; g as

wi = pov/ToCi - wi (pa/ps) j—T_ — poV/ToCl - wi (pe/pa) j—T (5.27)

where the pressure ratio function wy (r) is given by (5.18)-(5.20) with the parameter
by.
For the modeling of the spool dependent orifice flow term w, = g, (pa,sgn ,)-z,,

we express the variable conductance ¢, of each valve orifice as piecewise proportional
to z, according to

P Coxm Ty 2 07
° 0, T, <0
= Comy- X [ry > 0], (5.28)
where C,, is the orifice conductance for the valve orifices fully open (x, = {—1,1}).

For a compact notation, we have defined the indicator function x [X] of the event
X (as in [94]):

a | 1, X is true,
XX]= { 0, else. ' (5-29)

Like the leakage flow w;, the orifice flow w, is modeled according to w, = w, s — W,
as

p p
wo = po\/ ToCowo (pa/Ps) \/_%X [2y > 0]-2y+po v/ T0Cowo (PE/PA) \/—;—Ax (2, < 0],
(5.30)

where the pressure ratio function w, (r) is given by (5.18)-(5.20) with the parameter
bo-

Remark 18 The pressure ratio functions w; (r), and w, (r), can alternatively be
modeled by the simpler elliptic function (5.16), see Remark 17.

The resulting flow rate model is given as w, = w; + w,, and can be expressed in
the partially parameter-affine form

Wy = PoV TOCl ' wl (pA) + LoV TOOO : wo (pA> sgn xv) * Loy, (531)

by defining the leakage flow function 1, and the orifice flow function 1, as
Ui & (palps) =~ (pe/pa) = (5.32)
N bs ba
2w, — x|z, >0 o ——x [z, <0]. 5.33
Yy = wo(pa/ps) N [z > 0] + wo (pE/pa) T [z, < 0. (5.33)

The above piecewise input-affine model (5.31) is in a form suitable for a Lyapunov-
based adaptive control design, where the two characteristic parameters C; and C,,



that appear linearly, can be identified on-line by the adaptive controller if b; and b,
are known. The parameters p,, and 7j are known parameters, defined by the ISO
standard.

Remark 19 Since the parameters b, and b, of the pressure ratio functions w; (r)
and w, (1) appear in an affine form, the flow model (5.31) is linearly parametrizable
with respect to all its tunable parameters (Cy, b, C,, b,). However, in most cases,
the accuracy of the input-affine model is crude, and the effect of tuning b, and b,
18 more or less negligible on the overall accuracy of the model. Hence, it makes
little sense to adapt these parameters on-line. Typical choices which usually provides
sufficient accuracy, are by = 0 and b, = 1, which are equivalent to the elliptic pressure
ratio function w, (r) with critical pressure ratios By = 0 and B, = By = 0.528,
respectively.

5.4.2 An input-invertible valve flow model

A valve flow model in the input-affine form (5.26) which is used by many researchers,
is convenient for control because the model is explicitly input-invertible, i.e., we are
able to solve for the input as an explicit function of the output, z, = ¢7* (w,). A
model which is input-invertible, is not required for a control design, but for certain
nonlinear control techniques, such as feedback linearization, it facilitates the design
and implementation of the controller.

For most flow control valves, the constraints that are imposed by limiting the
model to the piecewise input-affine form (5.26) significantly limits the accuracy of
the model, particularly in the null region of the valve where the flow rate exhibits
a significant nonlinear dependence on z,. Improved accuracy can be obtained by
modeling the variable orifice conductance of the individual supply and exhaust port
as a nonlinear function of the spool position z,, i.e., ¢, s (x,) and ¢, g (x,), respec-
tively. Due to symmetry of the valve, the conductance function can be given by
a single function according to ¢, s = ¢, (), and ¢,z = ¢, (—2,). In this section,
we introduce a parametrization of the variable conductance which incorporates an
overlap X (or overlap for negative values, X5 < 0 ), and a smoothed overlap be-
tween the supply and the exhaust flows in the null region, defined by [—Xj, Xj].
The model is in the form

Wy = W + W, = g (pA) + 9o (pA7 Iv) ) (534)

where the orifice flow function g, (pa, z,) is explicitly input-invertible, i.e., we can
solve for z, = g, (pa,w,). The leakage flow term w; = g; (p4) is identical to the
leakage term of the input-affine model, given by (5.27). Utilizing the generalized flow
equation (5.15) in combination with a model of the variable orifice conductance, we
are able to accurately describe the orifice flow term w, over the full range of spool
positions. The resulting orifice flow is modeled according to w, = w, s — W, g, and
is then given as

Wo = po\/ T * Co (T4) Wo (i—;‘) \5—;_5 — poV 1o o (—24) Wo (i—j) j—;_A, (5.35)
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where w, () is the pressure ratio function of the orifice flow w,, and ¢, (-) is the
orifice conductance function of each flow path as a function of the position of the
spool. The pressure ratio function w, (-) is parametrized according to (5.18)—(5.20),
which is uniquely characterized by the parameter b,. The parametrization of the
variable orifice flow conductance ¢, (-) is discussed in the subsection below.

Orifice flow conductance function

The orifice flow conductance function ¢, = ¢, (x,) is conveniently modeled in the
form

Co = Co ’ M(xv) ) (536>

where 1 (x,,) € [0, 1] so that C, is the orifice flow conductance for the orifice port fully
open, i.e., r, = {—1,1}. The normalized conductance function y (z,) is modeled as
a customized spline function, composed of a linear and a quadratic polynomial term
according to

ng + N1Ty, xy € (Xg, 1]
n= mo + M1 Ty + mgx?), Xy € [—Xk, Xk] . (537)
O, Ty € [—1, —Xk>

The conductance function ¢, (z,), and its normalized function y (z,), are plotted in
Figure 5.4. The function p (z,) is uniquely characterized by the overlap parameter
Xs,and the junction knot Xj, together with the requirement that u(x,) be both
continuous and smooth at — X, and continuous at X;. The parameter Xs represents
the actual overlap of the valve, while the parameter X, determines the effective null
region [— X}, X|, where leakage flow through both the supply and exhaust ports are
possible. The spline polynomial coefficients are expressed in terms of X5 and X as

X5 _ 1

T T 11X
_ Y _ Y ° _ Y (538)
mo = ml—QXk, m2—4X§,

where the linear and the quadratic polynomials are jointed together at the knot
(Xk, Yk), with Yk given by

X — Xs

V. & u(X,) = ——2,
k= (Xg) -,

(5.39)

Remark 20 By using a quadratic polynomaial in the null region, the modeled conduc-
tance function c, (x,) will contain a non-smooth breakpoint at Xy. This non-smooth
breakpoint “softens” for decreasing values of Xs, and vanishes completely for Xs = 0.
Hence, the non-smoothness is negligible when Xs is small compared to the full stroke
of x,. A function ¢, (x,) that is smooth for all Xy is easily obtained, e.g. by using a
cubic polynomial in the null region, however, this results in a rather messy expres-
sion for the inverse x, = g~ (pa,w,), which is impractical for implementation in
a nonlinear controller. Hence, we have sacrificed smoothness at X, for a simpler
expression of the inverse.
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Figure 5.4: The modeled orifice conductance function ¢, = h (z,), and correspond-
ing basis function p (z,) .

The resulting input-invertible valve flow model

Summarizing, the developed input-invertible valve model is given by

W, = W+ W,
= po/ToC, - VToC, - P4
Lo oL - Wy pA/pS)\/T Po oL - Wy pE/pA)\/T—A
+,00 V TO Co xv Wo <pA) pS — PoV TO Co v Wo <pE> ‘540)
ps) VTs Ty

where the pressure ratio functions w; (-) and w, (-) are parametrized according to
(5.18)—(5.20), uniquely characterized by the parameters b, and b,, respectively. The
variable flow conductance function ¢, (-) is given by (5.36)—(5.37) — as discussed in
the previous subsection — which is characterized by the orifice flow conductance C,,
the overlap X5, and the parameter X} which determines the null region [— X}, Xj]
of the valve.

The resulting input-invertible flow model (5.40), is uniquely characterized by
only six parameters, where a set of physically meaningful parameters are Cj, b;, C,,
b,, Xs, and Xj. Furthermore, the model consists of the physical variables pg, T,
pa, Ta, pp, Tr, and the known parameters p, and 7 of the defined ISO standard
reference condition of air. It should be noted, that by neglecting the leakage term
w;, = g1 (pa), assuming a negligible null region by setting X; = 0, and using the
isentropic pressure ratio function (5.3) for w, (r), the model becomes identical to
the model proposed by Shearer [86] (see the literature review in Section 1.2 of the
introduction.

Simplified partially affine parametrization

Simplifying for control, we take Ty = Ts = T = Ty, and pg = P, according to as-
sumptions A4.6-7 from the derivation of the reduced-order isothermal air dynamics
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in Section 4.2. The flow rate model can then be compactly expressed in the partially
parameter-affine form

wy = poC - ¥y (pa) + poCo - ¥, (Pas o) , (5.41)

with the leakage flow function 1, (pa) defined according to (5.32), and with the
orifice flow function defined as

Vo 2 11 () - wo (%) ps — p (=) - w, <&) pa- (5.42)
Ps Pa

With the parameters by, b,, Xj, Xs known, the nonlinear flow functions v, (p4)
and 1, (pa,z,) are known, and the leakage and orifice flow capacities C; and C,
appear in an affine form, which makes the formulation (5.41) particularly suited for
parameter estimation of C; and C,, on-line by an adaptive controller design, or off-
line from measurements. The input-invertible flow model (5.41), with its parameters
b, b,, C, C, X}, and X fitted to measurements of the flow rate characteristic of the

considered Servotronic proportional valve, is plotted in Figure 5.5.

Flow rate characteristics
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Figure 5.5: The input-invertible valve flow model (5.41) with its parameters fit-
ted to measurements of the flow rate characteristic of the considered Servotronic
proportional valve.
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Remark 21 The pressure ratio function w, (1) of the orifice flow term, can alter-
natively be modeled by the simpler elliptic function (5.16). So can the pressure ratio
function w; (1) of the leakage term, however, with reduced accuracy for most types
of flow control valves. See Remark 17.

Tabulated characteristics of the measured sonic conductance C' and the critical
pressure ratio B as a function of valve inputs, were provided by the valve manu-
facturer. The measurements are given for a set of valve inputs in the orifice flow
region of each single orifice, i.e., for |x,| > Xj. From these tabulated measurements
of C' and B, we create a set of data points of the resulting flow rate characteristic
in the orifice flow regions of the spool (|x,| > Xj) by use of the ISO standard orifice
equation (5.5). We refer to this set of data points as the orifice flow measurements,
denoted with the subscript “of” in Figure 5.5. The valve manufacturer also pro-
vides a plot of the pressure gain curve for zero flow® of the valve for pg = 7 - 10° Pa.
However, since the pressure p4 is measured in our test rig, we use the experimentally
obtained curve which is obtained on the test rig by measuring the equilibrium pres-
sure p% for each corresponding spool position x7. We refer to this set of data points
as the (zero-flow) pressure gain measurements, indicated by the subscript “pg” in
the figure.

The orifice flow measurements and the pressure gain measurements were used to
fit the parameters of the model, marked in the figure in the two lower panes with ’x’
and ’o’, respectively. The parameters of the model were fitted to the measurements
by use of the function lsgnonlin in Matlab, which employs a nonlinear search
algorithm in order to find a set of parameters that minimizes some scalar function of
the modeling errors. See Appendix B for a brief description of parameter estimation
from measurements.

The normalized steady-state spool position of the valve is given as

z, = Kyu, + Xo, (5.43)

where u, € [~10,10]V is the actual valve control input, K, = 1/10V ™! is the
steady-state gain, and Xq = K,U,q is a small spool offset in the valve.

In Figure 5.5, the flow rate characteristic is plotted for the full operating range
of the spool, =, € [—1,1], and the full range of chamber pressures py € [P, Ps],
with supply pressure Pg = 9.5 - 10° Pa, and exhaust pressure Py = 1.0 - 10° Pa. The
temperatures are assumed to be equal a constant room temperature of 25°C i.e.,
To =Ts =Ty = Tr = 297TK. The fitted parameters are printed the right of the
plotted pressure gain characteristic.

Computation of the inverse z, = g7 (pa, w,)

When using the flow rate model for nonlinear control, we may need to compute z,
from a given w, in the control law, and preferably we want to do this by having an

8In general, a pressure gain curve is a contour line of the flow rate characteristics in the @, —pa
plane, i.e., a curve representing a constant flow rate. Thus, the pressure gain curve for zero flow
refers to the contour line for w, = 0, i.e., the set {(xy,pa) : w, = 0}.
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explicit expression for the inverse according to

Ty = go_l (pa,w,) . (5.44)

This is straightforwardly achieved for the proposed valve model. First we note that
we can rewrite the orifice flow part (w, = g, (pa, z,) ) of (5.41) as

wo = Cothg (pa) 1t (z0) — Cotbpp (pa) 1 (=) , (5.45)

by defining the pressure functions for the supply and the exhaust flow according to
s £ pov/Towo (pa/ps) , (5.46)

e £ pov/Tows (pe/pa), (5.47)

respectively. In order to calculate the inverse g, ! (pa,w,) we divide the domain
of g, (z,) into the supply region [Xy, 1] where only g is nonzero, the null region
[— X%, Xi] where both ¢ and ¢ are nonzero, and the exhaust region [—1, —Xj]
where only 1, is nonzero. Furthermore, it is convenient to define the corresponding
indicator functions

X[ngxv<1]>

X[=Xk <z < X3, (5.48)

Xs

Xe
XE X[-1<z, <—-Xy|,

> > (>

respectively, where the general indicator function x[-| is defined by (5.29) in the
previous section. In this way, we can rewrite (5.45) as

w, = (Copgno + Cothgnizy) - Xs (Tv)
+ (ComO : (?/Js - wE> + C107711 : <¢S + ¢E) Ty + Como : <¢S - d}E) 'riz)) " Xe (’IU)
+ (00¢En0 - 00¢En1xv) " XE (xv) ) (549)

where the argument is dropped in ¢g (p4) and 15 (p4) for simplicity of notation. In
Figure 5.6, the orifice flow function w, = g, (pa, z,) and its corresponding inverse
T, = g, (pa,w,) is illustrated for some fixed pressures ps. The figure is plotted
with exaggerated values of X in order to better illustrate the resulting non-smooth
knots at — X, and Xj.

The inverse is computed by considering each region separately. In the supply
and exhaust regions, the orifice flow function is linear with respect to x,, and the
inverse is given by

1- X,

ro= Xt —p Svtw, A my € [X 1] (5.50)
1- X,

T, = Xt Shglw, Az € [—1,—X]. (5.51)

In the null region, the orifice flow function is quadratic with respect to x,, hence,
the inverse becomes the square root expression

Ty =

X,
FIC@[)E (2\/¢S¢E +Ct (g — ¥g) wo — g — ¢E) N Ty € {_ng(;;
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Figure 5.6: An illustration of the orifice flow model w, = g,(pa, =,) and its inverse
Ty = go_l(pA, wo)-

where Cy, £ C,Y}. Due to the term (¢g — wE)fl, Equation (5.52) appear to be not
well defined for ¢g — ¢ = 0, since it is indeterminate (0/0). However, its limit
exists and is a straight line through the origin in which can be found by I'Hopital’s
rule to be

z, = Oy g w,. (5.53)

5.4.3 A smooth parameter-affine valve flow model

The valve flow model need not be explicitly input-invertible to be applicable for a
nonlinear control design; it is sufficient that the model is one-to-one. Utilizing an
integrator backstepping approach for the design of a controller, we may circumvent
the need to compute the inverse of the flow rate. In this case, it is advantageous to
develop a model which is smooth so that its derivative becomes continuous, which
is required in order to design a smooth control law by integrator backstepping.

We develop a model in a similar manner as for the input-invertible model, by
utilizing the generalized flow equation (5.15) in combination with a model of the
variable conductance. Modeling the flow paths through the supply and exhaust
ports individually, as general nonlinear functions of the spool z,, i.e., cs (z,) and
cg (x,), we are able to accurately describe the flow rate over the full range of spool
positions. Utilizing the symmetry of the valve, we define a single nonlinear function
which applies for both the supply and the exhaust flows according to cs = ¢, (),
and cg = ¢, (—x,). An accurate description of the spool-flow characteristic of flow
control valves can thus be obtained by modeling the resulting flow rate according
to w, = wg — wg, in the form

Wy = po/To -+ €y (Ty) Wy (119)_2) \5—%9 — poVTo ¢y (—xy) wy (i—i) \5%, (5.54)

where w, (+) is the pressure ratio function, and ¢, (-) is the variable conductance of
each flow path as a function of the position of the spool. The pressure ratio function
Wy (+) is parametrized according to (5.18)—(5.20), which is uniquely characterized by
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the parameter b,. The parametrization of the variable flow conductance function
¢y (+) is discussed in the subsection below.
Flow conductance function

The variable conductance of each flow path as a function of the position of the spool
is conveniently modeled in the form

o = Cy - (), (5.55)

where p (z,) € [0,1] so that C, represents the valve flow conductance for the valve
port fully open, i.e., z, = {—1,1}. The normalized conductance function p (x,) is
parametrized in the parameter-affine form

% (xq;) = 05 : Qbu (xv) ) (556)
where the regressor ¢, (o) = [¢,1 (T0) , @up (20), -+, &, (2,)]" € RP is a vector of p
basis functions which is weighted by the parameter vector 8, = [0,,1,6,,2, -+ ,0,.,]* €

R?. The basis functions ¢, ; (x,) are modeled using normalized Gaussian basis func-

Flow conductance function Basis functions
C |
v[ o measurements
model 1
< _
= >
> ~
O =
Il <
U>
0 0
1 -1 € G € G G5 1G
X X
\ \%
6,=[0.000.010.29 059 0.80 1.22 I 5,=0.60 56,2500 (i=1,...,p)

c=[-0.20.10.306081.1]"

Figure 5.7: The modeled conductance function ¢, = C, - ju (x,) = CUBZ - b, (7,)
and corresponding basis fuctions ¢, (z,) fitted to some tabulated data of the valve.

tions, defined according to

d}i Ty
Gpi (1) = —————— (@) (5.57)
> vy (@)
j=1
Y, (y) = e 3mlme) (5.58)
where o = [0y, 09, - - -Jp]T is a vector of scaling parameters, and ¢ = [c1, ¢g, - - - ,cp]T

a vector of offset parameters. Equation (5.57) provides a normalization of the stan-
dard Gaussian functions given by (5.58), and the parameters o; determines the



widths, and the parameters ¢; determines the location (or centers), of the corre-
sponding basis function 1,. In general, the accuracy of the modeled nonlinearity is
improved by increasing the number of basis functions, p. The modeled conductance
function u(x,) = 05 - ¢, () and its corresponding basis functions are illustrated in
Figure 5.7. Notice in the figure, that we have not placed basis functions over the
entire input domain z, € [—1, 1] of u (x,), but with centers ranging from ¢; = —0.2
to c¢ = 1.1. With this choice we found that p = 6 functions was sufficient to pro-
vide a highly accurate fit to the tabulated conductance characteristic (marked with
circles ‘o’ in the figure).

Piecewise linear parametrization

With the introduced affine parametrization of the nonlinear conductance function,
the resulting flow rate model is piecewise linearly parametrizable, i.e., the model
can be expressed in a form where all its characteristic parameters appear piecewise
linearly. That is, the model can be expressed in the form

w, =0, - ¢, (s, Ts, pa, Ta, pr, Tr, 10, 5800,) (5.59)
with the parameter and regressor vectors defined as
L / OUOM
01} = Po TO [ vavau (560)
5 2 B () 0 (3) H — B () 0 (32) S

@, (z,) - <Z—‘;‘,sgnbv 2 — ¢, (=) - D (22, sgn bv> 2

where we have substituted with the right-hand sides of (5.18) for the pressure ratio
function w, (+), and (5.7) for the flow conductance function x (z,) in the flow rate
model (5.54).

This form is particularly suited for parameter estimation of all the model parame-
ters, either on-line by an adaptive controller design, or off-line from measurements,
since C,,0,, € R? and C,b,0, € RP appear linearly. Note that the dimension of the
resulting parameter vector 8, € R?, where p is the number of parameters in the
conductance function (5.56). Hence, with p = 6 (which is sufficient to provide a
highly accurate fit to the Servotronic flow rate characteristic), the total number of
parameters is 12.

Simplified partially affine parametrization

Simplifying for control, we take Ty = Ts = Ty = Ty, and pg = F, according to
assumptions A4.6-7 from the derivation of the pressure dynamics in Section 4.2.
The flow rate model can then be expressed in the compact, partially parameter-
affine form

wy, = poCy - P, (Pa, To) , (5.61)
by defining the valve flow function

by 2 () - wy (&) ps — p (=) - wy <P0) pa- (5.62)

Ds ba
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When the parameters b, and 8,, are known, the nonlinear flow function v, (pa, x.,)
is known, and the valve flow capacity C, appears in an affine form which makes the
formulation (5.61) particularly suited for parameter estimation of C,.

Remark 22 Like for the flow rate model of the outlet restriction, the pressure ratio
function w, (+) can alternatively be modeled using the simpler elliptic parametrization
(5.16), however, with reduced accuracy for the flow rate in the null region of the
valve.

Since the model can be formulated in the piecewise parameter-affine form (5.59),
we use the function lsqlin in Matlab for parameter fitting, which is a convex
optimization routine that finds the set of parameters providing the least squares fit
to the given measurements. See Appendix B for a brief description of its use for
parameter estimation. In Figure 5.8, the flow rate characteristic is plotted for the full
operating range of the spool, z, € [—1,1], and the full range of chamber pressures
pa € [pE, ps]. With a constant supply pressure ps = Ps = 9.5-10° Pa, and a constant
exhaust pressure pp = Py = 1.0-10° Pa. The temperatures are assumed to be equal
a constant room temperature of 25°C, i.e., To =Tg =Ty = Tk = 297 K. The fitted
parameters are printed on the right of the plotted pressure gain characteristic.

5.4.4 Valve dynamics

In this section we briefly review the modeling of the input—spool dynamics of a
proportional valve actuated by an electro-magnetic force motor with a proportional
input—force characteristic (usually referred to as a proportional solenoid). We then
present a simplified reduced-order model of the dynamics which we use for control
design.

Motion dynamics of the spool

The dynamics of the spool is governed by the equation of motion, and can thus be
expressed as
Myiy, = =Kz, + Kt — fr (1) = fo (20, 20), (5.63)

where i is the current of the solenoid coil, M, is the mass of the spool, K, the
resulting spring stiffness of two centering springs, and K, is the proportionality
constant of the solenoid coil. The friction forces are represented by f;(-), and the
mechanical constraints of the spool by the hardstop force f, (-). See Chapter 3 for
the modeling of friction and hardstop forces.

In (5.63), we have assumed that the spool is centered by two linear coil springs,
and that the electro-magnetic proportional solenoid has an ideally linear character-
istic such that the electro-magnetic force becomes proportional to the coil current,
so that it can be expressed as f,, = K,,i.

Remark 23 The 2nd-order dynamics (5.63) is expected to be significantly under-
damped due to the low viscous friction of air.
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Figure 5.8: The smooth piecewise parameter-affine valve flow model (5.59) fitted
to measurements.

In order to obtain a simplified, reduced-order model for control, we assume that
the mass of the spool is negligible small, i.e.,

M, ~ 0,
and assume that the friction force f; can be given as
fr = Dy, iy, (5.64)

where D, is a viscous friction coefficient. Furthermore, we neglect the hardstop
force f5, (). The dynamics of the spool (5.63) then reduces to the first-order dynam-
ics

Dy, iy = — Koy + Kpi. (5.65)

Remark 24 The reduced-order dynamics (5.65) is expected to represent a reason-
able approzimation to the full-order dynamics (5.63) for low frequency inputs, i.e.,
for frequencies well below the resonance frequency of the 2nd-order dynamics (5.63).
However, for inputs with high-frequency components (such as e.g. a step input), the
1st-order dynamics (5.65) will exhibit a damped response, while the actual 2nd-order
dynamics (5.63) will exhibit an oscillatory (underdamped) response.
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Dynamics of the electrical coil circuit
The dynamics of the electrical circuit is approximated by

L% — _Ritu, (5.66)
where u, is the applied voltage, L is the conductance, and R the electrical resistance
of the solenoid coil circuit. The coil dynamics is linear, with the time constant
7; = L/R. Most proportional solenoids, however, are controlled by an internal
feedback from the coil current in order to improve of the transient performance.
This feedback is usually taken as

uy = K; - (ig — 1) , (5.67)

where K; is the proportional feedback gain, and 7, is the current demand signal
which usually is given by a corresponding voltage signal u as

g = Kyu, (5.68)
with an arbitrary scaling constant K,. The coil dynamics is thus given as
di .
with the improved time constant 7; = L/(R + K;).
In most cases with current feedback, the feedback gain K; is typically very high,
giving a coil dynamics which is negligible fast compared to the dynamics of the other

(pneumatic and mechanical) states of the pneumatic actuator. To clearly see this,
we can rewrite (5.69) as

L di RAK;

— = 4+ K, u. .
K di K 1+ Kyu (5.70)
With K; > R, we can approximate
L di .

where the time constant 7, = L/K; < 1. Hence, in order to obtain a simplified
reduced-order model for control design, it is usually reasonable to assume

i = Kyu. (5.72)

Simple reduced-order valve dynamics

Combining the static approximation (5.72) of the coil dynamics, and the reduced-
order dynamics (5.65) of the motion dynamics of the spool, the valve dynamics

reduces to
Dj;v dl’v Km Ku

K, at TR, "

(5.73)



which is linear with the time-constant 7, = D, /K.
Equation (5.73) serves as a justification to describe the dynamics of a pneumatic
proportional valve by the first-order linear dynamic model
dx 1 1
Y= ——x, + —sat (K,u, + K,Uy) , (5.74)

dt To Tw

where 7, is the time-constant of the dynamics, u, € [-U,, U,] is the control input,
and K, is the steady-state gain which is chosen such that the input K,u, is normal-
ized, i.e., for Vu, € [U,,U,] = K,u, € [—1, 1]. The parameter U, is introduced to
represent the zero-point drift in the valve — a small offset between the valve input
u, and the corresponding steady-state spool position x, — which is due to temper-
ature variations”. A saturation of the summed input K, - (uy + Uyp) is introduced to
guarantee that z, € [—1, 1] when the initial state is chosen to satisfy x, (0) € [—1, 1].

Most high-performance valves have spool feedback which greatly improves the
response time and steady-state accuracy of the valve. Depending on the applied con-
trol technique, the feedback control law of proportional valves with spool feedback,
more or less, provides a closed-loop response which is damped and approximately
linear, which means that the dynamics can be well approximated by the simple
model (5.74). Hence, the dynamics (5.74) can also be used to model proportional
valves with spool feedback.

In order to obtain a smooth model, we may modify (5.74) according to

dx 1 1
= —— v — Ny Kv v KUU’U ; 5.75
dt Tvx+7_v7r( t 0) (5.75)
where 7, (+) is a smooth saturation function with saturation limits [z, 2] = [—1, 1]

and smoothing width e, defined as follows.
A smooth saturation function with general saturation limits may be constructed
according to

7 (2, Ty, Ty Ex) 2T+ 670 g <M> —€&rg (ac — x“b) , (5.76)

En Ex

where €, > 0 is an arbitrary small design constant, referred to as the smoothing
width of the breakpoints of 7 (+), and where g (-) is smooth plus function with unity
slope and smoothing interval [—1,1]. An example of g (-) constructed as a spline
function, is given by (3.32) in Section 3.3, which is reviewed below for the reader’s
convenience

T, x>1
g(@)=3 L +3o+32?—Lat, |2/ <1
0, r<—1

The smooth saturation function (5.76) and the above smooth plus function, is plotted
in Figure 5.9.

9In Figures 5.5 and 5.8, this zero-point offset is represented as Xo 2 K,U,o.
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For brevity of notation, we may omit the parameters xy,, z,, and &, as function
arguments, and let 7, (z) = 7 (z,—1,1,&,), i.e., a smooth saturation function with
unity saturation limits [zy,, zu,] = [—1, 1]. The smooth saturation function 7, (x),
is thus a smooth approximation of the standard saturation function sat (x), which
can be made arbitrary accurate by reducing the smoothing width ¢,, i.e.,

lim 7, (x) = sat (x).

er—0

Smooth saturation Smooth plus function

— XXX ) — g

n _0-5 n n n 3
pt e =2 -1 0 1 2

X, —€ X +¢€ X —€ X
ub ul

Figure 5.9: Left: The smooth saturation function 7 (-) with upper and lower
bounds z, and zy,, and smoothing width . Right: The smooth plus function.

Unmodelled valve dynamics

When applying the reduced-order dynamics (5.74) for the modeling of the spool
dynamics of proportional valves, it is important to be aware that this simplified
model is not accurate for inputs with high-frequency content. That is, for fast
changes in the input wu,, the model results in unmodeled dynamics. That is, the
reduced-order model (5.74) is not able to reproduce the oscillating transient behavior
of 2nd-order underdamped systems, see Remark 24.

This discrepancy of the model is most pronounced for valves without spool feed-
back, however, it also applies to certain valves with simple spool feedback, i.e.,
using standard PID feedback control. For example, with proportional feedback
u = K, (xrq— x,) applied to (5.73), the model structure remains the same, only
with a smaller time constant 7,. Another example of unmodeled dynamics arises
when using the reduced-order model (5.74) to model proportional valves with spool
feedback with integral action. This is the case with the considered Servotronic pro-
portional valve, which exhibits a slowly converging overshoot for fast changes in the
control signal, apparently due to slow integral action in the spool positioning loop.

From a control point of view, this unmodeled dynamics is likely to put a sig-
nificant limit on the achievable bandwidth of a tracking controller for the electro-
pneumatic actuator. The obvious alternative would be to model the valve dynamics



using a more elaborate dynamic model of higher order, however, this increases the
complexity of the controller design for the electro-pneumatic actuator.

5.5 Summary

The modeling of the air flow rate in fixed restrictions and flow control valves in the
context of nonlinear and adaptive control, is considered in this chapter. A detailed
summary of the work is provided below.

A generalized, piecewise parameter-affine parametrization of the flow rate char-
acteristic of pneumatic restrictions, is developed. This generalized flow rate equa-
tion is constructed from basis functions using the standardized orifice flow equation,
and the equation for incompressible laminar fluid flow. In addition to its physical
pressure and temperature variables, the equation is uniquely characterized by a con-
ductance parameter C', and a critical pressure ratio-like parameter b. The novelty
of this parametrization, is that it is piecewise affine in b, unlike the ISO standard-
ized equation where the critical pressure ratio B appears nonlinearly, and that its
validity ranges from isentropic nozzle flow to incompressible laminar flow, i.e., it is
generalized in the sense that it encompasses most pneumatic restrictions.

The generalized flow rate equation is utilized to construct a model of the bidi-
rectional flow rate through a fixed pneumatic restriction, which has a validity range
that encompasses the full range of possible restriction types, from simple orifice
restrictions to small clearance restrictions. The resulting model is in piecewise
parameter-affine form, uniquely characterized by two parameters C, and b,, where
the parameter C,. describes the capacity of the restriction, while b, determines the
pressure dependence of the flow rate.

The generalized flow rate equation is utilized for the parametrization of the static
spool-flow characteristic of flow control valves. First, we develop a simple piecewise
input-affine model, very similar to the most commonly used model in the literature.
Next, we develop two novel parametrizations of the spool-flow characteristic of flow
control valves of sliding type, where the first is explicitly input-invertible, and the
other is (piecewise) fully linearly parametrizable and differentiable. Both models are
based on an individual description of the flow through each flow path of the valve,
thus, providing improved accuracy compared to existing models, particularly for
valves with significant leakage flow in the null region. The two models are described
below:

An input-invertible valve flow model: An accurate parametrization of the sta-
tic spool-flow characteristic of a flow control valve is developed for subsequent
application of nonlinear control by a feedback linearization approach. The
model is input-invertible in the sense that the spool position (input) can be
expressed explicitly as a function of the flow rate, and it is mechanistic in the
sense that all its parameters have a physical meaning. The model is completely
characterized by only six parameters, composed of a fixed restriction leakage
term, characterized by C; and b;, an orifice flow term, characterized by C,, b,,
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and incorporates an overlap X;s ( or underlap for X5 < 0 ), and a smoothed
characteristic in the null region, characterized by its width Xj.

A smooth parameter-affine valve flow model: An accurate piecewise parameter-
affine and smooth model of the static spool-flow characteristic is developed
for subsequent application of nonlinear and adaptive control by a backstep-
ping approach. The model is based on a parameter-affine parametrization of
the spool-conductance characteristic of each valve port, utilizing normalized
Gaussian basis functions. The resulting model is differentiable, hence, suited
for an exact backstepping design where the valve dynamics is included in the
design. Furthermore, the model can be expressed in a piecewise parameter-
affine form which makes it particularly suited for an adaptive design where all
its parameters may be a priori unknown, and estimated on-line. The model is
characterized by a conductance parameter C, representing the flow capacity of
fully open valve ports, a pressure ratio-like parameter b, and a vector 8, € R?
of the parameter-affine spool-conductance nonlinearity.

The modeling of the motion dynamics of the valve spool and the dynamics of the
coil current of a proportional valve, are briefly reviewed, and serves as a justification
as well as a clarification of the underlying presuppositions for approximating the
valve dynamics by a simple linear model.






Chapter 6

Model for Control Design

In this chapter, we combine the work on mathematical modeling from Chapters 3-5,
in a smooth design model for the electro-pneumatic clutch actuation system. We
describe the model in state-space form, discuss its region of validity, and outline
some important properties with respect to nonlinear and adaptive control.

6.1 Design model in state-space form

6.1.1 Motion dynamics

The position and velocity states y and v are governed by the equation of motion (3.1),
as discussed in Chapter 3. The static clutch load characteristic f; (y) is parametrized
according to (3.2) using normalized Gaussian basis functions, as it is illustrated
in Figure 3.1. The friction forces in the cylinder actuator and clutch is modeled
using the modified smooth version of the 1lst-order dynamic LuGre model, where
the pre-sliding deflection state z and the friction force f; (v, z), are governed by
(3.20)—(3.22), respectively. Furthermore, the hardstop force f; (y,v), representing
the mechanical constraints of the actuator, is modeled according to (3.30), utilizing
smooth plus and step functions, which may be constructed as spline functions with
required smoothness.

6.1.2 Air dynamics

The air dynamics of the two pneumatic chambers is modeled assuming isothermal
conditions so that the temperatures can be taken as constant and the pressure be-
comes the only dynamic state. The pressure states p4 and pg of the two actuator
chambers are thus governed by the common reduced-order isothermal pressure dy-
namics, given by (4.10) and (4.11), respectively.

6.1.3 Flow rate characteristics and valve dynamics

The flow rate of the fixed outlet restriction of the back-chamber (chamber B) of the
actuator, is modeled according to (5.24)—(5.25) utilizing the affine parametrization
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of the pressure ratio function, given by (5.18)—(5.20). The flow rate characteristic
of the flow control valve is modeled using the developed smooth valve flow model,
given by (5.61)—(5.62. In this smooth and piecewise linearly parametrizable flow
model, the spool-conductance characteristic is parametrized according to (5.56)
using normalized Gaussian basis functions, as illustrated in Figure 5.7, and the
pressure ratio function is parametrized according to (5.18)—(5.20). Finally, the valve
dynamics is modeled using the simple smooth 1st-order model, given by (5.75) which
utilizes the smooth saturation function (5.76).

6.1.4 State-space model

The complete 6th-order state-space model is given as

y = v
. APy A A 1 1 1
vo= ](:/[0 —l——MApA——]\jpB—Mff (v,2) — Mfl (y) — th (y:v)
1 1
4 = —As———vpa + poToRCy——1, (pa, Ty
pa AVA ) Pa T Polo Va (y)¢ (pa, )
1 1
iy, = ——x,+ —my (Kyuy + K,Upy) (6.1)
To To
1 1
g = Ap——vpp + pyToRC,——1,
by By () Pe AT RG Y ()
= o2
z = chsz,

where the dynamic states are y, v, pa, ©,, pp and z; the manipulated input is
u,, and the measured output is the position y; the function fr (v, 2) is the friction
force, f; (y) is the nonlinear clutch load force, and the f;, (y, v) is the hardstop force;
the functions V4 (y) and Vp (y) are the chamber volumes which are positive linear
functions of y given by (4.3) and (4.7); ¢, (pa,x,) and ¥, (pg) are the valve and
restriction flow functions, modeled according to (5.62) and (5.25), respectively; and
7 (+) is the smooth saturation function given by (5.76). The valve flow function
¥, (pa, x,) and the restriction flow function v, (pgp), are plotted in Figures 6.1 and
6.2, respectively.

Remark 25 The pressure ratio functions w, (r) and w, (r) used to construct 1, (pa, x,)
and v, (pg), respectively, could alternatively be modeled using the ISO standardized
elliptic pressure ratio function (5.16), which is simpler. In this case, for the con-
struction of 1, (-) and 1, (), the elliptic function (5.16) must be redefined so that it

18 valid also for r > 1, like

1 , 7 < B
wr) 24 J1-(=2)" r>B A rel0,0), (6.2)
0 ,r>1

where B is the critical pressure ratio. An approximate relation between the critical

pressure ratio B, and the critical pressure ratio-like parameter b, is approximately
B ~0.528 - b.
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Figure 6.1: The valve flow nonlinearity v, (pa,x,) of the proportional valve.
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Figure 6.2: The compressible flow nonlinearity 1, (pg) of the outlet restriction.

Region of validity

Due to the assumptions applied to the modeling, and because some states are only
physically feasible (or meaningful) within certain ranges, the model is valid only in
a subset of the full state-space. More precisely, the region of validity of the model
is the set Xy C RS defined by

Xy 2 VX : Xpin < X < Xppax ) (6.3)
where x £ [y, v, pa, T, pp,2)" is the full state vector, and Xpin 2 [Ymins Umin, PAmin,
Ly min,PB min, Zmin]T and Xmax £ [ymaxavmaxapAmax;xv max>PB max:zmax]T, are the mini-
mum and maximum feasible values of the states in x. The set A} is also referred to
as the feasible region of the model.

The physically feasible ranges of each of the state variables are identified in the
following;:



Actuator postion, y: The feasible range of the actuator position is physically lim-
ited by the mechanical constraints of the clutch and actuator. The mechanical
constraints are given by the lower and upper bounds ¥y, and y,p, and is mod-
eled by the hardstop force f, (y,v) which also emulates the flexibility in the
mechanical constraints. Letting ¢, denote an upper bound on the mechanical
flexibility of these constraints, the feasible range of actuator positions are

Ymax = Yub T+ 5h
Ymin = Yib — Oh-

Note that the basis functions of the modeled clutch load characteristic (3.2)
must be chosen to cover the full feasible range of actuator positions (as illus-
trated in Figure 3.1).

Actuator velocity, v: The model is valid for all real velocities, thus, the feasible
velocity range is given by

Umax — OO

VUmin — —OQ.

However, for a given actuator configuration, an upper bound on the physically
attainable velocity during normal operation, is easily assessed.

Pre-sliding deflection, z: The dynamics of the pre-sliding deflection state is de-
fined for all real values. However, since the pre-sliding deflection is explained
as a seal flexibility property, it is only physically justified for finite deflections
with an upper bound Z,,., defined by (3.19), which is given by the level of
the stiction force and the stiffness of the seals:

Zmax — ZmaxéFC/Kz
Zmin — _Zmaxé _FC/Kz-

Pressure, pa: As stated by Assumption A5.2, the valve flow function ¢, (pa, ,)
relies on the assumption that the controlled chamber pressure p,4 is constrained
from below by the exhaust (atmospheric) pressure Py, and from above by the
supply pressure Ps:

PAmax = PS
PAmin = PO-

Pressure, pg: The model is only physically meaningful for a positive pressure pg,
as stated by Assumption A5.1 in Chapter 5. Hence the feasible pressure range
of the back-chamber is

PBmax = OO

PBmin = 0.
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Valve position, x,: In the valve flow function ¢, (pa, z,), we have assumed a nor-
malized spool position z,, where the basis functions of the flow conductance
function ¢, (z,) are chosen to cover the full range x, € [—1,1]. Hence, the
range of feasible valve spool positions are given by

Tymax — 1

—1.

Ly min

6.2 Model properties

6.2.1 Pure-feedback form

The system (6.1) is structurally in the so-called pure-feedback form in state-space,
for which a constructive nonlinear design by an integrator backstepping approach
applies. Denoting the states and control input

Q1 Y
2| o |V Ci| a |pPB N
= = ) = = y U= Kyuy,
a=lefe ol e=[e) 2 ]7]
44 Ly

the dynamics (6.1) can be expressed in the form

@ = fi(q)

G2 = f2(q1,92,43, (1, (o)

@ = f3(q,q,9,q)

Ga = falqu,u) (6.4)
¢o= g1(a1,42:¢1)

&2 = 92(q2,(s)-

Neglecting the internal dynamics, i.e., the {-subsystem, the system is clearly in the
pure-feedback form:

G = fi(g)

& = folq1,q,93)

@& = f3(q1,% 93, 0) (6.5)
@ = falqu,u).

Since ¢ appears exclusively in the dynamics of the ¢-subsystem, and since the
dynamics of the (-subsystem depends on the first two states giand ¢o only, the
complete (g, )-system is in pure-feedback form.



6.2.2 Feedback linearizability

Relative degree

All nonlinearities are sufficiently smooth, so that the model (6.1) is sufficiently dif-
ferentiable with respect to time. It can be shown that in the set

X, 2 {Vx€Xy: Py+e<py<Ps—¢}, (6.6)

for some (arbitrary small) constant € > 0, the system (6.1) has a well-defined relative
degree equal to 4. This means that the output y is separated from the input w, by
four integrators, i.e., we need to differentiate the output y four times for the control
u, to appear in the dynamics. For py = { Py, Ps}, the relative degree is undefined for
some spool positions because the control vanish, 7.e., the system looses controllability
in one direction. More precisely, a loss of controllability occurs in the cases

i) pa = B N 2,<-X;
ii) prAa = PS A xszka

where [— X}, X}] is the null region of the valve (defined in Chapter 5). In either of
these cases, the valve flow and the spool-flow gain becomes zero, i.e.,

ox,

which means that changes in the spool position x, (indirectly the control u) do not
cause a flow, thus, the pressure p, cannot be controlled by the input u. The spool—
flow gain of the valve flow function v, (pa,x,) is plotted in Figure 6.1 (page 97).

This loss of controllability for ps = {Fy, Ps} has an obvious physical cause: (i) if
the chamber pressure p4 equals atmospheric pressure Py, flow from the chamber to
atmosphere is no longer possible (because flow is only possible to a lower pressure),
hence, the system is uncontrollable for spool positions in the exhaust region of the
valve. Likewise, (ii) if the chamber pressure equals supply pressure, py = Pk,
flow from the supply into the chamber is no longer possible, hence, the system is
uncontrollable for spool positions in the supply region.

¢v (pA,IU) =0 A =0,

Normal and input-output forms

In the set X, defined above, which covers the full feasible region of the state-space
except pa = {Fp, Ps}, the system (6.1) has a well defined relative degree r = 4,
which implies that it is input-output feedback linearizable in X,,. Hence, there exists
a well defined change of coordinates ® (x) = [z, ¢]” for Vx € X,, which transforms
the system to the normal form

2"1 = 29
22 = Z3
23 = 24

73f1 = a(z,¢{)+b(z¢) - u
¢ = 9(z0)
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with the main state vector z = [21, 29, 23, 24]7 € Q. C R?*, and the states of the
internal dynamics ¢ = [(y, ()" € Q¢ C R?, where 2, x Q¢ = ® (X,). It can further
be shown that the internal dynamics is input-to-state stable with respect to z = 0,
thus, the system is minimum phase.

Since both a (-) and b (+) are sufficiently differentiable, the system is fully feedback
linearizable for Vx € X, and the system can be transformed to the input-output form

y"™ =a(q,u) +b(z,u) u?,

a
where the nonlinear functions @(-) and b(-) may depend on the output and its
derivatives q = [y,7,---,y®]” € RS, and the input and its first-order derivative
u = [u, 1] € R

6.2.3 Linear parametrization

A particular effort has been put into modeling nonlinearities in parameter-affine
forms, with a minimum number of parameters. As a result, the model is particularly
suited for parameter estimation and adaptive control: The nonlinear clutch load
characteristic f; (y) given by (3.2) is affine in its tunable parameter vector €;, where
the scaling and center vectors w and ¢ of ¢, (y) are viewed as fixed parameters,
i.e., not tunable. As discussed in Section 5.3 and Section 5.4, the nonlinear flow
functions v, (pg) and ¥, (pa, z,) of the restriction and valve, can be expressed in
the piecewise parameter-affine forms (5.22)—(5.23), and (5.59)—(5.60), with their
affine tunable parameters being 0, = [p,C,., poCb.]" and 8, = [pyC,0,, pyCb,0,]"
respectively. Furthermore, the saturation function 7 (-) satisfies

m(z) =2z, Vz|<1—¢,,

where the smoothing width is negligible small, i.e., €, < 1. Since the control input
term is physically limited to u = K,u, € [~1,1], and because K,U, < 1, both the
offset parameter U,y and the control input u, appear ian affine form in practically the
full operating range of the valve, i.e., for | K,Uy + K,u,| < 1—e,. Consequently, the
valve dynamics is linearly parametrizable in its tunable parameters, and input-affine
in the practical operating range of the valve.

The inverse of the chamber volumes,

1
71 .
Valy) ™ = Vao + Aay
Vs ( )*1 ;
B Vo — Apy’

are obviously not linearly parametrizable. However, the inverse of the volumes V4
and Vp may be accurately approximated by a 2nd-order polynomial, 7.e.,

V(y)™" = ao + a1y + agy?,

which is obvious from the plots of Vy ()" and Vi (y) ™" in Figure 6.3. Hence, using
this approximation, a complete linear parametrization of all the tunable parameters
in the design model (6.1), may be obtained. Table 6.1, summarizes typical values of
the parameters of the model.
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Figure 6.3: The inverse chamber volumes, V; ' (y) and V5 (y).

6.3 Summary

The work on modeling of the electro-pneumatic clutch actuator in Chapters 3-5, is
in this chapter recapitulated in a 6th-order design model. The model consists of the
actuator position, velocity, friction (seal) deflection, pressures of both chambers, and
the valve spool position, as dynamic states. In the region of normal operation, the re-
sulting model is smooth, linearly parametrizable, and fully feedback linearizable with
relative degree four, which means that it can be transformed to a (parameter-affine)
input-output form where constructive procedures for (adaptive) output-feedback
control utilizing high-gain observers are available. Furthermore, the model is in
pure-feedback form, which makes it applicable for a nonlinear state-feedback design
by a backstepping approach, and for output-feedback by an observer-based back-
stepping approach, provided that an asymptotic observer is available.
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Table 6.1: Model parameters used in the full 6th-order model of the pneumatic
clutch actuator.

Parameter  Unit Value Parameter Unit Value
K, N/m  400-103 Ty K 293
D; Ns/m 5-103 B Pa 1-10°
€0 m/s 0.01-1073 Pg Pa 10 - 10°
M kg 20 R J/ (kg K) 288
Ay m? 1701072 o kg/ m? 1.185
Ap m? 1.86-1072 To S 15-1073
Ay m? 0.16 - 1072 K, 1/V 0.1
Vao m? 0.45-1073 Uwyo A% 0.01
Vgo m? 0.38-1073 b, — 0.8
D, Ns/m 5-103 b, — 0.6
Fe N 200 C, m?/(Pa-s) 3.0-1078
K, N/m 10 - 106 C, m?/(Pa-s) 1.0-1078
Dy, Ns/m 5-103 Eh m 0.05-1073
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Chapter 7

Technical Preliminaries

This chapter recapitulates some technical preliminaries, tools, and terminology, used
in the subsequent chapters on observer and controller design.

7.1 Technical lemmas

We frequently use completion of squares to obtain upper bounds on sign-indefinite
terms.

Lemma 26 (Completion of squares) For any real-valued scalar variables x, vy,

and € > 0, we have

€ 1
< —x? 4+ 2 7.1
Ty < 52+ o7y (7.1)

For vectors x,y € R", note that x"y < |x"y| < |x]|y].

We use the Mean Value Theorem (see e.g. [47]) to rewrite differences of nonlinear
functions in time-varying affine forms.

Lemma 27 (Mean Value Theorem) Let the scalar function f(x) with inputs
x € R™ be continuously differentiable on the open set S € R"™. For any two points
X1 and X5 in S, where the line segment joining X, and Xy are also in S, there exists
a point X* € § such that

Fow) -1 = (2)

The following convergence lemma is useful to establish ISS bounds [52, Lemma
C.5].

Lemma 28 (ISS bound) Suppose the variable v (t) € R satisfies the differential
inequality

(x2 —x1). (7.2)

X*€S

b < —cv+ dw (t)°, (7.3)

for some constants ¢ > 0 and d > 0, and w (t) € RT is a bounded input (w € L)
Then g

v(t) <v(0) e+~ uw®) (7.4)
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7.2 Smooth saturation

Motivated by the use of smooth saturation of parameter estimates in nonlinear
adaptive control (proposed by Teel in [95], see also e.g. [55,105,107]), we will use
smooth saturation to obtain global robustness of the observers and output-feedback
control system presented in Chapters 8 and 9. Because the saturation is smooth, it
preserves differentiability, and with that, compatibility with backstepping.

We use a smooth saturation function defined as

— _l’_ — Ty
W<$a$lb,$ub7€)éx+5'g(%)—€‘g(x xb), (7.5)

£

where € > 0 is an arbitrary small design constant referred to as the smoothing width
of m(+), and g (-) is a smooth plus function with unity slope and smoothing interval
[—1, 1]. For brevity of notation, we may omit the constant parameters as arguments
and write 7 () = 7 (x, Z1, Tup, €). The smooth plus function g (-) is constructed as
a spline function according to

T, r>1
o) =8 Gror B gt g W< (09
0, r < —1

which is three times differentiable (g (z) € C?). The smooth saturation function
(7.5) and the above smooth plus function (7.6), is plotted in Figure 5.9.

Smooth saturation Smooth plus function

— XXX, ) — g

X, —€ X +¢€ X~ € Xub+8 ) -1 0 1 2

Figure 7.1: Left: The smooth saturation function 7 (-) with upper and lower
bounds z;, and xy,, and smoothing width €. Right: The smooth plus function.

The smooth saturation function (7.5) will be used for a robust re-design of the

observers, and it useful to point out the following properties

P7.1) m(r)=x NV € [T, + €, Tup — €]
P7.2) 7 (x) € [Ty Twn] ,Vz €R.

In Lyapunov-based designs of controller and identifier, we may use quadratic
control Lyapunov functions (CLF). However, when introducing saturation of states,
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it is convenient to use a modified CLF, as proposed in [95]. We illustrate this for
the case with a scalar quadratic function

1-2

Vo (9) = 37" (7.7)

where 0 () £ 6—0 (t) is the estimation error, with 6 (¢) being a time-varying estimate
of the constant parameter #. When the estimate 0 is replaced by the saturated
estimate 0, 2 7(6), the estimation error becomes 0, £ 6 — 7(f). We may then use
a modified function in the form

v ()= /O 10— (o —6)]do. (7.8)

which has the gradient
g—‘g (9) —0—x (9) —0,. (7.9)

The integral function (7.8) is positive definite and radially unbounded, like its
quadratic counterpart (7.7), however, its gradient is bounded, unlike the gradient of
the quadratic function (7.7). In Figure 7.2, both the quadratic and the integrated
scalar functions and their gradients are plotted to illustrate their main properties.

Lyapunov function Gradient

Figure 7.2: Comparison between the quadratic function (7.7) and the integrated
function (7.8) utilizing smooth saturation.

7.3 Discontinuous projection

Discontinuous projection will be used to obtain improved transient performance
of the observers in Chapters 8 and 9. In this section, we recapitulate the scalar
discontinuous projection operator, whose multi-variable extension is commonly used
as a robustification tool in the adaptive control literature. See e.g. [33,52,107] and
the references therein.



For the scalar system @ = f (x,t) with lower and upper bounds ), and z,, on
x, respectively, we define the scalar discontinuous projection

07 X Z Lub A f >0
P(f,x) =P(fz,2m,2w) =S 0, z<z, A [f>0 . (7.10)
f, otherwise

Note that the projection (7.10) satisfies
P7.3) P(f,x)=[f Vo€ {on, Tw),

and with initial state = (0) € [z, 2w, and constant bounds zy, and z,, the pro-
jection & = P (f,x) guarantees that the state is bounded, i.e.,

P7.4) x € {Z’lb, xub] ,Vt > 0.

For proof of P7.4), see e.g. [106].

Remark 29 For time-varying bounds, xy, (t) and xu, (t), the projection can only
guarantee boundedness according to

inf
T € nf o1 (1) ,3;121()) Tup (1)

7.4 Characterization of uncertainties

A state-space model of a physical system will always contain uncertainties in some
form, due to errors in parameters, model inaccuracies, simplifications, or unknown
exogenous disturbances. These uncertainties can usually be lumped together and
be represented by additive time-varying terms in the model, such as

x=f(x,u,t)+d(t), (7.11)

where f (x,u,t) represents the precisely known nominal dynamic model of the sys-
tem with the states x, the inputs u, and 6 a lumped uncertainty term. In the
following, we make an attempt to clarify some commonly used characterizations of
uncertainties.

Uncertainties for a given state-space model may be characterized by its structural
properties. An uncertainty may be characterized as an unstructured uncertainty if
it may be represented as a purely time-varying quantity = 0 (t), e.g. as a result of
unmodeled dynamics, or exogenous disturbances. Unstructured uncertainties, like
d (t), are also referred to as uncertain dynamics, or simply disturbances. When the
uncertainty is also a function of the modeled states or inputs to the system, like
d = §(x,u,t), it may be characterized as a structured uncertainty, or an uncertain
nonlinearity. In the special case when the structured uncertainty is a pure static
relation of the states or other inputs, such as § = § (x, u), it is usually referred to as
an uncertain static nonlinearity. In the general case when a structured uncertainty
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is also time-varying (§ = d (x,u,t)), it may be referred to as an uncertain dynamic
nonlinearity.

A class of structured uncertainties are so-called parametric uncertainties, which
are uncertainties due to uncertain parameters. For example, for the nonlinear func-
tion f(x,8), where the estimate 0 is used for the actual parameter vector 6, the
parametric uncertainty is given as

d(x)=14 (x, 9,9) =f(x,0)—f <x, 9) ) (7.12)

An important class of parametric uncertainties is obtained for nonlinearities which
can be written in parameter-affine form, f (x,0) = ¢ (x)” 0, so that the parametric
uncertainty can be expressed as

§(x) =0 (x, é) — ¢ (x)"0, (7.13)

affine in its parameter uncertainty 02£6-0.

Using robust control techniques, high gain is usually required in order to account
for uncertainties in the model. In order to reduce the amount of uncertainty that
needs to be accounted for by robust control, a structured uncertainty can often be
partitioned into a parametric part and a non-parametric part according to

5 (x,ut) = ¢ (x,u)" 0+ A (x,uyt). (7.14)

In this way, adaptive techniques can be used to account for the parametric uncer-
tainty ¢ (x, u)TO, and robust techniques can be used to deal with the remaining
uncertainty A (x,u,t), resulting in less need for high gain control. Furthermore, it
may usually be advantageous to exploit the structure of the remaining uncertainty
A (x,u,t) in order to reduce unnecessary high gain. For this objective, we may want
to express the structured uncertainty A (x,u,t) in the affine form

Axut) =qxu) - wxut), (7.15)

where q (x,u) is a known function of the system states and inputs, and w is an
unknown, bounded uncertainty, or disturbance. Then, the structural properties of
the uncertainty, given by q (x,u), can be exploited by so-called nonlinear damping
terms in the controller, using the knowledge of q (x, u)T to increase the gain only
when required.

Uncertain dynamics typically arises from simplifications of the model, or are
caused by exogenous disturbances, or a combination of both. A common simplifi-
cation in fluid power systems, is to disregard fast dynamics in the electromagnetic
valve actuator, or model it by a simplified, low-order model, which causes what is
referred to as unmodeled input dynamics (or actuator dynamics). Another common
simplification is to disregard the fast dynamics of the sensor, resulting in unmodeled
output dynamics (or sensor dynamics). Further examples of unmodeled dynamics,
are the unmodeled supply dynamics due to treating the supply pressure as constant,



and our use of the reduced-order pressure dynamics instead of the full-order air dy-
namics, resulting in unmodeled temperature dynamics in our system. An example
of an exogenous disturbance, is the effect of heat transfer on the pressure dynamics
of the pneumatic chamber, which we have disregarded. Note that these uncertain-
ties become structured uncertainties when they enter the nominal state-space model
through some nonlinear function of the modeled states — even though they are
purely unstructured by themselves.

Uncertain static nonlinearities are due to inaccurate static terms in the model.
Typical examples of uncertain nonlinearities in the model of the electro-pneumatic
clutch actuator, are the parametric uncertainty due to uncertain parameters in the
clutch load characteristic, and inaccuracies in the model of the static friction char-
acteristic.



Chapter 8

Nonlinear Observer Design

In this chapter we address the design of nonlinear observers for the estimation of
the unmeasured states of the electro-pneumatic clutch actuation system.

In Section 8.1, we review the design model and discuss some of its properties
relevant for the subsequent observer design. In Section 8.2, we show that the system
model itself can be used as an open-loop observer for the unmeasured states of the
electro-pneumatic actuator. In Section 8.3, we present a full-order observer, and
introduces a redesign for improved robustness and performance. In Section 8.4, we
present a simplified reduced-order observer based on a change of coordinates, and
its robust redesign. We analyze some results from an experimental implementation
of the observers in Section 8.6, and summarizes the chapter in Section 8.7.

8.1 Design model

The 6th-order smooth design model of the electro-pneumatic clutch actuator and
some of its properties which are relevant for an observer design, are reviewed in this
section. Since we never intentionally attempt to drive the actuator into end stroke,
we neglect the hardstop term f; (y,v) in the dynamics (6.1). The full 6th-order
model used for nonlinear observer design in this chapter, is given in state-space
form as

y = v

. APy Ay Ap 1 1

0 = St Pa— 37Ps Mfz(y) Mff('UaZ)

1 1

= —A vpa + poloRCy—=——=1, (pa, Ty

ba AVA (y) PA T PolLo Va (y)¢ (pA )
1 1

Py = ——y + —y, U, 8.1
i _— +7_U7r (u+ Up) (8.1)
= Ap— + p,ToRC #w )
pB BVB (y) pB pO 0 TvB (y) r pB

z = U—F—;\U]Sz.
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Here, the states are y, v, pa, T, PB, 2, the scaled control input is u £ K,u, and
scaled offset Uy = K,U,p, and the measured output is the position y. The functions
fi (y) and ff (v, 2) are the nonlinear clutch load characteristic and the friction force,
given by (3.2) and (3.16); V4 (y) and Vg (y) are the chamber volumes, which are
positive linear functions of y given by (4.3) and (4.7); ¥, (pa,x,) and ¥, (pg) are
the valve and restriction flow functions given by (5.62) and (5.25), respectively; and
|-|, is a smooth approximation to the absolute value, defined as

v, & 1/v2 + &

For the subsequent stability analysis, it is useful to note that the valve flow
function ¢, (pa, z,) is monotonically decreasing in p4, increasing in x,,, and bounded,
as can be seen from the plots in Figure 6.1 (page 97). More precisely, ¥, (pa, T,)
satisfies

0
¢v (pAamv) S O, \V/pA € [P(),PS] ,VZL‘U - [—1, 1]
Opa

0
a;bv (pAux'u) > O, \V/pA - {P(),PS] ,VIU - {—1, 1]

Wu (pAvxv)’ S PS'7 va € [PO>PS] ,V.TU € [_17 1] .

In a similar manner, the restriction flow function ¢, (pg), plotted in Figure 6.2 (page
97), is decreasing in pg, and bounded from above, i.e.,

oY,
Ops <pB)

Y. (pp) < P, Vpp€0,00).

IN

0, Vpp € |0,00)

Region of validity
The region of validity, or region of feasibility, of (8.1) is the set Xy C RS defined by
Xy 2 {VX : Xpin <X < X b (8.2)

where x 2 [y, v, pa, T, pp, 27 is the full state vector, and X, 2 [Yunin, Vmins PAmin,

Lyminy; PBmins Zmin]T and Xmax é {ymaxy Umaxy PAmax; Lvmaxy PBmax; Zmax]T7 are the
physically feasible ranges of the state vector x, which are identified in Chapter 6.

Region of normal operation

In normal operation of the actuator, the states will stay within some compact re-
gion in state-space, i.e., each state will be bounded. In the following, we assume
knowledge about some lower and upper bounds on each state in normal operation,
which we later utilize for a robust re-design to achieve global stability and improved
transient performance of the observer. We denote these lower and upper bounds

b A T d L T d
Y Xib = [Yib, Vb, DA, Tulb, PB1bs 21 A Xub = [Yub, Vubs PAubs Ty ub, PBubs Zub) ; an
introduce a region of normal operation, defined as

XE{vxeXxp <x<Xpt. (8.3)
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Scaling of states

In order to minimize numerical errors with an implementation, we introduce a prac-
tical scaling of states, utilizing the bounds in the definition (8.3) of the region of
normal operation.

Define a vector of scaling factors s = [sy, - , 6]

as
A
8 = Xub — Xib,
and introduce the scaling of states
— A —
x 25! xx,

where X = [Zy, -+, %] is the scaled state vector.
A practical result of this scaling, is that the estimation error in scaled states
becomes normalized with respect to the set X', made precise in the following:

Proposition 30 (Scaling of States) Define a vector € = [y, , &) of scaled
estimation errors as

Ux (x—%),

§&s”
where X is the estimate of x, and the scaling vector s L Xy — Xp. With x and
X contained in X, defined by (8.8), the magnitude of the scaled observer errors,

& =s;"-(z;—a;),i=1,---,6, is normalized, i.e.,

(x,R)eX =g/ <1, i=1,--,6

Remark 31 We employ this scaling of states when implementing the observer, both
for simulations and experimentally in the test rig. For clarity, however, we omit
scaling in our presentation of the observer and controller design.

Observability

In Section 8.3, we propose an observer with output-injection terms for the three
upper states, y, v and ps. We require that these states are observable from the
output y, which is straightforward to establish. A simple definition of observability
of the state & = [¢,&,,&35]7 2 [y, v, pa] from the output y, is that with y known, it
is possible to identify the corresponding state £&. Note that the assumption that y
is known is a stronger concept than being measured, it means that not only y may
be considered known, but also its higher-order derivatives. Hence, observability of
& =y and &, = y is trivial. To establish observability of & from y, in general, we
may assume that pp and z (and their derivatives) are known. Denoting the known
terms by h (y,pp, z,2) = —A—Afpg — Koy Dz Al L (y), from (8.1) we see
that the observability mapping for the three first states may be expressed as

] &
v 2 |yl 2HE) = L
i _%€2+ﬁ§3+h(y,p3,272)

Clearly, the mapping H (£) is invertible and we can write & = H~! (y’), which
establishes that & is observable from y.



8.2 Open-loop observer

In this section we analyze the use of the model (8.1) as an open-loop observer for the
unmeasured states of the system, in the case that only the position y is measured.
We show that this observer is asymptotically stable provided both the system and
observer states remains in the region of validity Ay of the model (8.1), and the
convergence properties of the observer is demonstrated by simulations.

An open-loop observer for the system (8.1) is given as

. Al | Aa. Ap. 1 L, ..
Vi + AT MPB—Mfz(y)—Mff(Uaz)
1 1
i, = —A pa + pgToRCy——b. (P, o
- 1 1
Ty = ——y+ —7y (u+ Up) (8.4)
TU v
1
iy = A ops + poToRC, (P
S S
Z =0 FCUSZ,

where the states %, = [0, DA, Ty, PB, 2|1 are the estimates of the unmeasured states
Xy = [0, pa, T, DB, 27, and y is the measured output.

8.2.1 Stability and convergence

In order to be able to use an observer in an actual application, e.g. for clutch
actuation in an heavy-duty truck, we must be able to ascertain that the observer is
stable under all possible conditions, and preferably, that its estimates converges to
the actual states, with negligible error, during normal operation of the actuator.

An analysis of the stability and convergence properties of the observer error dy-
namics is in general useful of two main reasons: it provides improved insight into
the dynamics of the observer, and it may reveal potentially destabilizing nonlineari-
ties that would make the observer algorithm prone to blow up or drift unboundedly
when subjected to particular operating conditions.

The following analysis establishes that the open-loop observer is asymptotically
stable in the entire region of validity of the model. This is a particular useful result
with respect to nonlinear observer design for electro-pneumatic actuators, because
it shows that the pneumatic actuators have some inherent stability properties which
enables the design of simple nonlinear observers.
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Observer error dynamics

The stability and convergence properties of the observer is established by analyzing
the dynamics of the resulting observer errors

~ A ~

v = V—0

~ A A~

z = z—2Z

~ é N
ba = PpPA—Pa
~ A ~
P = DPB—PB
~ A A~
Ty = Xy — Ty

The first step of the analysis is to express the dynamics of the observer error in a
suitable form, which is done in detail in this section.

First consider the velocity dynamics. The dynamics of the estimation error

D= — 0, (8.5)
is obtained by differentiating :
o= -0
AoPy | Ax Ap 1
= TN +MpA_ﬁpB__fl()__ff<vaz)

APy Ay Ap . 1 .
—( R40+ MPA—WPB——JFI( )—Mff(vaz))

Ay . Ap 1

= MPA_WPB__U]”(U z) — [ (9,2)].

The only nonlinearity entering the v—dynamics, is the resulting error in the friction
force fy, given by (3.16). The friction error can be written as

fr(v,2) = fr(0,2) = Dyvo 4 K. + D;Z,

where the last term is the time-derivative of Z, which will be discussed in the next
section. The resulting error dynamics can be written in the form

Mo =—D,vo — K.Z — D:Z+ Aapa — Appp. (8.6)

Next, consider the pre-sliding friction dynamics governing the estimation error
5223 (8.7)
Denoting the right-hand side of the pre-sliding dynamics
K,

i=v——|v|,2

Fo



by the function

K,
9. (v,2) v — == v], 2, (8.8)
Fe
the resulting error dynamics can be expressed
= 5-3
= ol 2 (00— 22 o], 2
= v——|.z—v—=10] 2
Fe' Fe'
= ¢.(v,2) —g.(0,2). (8.9)

Since g¢. (v, ) is smooth in v and z, we may use the Mean Value Theorem (Lemma 27)
to rewrite the error g, (v, 2)—g, (0, 2) as linear in © and Z. The friction error dynamics
can thus be written as

< = G (U,Z) e (@7’%)

0g.(v,2) .~ 09:(0,2) .
T(U—U)+T(Z—Z), (810)
with gradients evaluated at a time-varying point (v (t), Z (t)) constrained to
v € 8, = {min(v,?), max (v,?)} (8.11)
z € S. = {min(z,2),max(z,2)}. (8.12

Computing the gradients of g, (v, z), we get

dg. (v,z) K,

5 =1 7, sgn, (v) z (8.13)
dg. (v,z) K,

L (514

where the derivative of the smooth absolute operator |-|,, is the smooth signum

function
A d|v|s _ v

sgn, (v) = = —

As the time-varying evaluation point (v, Z) is constrained by S, and S,, defined in
(8.11)—(8.12), we show in the following that the gradients must satisfy

W (0,2) (8.15)

where vy, denotes an upper bound on |v|, and |0|,. The upper and lower bounds on
0g. (v,z) /Ov follows from the inherent boundedness of the LuGre friction model,
as established by Proposition 11 (page 51 in the chapter on friction modeling?).

!Note that for the original non-smooth LuGre model, the inequalities are not strict, i.e., the
friction state is constrained to |z (t)| < F¢/K,, compared to |z (t)] < F¢/K,, for the smooth
LuGre model.
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Consequently, the friction states z (¢) and 2 (¢), whose dynamics are governed by the
friction dynamics (3.15), will remain bounded according to

Fo Fe
— t — t>
z2(0) < KZ:>|Z()|<KZ Vit >0
. Fe . Fe
— t — Vt>
z2(0) < Kz:>|2()|<Kz >0,
which again constrains the evaluation point z to
Fo
z (¢ — Vi>0
2] < 5= W0
This gives
a z _7 z N\ —
ga(:j ?) = l—F—ngns () z
4
K 9. (5.2 K
1— 2|z < 9=(0,%) <14+ 22|z
FC ’Z|— ov — +FC|Z|

1-1< 2203 1,47,

The bounds on dg. (v, Z) /0z follows straightforwardly from v € S, and |v|, > €.
g.e.d.

Summarizing, we may write the dynamics of the Z—subsystem in the linear time-
varying form

R Kz Kz |~

o= (1-=2 0)7 ) 5 — == 1
Z ( 7 sgn, () z) 0] 7, 0], 2 (8.17)
2 o ()0 — o0y (t)Z, (8.18)

where o1 and o9 are strictly positive, time-varying coeflicients that satisfy
o1(t) € (0,2) (8.19)
K. K,

t T 8.20
n(0) € g Fm] (8.20)

where v € S, and Z € S, and vy, is an upper bound on |v|, and |?],.

To analyze the pressure dynamics, we introduce the following new coordinates

Va (y) pa (8.21)
Vi (y) ps, (8.22)
which can be viewed as measures of the mass of air in each cylinder chamber. In these
coordinates, the dynamics of pressure p, in the front chamber is given indirectly by
ga = aalyA?JpA + Va (y) pa
= Aapav — Agvpa + peToRC Y, (pa, )
= pToRCY, (pa,zy), (8.23)

qA
qB

> [l



and equivalently for pp by

ap = poToRC¥, (pB) - (8.24)
Introducing the same change of coordinates for the observer states,
Ga = Va(y)pa (8.25)
iz = Vb (y)bs, (8:26)
we obtain the dynamics
: OV .
s VA Ly .
Ga gy PatVa (¥) Pa
= Aavpa — Aatpa + pyToRC ), (Pa, Tv)
- AAﬁA (U - f}) + IOOTORCUwU (]5147 *f:v) ) (827)
and .
Gp = —Appp (v = 0) + peToRCp, (PB) - (8.28)

In the new coordinates, the errors in the estimated pressures are given indirectly
by the error variables

Ga = qa—da (8.29)
g = qs— s, (8.30)
as
G = —g (8.31)
ba Va (y) qa .
1
bp = —(p. 8.32
PB Vs (y) 4B ( )

Now consider the pressure dynamics in the new coordinates. Differentiating G4, this
gives

§A - pOTORCU¢U (pA> xU) - {AAZaA (U - f}) + pOTORCU¢U (ﬁAa i'U)}
= —Aupat + peToRC, [, (pa, v0) — ¥, (Pa, 2] (8.33)

and likewise for ¢g

iz = poToRCY, (pB) — {—Anps (v — 0) + pyToRC, ()}
= Apppt + pToRC: [, (pp) — ¥, (PB)] - (8.34)

Since the nonlinear flow functions ¥, (pa,x,) and v, (p4) are smooth in the ar-
guments, we also here use the Mean Value Theorem (Lemma 27) to rewrite the
corresponding errors as linear in the error variables p4, Z, and pg according to

Y, (Pa, To -, 0, (Pa, Ty )
U lpa) =0, () = DAy Sl )

0y o) — 0, m) = 2 (), (8.39
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where the gradients are evaluated at the time-varying points (pa, z,) and pg, con-
strained to

ﬁA S SPA = {mln (pAaﬁA) , IMax (pAaﬁA)} (836)
P € Sp, = {min(ps,pp),max (ps, p5)} (8.37)
T, € S, = {min(x,,32,),max (z,,3,)} (8.38)
Recalling that
. - 1
Pa—pPpa = pA= Vi (y)qA
R - 1
PB—PB = PB= m%;

we may write the (G4, ¢g)—dynamics in the following form, linear in the error vari-
ables v, qa, g and T,:

- o oY (ﬁAa fv) I . o (ﬁAa jjv) ~

= —Aupat + pyToRCy—2 + poTyRC,—>—" 7,
qa APAV T Polo pa Va <y>QA Poto O,
3 . oY, (ps) 1

= Apppd + pToRC,—= : 8.39
4B BDPB PoLo s Vs (y) 4B ( )

As the time-varying evaluation points (p4, Z,) and pg are constrained to the sets

Spus Sppy and S, as defined in (8.36)—(8.38), the gradients satisfy

aQb (]514,.731})

= 0 8.40

iy (8.40)
awr (ﬁB)

— < 0 8.41

oo = (8.41)
a¢v (pAa jv)

D7 > 0, (8.42)

in the entire region of validity X of the model. To verify this, recall from Subsec-
tion 8.1 (page 113) that the pressure—flow gradients, 0¢, (pa, ©,) /Opa and O, (pg) /Ops
are either negative or zero, and that the input-flow gradient 0v, (pa,x,) /0x, is
positive or zero, for all valid pressures p4 and pp, and valve openings x,, i.e.,
[pa, pB, 2,)T € Xy. Furthermore, if both the actual and the estimated states are
contained in Ap, then also are the evaluation points (pa,Z,) and pg for the gradi-
ents.

Now consider the Z,—dynamics. Differentiating the estimation error

Ty 2 Ty — T, (8.43)

~ . A

Ty = Ty — Ty
1 1
= ——z,+—m, (u+Up) — (——iv + —7, (u+ Uo))
T'U v TU 7_’U
1.
= ——17,. (8.44)



Recapitulating so far, the complete error dynamics can be expressed in the linear,
time-varying form

Mo = —[D,+ D:oy (8)]0— [K. — Dsos (t)] 5 + Vf{‘y) 94 = V;L(By)q’B

,% = 0'1(75)17—0'2@)2

ia = ~Aapai + pyTaRC2IET T gy gy, 2P )
i = Appsi+ pToRC, 8¢5p(];3) VBl(y) 7z
Toly = —iy,
where the gradients of the friction dynamics,
o (t) 2 W - ;(—C sen. () 2 (8.46)
oa (1) 2 _—8926(;” 2 _ f—o al, . (8.47)

are strictly positive, time-varying coefficients that satisfy

o (t) € (0,2) (8.48)
02 (t) € [?—280,%’011]01 . (849)

Provided that both the actual and estimated states remain in the region of validity
of the model, the pressure-flow gradients, 0v, (pa, z,) /Opa and O, (pp) /Opp are
either negative or zero, and the input—flow gradient 0v, (pa,x,) /0z, positive or
Z€ero.

Stabilizing mechanisms

The remaining part of the analysis is simply to identify the stabilizing (or destabi-
lizing) effects of each term in the error dynamics. Denoting

o (t) 2 1-?—;5@8(@)2 (8.50)
nt) 2 £, (8.51)
an(t) & —p,ToRC,2 g; j’m VAl(y) (8.52)
Balt) = poToRCv%ﬂ (8.53)
as(t) & —pToRC, 2P _1 (8.54)

ops Vi (y)
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the error dynamics can be expressed in the form

- N - A Ap .
Mv = —[D,+ D:oy(t)]o—[K,— Doy (1)] 2+ D) Ga — o (0) iB
Z = o1(t)o—o9(t) 2
Ga = —Aupa®— o (t)Ga+ B (t) Ty (8.55)
Gp = Apppd —ap(t)ds
vav = —Ty,.

The structure of the error dynamics becomes even more apparent by expressing the
system in the matrix form

My —[Dy+Dior (1)) —[K. = D:oo ()] Hty  —wy O
Z o1 (t) —o3 (t) 0 0 0
qa | = —Aapa 0 —aa (1) 0 Balt)
ip Appp 0 0  —ag(t) O
N 0 0 0 0 -1

(8.56)
Knowing that all the time-varying coefficients are non-negative, the structure of the
error dynamics reveals the main stability properties of the system. Because finding
a Lyapunov function which explicitely establishes the stability of the complete error
dynamics is difficult, we settle with a qualitative analysis where we identify and
discuss the stabilizing mechanisms in the system based on the structure of its error
dynamics. The two stabilizing mechanisms in the pneumatic system, we refer to as
negative diagonal stabilization and skew-symmetrical-like stabilization.

Negative diagonal feedback terms, or feedback damping terms, are the most
obvious stabilizing terms in the system. If the negative diagonal terms appears
at all diagonal places, and they are strong enough that they in sum dominate the
remaining cross-diagonal terms, they are the main mechanism which stablizes the
system. In these cases, stability may be established via simple, diagonal Lyapunov
functions. A trivial case of dominating negative diagonal, is the Z,~dynamics

TyTy = — Ty,

which is completely decoupled from the remaining system states, with the damping
term —Z,. In the absense of other (cross-diagonal) terms, the negative diagonal
term ensures that this subsystem is exponentially stable (ES). This is straightfor-
wardly established with the simple quadratic Lyapunov function W (Z,) = 7,72,
whose derivative becomes W = —272, thus, ES is proven. Because I, converges
exponentially to zero, the requirement on the remaining (0, Z, ¢4, Gg)—subsystem for
the complete system to be stable, is that it is input-to-state stable with respect to
T, as input.
The remaining (7, Z, G4, §g)—subsystem has the feedback damping terms:

—[Dy + D:oy (t)] 0, —o2(t) Z, —aa (t) Ga, and —ap (t) §g. When the time-varying

xR R

K
IUUZ:LI

Ly



damping coefficients [D,, + D;o1 (t)], 02 (t), aa (t), and ap (t) are sufficiently large,
they provide the main stabilization of the system. To demonstrate this, we neglect
the friction and valve dynamics by assuming z = 0 = Z=0and 7, = 0 = 7,
resulting in the simplified error dynamics

3 - Aa Ap
My = —D,v+ _
Va(y) 14 Vi (y) 15
Ga = —Aapa®—aa(t)qa (8.57)
dp = Apppd—ag(t){s.

When the negative diagonal terms are sufficiently large, the simple Lyapunov func-
tion candidate

T M_, 1_ 1.
U (0,44, qp) = 50" + 544 + 545
can be use to establish stability for this system. The time-derivative of U becomes
- . _Aa. A . - _ 8 . .
U = =D+ -Ga— 0| +4a(—Aapa® — aada) + dp (Asppd — apis)
Va Vi
- . - A O\ - A A\ <=
= —D,0* — aadi — ap@h + | == — Aapa ) 944 — | 2 — Appp | 045,
VA VB
which can be expressed in the matrix form
U=-x"Q()%, X2 [0.41,d5]" . (8.58)
with
1( A . 1( A -
D, 3 <T@) - AAPA) -3 (T](E;) - ABpB)
Q)2 | 4 (5 — Aaia) aa(t) 0
-3 (Vﬁfy) - ABﬁB) 0 ap (t)

(8.59)
Applying Sylvester’s Theorem (see e.g. [47]) we find the requirements for Q to be
positive definite so that U becomes negative definite:

1/ A
Dra(t) = 3 (VA (Ay)

Dyoua (t) ap (1) — i (vj?y) - AAﬁA>2 - i <ijy) - A3ﬁ3> > 0. (8.61)

Hence, the simplified system is asymptotically stable (AS) provided the negative
diagonal gains D,, a4, and ap are sufficiently large to dominate the coefficients of
the cross-terms, thus making U negative definite. However, the feedback damping
provided by a4, and ap (resulting from the stablizing effect of the flow functions
Y, and 1,), and o9 (resulting from the LuGre friction dynamics), is not always
the dominating stablizing mechanism. For example when the velocity is small, the

2
_AAZA)A> > 0 (860)
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internal damping of the LuGre friction dynamics is very small, resulting in a too
small oy to provide convergence of z. Furthermore, when pressure and valve states
are such that choked flow occurs in the valve, the gradient of the valve’s flow function
1, becomes small, resulting in a to small a4 to ensure convergence of p4. In these
cases, the main stabilization of the pneumatic system is due to a skew-symmetrical-
like connection between the states.

Skew-symmetrical-like terms are not as obvious stabilizing terms, and are alone
not sufficient to provide stabilization. The skew-symmetrical-like terms depend
on a negative damping term to provide stabilization (without, they simply result
in poles on the imaginary axis, in the linear case). For example, the stability of
a (Luenberger) observer design with feedback output-injection terms, is based on
skew-symmetrical-like stabilization in combination with a diagonal output-injection
term in the first equation. Likewise, is a cancelling backstepping design based on
skew-symmetrical cancellation of cross-terms in combination with negative diagonal
damping terms. In the pneumatic system, the main stability mechanism alternates
between a negative diagonal and skew-symmetrical-like stabilization. Establishing
stability in the case of skew-symmetrical-like stabilization, using a Lyapunov func-
tion, is far more difficult than in the case with dominating diagonal terms.

What we mean by skew-symmetrical-like stabilization is better explained with
an example. Take the simplified error dynamics

Mo = —D,0+a(t)ja
C_;ZVA = —b (t> @7
where there is no diagonal stabilizing term for the G4—dynamics (as4 = 0). In

this case, the stabilization of G4 is due to the terms a(t) g4 and —b(t) ¥, which
have the skew-symmetrical-like properties that they are non-zero and has different
sign. Even in this simple case, it is complicated to find a Lyapunov function which
establiches stability, primarily due to the time-variance of the cross-terms. Consider
the Lyapunov function candidate
. M_, C). -
V(0,4a) = 71’2 + 761,24 — CaM0qga,

where C; and C, are positive constants which satisfies C; — MC3 > 0, such that V
is positive definite. The time-derivative of V' becomes

V = —[D, — CoMb (t)] #* — Coa (t) & + [a (t) + CoD, — C1b (t)] ¥4

We see that if a and b had been constants, we could use C and Cs to cancel the cross-
term 9G4 to makeV negative definite. This is possible because the skew-symmetrical
terms have different sign.

To show that also the time-varying, skew-symmetrical-like terms provide stabil-
ity, we can express V as

V=-==%TQ)%, X2[0,44" .



with o Dy — CoMb (1) a(t) +CyD, — C1b (t)
Q)= a(t) + CoDy — Cib (1) Caa (t)

Applying Sylvester’s Theorem we find that in order to show asymptotic stability
with the proposed V, there must exists constants C; and C5 such that

(8.62)

Dy — CoMb ()] Coar (1) — i a(t) + CoDy — O > 0,

are satisfied for all a (¢) and b (t). Provided the time-variance of a (t) and b () are
limited, we see that because they have different signs, they partly cancel eachother.
That is, we can use C; and Cy to make the square term [a (t) + CoD, — Cyb (t)]2
small, relative to the term [D, — CoMb (t)] Caa (t), thereby satisfying the inequal-
ity and prove asymptotic stability. On the other hand, with the time-variance of
a (t) and b (t) being large, stability will no longer be possible to establish using the
suggested Lyapunov function candidate V.

In the (9, 2, Ga, §p)—subsystem, the skew-symmetrical-like terms works through
the v—dynamics, dependent on the negative damping — [D, + D:oq (t)] 0 to pro-
vide stabilization. The skew-symmetrical-like terms in the o—dynamics are: o4 (),
—Aapa, and Appp, which corresponds to — [K, — D;os (t)], %, and —#ﬁy), in
the Z, §a, and gg—dynamics, respectively. When the diagonal damping gains o5 (),
a4 (t), and ap(t) are too small to ensure stability, the Z, G4, and ¢g—dynamics,
are stabilized by the corresponding skew-symmetrical-like terms and the negative
damping term — [D,, + D;o4 (t)] 0.

Summarizing, the structure of the the pneumatic system implies that the system
is asymptotically stable, where the type of stabilization alternates between stabiliza-
tion due to dominating diagonal terms, and stabilization via skew-symmetrical-like
terms.

8.2.2 Simulation results

The strong convergence properties of the open-loop nonlinear observer, is here illus-
trated by simulations. The observer (8.4) and system model (8.1) were implemented
in continuous-time in Simulink/Matlab using the model parameters summarized in
Table 6.1 (page 103), and the parameters 8, of the clutch load characteristic printed
below the plot in Figure 3.1 (page 45).

The performance of the observer is illustrated on a simulated response of the
system (8.1) subjected to the square wave valve control input

2
U, = Uy + Uy sgn (sin (%t)) ,

with bias Uy = —1.5V, amplitude U; = 5V, and period 7' = 0.15s. The simulated
valve input u, and corresponding output y, is plotted in Figure 8.1. In order to
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Simulated input and output

y [mm]
=
N A O ® O
;

0 0.05 0.1 0.15 0.2 0.25 0.3 0.35 0.4 0.45 0.5
t [s]

Figure 8.1: Simulated valve input u, and the corresponding response in the output,
actuator position y.

obtain comparable results, we use the same simulated system response (as plotted
in Figure 8.1) throughout this chapter for analysis of different observer properties.

The initial convergence properties of the observer is illustrated in Figure 8.2,
with the initial observer errors

v (0) Omm/s
a0 |250KkPa
O =] 2

5 (0) 0kPa
| 2(0) | | Omm |

The simulation illustrates how a moderately large initial error in the estimate of
the chamber pressure p4, may cause considerable transient errors in the estimates
of v, pg and z, which thereafter, converge to the actual states within approximately
0.3s. A property of the observer error dynamics worth noting, which is evident
from the observer dynamics (8.4), but not apparent from the plotted response, is
that the error dynamics of the spool position error 7, is completely decoupled from
the remaining observer error dynamics.

8.2.3 Remarks on robustness

From the plot in Figure 8.2, the initial transients in the observer estimates remain
within the feasible region X, of the system (8.1), while the actual states remain
within the region of normal operation X', thus, the observer errors converge asymp-
totically to zero. However, the simulations also indicates the possibility that certain
estimates may move outside of the region of validity Xy during initial transients.
Hence, a modification of the nominal observer is necessary in order to guarantee
stability of the observer. A redesign of the nominal observer dynamics, by which we
obtain global stability properties and improved transient performance, is addressed
in Section 8.5.
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Figure 8.2: Illustration of the convergence properties of the open-loop observer.

8.3 Full-order observer

In this section we propose a simple full-order observer for the electro-pneumatic
actuator, which combines estimation using output-injection correction terms for the
for main states y, v, and p4, and open-loop estimation of the remaining states z,,, pg,
and z. The observer inherits the convergence properties from the open-loop observer,
but the convergence is strengthened as the output-injection terms introduce the pos-
sibility to improve the convergence rate and strengthen the disturbance attenuation
properties of the observer. To guarantee stability, we propose a robust modification
of the observer, compatible with backstepping, where smooth saturation is utilized
to constrain the observer dynamics to the feasible region of the state-space, thus,
achieving global stability properties. We further improve the transient performance
of the observer by applying discontinuous projection of the observer states, which,
in combination with smooth saturation, preserves smooth observer estimates. The
convergence properties of the observer is illustrated by simulations.

A full-order observer for the system (8.1) with linear output-injection terms, is
given as
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g = ki(y—9)+0
A~ ~ AOPO 1414A ABA 1 R
Vo= kg(y—y) M +MpA_WpB_Mﬁ( )—Mff(%z)
1 1
) g k‘ — 1 —A 7/&A + TRCQ} v p 7i.1}
Pa 5 (y —19) ATy A+ T RC (ww (Pa, &)
. 1 1
Ty, = —T—UI'U + T—vﬂ'u (U + Uo) (863)
1 1
hy = A b5 + peToRC, L
DB BY) W) DB + polo Vol )1/1 (PB)
2 =9 7, 0, 2,

where the observer states X = [§,0,Pa, &y, Pp, 2]7 are the estimates of all of the
system states X = [y, v, pa, Ty, P, 2|7, the control input is u, and y is the measured
output.

The observer can be said to be of partially Luenberger-type: It is of Luenberger-
type due to the output-error injection terms for the estimation of the main states y,
v, and p4, similar to the Luenberger observer for linear systems, but only partially,
because the estimation of the remaining states x,, pg, and z is open-loop estimation
without output injection terms.

Partitioning the estimated states according to % = [€, {]T, where € £ [§}, 9, pa]”
denotes the estimates with output-injection, and C (%, PB, 2T are the open-loop
estimated states, the observer (8.63) can be compactly expressed in the form

%Z kﬂ + f{ ()A(ua y) (864)
C: fC ()’\cuv ya U’) )
where § 2 y — 9 denotes the error in the estimated output, k = [ky, ko, k3]” the

A T
observer feedback gains, %X, = [0,P4,¢] the estimated unmeasured states, and
where the vectors describing the system dynamics are given by

[ fe1] [ 0
ff ()A(ujy) = f£2 £ AOPO + ﬁ?ﬁA - MpB - fl (y) - ﬁff (@72) (865)
| fes] i AAV UpA"‘PoTORC _1 w (Da, Tv)
[ fo1 [ _%xv + Ty (U + UO)
fC (iw Y, uv) - fCQ = ABV (y)UpB + pOTO ¢ ( ) . (866)
fa] L 0 — 5 |v|

In Figure 8.3, the full-order observer is visuahzed in the compact form (8.64) by a
block diagram.

8.3.1 Stability and convergence

The proposed Luenberger-type observer (8.63) inherits the stability properties of
the system (8.1). Due to the output-injection terms k17, koyy and k37, the observer
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Figure 8.3: Block diagram of the combined open-loop and Luenberger-type full-
order observer.

has improved convergence rate and disturbance attenuation properties compared to
the open-loop observer (8.4).

8.3.2 Observer gains

Consider the dynamics of the observer error (7,0, ps)-subsystem, which can be
written

j = —kj+70

L _k~_Dv~+AA~ _Kz~_Dzl~

R VA VS VA Vit

. 1 1

D = —kgy — Ay——— v — pa0| + poToRCYy—— v y Ly) — vA>£v :
Pa 30— Ay [pav — pat] + pyTo 70 [V, (Pa, T0) — ¥, (Da; To)]

Assuming that p4,pa > Fy, and neglecting the dynamic friction and the stabilizing
flow function terms, we extract the linear time-invariant subsystem

7 —k 1 07 I3
o= |k _% A_J\/f[4 v,
. —f, —-Aabo ~

Da 3 Valyw) PA

which we use to facilitate the tuning of observer gains k £ k1, ko, k’g]T for the
nonlinear observer (8.63). The linear system is compactly written as

E— A, (8.67)
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where € £ ¢ — & = [}, 7, p4]”, and has the characteristic polynomial

D D, A3R A
I-A,|=s oo 2V ) g2 | LY. G U § ko fa) 24
1= A S+(1+M>S+<1M+VA(yub)M+2 st tke) 3

(8.68)

The observer gains are chosen such that the constant observer matrix is Hurwitz,

i.e., so that A, satisfies the Lyapunov equation A,P, + P,Al = —Q for some

P, =PI > 0 and Q > 0. We can show that a sufficient condition for A, to be
Hurwitz, is that k; > 0 and ko, k3 > 0.

One way to choose observer gains ki, ko, and k3, is to place multiple poles at

s = —A, < 0, which gives a critically damped response in the output é 1 =9. The

dynamics of the linear system (8.67) is then governed by the characteristic equation

IsT— Ayl = (s + X)° = % + 3Xs2 + 3)\2s + A2 = 0. (8.69)

By comparing the coefficients of the two polynomials (8.68) and (8.69), the observer
gains can be expressed as functions of A,:

ki =3\, — 2

2 M D Dy \2 A2 Py
fey = 3?0M — 322 —i—D(ﬁ) ~ VST (8.70)
]{73 = )\OE — 3)\0 + ﬁ

With the observer gains determined according to (8.70), the poles of the linear
dynamics (8.67) are placed at s = —\,. Due to the unstable integrator for the
position, we must choose k£; > 0 in order to obtain an asymptotically stable observer,
and we would like to avoid negative feedback gains k; for small \,. Consequently,
we determine the observer gains according to

ki = max (3X, — £%,10)
ky = max (3A2 — 30,22 4 (D2)? _g4a, 0) (8.71)
by = max (X345 - 3), + 2,0).

to ensure that k; > 10 and ko, k3 > 0. In the following, we refer to the parameter
Ao as the design bandwidth of the nonlinear observer (8.63).

8.3.3 Simulation results

Figure 8.4 illustrates the convergence properties of the full-order observer (8.63) for
increasing \,, with the observer gains ki, ks, k3 determined according to (8.71).

With A, = 0, the feedback gains become k; = 10, and ks = k3 = 0, such that the
convergence rate is approximately equal (or slightly less than) the convergence rate
of the open-loop observer (8.4). In addition, the figure clearly illustrates a desirable
property of the observer for the estimated states 7, © and p4, namely, that the
convergence rate can be systematically increased by increasing the observer feedback
gains, or more precisely, the design bandwidth \,. Notice also that the improved
convergence of ¢, U, pa, improves the convergence of the open-loop estimates pg and
Z, while the estimate , remains unaffected by changes in the observer gains.



Yy v

¥ (1,=0) 400 v (1,=0)
1o — = 0,750) — =1 0,750)
T ¥ (A,=200) g 200 V (A,=200)
E 10 £
> N
5
0 005 01 015 02 025 0 005 01 015 02 025
Pa “
700 . %, (A,=0)
Pa (1,=0) A == u U, % (o
. — = %, (,,=50)
= = pa(A,=50) Xy R
— 6007 T 05} %, (h,=200)
T Pa(07200) T[S - o
= ) : I I
- 500 - | : i
o) l | |
-0.5} | -
400 C— Lo—
i i i i J _l i i i i J
0 005 01 015 02 025 0 005 01 015 02 025
200 Pe z
- 6B (7\'0:0) 1 [ 2O"D:O)
150 - — - pg (1,=50) — = 2 (A,=50)
: 6B S o
< E
< 100 ) — N0
50 ‘ ‘ ‘ ‘ ‘ -05 ‘ ‘ ‘ ‘ ‘
0 005 01 015 02 025 0 005 01 015 02 025
t [s] t[s]

Figure 8.4: Illustration of the convergence properties of the full-order observer for
increasing feedback gains.

8.4 Reduced-order observer

In this section we propose a simple reduced-order observer for the electro-pneumatic
actuator. The observer is of 4th-order, and estimates only the unmeasured states
based on a simplified design model where the back-chamber pressure pg is assumed
to be constant.

8.4.1 Simplified design model

Denote p = pa, A= Ax, V (y) = Vo + Ay 2 V4 (y), and take pg = Py and Ap = A,
and assume that the dynamics of the electro-pneumatic actuator can be given by
the model
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y = v
) A A 1 1
vo= P Mfl (y) — Mff (v, 2)
1 1
p = —A——vp+ pToRCy——1, (p, z, 8.72
Vg TRy ) &7
. 1 1
Ty, = ——Ty+—U
Ty Ty
= v-22h
= 7 v, 2,

where y, v, p, x,, and z are the actuator position, velocity, chamber pressure, valve
spool opening, and friction deflection state, respectively, while f; (y), fr (v,2), V (y),
and 1, (p, x,), are known functions of the clutch load force, friction force, chamber
volume, and the valve flow function, respectively.

The region of validity of model (8.1) is the set Xy C RS, defined by

Xy 2 {Vx : Xpin < X < Xppax ) (8.73)

where the minimum and maximum feasible actuator states are given by X, =

[ymin7vmin7pmin7xv,minazmin] and Xmax — [ymax7vmax7pmax7xv,max7zmax]7 as described in
Chapter 6. Moreover, the region of normal operation, in which the actuator states
will remain under normal operation, is defined by the lower and upper bounds

A A
Xlb = [ylb,vlb,plb,% 1b,21b]T and x,p = [yub,’Uub,pub;% ubaZub]T as
XE{vxeXxp <x<Xpt. (8.74)

In the following section, we illustrate the development of a reduced-order observer
for the system (8.72) which only estimates the unmeasured states v, p, x,, and z.

8.4.2 Observer development

We introduce the change of coordinates
& Ev—hy
3 =4 (y) p — kay,

where ki, ky > 0 are design parameters, whose meaning will become clear in the
following. Noting that

(8.75)

51 = v—kiy
A A 1 1
= MP_MPO_Mfl<y>_Mff(v’z)_kw
and

. ov ) ) )
§ = %ywrv(y)p—kzy

Yy

1 1
= Avp+V (—A—v + poToRCy——=1, p,xv>—kzv

= IOOToRvaU (p, -Tv) - k2va



we can rewrite the dynamics of the (v, p)—subsystem in the new coordinates as

: A A 1 1
?1 = P (y,&2) — il (y) — ikl (v (y,81),2) — kv (y,641)
§o = poloRCYY, (p (ya 52) 7%) — kov (ya 51) (8~76)

where v and p are now functions of y, and the new states &, and &,, given by (8.75)
according to

v(y, &) = & +hy

1
Writing —kjv and —kov in (8.76) in terms of &; and &,, gives
: A A 1 1
& = —ki& — Ky + Mp (y,&) — MPO - Mfl (y) — Mff (v(y,&1).2)
§o = —ko&y — kikay + poToRC,, (P (v, &2) @) (8.78)

where we notice that the change of coordinates (8.75) has introduced the stabilizing
feedback terms —k;1£; and ko€, in the dynamics of the (£, £,)—subsystem. Estimate
&, and &, using the observer

& = —ki& — Ky + %p (%&) - %Po - %ﬁ (y) — %ff (v <y7 &) ,Z>

& = —ka&i — kikoy + poToRC,0, (p (y,gz) ,%) ; (8.79)

and let estimates of v and p be given by
v (yaél) = 51 + ky

~ 1 ~
) (1.6,) = —— kay) 8.80
First note that the estimation errors v = v—10and p £ p — p are given by the
observer errors £, 2 ¢, — &, and &, = &, — £, according to

P& p-p=t

Vi(y)™*
Now assume that, in addition to the measured output y, that also the friction f
and the flow function 1, are known. Then, f; and v, are cancelled, and it is
straightforward to show that the estimation error is governed by the time-varying

linear dynamics ‘
51 _ —Fk AAM%)] Fﬂ
LJ - [_l@ 0 ' §al (8.51)

which can be shown to be exponentially stable for y € [y, yup] With k1, ke > 0.
Motivated by this result, we propose the following reduced-order observer.
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Reduced-order observer

A reduced-order observer for the system (8.72) is given by

~

él = %ﬁ(y»é2>_%]jo—ifl(>__ff( (v, 51) >—/{:1~@(y,§1)
& = PIoRC, v, (p(y:E).20) =z 0(3,&)

: 1 1
By = ——d,+ —u (8.82)
T?} T’U
A A KZ|/\| ~
Z = UV— —— V| . %
Fe' 7

where v and p are functions of v, é 1, and 52, given by

A ~

0(y,61) = & +hy
&) = o (Gt k) (8.83)

Here, the observer states are denoted by p = [51, 52, %y, 2|7, the corresponding es-

timates of the unmeasured states by %, = [0, p, 2., 27, and the actuator states by

x £ [y, x,)7 = [y, v,p, 20,27

Like the full-order observer, the reduced-order observer (8.82)—(8.83) combines
output-injection based estimation of the main states v and p, with open-loop estima-
tion of the remaining states x, and z. Partitioning the observer states according to
p=[€,C]7, where € £ [£,,&,]7 denotes the output-corrected states, and ¢ £ [2,, 3|7
denotes the open-loop estimated states, the observer (8.63) can be compactly ex-
pressed in the form

é f (Xu>y) — ko
$=1f (%uy,u),

where k = [k;, ky]” denotes the observer feedback gains, %, £ [0,Pa, v, Q]T the
estimated unmeasured states, and where the vectors describing the system dynamics
are given by

(8.84)

lI>

fe) = |

fC (f(ua Y, Uv) - {;ﬁj

8.4.3 Stability and convergence properties

10— 5P — 2pfi (0) — 3.5 (0, 2)
[M O[C)TORCU,LLU (ﬁv i‘l])\/)[ ' (885)

Li,+Lu
[ TUF—|@|T } (8.86)

>

The stability and convergence properties of the reduced-order observer (8.82) are
qualitatively identical to that of the full-order observer (8.63).



With the introduced change of coordinates (8.75), the dynamics of the system
(8.72) can be represented by

y = §1+kly
; A A 1 1
& = P b 7 W) = 47 fr (02) =k
§2 = pOTORCvd)U (p,ZEU)—k'QU (887)
Ty = —ixv+iu
v T'U
= u- 2Dl
2 = w o vl, z,
where
v(y,&) = &tk (8.88)
1
) = + koy) . 8.89
Py, &) W) (&y + kay) (8.89)

Observer errors dynamics

The stability and convergence properties of the observer (8.82) is determined by
analyzing the dynamics of the resulting observer errors

& 2 64
£ 2 &6
Ty 2 1y — 3y (8.90)
3 £ 23,

where the resulting velocity and pressure errors are given by the observer errors as
Vo= & (8.91)
P = T8 (8.92)

The first step of the analysis is to express the dynamics of the observer error in
a suitable form. Since the details of these steps were illustrated for the open-loop
observer, we shorten the presentation here, illustrating only the main steps.

By differentiation, we can show that the observer errors are governed by the
dynamics

ME, = —Mhyo+ Ap— [f; (v,2) — fr (8, 2)]

§ = —kal + pyToRC, ¥, (p, 20) — ¥, (B, &0)]

Z = 9= (Uv Z) — 9 (@a é) (8'93)
TU‘%U - _jvy

where the friction error can be written
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fr(v,2) — fr(0,2) = Dyvo 4 K. + D;Z,
and the pre-sliding friction dynamics is given by the function

K.

FC |v|s z.

9. (v,2) =v—

Using the Mean Value Theorem (Lemma 27), we recall that the errors in the pre-
sliding dynamics, and the nonlinear flow function, can be written as linear in its
error variables according to

09, (v,z) . 0g,(v,2) _

F=g.(v,2) —g.(0,2) = o + 5, 2 (8.94)
00, (2,) | Oy ()
Gl =0, () = Dl SPD); (s

with the gradients evaluated at time-varying points constrained to

v € S, 2 {min(v,?),max (v,0)}

13 S Sp é {min(p,ﬁ),max(p,ﬁ)}

z € 8.2 {min(z,2),max(z,2)} (8.96)
T, € S, = {min(z,,32,),max (z,,3,)}

Using these results, and substituting

U= &
_ I -
P = 77=<2
v
the complete error dynamics can be expressed in the linear, time-varying form
< Jg. (v,2)] - A - dg. (v,2)] -
ME = — | M D,+ D;—————= —& — | K, + Dy——————
61 kl_" v+ D v ]€1+V(y)§2 l :+D; Oz z
e pe adjv ﬁafv 1 = 81/]11 ﬁvi‘v ~
- 0g.(v,2) . 0g.(v,%) .
7 ov v 9z
Tv:fv = —I,.
Denoting
dg (v, Z
or(t) & 0T 8(5 2 (8.98)
a z 77 z
or(t) & Y a(z 2 (8.99)
oY, (p.7,) 1
a(t) £ —pTyRC,——- 8.100
st 2 pTyre, 2L PT) (8.101)



the error dynamics can be expressed as

ME = — M+ D+ Dot (0] + b = K. + Di (0]

§, = —ko& —alt Ey+ B (t) Ty (8.102)

1
()m
g = Ul(t)ﬁ—gg(t)é

Toly = —Ty,

where the gradients of the friction dynamics satisfy,

a 9g:(0,2) . K, L
o1 (t) = = 1 7, sgn, (0) z
e (0,2) (8.103)
A agz (@7 2) _ Kz _
02 (t) - az - F |v|s
K., K,
€ {F—Cso, chub} , (8.104)
and the flow gradients
( T,) 1
t) = —pTq RC’ >0 8.105
B(t) 2 pTpRC, 2V PT0) (p ™) 5 (8.106)

0x, -
provided both the actual and estimated states remain in the region of validity of the
model.

The structure of the error dynamics becomes more apparent by expressing the
system in the matrix form

ME, Mk + Dy + Dioy ()] A —[K. — Dioy (1)]

V(y) 0 §1
52 — — ks —Q t) 0 B (ﬂ &
z g1 (t) 0 —09 (t) 0 Z
L 0 0 0 -1 T
T’U'rU
(8.107)

Knowing that all the time-varying coefficients are non-negative, the structure of
the error dynamics reveals the stability properties of the system: Briefly states,
when the time-varying coefficients —a (t), and —o9 (t) are sufficiently large, the
error system will have a dominating negative diagonal that ensures convergence of
the complete error dynamics to zero, otherwise, the error system is stabilized by the
diagonal damping term — [Mk, + D, + Doy ()] €,, with the &, error stabilized by
the skew-symmetrical-like connection between the cross-terms — kb, and A/V (y) &,,
and the Z error by oy ()&, and — [K, — D;o5(t)] 2. Since [ (t) is bounded, the

resulting (é 1y 52, 2) -subsystem will be ISS with respect to the z,-subsystem, which

is exponentially stable. Consequently, the complete (% 1 52, Z, jv>—system must be
asymptotically stable.
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8.4.4 Observer gains

Consider the simplified time-varying linear dynamics (8.81) of the (é‘ LE 2) -subsystem
from the development of the reduced-order observer. We extract the time-invariant

dynamics
3 _k A1 -
v :l ! M—wyub)} H
]5 —kg 0 D ’

which we use to facilitate the tuning of observer gains k = [ky, ko7 for the nonlinear
observer (8.82). This linear system is compactly written as

E— AE, (8.108)

and has the characteristic polynomial

|sT — A,| = 8% + k15 + ks (8.109)

MV (yub) ‘

The observer gains are chosen such that the constant observer matrix is Hurwitz,
i.e., so that A, satisfies the Lyapunov equation A,P, + P,Al = —Q for some
P, =PI > 0 and Q > 0, which is satisfied for V ky, ks > 0.

We choose the observer gains k; and ky by placing multiple poles at s = —\, <0,
which gives a critically damped response in the output £; = ©. The dynamics of the
linear system (8.67) is then governed by the characteristic equation

ST — A, = (s +X,)° = 52+ 2X,5s + A2 = 0. (8.110)

Comparing the coefficients of the two polynomials (8.109) and (8.110), the observer
gains can be expressed as functions of \,:

kl = 2)\0
ky = Mngyub))\?). (8.111)

With the observer feedback gains determined according to (8.111), we refer to the
parameter A\, > 0 as the design bandwidth of the nonlinear observer (8.82).

8.4.5 Simulation results

The simulation results are qualitatively same as the results obtained using the full-
order observer, plotted in Figures 8.4 (page 132), and is therefore omitted.

8.5 Robust re-design

In this section, we introduce a simple robust modification of the observers by uti-
lizing smooth saturation to constrain the observer states to the feasible region Aj.
Moreover, we show that we can improve the initial transient performance of the
observer by using discontinuous projection of the unsaturated observer states. The



robust re-design is developed for the full-order observer (8.63), and then applied also
for the reduced-order observer (8.82).

We first introduce the smooth saturation operator, followed by presenting the
modified observer with saturated observer states. Next, we introduce the discontin-
uous projection operator, which we subsequently apply for discontinuous projection
of observer states. Finally, we illustrate by simulations some robustness properties
resulting from the introduced modifications.

8.5.1 Smooth saturation of observer estimates

In normal operation of the actuator, the states will stay within some compact region
in state-space, which means that each state will be bounded. With the knowledge
about some upper and lower bounds on each system state in normal operation, given
by

T
[yub7 Vuby PAuby Ly ub,PBub; Zub]
]T

Xub

> 1>

Xlb [ylb7 Ulb, PA1by Lulb,PB1bs Z1b

)

an estimate of the region of normal operation is given by
XE{vxeXxp <x<Xpl, (8.112)

where X} is the set containing all physically feasible states of the system (8.1).

Since we are primarily interested in tracking control of the actuator in normal
operation, it is sufficient to require that the observer provides asymptotically con-
verging estimates as long as the actuator states remain within X. In addition, it
is required that the observer states remain bounded (or constrained to some set
containing X') if the actuator in particular situations exceed its normal operating
range.

We may achieve this by projecting the observer states to the set X using pro-
jection (see e.g. [33,52]), however, this makes the resulting observer dynamics
incompatible with an observer backstepping design because the projection operator
introduces a non-differentiability in the observer (see e.g. [32]). Motivated by the use
of smooth parameter saturation in nonlinear adaptive control (see e.g. [55,95,105]),
we use smooth saturation of the observer estimates to constrain the observer dy-
namics to the set X', which achieves global stability properties of the observer.

We define the smooth saturation operator?

71'()2) = [71'1 (52'1),71'2 (52'2), , T (i’g)]T, (8113)

where
i (25) = (Zi, Titbs Tiubs €ri) 5 1=1,---,6, (8.114)

utilizing the scalar saturation function 7 (-) defined by (7.5), page 108, where ; 1p,,
Tiubs €rxi, © = 1,--+,6, are the lower and upper bounds and smoothing widths,

2Defined here for our 6th-order system at hand, however, the generalization to nth-order systems
is trivial.
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respectively. The saturation function 7 (X) defined in this way, is decentralized?,
where each 7; (Z;) is smooth, nondecreasing, and satisfies the following properties,
as stated in Chapter 7:

P7.1) T (%) = T V& € [Tign + €, Tiub — Emyd)
P7.2) T (i’l) S [l'i,lb7 aji,ub] 7v£z € R.

For a compact notation in the following, we denote the saturated estimates by
Ry = [, Run) £ T (X), componentwise by

i'lﬂr gﬂ' 1 (g)
Z)AS'QJF QAJW T2 (f})
i T4,m Ty, T4 ((L‘v)
Tz DB 75 (D)
_5%6,7r_ L éﬂ— ] | T (2) ]

A robust redesign of the full-order observer (8.64) is obtained simply by saturat-
ing the observer estimates in the observer dynamics. Utilizing the above introduced
smooth saturation, a robust observer for the electro-pneumatic actuator is given by

§ kyw + fE (Xm y) (8115)
C_ fC (Xﬂ‘?y7 )7

where §, = y — 9 = y — 71 (¢) is the saturated output estimation error, and the
system dynamics is given by

-fgl- ,07r
fg ()’\(ﬂ,y) = f§2 é AOPO + MpAﬂ - AWBZA)B,W - Mfl ( ) ﬁff (1:)7"7 €8> 16)
_f§3_ i AA VA m) Upr,w + pOTORCU VA ) 77/} (pA,ﬂa xvﬂr)
-fCI- [ 7'111 Lo + Zu
f{ (im Y, uv) = fC2 = AB#(wﬁﬂpB,ﬂ' + pOTORCrmwT (ﬁB,ﬂ') . (8117)
Jesl L — 3 |Oxl g 2 4 O

Figure 8.5, the re-designed full-order observer (8.115) is visualized by a block
diagram.

Remark 32 Note that the introduced saturation of the estimated friction deflection
state z is superfluous when z (0) € [z, 2ub] C [~ Zmax, Zmax] because the finite deflec-

tion property of the friction model (see proof of Proposition 11, page 54), guarantees
that z (t) € [— Zmax, Zmax| for ¥t > 0.

3The ith component of 7 (%X) depends only on the ith component of %.
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Figure 8.5: Block diagram of the full-order observer utilizing smooth saturation
of state estimates

8.5.2 Discontinuous projection of observer states

Though the redesigned observer (8.115) ensures global stability properties of the
observer, the actual (non-saturated) observer states € and ¢ (see the block diagram in
Figure 8.5) are unconstrained, and may move outside the region of normal operation
X during initial transients of the observer, while the saturated estimates 5 and C
are kept at the boundary of X. By using projection to stop integration of £ and
a’ for corresponding estimates EW and &’ﬂ which are fully saturated, the observer
states é and &’ are constrained to some small boundary layer around X, and the
transient performance of the observer can be significantly improved. Moreover,
since the projection is then only active for estimates which are fully saturated, the
smoothness of the saturated estimates EW and &W is preserved. Hence, a control
law can be designed by a backstepping approach using the observer with saturated
estimates, and can be implemented using the observer with saturation and projection
of the unsaturated states, without introducing discontinuities in the control input,
thus, preserving the stability properties of the closed-loop system. See Chapter 9.

To introduce the projection operator, first note that we may write the observer
dynamics in the general form

x=f (X, y,u), (8.118)
where f(%X,y,u) 2 [f1, f2, -+, fs]© € RS. We define the discontinuous projection
operator as

P (£,%) £ [Poy (f121) s Py (farB2) -+, Pag (for 26)]" (8.119)

where

Pus (fis i) = P (fir B1sTidb — €y Tiub + Eni) i=1,---,6, (8.120)
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utilizing the scalar projection P (f, x, z, xup) defined by (7.10), page 110. Defined
in this way, the discontinuous projection (8.119) constrains the estimates to the
slightly enlarged estimate of the region of normal operation, given by

Xe;t = {VX € XO: Xp —Exr S X < Xy, + 87T} ) (8121>

which is the union of X and a small boundary layer around it, determined by the
smoothing widths €, = [g;1,- -+ ,x6]7 of the smooth saturation function (8.113).
Like the saturation function 7 (X), the vectorized projection operator Py (f, X) is

decentralized, and each scalar projection P; (f;, #;), ¢ = 1,--- , 6 satisfies
P7.3) Pi(fisd:) = fi V2 € (i — €xis Tib + Exi) -

Letting /'\%g;r denote the interior of X_+, Property P7.3 means that for Vx 62%5; the
projection remains inactive, i.e., Py (f,%X) = f. Furthermore, with initial estimate

% (0) € A+, the projection X = Py(f, %) guarantees

P7.4) X e XE# = {le — E5, Xyb T Eﬂ} ,\V/t > 0.

8.5.3 Robust full-order observer

The redesigned observer utilizing smooth saturation combined with discontinuous
projection can compactly be expressed as

E =Pe (kﬂﬂ- + fe (Xr,y) vé)

: ) (8.122)
& =Pe (£ ®epou) ).
where %, = 7 (%) = 7([€, Z’]T) is the saturated observer state vector with 7 (-) de-
fined by (8.113, and where the discontinuous projection operator, defined by (8.119),
is partitioned according to Py (f, %) £ [Pe(kijx + f, £), Pe (£, &)".
Figure 8.6 illustrates by a block diagram, the re-designed full-order observer
(8.122).

Simulation results

In this section we illustrate the improved robustness and convergence properties of
the redesigned full-order observer with smooth saturation (8.115), and the observer
with combined saturation and projection (8.122), compared to that of the nominal
Luenberger-type observer (8.63).

The parameters of the electro-pneumatic system (8.1) are the same as in the
preceding simulations. The observer is implemented with upper and lower bounds,
Xup and X, and smoothing width e, set according to
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Figure 8.6: Block diagram of the re-designed full-order observer utilizing smooth
saturation and discontinuous projection of the unsaturated observer states.

Xup = [15mm 200mm/s 995kPa 1 150kPa O.Smm}T
Xp = [~5mm —200mm/s 105kPa —1 50kPa —0.5mm]"
e, = [0.lmm lmm/s 1kPa 0.01 1kPa 0.001mm]"

We compute the feedback gains of the observer according to (8.71) using design
bandwidth A\, = 100:

k1 50 mm,/ mm
Ao =100= k= |ke| = [16-10° | mm/(mms)
ks 1.2-103 kPa/ mm.

The performance of the observer is illustrated for the simulation plotted in Fig-
ure 8.1, where the actuator is subjected to an open-loop square wave control input.
To demonstrate the global stability of the modified observer, we simply set all ob-
server estimates initially equal to zero, giving

%(0) = 0

\’
%x(0) = [5mm Omm/s 400kPa 1 100kPa Omm}T
%, (0) = [pmm Omm/s 295kPa 1 50kPa Omm]"

Notice that this places the initial estimate of pressure p4 outside the region of
validity A, of the model, since ps min = Fo = 100kPa, while the initial estimate of
pressure pp lies outside the region of normal operation X.

Figure 8.7 plots the performance of the observer with saturation (8.115). In the
figure, also the unsaturated observer states are plotted with dash-dot lines (- - ),
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without legend. When the unsaturated estimates in X remain well within &X', they
are identical to the saturated estimates in X,, however, during the initial transient
period, the observer states 0, p4 and pp also operates outside of X', while their
saturated counterparts 0, pa» and pp, remain inside X due to the saturation. We
see that the velocity estimate v experiences large transient peaks before eventually
converging to the actual velocity v. Notice that both the estimated pressures p, and
Pp, operates outside of the feasibility region Aj of the model (8.1) during the initial
transients. This illustrates the global stability of the redesigned observer (8.115),
which is due to the saturation.

A,=100
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. | .
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Figure 8.7: Illustration of the global stability properties of the full-order observer
with saturation of estimates, but without discontinuous projection. The unsaturated
estimates are plotted with dash-dot line (—.—).

Figure 8.8 plots the performance of the observer (8.122) with combined satura-
tion and projection. To illustrate the effect of projection, we simulated the observer
with the same conditions as in the simulation plotted in Figure 8.7. The simulation
illustrates a dramatical improvement in initial transient performance of the observer
utilizing projection of observer states.
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Figure 8.8: Transient performance improvement with discontinuous projection of

observer states.
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8.5.4 Robust reduced-order observer

In this section we describe the robust redesign of the reduced-order observer (8.82)
using smooth saturation and discontinuous projection, as described for the full-order
observer in previous section.

Since the friction deflection estimate 2 is bounded according to 2 (t) € [—Zmax, Zmax)
for V2 (0) € [—Zmax, Zmax), Saturation (and projection) of Z becomes superfluous.
Furthermore, by constraining the control input according to u (t) € [—1, 1], the es-
timate %, of the valve opening, becomes bounded according to #, (t) € [—1,1] for
Vi, (0) € [—1,1]. We utilize this knowledge to simplify the redesign of the reduced-
order observer, by employing saturation and projection only for the estimation of
the main states v and p.

The reduced-order observer (8.82), redesigned with saturation of estimates and
projection of states, can be expressed as

~ R ~P R .
& = 7)(51;7}5(:%51);U1b+€7r,2avub_€7r,2)

P L AP .
52 = 7) (5271)5(:%52 );plb +€7r,3vpub - 6#,3)
i Lot L () (8.123)
Ty = ——Tp+ —7u(u .
To To
2 K. AP| 5 | »P
2= g or| 2407,
with
B A A 1 1 P A N
£ = Mpf - MPO - Mfl (y) — Mff (Ufaz) - /ﬁ’Uf
& = poToRC, - ¥, (PL, 2y) — ka0, (8.124)

and where the estimates 9 and pf are saturated functions of y, and the projected

AP AP
observer states {; and &, , given according to
. AP AP
0.6 2 m (& + k)

0 2 (e (6 ) ) (5.125)

In the above equations, the saturation functions , (-), 7, (-) and 7, () are defined
from (7.5) according to

A
Ty (’LL) - 7 (u, _17 1; 57r,u)
~ A PN ~
Ty (U) = 7 (Ua Ulb s Vub, 5#,2)
~ A A A ~
Tp () = 7 (D, Pibs Puby €n3)

with the estimated lower and upper bounds on the velocity v and pressure p given
by O, Oub, Pib and pyp, respectively, and the parameters e, ., €,2 and €, 3 are the



smoothing widths of the saturation functions. The scalar projection P (f, x, 21, Tup)
is defined by (7.10), page 110.

For the redesigned reduced-order observer given by (8.123)—(8.125), the estimates
xh 2 [0F, pF . 2,,2]" are constrained to the slightly enlarged region of normal op-

eration,
Xg;{: é{‘v’xe Xo: X1, — € SXSXub"’Eﬂ-},

which means that since X_+ is a subset of the region of feasibility Xp, the stability
properties hold globally.

8.6 Experimental results

The redesigned robust full-order observer with saturation and projection of observer
states, given by (8.122), was implemented and tested experimentally on the test
rig described in Chapter 2. Results for the reduced-order observer are qualitatively
similar, and the reduced-order observer is validated experimentally in Chapter 9 in
closed-loop.

The observer gains are computed according to (8.71) on page 131, and the fol-
lowing parameter sets were used to illustrate the performance of the observer:

A=0:  k =10mm/mm ky=0mm/(mms) ks = 0kPa/ mm

Mo =100: k; =50mm/mm ky =15-10>mm/(mms) k3 =1.0-10>kPa/ mm
Ao =300: k; =650mm/mm ky=100-103mm/(mms) k3= 30-10°*kPa/mm
Mo =400: k; =950mm/mm ky =240 -103mm/(mms) ks =75 10°kPa/ mm.

For the given numerical solver algorithm and sample time, the practical range of
observer gains are \, € [0,300]7, while for A\, > 400 the observer becomes sensitive
to measurement noise. In all plotted responses, we illustrate the initial convergence
of the observer using the initial estimates

%(0) = [0mm Omm/s 100kPa 0 100kPa Omm]"

Like in the preceding simulations, the observer was implemented with the model
parameters given by Table 6.1 on page 103, while the parameters 8, of the clutch
load characteristic were tuned manually to approximately fit the clutch spring on
the current test rig, giving

0, = [ 40 —40 —40 —40 —-40 —40 —40 —40 —40 —4.0
40 6.1 63 63 62 61 61 61 62 64] -10°N.

Remark 33 To make the observer design realistic with respect to implementation
wm an actual application, we have implemented the observer with parameter estimates
(except for the load characteristic), based purely on a priori knowledge of the actuator
and clutch. That 1s, we have relative accurate estimates of the geometric parameters
of the actuator (Ao, Aa, Vao, Ap, Vo), fairly good estimates of the parameters
of the valve (C,, b,, C,., b., 7, Ky, Uy) and the physical pressures (P, Ps), but
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only rough estimates of the friction parameters (D,, Fco, K,, D;) and the lumped
mass of the actuator, release bearing and clutch (M ). The parameters of the load
characteristic were tuned manually to fit the current application. This was required
i order to obtain good estimates of the unmeasured states because of the strong
influence of the load characteristic on the actuator dynamics.

8.6.1 General observer performance

We illustrate the general estimation performance of the observer using the sine wave
input

Uy = Uyo + U,y sin (T’lt) ,

with bias U,y = —1.5V, amplitude U,; = 3.5V, and period T" = 1.0s. This pro-
duces a steady periodic response of the actuator in the range y (t) € [2, 7| mm, which
encompasses the grip point of the clutch and also the region with the strongest
nonlinearity in the load characteristic (see Figure 3.1, page 45). Since the plot-
ted experiment includes operation in the grip point of the clutch, it illustrates the
performance of the observer in the region where good observer performance is the
most important. Figures 8.9-8.11, illustrate the performance of the observer with
increasing observer gains.

In Figure 8.9, the observer is implemented with A\, = 0, where practically no
feedback correction is used in the observer, only a low correction in the output ¢ to
avoid divergence due to the unstable integrator of the position. Hence, the figure
can be taken as the performance of a pure simulation of the model (8.1), which also
can be taken as a good indication of the performance of the open-loop observer (8.4).
Like the simulations, the experiment demonstrates the strong stability of the actu-
ator, seen from the fast convergence of the estimates. The figure also reveals model
errors for small actuator positions and low velocities, which manifest themselves as
an offset in the estimated position and poor velocity estimates. These errors are
most likely due to poorly tuned parameters of the load characteristic in this region?,
and poor estimates of the parameters of the friction model.

Figure 8.10 demonstrates the disturbance attenuating effect of the output-injection
terms in the observer, where we see that with a moderate observer bandwidth of
Ao = 100, the observer provides estimates with good accuracy.

Figure 8.11, demonstrates the observer performance with a relatively high ob-
server design bandwidth of A\, = 300. The observer provides highly accurate esti-
mates of the position and velocity, and also the pressure of chamber B, while there is
a slight offset in the estimated pressure in chamber A. This fortifies the assumption
of parameter errors in the load characteristic and friction model.

With too high observer gains, the observer is prone to amplify measurement
noise. This undesirable property is demonstrated in Figure 8.12 with observer design
bandwidth A\, = 400.

4The parameters of the load characteristic were tuned manually, using the measured pressure
force fp = AoFPy + Aapa — Appp as an indication of goodness of fit. Consequently, the estimates
are only approximate, and can not rival the online estimation of the adaptive controller.
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Figure 8.9: Measured and estimated observer states with practically no feedback
correction in the observer (A, = 0).
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Figure 8.10: Measured and estimated observer states with observer feedback gains
according to an average design bandwidth A\, = 100.
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Figure 8.11: Measured and estimated observer states with observer feedback gains

according to a relatively high design bandwidth A\, = 300.
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Figure 8.12: Noise amplification in the estimates for high observer gain (A, = 400).



8.6.2 Disturbance attenuation

In the following two subsections illustrate the performance of the observer when
subjected to disturbances. We consider two types of disturbances: parametric errors
in the modeled clutch load characteristic, and the excitation of unmodeled dynamics
in the proportional valve and supply pressure.

Detuned parameters of the load characteristic

Figures 8.13 and 8.14 illustrate the performance of the observer with the parameters
of the load characteristic corresponding to the load characteristic of a worn clutch.

Figure 8.13 illustrates the significance of an accurate load characteristic for good
performance of the observer. With detuned parameters of the load characteristic, the
observer without feedback correction (A, = 0) provides highly inaccurate estimates
of all states. The poor response of the detuned observer, emphasizes the usefulness
of adaptation of the load characteristic in order to obtain good performance of the
observer.

Figure 8.14, comparing with Figure 8.13, illustrates that the performance of the
observer is improved by increasing the observer gain. In the figure, the performance
for A\, = 100 is plotted. The output is approximately recovered, while the estimated
velocity is improved, but still with significant estimation errors. Further increasing
the observer bandwidth (J,), increases the accuracy of the estimated position and
velocity, and also the pressure of chamber B. However, due to the errors in the load
characteristic, the estimated pressure of chamber A is impossible to improve with
increasing gain.
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Figure 8.13: Observer performance for A\, = 0 with a detuned load characteristic
corresponding to a worn clutch.
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Figure 8.14: Observer performance for A, = 100 with a detuned load characteristic.

Unmodeled dynamics

High-frequency control inputs with high amplitudes tend to excite unmodeled dy-
namics of the proportional valve. In addition, high-amplitude control inputs result
in significant pressure drops in the supply pressure (modeled as a constant pressure,
given by Ps), which also can be viewed as unmodeled dynamics. This undesirable
phenomena is clearly exhibited for the square wave valve input

Uy = Uyo + Uy 8g0 (Sin (T_lt)) ,

with bias U,y = —2.5V, amplitude U,; = 4.5V, and period T" = 1.0s. This high-
amplitude input produces a steady periodic response of the actuator in the range
y (t) € [1,14] mm, covering the entire region of the actuator in which tracking con-
trol is required. Principally, the step changes in the square wave represent control
inputs with infinitely high frequency. The square wave input and the corresponding
pressure drop in the supply pressure is plotted in Figure 8.15.

The response of the observer for A\, = 0 is plotted in Figure 8.16. The excitation
of the unmodeled dynamics is apparent by viewing the pressure response immedi-
ately after a step change in the input. The resulting pressure peak is caused by
an overshoot in the positioning of the valve spool, which occur for high-amplitude
step inputs. This overshooting behavior of the valve assumably due to a high pro-
portional (and possibly derivative) feedback in the positioning loop of the spool,
combined with slow integral action.

Figure 8.17 illustrates the disturbance attenuating effect of feedback correction in
the observer for moderate gains (A, = 100). Increasing the gain, further improves es-
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Figure 8.15: The square wave control input and the corresponding drop in the
supply pressure due to high air flow.

timates of the position, velocity and pressure of chamber B. However, the estimated
pressure of chamber A can not be further improved by increased observer gain be-
cause the error still remaining in Figure 8.17 is caused by errors in the open-loop
estimate of the spool position x,.
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Figure 8.16: Observer performance with )\, = 0, illustrating the deterioriating ef-
fect of excitation of unmodelled dynamics with a high-amplitude square wave control
input.

8.7 Summary

In this chapter we have analyzed the problem of nonlinear observer design for esti-
mating the unmeasured states of the electro-pneumatic actuator, in the case when
only the position y is measured. We first analyze the use of the model as an open-
loop nonlinear observer for the unmeasured states. The stability properties of this
observer, thus also the dynamics of the unmeasured states, is shown to be asymp-
totically stable. This again establishes a detectability property of the system, and
shows that the pneumatic actuator has some inherent stability properties which
enables the design of simple nonlinear observers.

Based on these results, two simple nonlinear observers for the electro-pneumatic
clutch actuator are proposed, both compatible with output-feedback control by
an observer-based backstepping approach: a full-order observer and a simplified
reduced-order observer. Both observers combine closed-loop estimation using lin-
ear output-injection of the main states, with open-loop estimation of the remaining
states. The observers are asymptotically stable and robust to bounded disturbances,
as long as the estimated actuator states remain within the region of validity of the
model.

As a robust redesign of the observers, smooth saturation of the state estimates
is introduced to constrain the observer dynamics to the feasible region of the state-
space, by which we are able to guarantee global uniform stability properties even if
the unsaturated observer states enter the non-feasible region in state-space during
initial transients. The differentiability of the introduced smooth saturation ensures



y [mm]
o u 5
E

Figure 8.17: Observer performance for A\, = 100, illustrating the disturbance
attenuating effect of the observer when subjected to excitation of unmodeled valve
and supply pressure dynamics.

compatibility with observer backstepping. We further improve initial transients
of the observer by projecting its non-saturated observer states by discontinuous
projection such that the discontinuous projection is only active for estimates which
are fully saturated, thus, preserving the smoothness of the saturated estimates.
Hence, a control law can be designed by a backstepping approach using the observer
with saturated estimates, and then implemented using the observer with combined
saturation and projection, without introducing discontinuities in the control input,
thus, preserving the stability properties of the closed-loop system.

The performance of the observers are validated by simulations, and experimen-
tally on the test rig.



Chapter 9

Nonlinear Output-feedback
Control

In this chapter, we address the design of an output-feedback tracking controller for
the electro-pneumatic clutch actuation system. Using the nonlinear reduced-order
observer introduced in Chapter 8.4, we present a robust output-feedback design by
an observer backstepping approach, which is a recursive procedure performed in four
steps. We further present an approximate backstepping design, where we simplify
the last two steps of the design by using high-gain observers to estimate, rather
than calculate analytically, the derivative of the stabilizing function designed in the
previous steps. The performance of the controller is analyzed by simulations and
experimentally on the test rig.

In Section 9.1, we describe the reference model which is used to generate a
smooth reference trajectory from an arbitrary reference input. Next, we present the
observer backstepping design in detail in Section 9.2, and give an overview of the
implemented output-feedback controller in Section 9.3. We present the simulation
results in Section 9.4, and the experimental results in Section 9.5. Finally, the
chapter is summarized in Section 9.6.

9.1 Reference model

For tracking control applications, the objective is to track a reference input r by
the output y. It is convenient to design a controller for the alternative objective of
tracking the output g, of a linear reference model in the form

0 X
_ In—l :
Z, = z.+ | o | (9.1)
0
—-m -m 0
0 n—1 ] mo |
where r is the actual reference, z, = [y, 9, - ,yﬁnil)]T is the state vector of the

filter, and I,,_; € R(™~D*("=1) ig the identity matrix. The characteristic polynomial
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S 4+ My_18" 1+ -+ + mys + mg of the filter is chosen to be Hurwitz, so that the
filter dynamics is exponentially stable. For most tracking tasks, a good choice of the
parameters of the reference model is obtained by placing the multiple (n) poles at
s = —\,, resulting in a critically damped dynamics with time constant 7, = n/\,.
This dynamics may be regarded as the ”best conditioned” among the linear dynamics
for a given bandwidth.

Using this type of reference model to generate the tracking trajectory has several
advantages, outlined below:

e The tracking reference trajectory v, becomes smooth.
e Noise and discontinuities in the reference r is filtered out.

e The derivatives of y,, which is required by a Lyapunov-based tracking design,
becomes available as states in z,.

e The reference model can be used to reduce initial transients by trajectory
initialization (see [52, Section 4.3.2]).

e The use of a reference model facilitates the incorporation of a desired per-
formance specification for the closed-loop controller. That is, for a properly
designed tracking controller, which achieves tracking of the reference y, (t),
the closed-loop dynamical tracking properties are in essence determined by
the properties of the reference model.

Reference model for the electro-pneumatic actuator

For a system with relative degree p, a backstepping tracking design requires the first
(p+ 1) derivatives of the tracking trajectory to be available for control. For the
electro-pneumatic actuator, the relative degree is p = 4, thus, it is convenient to
use a Hth-order reference model such that the state vector contains all the required
derivatives, i.e.,

Zr1l Yr
Zr9 yr
Zy = |Zr3 = y(g)
Zr4 Yr
zrs] Lyt

The reference model (9.1) is conveniently expressed in the compact form
7z, = Az, + c,T, (9.2)

where in the bth-order case, the matrix A, and the vector c, are

0 1 0 0 0 0
0 0 1 0 0 0

A 2| 0 0 0 1 0 |, =0 (9.3)
1 0

0 0 0 0
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Figure 9.1: Block diagram of the reference model.

A block diagram of this 5th-order reference model (9.1), is given in Figure 9.1.
The characteristic polynomial of the filter becomes

ST — A,| = 8° + mys* +mss® + mys® +mys + my. (9.4)

Placing all the poles of the reference model at s = —\, amounts to choosing the
filter coefficients which results in the characteristic polynomial

(54 M) = 8" + 50,5 + 100%5% + 100352 + 5A%s + A2 (9.5)

Comparing (9.4) with (9.5), we can express the filter coefficients as functions of \,,
giving

my = A

m; = 5/\f
my = 10\
mg = 10\
my = DA

We refer to A, as the bandwidth of the reference model, where in this 5th-order case,
the corresponding time-constant is



9.2 Observer backstepping design

System

We consider the electro-pneumatic clutch actuator given by the model

y=v

Q'.; — %p :%Pg — %fl (y) _1%ff (U,Z)

p= —Amvp + pOTORCer(/}U <p7 IEU) (96>
T, = }va + %u

Z=0— % U|sz7

where y, v, p, x,, and z are the actuator position, velocity, chamber pressure, valve
spool opening and friction deflection state, respectively; while f; (y), fr (v, 2), V (y)
and v, (p, x,), are known functions of the clutch load spring force, friction force,
chamber volume and the valve flow function.
The region of validity (or region of feasibility), of (9.6) is the set Xy C R® defined
by
Xy 2 {VX : Xpin <X < Xppax b (9.7)
where the minimum and maximum feasible actuator states are given by
Xmin — [ymina Uminy Pmin; Lv,min, Zmin]T

)

Xmax — [ymaxy Umax Pmax s Lv,max Zmax]T
as described in Chapter 6. Moreover, the region of normal operation, in which the
actuator states will remain under normal operation, is defined by the lower and
upper bounds

X1b £ [ylb> Ulbs Plby Lvlb, Zlb]T
Xub = [Yub» Vub, Pubs Lo ubs Zub]Ta
as
X2 {vxeXxy <x<Xp)- (9.8)

Problem formulation

The objective is to design an output-feedback controller that achieves asymptotic
(practical) tracking of the reference y, by the output y, while keeping all the states
of the closed-loop system bounded.

Observer

The basis for the output-feedback control design is the reduced-order observer, given
by (8.82), presented in Chapter 8. The observer is given as

él = %f) (%%2) - ﬁpo - ﬁfl (y) - ﬁff <@(yaél)7 2) -k '@<y»§1)

52 = p()TORCv . M) (ﬁ(y, ég); jv) - k2 : ﬁ(yv él) (99)
By =—Li,+Lu
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where v and p are functions of vy, é 1, and 52 according to

@(y, %1) = él + k1y
o 1
Py, &) = V) <§2 + kzy) ,

and not states in the implemented observer.

In preparation for our backstepping design, we rewrite the actuator dynamics in
terms of the observer velocity and the corresponding estimation error, according to

y = 0+0

Utilizing the observer (9.9), we apply backstepping to the system

y=& +ky+0
& = srverbe T arveykey — 3P — apfi () — 57 (0. 2) = k1 - 0(y, &)
& = mTyRCy - v, (P, &), ) — k- 9(y.) (9.10)
Ty = —%iv + %u
2 = /0 - % |/l/)|8 27
with
@(y7%1) = él"‘lﬁy
o2 1/,
Denoting

bi(y) 2 &ols, by 2 pToRC,, by 2L

and re-defining functions in terms of the observer states according to
¢2 (y7g2>jv) £ wv (ﬁ(yaé2)a ilv) .ff <y> éla 2) £ ff (@(y>gl>7 2) )
the system can be written in the form
ﬁg = gl + ky + 51
§1=01(y) Ea+ b1 (y) - koy — %Po - ﬁfl (y) — ﬁff (%5175’) — k&5 — k%y
%2 = by - 1y (yyéQafv) - kzé& — kikay
Ty = byu — bsd,

2:€1+k1y_§_é z.

S

'IA}(:% él)

(9.11)
The system is in pure feedback form, hence, suitable for a nonlinear control design
based on an integrator backstepping approach.



9.2.1 Exact backstepping

The backstepping design is performed recursively in four steps on the system (9.11).
We illustrate the design procedure in detail in the following section, and summarizes
the controller and its properties in the section following that.

Controller development

Design — Step 1 First define the tracking error
&2y —yr (9.12)
The time-derivative of e; becomes
e = Y—UYr
= &+ ky+E —

Assuming u; = é 1 is the actual control, we design a control law for u; which
renders the error dynamics

€1 = Uy —Qr+kly+51 (9.13)

exponentially stable for 3 1 = 0, and input-to-state stable with respect to the observer
error &;. We take a control law in the form

Uy = yr + o (y7 yr) ) (914)

where ¢, is a feedforward tracking term (which compensates for a time-varying
reference), and «a; is a stabilizing function which is designed to stabilize a zero
tracking error, e; = 0.

For conformity with the following design steps, we illustrate the design of the
stabilizing function «; using a Control Lyapunov Function (CLF). We use the CLF

1
Vi= 563, (9.15)

whose time-derivative becomes
Vl = €16
= € (Ul _yr_’_kly—'—gl)
= e1 (a1 + ky) + elgl.
We choose the stabilizing function

oy = —cre; — kyy, (9.16)

which gives . )
‘/1 == _016% + 61517
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where ¢; > 0 is a design constant.
Note that for zero observer error, the time-derivative of 1} becomes
51 0=V, = —clef,

and that

&=V <o.

This proves that for the system (9.13), the control u; = g, + a; with the stabilizing
function «; given by (9.16) makes the error state e; ISS with respect to the input
&, and exponentially stable for zero observer error, £; = 0.

1
ler] > —
C1

Design — Step 2 Taking into consideration that wu; is merely a virtual control
that we are not able to control directly, the control law designed at step 1 is taken
as the desired control law

Urg = Yr + 1 (Y, Yr)

and we define the corresponding error
€9 éul—uld:ul—yr—ozl. (917)
This error appears in the e;—dynamics by substituting u; = es + 9, + a; into (9.13),
giving
él = 62+a1+k1y+51
= —ceg+ex+ &5

To deal with this error, we backstep it through the first integrator by differentiation,
and obtain

¢ = i — G —
é . Jay . Jay .
- 1 yT’ ay y ayr yT"

Note that the time-derivatives of &, and y are given by (9.11), while the partial
derivatives of «; is obtained upon differentiating (9.16), giving

%:—<01+k1), ng = .
The es—dynamics then becomes
éy = bidy+bikoy — %PO - %fl — %ff — k& — Ky
i+ (1 + k) (G + by + &) — ety
= b1y — i + bikay — APO - ifl - iff +a (51 + k1y>
M M M

—c1fy + (e1 +Fp) &



Denoting
by (Wéz

A A 1 1 - T
P (9751727%) = bl(y)'ka_MPO_Mfl(y)_Mff <y,f172>

+a (51 + kl?J) — 1Yy
C1 + kl,

<
)
/N
=
7229
V)
N——
[

A
Wy =

the dynamics of the (e;, es)—subsystem can be written

€1 = —ciep +ex+ &

) .. ~ 9.18
€y = Uy — Y + Xo + w2k, ( )

Assuming uy = by (y) - 52 is the actual control, we use a control in the form
Uy = Y + g,

and design a stabilizing function ay which makes the system exponentially stable
for &, = . = 0, and ISS with respect to ¢ ;- Like in Step 1, the stabilizing function ay is

obtained through a Lyapunov-based design, using a control Lyapunov function for
the system (9.18). We use the CLF

1
Vo=Vi+ 262, (9.19)

whose derivative becomes
‘./2 = €1é1 + €2é2
= € (—0161 + e+ 51) + e (UQ — §p + 2o + w2§1)
= —clef + ere9 +eo (g + Xo) + elél + wQegél

= —0163 + e ( e +as+ 22) + e1&; + weerd;.
We choose the stabilizing function

Qg = —€1 — C2€9 — 22, (920)
where ¢o > 0 is a design constant. Notice that we are now able to eliminate the
ejeo—term from the previous design step with ay. This gives

. 9 9 ~ ~
‘/2 = —(C16] — C264 + 6151 + wgegfl,

which is negative definite for zero observer error,
E=0= Vo, = —cle% — cze%.

For the 2nd-order system (9.18), the control uy = §j, + ap with ay given by (9.20,
makes the system exponentially stable for £; = 0, and since ws is constant, the linear
damping term —csey is sufficient to make the closed-loop system ISS with respect
to the observer error & 1-
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Design — Step 3 We are not able to control uy directly, hence, us is only a virtual
control, and the control law designed at previous step becomes the desired control

law X
U2qd = er + o <y7€17y7‘7 yr) .

Define the corresponding error
e3 = Uy — Ugg = Uy — fr — Oz, (9.21)
and note in passing that ez appears in the e;—dynamics according to

ég = €3+(12+22+w2§1

= —€1 — C2€2 + €3 + wgfl.
Then backstep the error through the last integrator by differentiating es:

és = tp—yP — iy

= jt ( (y )fz) _3/53) - % (042 (3/ %172 ym?/r))
(9042 (9042 Oa 2 ' (9042 ) Oay ..

= _y€2 + b1€2 'r‘ ay f 51 az ayr y'f' - a . yr'

= % (él + by + 51) & + by (bzwz — kol — k‘llﬁy)

Oay /- ~ Oy 3 Jas - O« Ja
(3) 92 _ Oag; 2, Oay.  Oay..
¥ =G (6 by &) - 5 - T i~ i

Substituting with expressions for y and E‘erom (9.11) and re-ordering, gives

€3 = i <%1 + kiy + 51) §o+ b (bz% ko) — k1k2y>

day (- dag 4 Oag . Oa Jda
(3 Yx 1 _Oags Oap, Oay.  dag.
Yy oy <51 + Ky + fl) 51 &1 BE z o, Yr i, Yr

ob 0 A
= bibotpy — r ( biks + aylf — (9&;) (§1+k1y>

80425 _80[22_8042, _8042 (81)15 )E_
e, 0T oy g T oy

Denote

u3 (yaézaiﬁv) = b1ba1)s,

which will be the third virtual control, and collect all the remaining known terms
except y( ) in the function

aAoa ob Oa N
Z3 <y>€17€2vzayr>yr> = ( b1k2+ aylf - 8_y2> <§1 +k1y>
Oag » Jag -, Oasy | Oay ..

CogtoET o




This gives

) 0b 15) ~
€3=U3—y£)+23+<8y1€2 a&;)fr

Denoting
0b
wWs (y fz) = 152 —,

dy
the dynamics of the (e, e, 63)fsubsystem can be written
é1=—cier + e+ 3
é2 — —€1 — C2€9 + €3 + w2§1 (922)

€3 = ug — ?Jﬁg) + X3+ w3§1-

Assuming us = by () bat)y(y, €,, &) is the actual control, we use a control in the
form

uz =yt + as,
and design a stabilizing function a3 to stabilize the (e, es, e3)—subsystem. We use
the CLF

‘/}) ‘/2 2637

which gives the derivative

‘/3 = €1é1 + €2é2 + €3é3

= €1 (—6161 + e+ §1> + €2 (—61 — oy + €3+ wzéi)
+e3 (U3 - 97(«3) + X3+ w3§1>
= —cie] — cae5 +e3 <€2 + oz + X3 + wsgl) + e1%1 + €2w2g1 + €3w351-

To make V3 negative definite for 52 = 0, we could choose the stabilizing function
Oé;, = —e€9 — C363 — 23, c3 >0 (923)
which would give

' 2 2 2 z e z
Vi = —cie] — cae; — czes + e1&y + eawad + eswsé; .

For o, to make the closed-loop system ISS with respect to the observer error &,
the term wg(y 52) must be bounded. That is, for bounded ws, the negative definite
term —6363 in V due to linear damping, will dominate the disturbance term 63w3§ 1
for sufficiently large e3, thus, ensuring the boundedness of e3. However, the term
ws(y, &5) is bounded only if y and &, are bounded. Hence, the linear damping term
—czes in aé is not sufficient to ensure boundedness of e3 in the presence of observer
errors, unless y and 52 can be assumed to be bounded.

To enhance performance and guarantee global boundedness in the presence of the
observer error é 1, we strengthen the stabilizing function with a nonlinear damping
term according to

3 = —€9 — (363 — d3’UJ§€3 — 23, C3, ds > 0. (924)
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This gives
: 2 2
Vi = —cie] — cae; — 0363 d3w363 + 6151 + 62w2£1 + egwgfl,

and for zero observer error

£ =0= V3 = —cie] — cae5. — c3e35 — dzwses.

For the 3rd-order system (9.22), the control uz = y,@ + a3, with ag given by

(9.24), makes the system exponentially stable for £, = 0, and due to the nonlinear
damping term —d3~w§63, it also makes the closed-loop system ISS with respect to
the observer error £; even for unbounded states y and &,.

Design — Final step Since ug is only a virtual control, the control law designed
in the previous step is not directly implementable, but becomes our a desired control
law

Usq é 953) + (0%} <y7£17§2727yrayr7yT> )

with the corresponding error
€4 = Us — Ugg = U — yﬁg) — as. (9.25)
The error e4 appears in the es—dynamics according to

é3 = e4+a3+23+w3§1
o — daw? ¢
= €9 C3€3 3W3€3 +eq4 + wgfl.

Proceeding as in previous design steps, we backstep the error e4 through the last
integrator by differentiation, and obtain

. d P
ey = %(bl( ) bathy (y 5»%)) —y —ay
ob Oy Oy - 0y
= — b bib bib —
ayy+1 ayy+ 128§2€2+ 128@, Y,

_8a3 . Gagg 8053S 8&32 _ (‘3043 _— 8a3 . 8a3
IR R T T

Substituting with expressions for y and z, from (9.11) and re-ordering, gives

ob oY, O 5 Oasg -
O] it} 2 773 T3¢
Y+ (3y + biby——= 2y oy ) (fl + k1y> o2, 3

é4 = blbgb;; 2?2 u

an O 81/}2 5 8043 N 8053 . 80&3 . 8053 (3)
b — b1babs—— —Z— P~ A Y — A Yy
( ¢, 562) b "0k, 0z~ "oy 9y 0y

861 an 8053
" (01/ Thbg, 8y>§1




For simplicity of notation, introduce the scaled control variable w4, which is one-to-
one with the actual control u

i (1.83,8,) 2 bibaby 02

aA

*) in the function

52 A A .. 0b 0 Oa A 0o »
E4 (ya51752:27551;7%,%7%(«3)) é ( . b1b2ﬂ - _3> <§1 + k1y> 853

and collect all the remaining known terms except yr

Jy Jy dy .
AL BT AP AL P 3
08, 0%, Oty 0z
das . Oag . Oag (3)

Yr — —Yr — Yr s
oYy Yy Dijr
so that the e;—~dynamics can be compactly written as

. b o0, Das) -
= uy —y@® L% it} 2 _ 7%
€4 = Uy —Yp' + 2y + (8y + b1by—— oy ay)f :

Denoting
A 8[)1 877[)2 8&3

€1, 6 by ) 2 == 4 byby—2 — =
Wy <y,£1,€2,$ ) ay + 2 ay ay )

the dynamics of the full (eq, s, €3, e4)—system can be written

&y = —cie1 + e + £, .

é2 = —€1 — (269 + €3 + w2€1 ~ (9 26)
. 2 '

3 = —ey — Cgeg — dgwzes + eq + w3y

ey =ug —yi + 54 + waéy.
Taking
ug =y + ay,

we design the final stabilizing function a4 to stabilize the complete (eq, s, €3, €4)—
system. We use the CLF

1
‘/;1:‘/3—'—564217

giving the derivative
Vi = e (—0161 +ex + g1> + e ( €1 — Coeg + €3+ w2§1)

+€3 (—62 — C3€3 — dgwgeg + €4 + wgél) + €4 <U4 — y,(,4) + 24 + w4§1>
= —clef — czeg 6363 d3w363 +eq(e3+ g+ Xy)
—+ (61 + Wo€9 + €3W3 + 6411)4) fl

To make V; negative definite for & , = 0, it would be sufficient to choose a stabilizing
function with only linear damping according to

!

ay = —eg — gy — Ny, ¢4 >0, (9.27)
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which would give
: 2 2 2 2 2 2 2
Vi = —c1e] — cae5 — cze; — dgwies — cqes + (€1 + waey + ezws + eqwy) &

However, the disturbance term w;(y, é 1> 52, %,) is an unbounded term which has the
potential to grow very large, so that the linear damping term —cyey in o will not be
sufficient to guarantee boundedness of the error state e4. Consequently, to enhance
performance and guarantee global boundedness in the presence of observer errors
él, we strengthen the stabilizing function with a nonlinear damping term which
counteracts the potentially destabilizing effect of observer errors multiplied with wy.
That is, we choose the stabilizing function

Oy = —€3 — C464 — d4wie4 — 24, Cy4, dy > 0, (928)

which gives

Vi = —clef — czeg — 03e§ — d3w§e§ — 646?1 — d;;wiei — C4€Z

+ (€1 + waey + esws + eqwy) - 5‘1.

For the system (9.22), the control uy = s + oy, with ay given by (9.28), makes

the system exponentially stable for £; = 0, and due to the nonlinear damping term
~—d3w§eg, it also makes the closed-loop system ISS with respect to the observer error
&, even for unbounded states y and &,. The actual control input is given as

8 —1
u= <b1b2b3 a?) [y + ] - (9.29)

The complete set of equations describing the exact backstepping control law is sum-
marized in the following section.

Summary — exact backstepping control law

The exact backstepping control law

o\
u <y7 )A(u» Zr) - (b1b2b3 8i2> |:y7(14) + 054} s (930)

asymptotically stabilizes the system in the error coordinates

€1=Y—Yr

€y =Ur — Yr — (9.31)
€3 = Uy — Jp — Q3 '
o) — .3

4 = U3 — Yr Qs,

and thereby solves the problem of asymptotic output-feedback tracking for the
electro-pneumatic clutch actuator (9.6). The virtual control variables are

Uy = 51
uz = 01§y (9.32)
uz = b1ba1)s,



and the stabilizing functions are defined by the following expressions:

a1 (ya yr> = —c1e1 — X
&%) y7€1727yT>yT) = —€1 — (263 — E2

5 a4 - 9.33
a3 y7€17§2>z7yrayr>yr> = —€3 — (C3€3 _d3w?2,€3_23 ( )
Oy yaél?é%ivv 737%; ymyh y7(“ )> = —€3 — C4€4 — d4wie4 - 24,
where ¢y,--- ,¢c4 > 0 and ds,ds > 0 are design parameters. The cancelled observer
dynamics >; and the disturbance gains w;, © = 1,--- , 4, respectively, are given by
i(y) =
% (1,612 f | ) = bikay — 3Py — i = 7 + b —
23 (?J &, §2,z ym%) = (—b1k2 + dblfg da2> 0 da251 aa; gzzyr dazyr
¢ @) _ (o oY dag\ s _ 0
Sa (18000 2 G0 ) = (%2 + bibo 52 — 5;) - fag,

+ (blb2g—1§j - aa3) 52

) 9 ) ) daz , (3)
—bibobs 521y — ﬁZ—ﬂyr Folr — Gityr

(9.34)
and
w1 = 1
Wy = C1 + kl
w3 y»fz) = 8b1 52 %,2 (9-35)

F o4 _ 0ob oY da
Wy y,£1,£2,$v> - a_yl + blb2 8y2 - ﬁy

The main properties of the exact backstepping controller is summarized in the
following Proposition:

Proposition 34 (Exact Backstepping Controller) Consider the output-feedback
controller consisting of the observer (9.9) and the control law (9.30)—(9.35) applied
to position tracking of the electro-pneumatic clutch actuator (9.6). For bounded
initial conditions, and any sufficiently smooth reference trajectory y, (t) , assuming
the observer is exponentially stable in the feasible region Xy of the model (9.6), the
following properties hold for the closed-loop system:

i) Boundedness: All signals of the closed-loop control system are bounded.
ii) Exponential tracking: The closed-loop system has an exponentially stable
(ES) equilibrium at (e,X,) = 0, which means that exponential tracking is achieved:

lim [y (£) =y, ()] = 0.
iii) Robustness: The closed-loop system is robust with respect to bounded dis-
turbances entering additively in the system dynamics (9.6). These disturbances can
be exogenous, or caused by model mismatches due to simplifications, parameter
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errors or unmodeled dynamics. To be precise, the system is exponentially input-
to-state stable (ISS) with respect to these disturbances as inputs. This means, in
particular, that in the presence of bounded disturbances, the controller achieves
tracking within a certain precision Ag which depends on the upper bound of the
disturbances:

Him [y () =y, (£)] < Ao

Proof. The closed-loop system consists of the actuator states x = [y, v, p, ,, 2|7

which can be partitioned into the measured output y and the unmeasured states x,, =
[v,p, Ty, 2]T, and the states of the reduced-order observer X, = [£;,&,, %, 2]7. Since
the reference trajectory z, is smooth, its components are bounded. The control law
(9.30)—(9.35) stabilizes the system in the new error coordinates e = [e1, ea, €3, e4]”,
where the change of coordinates (9.31), which we compactly write as

e=® (yaxw Zr) >
is smooth in y, X, and z,, and the inverse transformation
s -1
X'LL - @ (y? e? ZT) )

is smooth in y, e and z,. Consequently, the boundedness of y and %, will follow
from the boundedness of the error variables e, and the boundedness of x, from the
boundedness of the observer error X,,.

First, it is assumed that observer error X, £ [£,, &y, 0, 27 = [0,V (y) P, T, 2]
is exponentially stable, such that there exists a Lyapunov function

T

eIkl < Vo () TR, ©>c>0,
whose derivative satisfy
‘./:) S _2050‘/0+70|5|27 Oém’yo > 07

where § (t) € R"! represents an additive disturbance in the actuator dynamics,
which can be exogenous, or a result of model mismatches caused by modeling sim-
plifications, parameter errors or unmodeled dynamics. This means that the observer
error X, is input-to-state stable with respect to 4 (¢) as input, that is, exponentially
stable for 4 (t) = 0, and bounded when subjected to bounded disturbances 8 (t).

Next, we establish that the dynamics of the closed-loop system in the error
coordinates ey, - - - , €4, is ISS with respect to the observer error 5 1 as input. Partition
the first two damping constants into ¢; = & + d; and ¢; = & + Jng, for some
1, dy,Co,dy >0 (which is possible for ¢y because wy is constant). The dynamics of
the e-system can be compactly written as

e=A.(t)e+w,(t)E, (9.36)

where the time-varying system matrix A, (¢), and disturbance gain vector w, (),



are given by

—C1 — d} 1 B 0 0 T
—1 —Cy d2w2 1 0
N2
A (t) & 0 -1 —c3 — d3ws (y 52) 1 ’
2
0 0 -1 —cx = dywi (9,€0,30) |
(9.37)
_ . -
W
we(t) = | (v.&) (9.38)
Wy <y> é2a i'v)

To analyze the stability of this error dynamics, consider the CLF (V}) from the final
design step:

1 1 1 1
V. = —éi+=e5+=es+ =€)
e T %2 T g% T 5%
1
= |e!
The time-derivative of V. becomes
V., = —Ele% = 5263 cgeg C4€i

+€1§1 + 62w2£1 + 6311}351 + 6411)451

Using Lemma 26 (completion of squares), we obtain the inequalities

£ < die?+ —
ery < diej + 4d1 51
~ ~2
< d. S
eawz§y < 262w2 idy 51
61'(1}151 S e2w? 1= 3, 4,
by which we can show that V, satisfies
Ve < —Ele% — 5263 — 03e§ — C4ei
ottt )&
4dy  4dy  4Ads o
Denoting
co = min{c, e, cs, 04}
1 1 1 1\!
dy & (=4+=+—+—] ,
" <d1 dy  d3  dy
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we obtain
. 1 -2
2
Ve < —cole| +—4d0§1
1 ~2
= 2V + &,
Vet 15,6

which proves that the e-system is ISS with respect to the observer error é 1 as input.
This means that the equilibrium e = 0 is exponentially stable for &, (¢) = 0, and
bounded when subjected to bounded observer errors £, ().

In preparation for the analysis of the complete (e, X, )—system, we rewrite V. in
terms of V,. Using the inequality

=2 2
Gk =2,

we obtain

. 1
Ve < —2¢0Ve + V5.
< —2¢gVe + e

An ISS Lyapunov function for the complete (e, X, )-system is given by
Vi= Ve+m,V,

1 2 mey -
= — Vo (Xu
el + 2o, ()

where m, > 0 is a scaling constant which is determined below. The derivative of V
becomes

V = Ve—l—mo"/o

1
< —2¢9Ve — [ 2mocte — —— | Vo, + My, |5|2.
2dyc

Taking
A ].

Mo = 4 (o, — o) doc’
we get ‘
V < =2¢0V, — 20m,V, + my, |(5|2 )

By choosing ¢ according to
0 <o <min{cy, o},
the scaling factor m, becomes finite and positive, and V satisfies

Vo< —QU(Ve—mOVO)—FmO%MF
= 20V +myy, |67,

This proves that the complete (e, X, )-system is ISS with respect to the disturbance
0 (t). This means that for § (t) = 0, the equilibrium (e, X,) = 0 is exponentially



stable, i.e., both the controller error e and observer error X, converges exponentially
to zero. Furthermore, for a bounded disturbance § (¢), both e (¢) and X, (¢) are
guaranteed to be bounded.

We proceed to obtain an ISS bound on the tracking error e; (t) = y () — y, (t).
Using Lemma 28, with ¢ = 20 and d = m,,, it follows that

V() <V (0)e >t + 200 15 (1)

20 07
where we use the simplified notation V (t) = V (e (t),X, (t)). Noting that
el =2V,

we can write

e(®F < 2V (e +=2e 5 (1),
4
e®] < VAV 4y [FH 8 (1)

From
lea] < e,

this provides an ISS bound on the tracking error is given by

—0o- m070
[y (1) = g (D = lex (O] < V2V (0) e 4 [ === 6 (1) ] »
where an upper bound on the final tracking precision becomes

lim [y (1) =y, ()] = lim |e; (¢)]

t—o0

Mo,
< P8 )] 2 Ao

Remark 35 Note that, in contrast to the full state-feedback case, the cancelling
control law (9.30)-(9.85) designed by observer backstepping, is robust because the
terms of the observer are exactly known, and because the controller render the closed-
loop system ISS with respect to observer errors at each step of the design. However,
the control law may not be optimal, as it may cancel stabilizing nonlinearities, hence,
wasting control effort.

9.2.2 Approximate backstepping

In the recursive backstepping design, each new design step requires the calculation
of the analytical expression of the derivative of a virtual control law designed at
the previous step, whose complexity grows discouraging complex with each step. In
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the process of simplifying the backstepping design, we may estimate the derivative
of the virtual control law rather than calculate its analytical expression. To this
end, we may use a high-gain observer to obtain (theoretically) an arbitrary accurate
estimate of the lst-order derivative ¢ (¢) of a smooth signal y (¢), using high gain,
and the fact that any smooth signal has a 1st-order derivative which is continuous,
thus, a 2nd-order derivative which is bounded.

First, we introduce the high-gain observer which will be used for derivative es-
timation. Next, we illustrate the design procedure using an estimate obtained by
the high-gain observer, rather than calculating analytically, the derivative of the
stabilizing functions.

Reduced-order high-gain observer for derivative estimation
The smooth time-varying signal y (¢) can be represented by the state-space model

i]l = T2
. . 9.39
iy = il (9-39)

where the states are 1 = y, and x5 = 9, and the input is the 2nd-order derivative
9. A high-gain observer can be designed to estimate the states x; and x5 using
feedback from y = x;. Since x; = y is already known, it may be preferable to design
a reduced-order observer which only estimates x5.

To design a reduced-order observer, we introduce the change of coordinate

£ £ my—ky, (9.40)

where k£ > 0 is a design constant yet to be determined. In the new coordinate &, we
can rewrite the system (9.39) as

§ = jJ—k(E+ky).

This can be verified by direct calculation of the derivative of x5 and substituting
(9.40) for &:

iy = E+ky
= §—k(E+ky)+ kxy
pu— y.

An observer for estimation of the derivative gy () of the smooth signal y () is
now obtained by defining the filter

&=~k (E+ky), (9.41)
with the estimate of x5 = y taken as

Ty =&+ ky. (9.42)



The estimate 2 obtained by the reduced-order observer, given by (9.41)-(9.42), can
be made arbitrary accurate by increasing the filter gain k. It is instructive to realize
that this high-gain observer is in essence a filtered differentiator, as can be clearly
seen from its transfer function from y to Z5, which is
s
Ty = —. 9.43
T Ly 17 (9-43)
We make the properties of the high-gain observer precise in the following Propo-
sition.

Proposition 36 (Derivative Observer) The estimate 5 (t) of the time-derivative
v (t) of y (t) obtained using the reduced-order observer (9.41)—(9.42), is exponentially

input-to-state stable (ISS) with respect to the 2nd-order derivative j (t). In particu-

lar, for any smooth signal y (t) € C*, its 2nd-order derivative jj (t) will be bounded,

which means that for any prescribed accuracy g > 0, there exist a sufficiently large

observer gain k > 0, which makes the estimation error T, 2 1§ — &5 converge expo-

nentially to within the prescribed accuracy. That is, the estimation error satisfies

Zo ()] < |22 (0)] e 4 &9 (9.44)

where eg = A/k , where A £ ||ij (t)||, is the upper bound on ij (t).

loo

Proof. Denote the filter state error £ 2 ¢ —¢, and note from (9.39) and (9.42) that
¢ equals the estimation error

ToEmy—dy=E6—E=C

The estimation error is governed by the dynamics

which is ISS with respect to §j (¢). This can be established by the Lyapunov function
152
V= 55 )
which has the derivative o 3
V= ¢(j — k).

Clearly,

é‘ > |ij| /k => V < 0, which proves the ISS property. We prove the ISS
bound (9.44) with application of the simple convergence Lemma 28. Noting that

d | 7 ¥ :

% g‘ = sgné&f = —ksgnéé + sgnéy (t)
U

d |-~ ~

= < kg + ol

(taking v = ||, ¢ = k, d = 1, and w? = |jj|), the lemma gives

E0)] < [EO)] 4 21T O]
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Controller development

In this section, we illustrate the design procedure using approximate backstepping
in the last two steps of the design in order to reduce the complexity of the resulting
control law. That is, rather than computing the analytic expressions for the deriva-
tives of the stabilizing functions aw(y, &, &y, 2 ,z,) and as(y, €1, &y, 20, 2,2,) in Steps
3 and 4 of the design procedure, respectively, we employ the high-gain observer in-
troduced in the previous section to estimate these derivatives. This approximation
introduces errors in the cancellation of nonlinearities, thus causing tracking errors,
which again requires high feedback gain in the controller in order to achieve a high
tracking precision. High gain in the controller can be disadvantageous because it
makes the controller prone to amplify measurement noise, excite unmodeled dynam-
ics, and introduce chattering in the control input. Therefore, this approximation is
only applied in last steps of the design process, where the complexity of the controller
due to differentiation of the stabilizing function is significant.

Design — Step 3 Recall that the virtual control from the previous step was
U2 (?Lég) £ bléQu

where the desired control law designed by an exact backstepping approach, was
given by

U2d = yT + Qa (yaéhy?‘u yT> .
with the corresponding error

A .
€3 = Uz — Uzqg = U2 — Yp — Q2.

Denote (3, = ¢, its estimate BQ, and the corresponding error BQ £3,— BQ. Defining
the filter

Co=—lo- (62 + 12042) ; (9.45)
an estimate of (3, is given by R R
By = Cy + laas. (9.46)
Now, backstep the error through the last integrator using the estimate BQ:
é3 = ’1.1,2 — y£3) Oé
d
= dt( ()52>_% (52"‘52)
0by

= —yéz + blfz y <B2 + B2> :

Substituting with expressions for 3 and 52 from (9.11) and re-ordering gives

o= bty =39 + (G bk ) (B + ) = Byt 58~ B



The virtual control is the same:
us <y7 527 fv) é 5152%-
A significant difference from exact backstepping is the cancellation term
o b ~ . R
% (60,6 ) 2 (a—yl@ - blka) (& + Fuy) = B

which is significantly simplified, and the function

N\ A Oby -

w3 (y7§2) = a_y 29

multiplying the observer error. With the redefined >3 and ws, the last difference in

the dynamics of the (e, e, e3)—subsystem

él = —(C1€61 + €9 + 51 _

€y = —e1 — Ca€ + €3 + Wl

) 3 ~ ~
63:u3—y§)+23+w3§1—62,

compared to exact backstepping, is the appearance of the estimation error 32.
Taking
ug = ?J?(ﬂg) + asg,

we design a stabilizing function ag to stabilize the (eq, es, €3)—subsystem using the
CLF

1
Vo = Vo+4+ —e2
3 2+ 21/3@3
1 1 1
= 56% -+ 563 -+ 2—1/363

Here, the constant v3 > 0 is introduced as an additional design parameter in order
to more effectively compensate for the error 3,. The derivative of V3 becomes

V3 = e <—01€1 + ez + g1> + e <—€1 — o€y + €3+ w2§1)
1 .
+V—€3 (043 + Y3 + w3y — 52)
3

1
2 2
= —cie] — 65 + —e3 (v3es + az + X3)
V3

- - 1 - 1 -
te18; + eawaly + —ezws§y — —esfy.
V3 V3
We choose the stabilizing function

2
(g = —V3€Ey — C3€E3 — d3w3€3 — 23, c3, dz > 0,



CHAPTER 9. NONLINEAR OUTPUT-FEEDBACK CONTROL 179

which gives

. c d

2 2 3 2 3,22

Vi = —cie] —cee5 — —e3 — —wses
V3 V3

. . 1 . 1 -
+e1§ + eqwdy + —ezwz; — —e3fl,.
V3 V3

Note that each term in the stabilizing function a3 has a particular task: The
first term —wv3es cancels the effect of the error ey caused by the virtual control
variable u; being different from the desired control law wui4. The last term 33
implements a feedforward cancellation of known nonlinear dynamics, which allows us
to replace it with a desired dynamics by adding feedback damping terms: The linear
damping c3—term determines the local convergence properties of the ez—dynamics,
and ensures boundedness with respect to the bounded disturbance 3;. The nonlinear
damping ds—term is introduced to counteract the potentially destabilizing effect
of the observer error é’l multiplied with the unbounded ws—term. Moreover, the
design parameter v3, introduces the possibility to compensate for the disturbances
appearing in the es—dynamics. This is apparent from the scaling of the last two
terms in the expression for V3 above, which shows that by increasing v, the effect
of £, and /3, reduces.

Design — Final step With u3 being a virtual control, the control law designed
at the previous step becomes our desired control law

Usg é y7(~3) + a3 <y7§17§27y7“7y1”7g1“732> )

with the corresponding error

eq = Ug — Ugg = U3 — yﬁg) — as. (9.47)
As in Step 3, denote 33 the estimate of 83 £ 3, and the estimation error Bg =S
B4 — B5. Introduce the filter
Gy = —l - (s +1sas). (9.48)
and take the estimate of 35 as
By = Cq + lzors. (9.49)

Backstepping the error e through the last integrator using approximate differ-
entiation of a3, we obtain

. d PN .

er = = (b )bty (3800 ) ) =y — g
_ Oby Oy . 0 ; Obys ) _ (p. 47
- U+ b1bo 2y Y+ b1y 7, o + b1by 7. Ty — Yy (53 + 53) :



Substituting with expressions for y and z, from (9.11) and re-ordering, gives

ob oY 0Yg 3
(4) 1 2 2 &
— Y, + < + blbg ) <§1 + k1y> + blbg 85 f

é4 = blbgbg aw

OA dy dy )
Oy - (b o _
—5152538A2 — B3+ (Gyl + b1by 2) &1 — Bs.
Denoting
Ug <y722>£v) b1b2b3 81{}2
Aoa ob 0 0 0, .
2y (3/751,52,2,%,53) = (a—yl + biby 8122> (51 + kw) +b1bo 8?25 —b1bob3 81{12 53,
2

N oby 0
Wy <y, fz;%) £ — oy +blb2 8122

the dynamics of the complete (e;, g, €3, €4)—system can be written in the same form
as before ~

€1 = —cier +ex + & )

€y = —€1 — oty +e3+w

2 1 — C2e2 +-€e3 + 22§1 L (9.50)

€3 = —Ul3€g — (C3€63 — d3w§€3 +~€4 -+ w3€1 — 52

€4 = Uy — yffl) + X4 +wsy — Bs,
where the differences compared to exact backstepping, are the appearance of the
estimation errors 52 and 53, and the redefined functions, Y3, ¥4, w3 and wy.

Taking
Ug = y$4) + auy,

we design the stabilizing function a4 to stabilize the (e, eq, €3, e4)—system using the
CLF

Vi=Vs+ —¢?
4= Vz+ 21/464,

where v, > 0 is introduced as an additional design parameter. The derivative of V;
becomes

Vi = e (—0161 + e + 51) + €3 (-61 — g€y €3+ w2é1>

1 ~ ~
—|—V—€3 (—Vg@g — C3€3 — d3w§€3 + €4 + w;;fl — 62)
3

1 - .
+V—6’4 (Oé4 + X4+ wa&y — 53)

4
c d 1 v
2 2 3 2 3 4
= —c1e] — 65 — —e5 — w3e3 + —eq | —es +ag + 34
Vs Vs Vy Vs
~ ~ 1 ~ 1 - 1 ~ 1 -
+e18; + eawedy + —ezws; — —e3fy + —eqwydy — —eyfs.
V3 V3 Vy Vy
We choose the stabilizing function
Vg
Qg = ——€3 — Cy€4 — d4w4e4 — X4, C4,dg >0,

Vs
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which gives

. c d c d
V., = 2 2 3 2 3.2 2 4 2 4 2 2

3 Vs 4 4

. -1 .1 - 1 .1 -
+e18; + eawedy + —ezwsy — —e3fy + —eqwady — —eqfs.
V3 V3 Vg Vg

Note again that each term in the stabilizing function a4 has similar tasks as
in the previous design step: The first term —Z—;eg cancels the effect of the error
between the virtual control variable us and the desired control law usy, while >4
cancels known nonlinear dynamics in order to replace it with a desired dynamics by
adding feedback damping terms: The linear damping cs,—term determines the local
convergence properties of the e;~dynamics, and ensures boundedness with respect to
B4. The nonlinear damping ds—term counteracts the potentially destabilizing effect
of the observer error é’l multiplied with the unbounded ws—term. Moreover, the
design parameter v, is introduced to make possible improved compensation of the
disturbances appearing in the e4;—dynamics.

Summary — approximate backstepping control law

The main difference in the approximate backstepping control law compared to exact
backstepping, is due to new definitions of the cancellation terms >3 and >4, where
the analytic expressions for 3, = &, and 3; £ a3 are replaced with estimates 82
and 83, respectively. Furthermore, some additional design parameters vs and vy
are introduced in the stabilizing functions a3 and 4 for improved compensation
of the estimation errors 3, and (5. The complete set of equations describing the
approximate backstepping control law is summarized below:
The approximate backstepping control law

o, \ "
u(y, Xy, 2,) = (515253 (.%2) [y,(fl) + a4] , (9.51)

stabilizes the system in the error coordinates

€1 =Y —Yr
€=Ul —Yr —
€3 = Uz — Yr — Q3

_ .3
€4 = U3 — Yr Qas,

(9.52)

and thereby solves the problem of practical asymptotic output-feedback tracking for
the electro-pneumatic clutch actuator (9.6). The wirtual control variables are

Uy = 51 )
uy = b1 (y) &, ) (9.53)
g = by (1) bas (8,2



and the stabilizing functions are defined by the following expressions:

a1 (y,yr) = —cre; — ¥y
a2\ Y, gla’gvyhy?“) = —€1 — G263 — Z2

A s R 9.54
@z (Y,815 825 Yry Urs Yry 52) = —V3€y — (C3€3 — d3w32,€3 — X3 ( )
P SN . 3) 72 v
ay |\ Y, 517 527 Lys 25 Yrs Yrs Yry y7(" )7 53) - _l,_ie?) — C4€4 — d4w264 - 247
where ¢y, -+ ,c4 > 0, d3,dy > 0 and v3,v4 > 0 are design parameters. The time-
derivatives of s and a3 are estimated with the reduced-order observers
62 = —ly- (éz + l2a2) ) Bz = 62 + laas
: (9.55)

63 =—l3- (63 + l3a3> ; 33 = &3 + I3,

where [, 13 > 0 are design parameters which determines the time-constants of the
filters, given as 79 = 1/l and 73 = 1/I3, respectively. The cancelled observer dynam-
ics YJ; and the nonlinear damping disturbance gains w;, i = 1,--- ,4, respectively,
are given by

X1 (y) = ky

2o 9751,5,%> = bikoy — 5P — 25 fi — 35fr + b — cugy

S (180,80, ) = (%€ — buka) (&4 + kuy) —

~ ~ . ~ 9 ~ 9 ~ P . ~
24 <y,§1,§2, Z>$u,53> = (%—byl + bl%%) (51 + k‘ly> + 5152%52 — bibabs 5228, — f35

(9.56)
and
w1 = 1
Wy = C1 + /ﬁ
w3 %52) = %—bylfz (9-57)

PPN 0
Wy yaf%xv> = 63_1;1 + blb28iy2‘

The main properties of the approximate backstepping controller are summarized
in the following Proposition:

Proposition 37 (Approximate Backstepping Controller) Consider the output-
feedback controller consisting of the observer (9.9) and the control law (9.51)-(9.57)
applied to position tracking of the electro-pneumatic clutch actuator (9.6). For
bounded initial conditions, and any sufficiently smooth reference trajectory vy, (t),
assuming the observer is exponentially stable in the feasible region Xy of the model
(9.6), the following properties hold for the closed-loop system in the feasible region
Xo of the model (9.6):

i) Boundedness: All signals of the closed-loop control system are bounded.
ii) Practical exponential tracking: The closed-loop system has an exponentially
practically stable equilibrium at (e,X,,3) = 0, which means that the controller
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achieves exponential tracking within a certain precision ey which depends on the

upper bound of the estimation errors 3, and [:
lim [y (¢) — yr (1)] < eo.
t—o00

iii) Robustness: The closed-loop system is robust to bounded disturbances enter-
ing additively in the system dynamics (9.6). These disturbances can be exogenous,
or caused by model mismatches due to simplifications, parameter errors or unmod-
eled dynamics. More precisely, the system is exponentially input-to-state practically
stable (ISpS) with the disturbances as inputs. This means, in particular, that in
the presence of bounded disturbances, the controller exponentially achieves track-
ing within a certain precision ey + Ag, which depends on the upper bound of the
disturbance § (Ag) and the estimation errors 3, and 35 (e):

i [y () =y (1) < eo + Ao

Proof. The main part of the proof is identical to the proof of Proposition 34, and
we only outline the differences. . .

We first establish the properties of the estimation errors 8, and 35. In the region
of validity Ap, the model (9.6) and the observer (9.9) are smooth in the actuator
states X = [y, v, p, &, 2], the estimates %, = [£,, &, &y, 2|7 and the control input u.
Since the reference trajectory z, and the estimates 82 and Bg (for continuous a, and
a3) are smooth, the approximate backstepping controller (9.51)—(9.57) produces a
control law u and stabilizing functions a;, i = 1, - - , 4, that are smooth in ¢. Conse-
quently, by Proposition 36, the estimation errors 3, and [3; are bounded according
to

Bt)] <

5, 0] < [B(O)] e+ a0l

From the proof of Proposition 36, we have that the error dynamics can be written
as

52 = —1252 + dp (t)
By = —l3B;+ds(t)

A Lyapunov function which establishes the ISS property of this error dynamics is
given by

1-~ 1-
Vg = 552+§53

11~ 2
= 5
whose derivative can be written

. ~2 ~2 ~ .. ~ ..
Vi = =128y — I35 + Bytig + B3irs.



Using completion of squares (Lemma 26), we obtain

~ l~ 1
Bii < 38 + 5t i=12,

which is used to show that Vﬁ satisfies
O

. lg~2 l3~2 1 .. 2
< _Zpt_ B _ _
Vs< =50 263+2120‘2<t) * o

Denoting Iy £ L min{ls, I3}, with B £ [3,, 357 and & £ [éi, és]”, we can write
Vs < -l ‘,3‘ Tor |04’

1 2
= =2V, &
Vs + o181
which establishes that the error B is exponentially input-to-state stable (ISS) with
respect to ¢ (1) as input.
Next, we establish that the dynamics of the system in the error coordinates
e1,- -+, eq,is ISS with respect to the observer errors & 15 62 and 63 as inputs. Consider

the CLF (V}) from the final design step

1 1 1 1
V; = 56% + 56% + 2—1/3€§ + 2—1/46421
L 7
= = Pe )
5¢ Pee
where P, £ diag{1,1,v3",v;'} and e £ [e1, ey, e3,e4)7. Substitute ¢; = ¢ + dy,

Cy = Co + d2w2, c3 = C3 + k3 and ¢4 = ¢4 + K4, such that the time-derivative can be
written

. _ 2 _ 9
Ve = —cie] —cee5 — —e53 — —e)
Vs Vg
ds dy

7 2, 2
—d, €3 — dyesws — —ews —

2 2
—ejw
0, (AW
- - 1 - -
+e1§; + eawody + —eswsl; + —eqwaé
V3 Vy
——e5 — —e; — —e33, — —e4 4.
- St = —eafy — il

Using Lemma 26 (completion of squares) to obtain the inequalities

~ - 1 -2
e1§; < dle%+_*€l

e2w251 < d2€2w2 4d2§1

eiwiél < de? —§1, 1=23,4
1 -2

eiﬁi—l S HZG + 51 1> 1= 374a
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we can show that V, satisfies
2 03 9 G4 o

o,
Vo = —cie] —cee; — —e3 — —e;
Vs V4

N 1 L 1 N 1 N 1 52
Ad, Ady  Avsds  Avgdy ) !
1 -2 1 -2

+4V3/£3 2 41/4/<a453‘
Denoting
Co é min {61, 62, 63, 64} s
1 1 1 1 \!
dy £ (=+=+—+
0 (dl dg ngg V4d4
A .
voko = min{vsks, Vaky},
we get
. 1 =2
V. < —coe'P e+ 51 B
4V0/<J0

This proves that the e-system is ISS with respect to the observer errors S 15 BQ and
B4 as inputs. _

Preparing for analysis of the complete (e,X,,3)-system, we show, using the
inequality é’f < |}~cu|2 < %VO, that the derivative of V, in terms of V., V, and Vj,
satisfies B

1 1
V, < —2c0Vod—V, +

Vs.
4d00 21/0/'{0 A

A Lyapunov function for the complete (e, %, 3) system is given by

V = Ve+moVo+m5V5
1 -2
= Se"Peetm,V, + % 3| (9.58)
where m,, mg > 0 are positive constants which is determined below. In order to
obtain an ISS bound on the tracking error ey () £ y (t) — y, (t), we need to rewrite
V in terms of V. With this in mind, we show that the derivative of V' in terms of

Ve, V, and Vj satisfies

V = Ve+m0V +m5V5

1 2 1 e 12
< =2 o (—2a,V, é —21 —
< coVo+ dCV+2V0/{OV5+m ( Vo + 7, | |)+m5( °VB+2Z |a|)

1 1
= —2¢V. — [ 2moa, — —— |V, — | 2mgly — —— | V| oY |0
Co (ma 4dog> (mBO 2V0H> 5+ Mo, |6 + ! 2.

Taking

1
2 (v, — o) doc
I S
4(l, — o) voko

>

>

mg



we get
: m
V < —2¢V, — 20m,V, — 20msVs + my7, |8]° + 2_l5 &l
0

By choosing ¢ so that it satisfies
0 <o <min{cy, @, lo},

we ensure that both scaling factors m, and mg are finite and positive, and that Vv
satisfies

Vo< —20(V,—m,V, - mgvg>+mo%\6| + "Ia!
= =20V +myy, |0 + | 2.

This proves that the complete (e, X, B)—system is ISS with respect to the distur-
bance d (t) and & (t) as inputs.
We proceed to obtain an ISS bound on the tracking error e; (t) = y () — y, (t).
Using Lemma 28 for both inputs d (t) and & (t), we obtain
—20. 070
V(1) SV (0)e " +=2 8 (1) +4l I ()13

oo !

where we use the simplified notation V () = V (e (t),%,(1),8 (t)) From (9.58),

we note that
|el\2 <elP,e <2V,

and obtain an ISS bound on the tracking error e; (t) = y (t) — y, (t) according to
MoV,
alt) < 2V () H TS O + 5o e ()]
4
—o-t mo’YO
len ()] < V2V (0)e 7" + 10 OI% + /5 l = || (1))

where both  (¢) and & (t) are viewed as inputs. Here, we denote the bounds corre-
sponding to d (t) and & (t), respectively, by

A é mof}/o
N 18t

A
w0 2[5l )

An upper bound on the final tracking precision Aqg + €g, is then given by
im [y (1) = g, ()] = Jim e () = Ao + o,

which reduces to ey without disturbances, i.e., for § (t) = 0.

The boundedness of the uncertain derivatives of the stabilizing functions, is a
property which is inherent of the controller design. Therefore, we may view & () as
an internal controller error rather than an input. In this case, the (e, X, 3)-system is
said to be exponentially input-to-state practically stable (ISpS) with respect to 8 (¢)
as a disturbance input. Without the disturbance, i.e., for § (¢) = 0, the equilibrium
(e, X, B) = 0, is then said to be exponentially practlcally stable. =
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9.3 Robust output-feedback control system

The complete tracking control system for the electro-pneumatic actuator (9.6) con-
sists of three main components, illustrated in the block diagram in Figure 9.2:

Reference Model For arbitrary reference inputs r, the reference model gener-
ates a smooth reference trajectory y, and its time-derivatives, given by z,

2 [y e )

State Estimator Based on a nonlinear model of the actuator, and using the mea-
sured position y and the control input u, the observer (9.9) provides estimates
of the unmeasured states %, = [v,p, y, 2]T of the actuator.

Control Law Based on a nonlinear model of the actuator, the controller use the
measured position y and the estimate X, of the unmeasured states to compute
a control input uw which makes the actuator position y track the reference
trajectory .

r Reference Z, _
Model o Control Clutch
Tracking » Law “ utc Y
Reference Actuator
Controller
System
. u
X, State
Estimator y

Observer

Figure 9.2: Block diagram illustrating the structure of the output-feedback track-
ing controller.

9.3.1 Reference model

The reference model is given by (9.2)—(9.3), described in Section 9.1. We determine
the properties of the reference model by the single design parameter )\,, referred
to as the design bandwidth of the reference model. Since A, determines the time-
constant of the reference model, it is also viewed as the design bandwidth of the
closed-loop control system with respect to tracking the reference input r with the
actuator position y.



9.3.2 State estimator

To obtain a robust solution, we use the re-designed robust observer given by (8.123),
page 147, rather than the nominal observer (9.9) which was used in the backstepping
design of the control law in the previous sections. In the robust observer, smooth
saturation and projection of the observer states £; and &,, and smooth saturation
of the control input u, is used to constrain the estimates v, p and Z, to the feasible
region x, of the model (9.6). Hence, global exponential stability of the observer
x, is obtained for Vx, € Ap. For simplicity of notation, we denote the estimate
obtained from the robust observer (8.123) simply by X,, i.e., dropping '7” and ’P’
in X[ .

The estimation properties of the observer is determined by the design bandwidth
Ao, however, the upper and lower bounds, X, ., and X, 1,, have a strong influence
on the initial convergence properties, and should be tightened as much as possible
in order to improve the initial convergence of the observer.

9.3.3 Control law

The control law is given either by the exact backstepping design (9.30)—(9.35), or
the approximate backstepping design (9.51)—(9.57), where the observer estimates X,
are replaced with the estimates obtained from the robust observer (8.123)—(8.125).
The actual control input u, is taken as

where 7, (u) is the smooth saturated control input used in (8.123). Since the pro-
jected estimates from the robust observer are smooth, the smoothness of the back-
stepping control law is preserved. Furthermore, since the estimates from the robust
observer are constrained to the feasible region X} of the model, the properties es-
tablished by either Proposition 34 (page 170) or Proposition 37 (page 182), are
now valid, globally. Hence, the controller achieves global robust output-feedback
(practical) tracking.

In the following, we will implement and analyze only the approximate backstep-
ping controller, given by (9.51)—(9.57).

9.4 Simulation results

In this section, we present some characteristic simulation results when the approx-
imate backstepping controller is applied to output-feedback tracking of the electro-
pneumatic clutch actuator (9.6). We analyze the performance of the controller with
a sinusoidal reference trajectory, which results in a relatively simple tracking task,
but which demonstrates well the properties of the controller. The reference trajec-
tory y, (t) is generated from the reference model using the sine wave input

2
r(t) = Ry + Ry sin <%-t>,
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with bias Ry = 8 mm, amplitude R; = 4 mm, and period 7" = 1.0s.

The reference model is implemented with poles placed at s = —\,., with A\, = 50.
This corresponds to a time-constant 7,, = 5/, = 0.100s for the critically damped
bth-order reference model. The observer gains k; and ko of the reduced-order ob-
server (8.123), is placed according to (8.111) with the single design parameter A,
referred to as the design bandwidth of the observer. We illustrate the performance
using the following observer settings:

A=25 = ki =50 ky=05-103
>\o =50 == kl =100 k’g =22-10°
Ao =100 = k; =200 ky=28.9-103.

The observer is implemented with upper bound %X, 1, lower bound %X, 1,, and smooth-
ing width e, set according to

R, = [200mm/s 995kPa 1 0.5mm]"
R = [~200mm/s 105kPa —1 —0.5mm]"
e, = [tlmm/s 1kPa 0.01 0.001mm] .

Furthermore, the feedback gains Iy and I3 of the derivative observers (9.55) are
implemented with [, = I3 £ lg = 200, which corresponds to low-pass filtering with
time-constants 7o = 73 = 1/l3 = 0.005s.

Controller scaling factors v3 and v,

In this subsection, we illustrate the effectiveness of using v3 and v, to attenuate the
disturbing effect of the estimation errors 3, and [35, introduced by the simplification
of the exact backstepping controller. The tuning of v3 and 4 is simplified by
introducing the single design parameter v. > 0, and take v3 and v4 according to the

rule
Vg = V.
Vyg = UV V3.

(9.59)

In order to isolate the effect of 52 and 33, the closed-loop controller is simulated
without initial transients, and with zero feedback gain in the controller, i.e., c. = 0.
We initialize the observer to produce zero initial error, X, (0) = 0, which is equivalent
to simulating the controller with full state-feedback since %X, (t) = x, (¢) for V¢ > 0.
Furthermore, we chose the initial value of the state vector of the reference model
z, (0) to produce e (0) = 0. This is referred to as trajectory initialization, which
together with full state-feedback (i.e., zero observer errors), eliminates the initial
transients of the closed-loop system.

Figure 9.3 plots three simulations for increasing values of v.. The estimation
errors (3, and (5 cause errors which destroy the asymptotic tracking properties of
the closed-loop system. However, as illustrated in the figure, the effect of the errors
52 and /3 5 reduces for increasing v,., and the asymptotic tracking performance of the
closed-loop system is approximately recovered for high v..
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Figure 9.3: Simulations illustrating the effect of the scaling factors v3 = v, and
Vy = V3.

Analyzing the stabilizing functions (9.54), we see that high v, in effect, imple-
ments high gain compensation of the error e; due the the cancellation term —rv3e,
in the the third stabilizing function as. Likewise, will high v, implement high gain
compensation of the error e3 due to —v4/vs - e3 in ay. However, too high values of
v3 or vy is undesirable, as it may make the controller prone to introduce chattering
— high-frequency switching — in the control input, and sensitive to noise in the
measured output .

Remark 38 Both the simulations and experimental results show that a good com-
promise between high compensation of B4 and 35 and a reasonably low gain which do
not introduce too high control effort, is to take vs and v4 using (9.59) with v, = 10%.

This s, however, a coarse choice, and fine tuning of v. should provide a more optimal
value.

Controller feedback gains ¢, ¢, c3, and ¢y

In this subsection, we demonstrate the effect of the controller feedback gains ¢y, ¢, c3,
and ¢4 on the convergence properties of the output-feedback tracking controller. We
choose the controller gains with a single design parameter c. according to the simple
rule

€l =Cy=1C3=0C4=C, (9.60)
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When ¢y, ¢2,c3 and ¢4 are given by the above tuning law, we refer to c. as the
controller gain. Like for the v—parameters, this is a very course choice, such that
fine tuning of each parameter individually for a given application, should provide a
more optimal controller gain setting.

We use observer gains k; and ks set according to a bandwidth of A\, = 50, and for
the controller scaling factors, we take v, = 10* with v5 and v, determined according
to (9.59). In order to illustrate the strong convergence properties of the closed-loop
control system, the observer is initialized with the simple choice

%, (0) = [ (0),5(0) .2, (0), 2 (0)]" = [0,0,0,0)".

P

Since we replace X,, with its saturated and projected version X,

controller, the actual initial values of the observer becomes

- in the implemented

%0 (0) =[9(0),p(0),2,(0),2(0)]" = [0, Py,0,0]",

due to the lower bound on the pressure estimate, py, = F,. Also for illustration of
convergence properties, the state of the reference model z, is initialized with the
simple choice z, (0) = 0, rather than using trajectory initialization.

20

E
E
> -~ T (=10
(cc = 25)
| (c. = 100)
0 / 1 1 1 1 J
0 05 1 15 2 25 3 =50
5 Ao =50
E s =200
> v, = 10000
>
1 -
o .

: ‘ —  x,(0)=[0P,00]"
15 2 25 (=0

t [s]

Figure 9.4: Simulations illustrating the effect of controller feedback gains c¢;, i =
1,---,4, set according to ¢; = c..

Figure 9.4 plots the simulated tracking performance for increasing values of c..
For ¢. < 100, the output y of the actuator hits its physical constraint (y,, = 18 mm)



during the initial transients of the controller convergence. The initial transients in
the controller are caused by initial observer errors, X,, # 0, and initial errors in the
e-system, e # 0. For all ¢, = {10, 25,100}, the tracking error e; = y —y,., converges
to approximately zero, i.e., practical tracking is recovered after the exponentially
converging transients. We see from the figure that the control input saturates during
the initial transients, and that the control effort increases with increasing gain.
However, once the tracking task is met, the control effort lies well within the available
control, u, € [—10,10] V.

Observer feedback gains — bandwidth A,

In this subsection, we demonstrate the effect of the observer feedback gains k; and
ko on the convergence properties of the output-feedback tracking controller. As
proposed in Subsection 8.4.4 (page 139), we determine the observer gains according
to (8.111) using the single parameter \,, referred to as the design bandwidth of the
observer.

The parameters and initial conditions are in accordance with the simulations
presented in the previous subsection, except the controller gains, which are set ac-
cording to ¢, = 50, and the observer gains, which are set according to different
values of the design bandwidth A,.

20
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Figure 9.5: Simulations illustrating the effect of observer gains k; and ko, which
are given by the observer bandwidth, A,.

Figure 9.5 plots the simulated tracking performance for increasing values of \,.
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With respect to initial controller transients, the effect of increasing A, is very similar
to the effect obtained when increasing controller gain c¢.. With a perfect model,
however, the final tracking precision is obviously determined only by c. and not
A, (since the observer error converges to zero, X, = 0). For sufficiently high A\,
(for a given c.), the controller avoids that the output y of the actuator hits its
physical constraint during the initial transients. High ), also reduces the undesirable
oscillations appearing in the control input during initial transients when the initial
observer error X, (0) is large.

Dynamic friction compensation

In this subsection, we illustrate the effect that the dynamic friction compensation
of the backstepping controller has on the tracking performance. Because of the
dynamic friction model

fr(v,2) = Dyw+ K.,z+ D,

= Do+ K,z+ D, (U—&M z)
e ®
in the observer, the backstepping controller has an inherent dry friction! compensa-
tion by design. To illustrate the effect of this dry friction compensation, we imple-
mented a simplified backstepping controller design, replacing the dynamic friction
model with the simple static model

including viscous friction only.

We use a controller gain ¢, = 50 and observer bandwidth \, = 50. Otherwise,
the parameters and initial conditions are identical with the simulations presented in
the two previous subsections.

Figure 9.6 plots the tracking performance with and without dynamic dry friction
compensation in the observer used in the backstepping design. The backstepping
controller whose design is based on a static viscous friction model, and therefore
do not have dry friction compensation, naturally, is not able to track the reference
trajectory during a change of direction in ¥, (¢). In order to be able to track the
reference during a change of direction in y, (¢) in the presence of dry (Coulomb)
friction, the controller need to anticipate the change in friction by a corresponding
pulse in the control input. This is seen from the behavior of the control input for
the approximate backstepping controller with a dynamic friction model.

Remark 39 By increasing the feedback gain c. and the observer bandwidth \,, the
backstepping controller design without a dynamic friction model, will to a certain
extent attenuate the lack of dry friction compensation. Furthermore, if changes
in direction of y. (t) are slow, then the resulting tracking error due to dry friction
becomes smaller compared to faster changes. Hence, for slow tracking tasks, the
dynamic friction model may be omitted from the design, without introducing large
tracking errors.

L Dry friction is also commonly referred to as Coulomb friction.
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Figure 9.6: Simulations of the controller with and without dynamic dry friction
compensation.

9.5 Experimental results

Here we present some characteristic experimental results when the approximate
backstepping controller is applied to output-feedback tracking of the electro-pneumatic
clutch actuator of the test rig described in Section 2.1.

The observer and controller are implemented with the model parameters sum-
marized in Table 6.1. The design parameters are generally the same as in the sim-
ulations, and are also printed in each figure: The reference model is implemented
with A, = 50, corresponding to a time-constant 7, = 5/\, = 0.100s. The robust
reduced-order observer (8.123) is implemented with bounds and smoothing width

R, = [200mm/s 995kPa 1 0.5mm]"
= [-200mm/s 105kPa —1 —0.5mm]"
e. = [lmm/s 1kPa 0.01 0.001mm]",

Xu,lb

and observer gains k; and ko according to a design bandwidth of A\, = 100:
Ao =100 = k; =200 ky=8.9-10%

The feedback gains Iy and I3 of the derivative observers (9.55) are implemented with
lh =13 & ls = 200, which corresponds to low-pass filtering with time-constants



CHAPTER 9. NONLINEAR OUTPUT-FEEDBACK CONTROL 195

Ty = 73 = 1/lg = 0.005s. The controller is implemented with the scaling factors
v3 = 10* and v, = 108, while we present results using two different gain settings

Moderate gain: (c. =50) ¢; =50 ¢ =50 ¢3=50 ¢4 =50
High gain: cp =400 c9 =50 c¢3 =50 ¢4 =50.

The logging of an experiment is set up to be triggered after an initialization of the
observer, while the reference input r (t) and the state z, (t) of the reference model
are not initialized at the beginning of a logged experiment. The initial actuator
states

x(0) = [y (0),v(0),p(0),,(0),2(0)]",

are different for each experiment, and are printed in the figures in the units [ mm)],
[mm/s|, [kPa], [—], [mm], respectively. Like in the simulations, we illustrate the
strong convergence properties of the output-feedback controller using the simple
choice of initial observer states:

%, (0) = [0(0),5(0),%, (0), 2 (0)]" =[0,0,0,0]",
which due to the lower bound py, = F, on the pressure estimate, becomes

%P _(0) =1[0(0),p(0),2,(0),2(0)]" =0, Py,0,0],

U,

after saturation and projection in the implemented observer.

Sine wave reference input r (¢)

In this subsection, we validate the performance of the controller with a sinusoidal
reference trajectory. The reference trajectory y,. (t) is similar to the simulations in
the preceding sections, i.e., it is generated from the reference model using the sine
wave input

2
r(t) = Ry + Ry sin <%-t>,

with bias Ry = 8 mm, amplitude R; = 4 mm, and period 7' = 1.0s.

Figure 9.7 illustrates the measured tracking performance of the output-feedback
controller for a sinusoidal reference trajectory with the observer and controller gains
set according to A\, = 100 and c. = 50, respectively. With these observer and
controller settings, the control law produces a smooth control input, where the
amplification of measurement noise is negligible, and the convergence of the observer
and tracking error is fast and monotonic, i.e., without oscillations. Clearly, the
tracking performance can be said to be good, with reasonably small tracking errors.

For the given controller setting, the plotted experiment is representative for the
tracking performance of the controller when subjected to similar types of reference
inputs. That is, with feedback gain ¢, = 50, tracking is good for reference trajectories
with a frequency content in the range up to about f = 7T~! = 1Hz, like the sine
wave in Figure 9.7. However, the controller is not able to track faster changes
in the reference trajectory without increased tracking errors. In order to ensure
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Figure 9.7: Measured tracking performance with feedback gains in the observer
and controller gains set according to A\, = 100 and c. = 50, respectively.

good tracking with this controller setting for all possible reference inputs r (¢), the
bandwidth of the reference model must be lowered so that it low-pass filters the
reference input 7 (t) with a cut-off frequency less than 1Hz. This is achieved with
A = 25, which gives a time-constant of 7, = 5/25 = 0.200s, and where the cut-off
frequency in Hz is given by

1 Ar

2nT, 107 0.8 Hz

Je

In this case, the plotted experiment is representative for the tracking performance
of the controller for arbitrary reference inputs r (¢).

With the reference model implemented with A\, = 50, the time-constant is given
by 7, = 5/\, = 0.100s, giving a cut-off frequency of f. = 1.6 Hz. For the controller
gain set according to ¢, = 50, the controller is not able to track the reference y (¥)
for arbitrary inputs in r (t) without tracking errors. In the following experiments,
rather than reducing the bandwidth of the reference model to A\, = 25, we increase
the feedback gains in an attempt to achieve acceptable tracking performance for
A = 50. This is done at the expense of higher control effort, which reveals a
limitation of the achievable bandwidth of the closed-loop tracking controller caused
by unmodeled valve dynamics.
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Square wave reference input r (?)

In this section, we validate the performance of the controller when tracking a filtered
square wave reference. That is, with the reference trajectory y, (t) generated from
the reference model using the square wave input

r(t) = Ro + Ry sgn [sin (2% t)} :

with bias Ry = 8 mm, amplitude R; = 4 mm, and period 7' = 1.0s.

In the following experiments, we use the controller gains ¢; = 400 and ¢y = c3 =
¢4 = 50. This controller setting is a compromise between high tracking performance
and low control effort.
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Figure 9.8: Measured tracking performance for a filtered square wave reference
trajectory y ().

Figure 9.8 illustrates the performance when attempting to track a filtered square
wave trajectory, where tracking errors and high control effort occur during fast
changes in y, (t). This experiment is representative for the worst case tracking per-
formance for the approximate backstepping controller with a closed-loop bandwidth
set according to A, = 50. The cause for the high control effort is the high feedback
gain ¢; = 400, which is necessary in order to track y, (t) without unacceptable track-
ing errors during step changes in 7 (¢). Furthermore, by increasing the other gains
co, C3, C4 the tracking performance improves, however, the control effort increases
and produces a more aggressive control input.



Notice that the actuator starts initially with a chamber pressure which equals the
supply pressure Pg = 1031 kPa, meaning that the actuator produces the maximum
possible actuation force?. This again means that the actuator is fully disengaging the
clutch, and that the actuator starts initially at its maximum position, 4, = 16.2 mm.
The high initial pressure p (0) = Ps is the reason for the long initial transient period
before practical tracking is achieved, which is caused by the large amount of air
which have to be evacuated from the actuator chamber.

Step inputs in 7 (¢) produces the fastest change in the tracking reference v, (t)
which is possible for a given reference model setting. The fast changes in ¥, (¢)
is probably a triggering factor for the reduced controller performance during step
inputs in (), as fast changes in y,. (t) results in fast changes in &, and &3 which again
results in large errors in their estimates 3, and 5. As indicated by Proposition 37
(page 182) and simulations, these errors are attenuated for sufficiently high feedback
gains ci, ¢, c3 and ¢4. However, in a practical implementation, measurement noise,
or unmodeled actuator or sensor dynamics, will limit the maximum implementable
feedback gain. Upon examination of the observer performance, the limiting factor
on maximum achievable bandwidth for this application, appears to be unmodeled
valve dynamics which is excited by high-frequency control inputs.
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Figure 9.9: Measured closed-loop observer performance with the approximate
backstepping controller subjected to a filtered square wave reference trajectory y (t).

Figure 9.9 plots the corresponding observer performance for the experiment plot-
ted in Figure 9.8. During step changes in r (¢), where the control law produces fast

2The strange peak in the position just before the actuator starts to move is not the actual
movement of the actuator, but an error in the measurement due to an elastic deformation of the
sensor bracket, which occurs when the actuator push towards the physical constraint of the clutch
with excessive force.
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changes in the control input u,, the estimated velocity © exhibits an overshooting es-
timate which is caused by errors in the pressure estimate p. This error can be traced
to unmodeled valve dynamics, as the spool position of the valve experiences a slowly
converging overshoot after a fast change in u,, which obviously, is not captured by
the simple linear model of the valve dynamics used by the observer.

Considering the above analysis, we make the following conclusion:

Remark 40 The maximum bandwidth of the tracking controller with which we are
able to achieve acceptable tracking performance for arbitrary reference inputs r (t),
1s with the poles of the reference model placed at s = —\,., with \, = 50. This
corresponds to a time-constant of T, = 0.100s for the closed-loop system. For higher
A, the observer performance degrades considerably due to the excitation of unmodeled
valve dynamics for high-frequency input w, (t). Since high feedback gains increases
the control effort, which again increases the frequency content of the input, thus, the
excitation of the unmodeled valve dynamics, the disturbance due to observer errors
can not be attenuated using high gain without introducing chattering in the control
nput Uy.

In the following sections, we further validate the performance of the approximate
backstepping controller implemented with the maximum bandwidth A, = 50, and
feedback gains ¢; = 400 and ¢y = ¢3 = ¢4 = 50.

Arbitrary reference input r (t)

Using a potentiometer as a joystick, we can control the reference input r (¢) manually
in order to illustrate the tracking performance for the approximate backstepping
controller when subjected to arbitrary reference inputs.

Figure 9.10 and 9.11 plots the tracking performance and the corresponding ob-
server performance for an arbitrary reference input r (¢), generated manually by
hand. Notice the tracking errors which occur for fast changes in ¥, (t), which are
primarily caused by observer errors due to excitation of the unmodeled valve dy-
namics, as discussed above.

Typical clutch sequence reference input 7 (t)

A typical clutch sequence during gear-shift, consists of the following sequence:

Full disengagement of the clutch: A gear-shift starts with a full disengagement
of the clutch to disconnect the engine from the drive line. This disengagement
is usually performed as fast as possible.

Disengagement during gear-shift: The clutch is held in fully disengaged posi-
tion during the change of transmission.

Engagement to the slip-point: The engagement to reach the point where the
clutch starts to transfer torque — the slip-point of the clutch — is usually
performed in a precise and relatively fast motion.



20

A, =50

Ao, =100

lg =200

v, = 10000
¢, =400

C,=C3=C,=50

xu(0)=[0P, 0 0]
x(0) =[14.8 0 449 0 0]"

=y-y, [mm]
=

o o1 O

-~

0 0.5 1 15 2 25 3 35

Figure 9.10: Measured tracking performance of the approximate backstepping con-
troller subjected to a reference trajectory y, (t) generated from an arbitrary reference
input r (t).

Engagement through the slip-point: Once the slip-point is reached, it is fol-
lowed by a slow engagement to ensure a smooth torque transfer from the
engine to the drive line.

Remaining full engagement of the clutch: When the clutch engagement has
reached the point where the required torque is transferred by the clutch and the
clutch disks locks up, the remaining full engagement of the clutch is performed
as fast as possible.

Figure 9.12 and 9.13 illustrate the tracking performance and the correspond-
ing observer performance for a reference input r (¢) representing a typical clutch
sequence during gear-shift.
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Figure 9.11: Measured observer performance in closed-loop with a reference tra-
jectory y, (t) generated using a potentiometer as a joystick to produce a manual
reference input r (t).

9.6 Summary

Based on a reduced-order observer for the electro-pneumatic actuator, a robust
output-feedback tracking controller is designed by a recursive observer-based back-
stepping procedure in four steps. The backstepping design is simplified for the two
last steps by using high-gain observers to estimate, rather than calculate analyti-
cally, the derivative of the stabilizing function designed at the previous steps. The
approximate backstepping controller achieves exponential practical tracking within
a prescribed tracking precision, where an arbitrary small precision is achieved by
sufficiently high feedback gain in the observer and controller. The controller is ro-
bust to bounded disturbances (e.g. modeling errors) appearing additively in the
system dynamics. Combined with a robust re-design of the observer using smooth
saturation and projection of the estimates to constrain the estimated states to the
region of validity of the design model, these strong properties of the controller hold
globally.

The controller is in essence tuned according to four main design parameters: The
observer gains are set according to the design bandwidth \,, and the feedback gains
and scaling of control law according to ¢. and v.. The parameters of the reference
model are determined according to the design bandwidth ., which is also viewed
as the design bandwidth of the closed-loop tracking controller since it determines
the time-constant 7, of the tracking of the reference input r.

The experimental results show that the maximum achievable bandwidth of the
controller is limited by unmodeled valve and pressure dynamics. The controller
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Figure 9.12: Measured tracking performance of the approximate backstepping
controller when subjected to a reference trajectory y (¢) representing a typical clutch
sequence for a gear-shift.

achieves accurate tracking for arbitrary reference inputs r for design bandwidths
A < 50, where A\, = 50 corresponds to a time-constant of 7,, = 0.100s.
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Chapter 10

Conclusions

This thesis deals with the design of an position tracking controller for a single-acting
pneumatic cylinder actuator operated by a three-way proportional valve, using only
position feedback. The considered applications are clutch actuation in automated
manual transmissions (AMT), and clutch-by-wire (CBW) solutions, in heavy-duty
trucks. Particularly, the latter application requires precise and fast position tracking.

For electro-pneumatic actuators in general, the main obstacles with respect to
control design, are the high compressibility of air in combination with low damping,
and nonlinear flow and friction characteristics. Additionally for the clutch appli-
cation, the actuator operates against a highly nonlinear clutch compression spring,
which constitutes the main load of the actuator. The lack of sensors to provide state
measurements for feedback, is another severe contraint on the control system, which
further complicate the design.

State of the art

The introduction of Chapter 1, is one of the main contributions of the thesis, provid-
ing a survey of the most relevant literature on the modeling and control of electro-
pneumatic actuators, and reviews selected nonlinear control theory not yet applied
to pneumatic actuators.

The nature of pneumatic actuators is well understood, and accurate models de-
scribing their dynamics exists. Still, there are untapped potentials of improvements
with respect to aspects regarding parameter estimation and control design. That
is, the most accurate models are not particularly suited for control and parameter
estimation, i.e., they are in forms which exclude the application of existing solutions
for nonlinear output-feedback and adaptive control available in the literature.

The literature related to control of pneumatic actuators applied for clutch actu-
ation is scarce, with results reported mainly by two researchers. On the other hand,
the literature on control of pneumatic actuators, in general, is relatively rich, with
several research groups doing research on the topic the last two decades.

With a few exceptions, the results from this research on control of pneumatic
actuators, address full state-feedback control, i.e. , assuming all states being mea-
sured. The introduction of this thesis provides an overview of these results on
state-feedback control strategies applied to pneumatic actuators, grouped into three
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main categories where the essence of the solutions in each category is extracted and
described in detail.

Only a few papers address output-feedback control, or observer design for pneu-
matic actuators, where most results are primarily based on linear control theory.
The reason for the few results on output-feedback control of pneumatic actuators, is
likely due to the lack of constructive procedures for designing observers for nonlinear
systems in general. However, for certain classes of nonlinear systems, solutions for
contructive observer design do exist. The largest of these classes being feedback
linearizable systems which comprises pneumatic actuators, where a constructive
high-gain observer design applies. In the last part of the introduction of this thesis,
we provide a review of the main results in the nonlinear output-feedback control
literature that is applicable to pneumatic actuators.

Modeling

Chapters 26 of Part I of the thesis, address the modeling of the system in the con-
text of nonlinear and adaptive control. That is, besides accuracy, emphasis is laid
on deriving models that have particular properties like smoothness and parameter-
affinty. Smoothness makes the resulting model fully feedback linearizable, thus, ap-
plicable for existing solutions for output-feedback control using high-gain observers,
while parameter-affinity, facilitates parameter estimation and the design of adap-
tive controllers. Main contributions in this regard, is the unified treatment of the
modeling of the complete electro-pneumatic clutch actuation system (which until
this has been missing in the literature), and improvements of particular models of
pneumatic actuators. In particular, Chapter 5 on flow modeling provides a refined
review of existing models, and proposes new models with improved, or optimalized,
properties with respect to parameter-affinity, applicability to nonlinear control, and
accuracy.

Observer design

In Chapter 8, the lack of sensors to provide full state-feedback, is solved by designing
nonlinear observers to estimate the unmeasured states based on the measured posi-
tion. Rather than applying the existing constructive design procedure for high-gain
observers that require a transformation to the normal form, the thesis pursues the
more novel approach of designing a nonlinear observer in its original states, based on
insight to the inherent stability properties of pneumatic actuators. The main con-
tribution of the thesis, is the work presented in this chapter on the design of simple
nonlinear observers for pneumatic actuators, where it is shown that by understand-
ing the dynamical properties of pneumatic actuators, simple nonlinear observers can
be designed by utilizing the inherent stabilizing nonlinearities of the pneumatic ac-
tuator. The main advantages of this approach is that the observer states are the
actual physical states rather than the transformed states (e.g. pressure rather than
acceleration); that the observer does not require high-gain to guarantee stability;
and that the observer is compatible with an output-feedback control design by an
observer-backstepping approach. Two specific observer designs are proposed. Their
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most important properties are demonstrated by simulations, and their performance
is validated experimentally, both with open-loop and closed-loop control inputs.

Control design

The high compressibility, combined with the low damping, and the significant nonlin-
earities in the system, makes high-performance tracking difficult, or even impossible,
without model-based nonlinear feedforward compensation of some sort.

In Chapter 9, a model-based nonlinear tracking controller is designed by a re-
cursive observer-based backstepping procedure in four steps, based on the nonlinear
observer design of Chapter 8. In each step of the design, the nonlinearites are
cancelled, i.e., implementing model-based nonlinear feedforward compensation, and
replaced with tunable feedback terms to give the desired closed-loop dynamics. This
type of backstepping designs can be referred to as a cancelling backstepping design.
In contrast to the state-feedback case, where cancellation of stabilizing nonlinearities
may result in a controller which is not robust to model errors, this observer-based
cancellation design is robust because it is applied to the exactly known observer
dynamics.

In addition to a design based on exact backstepping using the exact derivatives
of the stabilizing functions, an alternative approximate backstepping design is also
presented, where the backstepping procedure is simplified for the last two steps using
high-gain observers to estimate, rather than calculate analytically, the derivative of
the stabilizing function designed at the previous step.

The exact and approximate backstepping controllers are shown to possess some
strong theoretical stability properties: The (approximate) backstepping controller
achieves exponential (practical) tracking according to a prescribed tracking preci-
sion, which can be made arbitrary accurate by sufficiently high feedback gain in
the observer and controller. The controller is also shown to be robust to bounded
modeling errors.

The output-feedback backstepping design was implemented and validated ex-
perimentally on the test rig, demonstrating extremely high tracking performance.
The parameters of the reference model are determined according to a design band-
width A, which can be viewed as the design bandwidth of the closed-loop tracking
controller since it determines the time-constant 7, of the tracking of the reference
input . With the bandwidth of the reference filter chosen lower than the maximum
achievable bandwidth of the controller, the controller achieves accurate tracking of
the filtered reference trajectory v, for arbitrary reference inputs r, i.e., with tracking
errors in the order of magnitude of the sensor accuracy. The maximum achievable
bandwidth of the controller, which is limited by unmodeled valve and pressure dy-
namics, was found experimentally to correspond to a reference filter with bandwidth
Armax =~ 50, corresponding to a time-constant 7, = 0.100s for this 5th-order refer-
ence model. For comparison, a properly tuned PID controller, requiring the same
accuracy, is able to achieve tracking according to a time-constant 7, = 1.500s, that
is, 15 times slower tracking.



10.1 Discussions

This thesis has addressed the main problems related to the design of a control sys-
tem for electro-pneumatic clutch actuation, where the emphasis has been divided
between the modeling of the system dynamics, and the design of observer and con-
troller for clutch actuation. A key factor has been the application of recent advances
from research on nonlinear control theory.

Because of this relatively wide scope, there are several aspects of the work that
have been covered unsatisfactory in this thesis. To show that we are aware of (some
of) them, we briefly summarize important weaknesses with our work, and potential
improvements, below:

Model validation and parameter estimation: Much experimental work has been
conducted during the doctoral period to provide the basis for Part I of the the-
sis on mathematical modeling. However, only a fraction of this work has been
included in the thesis, primarily because similar work can be found in the
litterature on pneumatic actuators.

Comparison with existing output-feedback control strategies: A weak point
of the thesis, is the lack of experimental work that compares conventional con-
trol strategies for pneumatic actuators with the observer-based backstepping
design proposed in this thesis. A main reason for this is that the few output-
feedback control strategies that exists for pneumatic actuators, cause severe
oscillations when implemented on the clutch actuation system, primarily be-
cause they are based on linear techniques which do not handle the clutch
spring nonlinearity. An exception is the simple PID controller, which when
tuned sufficiently slow, i.e., using sufficiently low gain, avoids oscillations.

Comparison with existing state-feedback control strategies: An interesting
analysis would be an experimental comparison of the output-feedback back-
stepping controller, with the existing full state-feedback control strategies for
pneumatic actuators, i.e., the linear PVA controller, the feedback linearizing
controller, and the sliding mode controller, described in the literature review
of Chapter 1.

Observer validation by existing state-feedback control strategies: By imple-
menting experimentally the proposed observers combined with existing state-
feedback controllers, the validity of the proposed observer design, and the
contribution of the thesis with respect to nonlinear observer design and output-
feedback control for pneumatic actuators, would be better emphasized.

Simplifications of the proposed backstepping controller: A main drawback
with the proposed backstepping controller, is its high complexity which makes
implementation time-consuming. With emphasis on simplicity, and avoiding
cancellation of stabilizing nonlinearities, the complexity of the controller has
a significant potential of improvement.
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Experimental analysis of robustness: A thorough analysis of the robustness of
the proposed control system with respect to different types of clutch charac-
teristics, different types of control valves, engine vibrations, wear, etc., would
better demonstrate the validity of the proposed control system.

10.2 Further research

In this section, we briefly outline ongoing and future research that are directly related
to the work presented in this thesis.

The research on nonlinear observer design is currently being refined into a journal
paper, planned submitted by January 2006. The work on a simplified non-cancelling
backstepping design that avoids cancellation of the inherent stabilizing nonlineari-
ties of the pneumatic clutch actuator, will be published in another journal paper,
planned submitted by June 2006. Related ongoing research which will be continued
in the future, is backstepping design applied for clutch actuation using on-off valves
instead of proportional valves, adaptive backstepping and adaptive observer designs
for online estimation of the clutch load characteristic to compensate for wear, and
online estimation of the valve dynamics of on-off valves to compensate for changes
in temperature.

Other more general, but related topics for further research, are improvements of
backstepping in directions of simpler control laws, more relaxed (and optimal) con-
trol laws for reduced control effort, and handling of rate and magnitude constraints
of states. Discrete-time implementation has not been an issue in this thesis, where
a continuous-time design was implemented using a standard Runge-Kutta solver
with a relatively high sampling frequency of 2ms. This approach is justified by the
assumption that computation is cheap, however, this is not always sufficient. The
number of control systems in vehicles increases strongly, hence, in order to avoid an
increase in total cost, an important objective is a reduction in the computational
load, and required sample frequency of each individual control system on the vehicle.
For the electro-pneumatic clutch actuation control system, a reduction of the sample
frequency, e.g. from 2 ms to 10 ms, dramatically increases the demands on the control
system, particularly in the case of output-feedback. Research on output-feedback
control, in directions of discrete-time nonlinear observer design, and discrete-time
backstepping design, is therefore of particular interest.
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Appendix A

Modeling of Static Nonlinearities

Most existing solutions for adaptive control are restricted to systems with parametric
uncertainties which are linearly parametrizable in the uncertain parameters, that is,
the uncertain static nonlinearity can be expressed in a parameter-affine form. In
general, it is advantageous for parameter identification that the parameters of a
model appear in an affine form, because then, the task of identifying the set of
parameters which provides the best fit to a nonlinear function, amounts to solving a
linear convex optimization problem. Consequently, from a parameter identification
point of view, it will often be preferable to model static nonlinearities by parameter-
affine models, and even substitute complicated nonlinear functions in the system
model with approximations that are parameter-affine.

In general, a smooth nonlinear function can be modeled, or approximated, by a
weighted sum of simple basis functions, where increased complexity, simply requires
a larger number of basis functions in order to meet a prescribed accuracy. This is for
example exploited in neural network (NN) models, which are usually composed of a
large number of simple basis functions. With respect to modeling for control, it may
be of interest to exploit the known structure of nonlinearities in order to construct
customized basis functions where the number of basis functions, hence, number of
parameters, are minimal. In this thesis, we employ simple bell-shaped basis functions
to obtain parameter-affine models of the nonlinear load characteristic of the clutch
as a function of position (see Section 3.1), and the flow conductance characteristic
as a function of spool position of each port of the pneumatic proportional valve (see
Section 5.4). Furthermore, we develop two customized basis functions to obtain
a parameter-affine equation for the flow rate through pneumatic restrictions (see
Section 5.2).

This appendix addresses the empirical modeling of smooth static nonlinearities,
using bell-shaped Gaussian and B-spline basis functions. In Section A.1, the gen-
eral formulation of parameter-affine models is briefly addressed, and some notions
of support and support width are made precise. In Section A.3, the properties of the
Gaussian and the normalized Gaussian basis functions, and in Section A.4, the prop-
erties of the B-Spline basis functions, are explored with respect to their capability
to approximate nonlinear functions.

Most of the theory on neural network models are taken from the textbook by
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Nelles, [67]. The neural networks community have adopted their own terminology,
while in this appendix, we use the terminology from the field of system identification
(and statistics). For a reference on the theory of B-splines, see for e.g. [19, Chapter
7].

A.1 Parameter-affine models

In general, a scalar multivariable function, y = f(x), can be modeled in the
parameter-affine form
§ =010, (x) + 010, (x) + -+ + 6,0, (%), (A.1)
which can compactly be expressed in vector form as
28
X g (X
go= [0 0 0] 7
¢, (x)

T
g = 0" 'd)(X)? (A2>

where x € Ay C R™ is a vector of m input variables, y € )JJ C R is the modeled
output, and 8 € Q, C RP is a parameter vector. The regressor elements ¢, (x),
1 =1,2,---p are called basis functions, which can be of various forms. Let the input
set X be defined so that it contains all possible inputs x of practical interest, and
the output set ) such that it contains all possible outputs for x € X'. Furthermore,
for a given set of basis functions ¢ (x), the parameter vector @ is constrained to be
in the in the set .

A.2 Basis functions

In this section we describe some general properties of basis functions, while in fol-
lowing Sections A.3 and A.4, we explore the modeling properties with two types of
bell-shaped basis functions, the Gaussian and B-spline basis functions, respectively.

To better be able to describe the properties of basis functions, we introduce the
notion of support of a scalar function ¢ (x), and for the single-input case, the notion
of support width for ¢ (x). A scalar function ¢ (x) is characterized by its support on
X, which we try to make precise by the following definition:

Definition 41 (Support) A scalar function ¢, (x) € R, x €X C R™ where X is
the input region of interest, is said to have

e local support on X if it is non-zero only on a compact subset X1 C X, hence,
it 18 zero on its compliment X — Xy:
Vx eXy = |o(x)] >0
Vxe(X - X)) = ¢(x)=0.
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e global support on X if it is non-zero on X, except for some singular points

X

Vx eX — {x"} = | (x)| > 0.

e exponentially local support on X, if it tends asymptotically to zero with in-
creasing distance to a finite subset X1 C X:

dist (x,X)) — co = ¢ (x) — 0,
where dist (z,X;) 2 infycx, |z — x]|.

The above definitions applies for scalar functions ¢ (x) € R with multiple inputs
x € R™. In this appendix, we will mainly consider single-input basis functions, ¢ (z)
with z € R.

Activation functions

In neural networks, the basis functions are usually constructed from a simple single-
variable function g (z), called an activation function. A typical choice of activation
function is the Gaussian function

g(z) =e 27, (A.3)

where the basis functions ¢, (u) are often defined using a scaling of the input ac-
cording to u 2 w - x = 1/0? - z, producing a Gaussian distribution with standard
deviation o. Another activation function commonly used in neural networks, is the
inverse multi-quadratic function

g(x) = N (A.4)

Both the exponential activation functions are plotted in Figure A.1.

Single-variable input construction

A set of scalar basis functions ¢, (r) € R, i = 1,2,--- | p can be obtained using an
activation function, like the Gaussian function (A.3), according to
¢; () = g (u; (2)), (A.5)

where each wu; is constructed from the variable z as
w =w; - (T —¢). (A.6)

For the ith basis function ¢, (z), the offset weight ¢; determines the center position

of ¢; (x), while the scaling weight w; determines the width of the function. Fol-
lowing this approach, a set of basis functions ¢ (z) = [qbl (), 09 (), -+, b, (x)]T
are completely described by a center vector ¢ = [¢1,¢a, - - ,cp]T, a scaling vector
w = [wy, wy, - -+ ,w,]", and the characteristics of the activation function g (-).
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Figure A.1: Left: The Gauss function for different scaling of the in-
put signal x, representing normal distributions with standard deviations ¢ =
{1/v1,1/v2,1/V/5} ~ {1,0.71,0.45}. Right: The inverse multi-quadratic func-
tion for a = {1.0,0.5,0.2,0.05}.

Remark 42 We may usually regard the parameter vectors ¢c and w as pre-determined
and fixed parameters of the basis functions, so that the nonlinear function modeled
by (A.2), can be viewed to be affine in its tunable parameters.

Multidimensional basis functions may be realized either by multivariable input
constructions, or by tensor product constructions, briefly outlined in the following
subsections.

Multi-variable input-constructions

A multivariable basis function ¢, (x) may be constructed from a scalar activation
function ¢ (), according to

¢; (x) = g (u; (x)), (A.7)
where x = [z1, - - ,xm]T is a vector of input variables, and the scalar input function
u; = u; (X) can be constructed from x in various ways.

The scalar function input u; can for example be realized by the ridge input
construction

u = wi-(x—c¢) (A.8)

= wi -+ (T1 —cin) o Wi (T — Cim)

where x € R™ is the input vector, c; € R™ is the center vector which determines the
distance to the origin, and w; is the scaling vector which determines the slopes in
each direction of the input variable space R™. For this type of input construction,
the scaling vector w; points toward the direction of nonlinearity of the basis function,
while orthogonal to w; the basis function stay constant.
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The scalar function input u; can alternatively be realized by a radial input con-
struction
ui = |x — ¢y, , (A9)

where the vector norm |z[y, £ /zT%,z determines the slopes in each direction of the
input parameter space R”. The scaling matrix X, is often taken as a diagonal matrix,
where each diagonal element then determines the slope, or scaling in each direction.
The resulting basis functions ¢, (x), are usually referred to as radial basis functions
(RBF), often without weighting, i.e., with u; = |x — ¢;|. An early application of the
radial basis functions were in mathematics as multivariable interpolation functions,
see e.g. [76].

Tensor product constructions

Another alternative for the construction of multivariable basis functions is by form-
ing the tensor product. That is, the ith basis function ¢, (x), is constructed according
to

¢z‘ (X> = gi1 (ull) " Gi2 (uﬂ) “rt Gim (uim)7 1=1,2---,p, (AlO)
where x = [z1, 29, -+ ,xm]T € R™ is the vector of input variables, and g;; (+) is a
scalar function of the jth input variable x; for the ith basis function ¢, (x). The
scalar inputs w1, o, - -+ , Uiy, for the ith basis function ¢, (x) can be constructed
according to

Uiy = W4 (551 - Cil)
Up = Wi+ (Ta — Ci)

(A.11)
Uim = Wim * (T — Cim) ,

and alternatively, by a radial input construction. In the simplest case, a complete
set of basis functions can be constructed using the same activation function g (-),

e.g.,
gbi (X) =4 (uzl) g9 (uz2) """ g (uzm> ) 1= 1> 27 D (A12)

which is usually the case in neural networks.

A.3 Gaussian basis functions

Any smooth nonlinear function

y=[(z), (A.13)

can be approximated with the parameter-affine model
§=0" ¢ (), (A.14)
where the vector ¢ (z) = ¢, (), ¢, (), -+, ¢, ()] € RP is a set of Gaussian basis

functions, defined according to

¢, (z) = emavwile—e)® (A.15)



where w = [wy, wy, - -+, w,]” is a vector of scaling parameters, and ¢ = [c1, ¢z, -+, ¢p)
a vector of center offset parameters.

When choosing scaling and center parameters w; and ¢; for a basis function ¢, (x),
it is useful to characterize the region on which it has support. For basis functions
which are symmetric, i.e., radial basis functions like the Gaussian function (A.15),
it is convenient to introduce the notion of support width, which determines the radial
distance from its center on which it has support. For functions with exponentially
local support, the region with support is somewhat imprecise, hence, we introduce
an equivalent notion of approximate support width, which characterizes the region
on which symmetrical basis functions have practical support, i.e., where it is greater

than some small value € > 0:

Definition 43 (Support width) Let ¢ be a positive parameter that determines the
center of support, and let ¢ (x) be a symmetric, scalar, single-variable basis function
with strictly local support, defined on the interval X, where ¢ (z) is non-zero only
on the interval X, = [c—d,c+ 0] C X, and zero on its compliment X — X1. Then,
the positive parameter § is defined as the support width of ¢ (x), and satisfies

Ve € [c—6,¢c+d] = |p(x)] >0
Ve ¢ [c—6,c+0]= ¢(x)=0.

Definition 44 (Approximate support width) Let ¢ > 0 be a small parameter
which determines the level of significance, and c be a parameter that determines the
center of support of the function ¢ (x). Furthermore, let ¢ (x) be a scalar, single-
variable basis function ¢ (z) with exponentially local support, defined on the interval
X, where |¢ (z)| > € only on the interval Xy, = [c — 6,c+ 6] C X, and |¢ (x)] < & on
its compliment X — X1. Then, the positive parameter 0 is defined as the approxi-
mate support width of ¢ (z), and satisfies

Ve € [c—d,c+0)=|p(x)]>¢
Ve ¢ [c—6,c+ 0= |¢(z)| <e.

The nonlinear test function

1 :
y=f (@) = o e

(x4 10) ’

is used to illustrate some properties with respect to nonlinear function approximation
using the Gaussian basis functions. Some general properties utilizing the Gaussian
basis functions are briefly summarized below. In Figure A.2, some of these properties
are illustrated for the modeling of the above test function (A.16).

(A.16)

e The approximation of increasingly complex nonlinear behavior requires in-
creasing number of basis functions. Too few basis functions, or too small
support width d;, introduce a non-monotonic, oscillating behavior of the mod-
eled output. This is seen in Figure A.2, where in a), the nonlinear test function
is approximated well with p = 9 equally spaced basis functions, while in b),
with p = 5, the output is non-monotonic.
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e The number of basis functions needed to model a particular nonlinear function
may be reduced by customizing the scaling w; and center ¢; of each basis
function ¢, (x), which is illustrated in case c) in Figure A.2.

e Since the Gaussian basis functions have exponentially local support, their ex-
trapolation behavior tend towards zero, that is, ¢ (z) converges to zero with
increasing distance from X.

e The Gaussian basis functions are analytic, i.e., they are C' (completely dif-
ferentiable)

Remark 45 When using basis functions with (exponential) local support, it may be
a problem that the modeled output 7y drop to zero near the boundary of X. This is
seen for example in Figure A.2, where y dips down near center c, = 8 of the last basis
function ¢, (x) (c;, i = 1,2,--- ,p). In order to retain adequate support near the
boundary of X, it is often advantageous to extend the set of basis functions somewhat
outside of X, i.e., so that X C [c1,¢p]. In the example, the input of interest is defined
by the set X = {Vz : z € [0, 8]} where the boundary basis functions are placed with
centers at ¢y = 0 and ¢, = 8. The drop in § would be completely removed by placing
the boundary basis functions ¢, (x) and ¢, (x), e.g., with centers c; < —1 and ¢, > 9.
Another common approach, is to redefine the boundary basis functions ¢; and ¢,, so
that they have support outside X .

Normalization

It is sometimes advantageous to use normalized basis functions, defined as

i N ¢; ()
¢; (z) = 6, (1) (A.17)

The set of normalized basis functions ¢, (z) has some desirable properties. First
of all, normalization usually improves the undesirable non-monotonic behavior that
occurs when the width ¢; is chosen too small. Due to the unity property

NS¢ (r) =1, (A.18)

there is a close relation between the modeled output § at = ¢; and the parameter
0;, thus the interpretation of the weighting parameter 6; is simpler than for the non-
normalized basis function. Due to the normalization, the boundary basis functions
¢, (r) and ¢, (z) no longer have local support, but converge to unity outside X'
Thus, the modeled output 3 converges to a constant outside X', and the extrapolation
behavior is said to be constant. As a result, there is no drops in ¢ near the boundaries
of X, which was the case with the non-normalized basis functions. In Fig. A.3, the
nonlinear test function A.16) is modeled using normalized Gauss functions.

Examples of the use of the normalized Gaussian basis functions, is the model-
ing of the clutch load characteristic, illustrated in Figure 7?7, and the modeling of
the conductance function of the valve ports in the smooth flow rate model of the
pneumatic proportional valve, plotted in Figure 5.7 (page 85).
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Figure A.2: The left column shows the nonlinear test function y = f (), given
by (A.16), the modeled function § = 87 ¢ (), and the corresponding error e (z) £
y — . The right column shows the corresponding set of basis functions, with input
construction given by the center vector ¢, and the scaling vector w. In a), the set of
basis functions are of the same width, and equally spaced. In b), the number of basis
functions is reduced. Plot c), illustrates the use of basis functions with customized
width and position.

Filtered interpolation

An interesting observation is that normalized Gaussian basis functions — as an im-
plication of the unity property — can be used for filtered interpolation, or smoothing
of a set of input and output data, {x}, {yx}, £ =1,2,---, N, without the need to
fit the parameters to the data. By forming the center vector ¢ and the parameter
vector @ from the given data as

¢ = {xthv”'?xN]T (Alg)
0 = [yry2 vl (A.20)

a smooth approximation of the discrete points {z, yx} is given by

j(z)=0"(x), (A.21)
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a) Modeled nonlinearity Basis functions
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Figure A.3: The left column shows the nonlinear test function (A.16), the modeled
output § = 07 ¢ (x) using normalized Gauss basis functions, and the corresponding
error e (x) £ y — g. The value of the fitted parameter #; are marked with a diamond
(¢) for the corresponding basis function with center at x = ¢;. The right column
shows the corresponding set of basis functions.

where the amount of smoothing is determined by the support width ¢; (scaling w;) of
the basis functions. For sufficiently small support width §;, we have that § (x;) =~ v;,
with negligible error.

Fig. A.4 illustrates the filtered interpolation of the discrete data set

{ze} = {1,2,3,4,5,6,7,8}, (A.22)
{ye} = {3.0,3.1,3.8,3.3,1.9,0.8,0.3,0.1},

using normalized Gaussian basis functions for different support width §; (which
is determined by the scaling factor w;). For extrapolation, i.e., for z outside X =
(Vo : 2 € [c1,¢,) = [0,8]}, the output § = 87¢ () converges to the boundary values
61 =30o0r6,=0.1.



a) Smoothed interpolation Basis functions
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Figure A.4: The left column illustrates the filtered interpolation behaviour of
the discrete data set (A.22), marked with circles (o). The right column shows the
corresponding normalized Gaussian basis functions. The filtration, or smooting is
illustrated for increasing approximate support width d;: a) §; =1 b) §; = 2, and c)
0; = 3.

A.4 B-spline basis functions

While the Gaussian basis functions have exponentially local support, the so-called
B-splines, or bell splines, belongs to a group of functions which have strictly local
support.

The B-spline of kth-degree is defined recursively by

o) = (2 ) ot o+ (22 Yot ), (A.23)

Civk — C; Citk+1 — Cit1

where the Oth-degree B-spline is defined as

! 0 ,otherwise

& (2) é{ Lo €l i) (A.24)

The B-splines form the basis for all kth-degree spline functions, and has the following
properties:
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e The ith B-spline ¢! () has support on the interval [¢;, ¢iyrt1], thus
& [ci, Cippp] = O (2) = 0.

Hence, the complete set of basis functions gbf (x),i=1,2,---,p has support
on the interval [c1, ¢pipt1]-

e The B-splines has the unity property
Z ¥ (z) = 1.

e Since the B-spline functions have strictly local support, their extrapolation
behavior tend to zero, i.e., " (v) = 0,Vx ¢ [c1, cpirr1] . See Remark 45.

e The linear combination of B-splines Y7, 0,6 (z) = 07 ¢" (z) is CF1, i.e., it
has continuous derivatives up to order k — 1.

The recursive definition results in a piecewise defined spline function. For exam-
ple, with degree k = 2 we get

2
a1 + a11T + a2 , T € [CZ‘, Cz'_|_1]

2 A a0 + a1 + agnr? T € [¢iy1, Ciya)
“(z) = . A.25
¢ (z) aso + az1x + azgex? | x € [Civa, Civs) ( )
0 , otherwise

Since the expressions for the polynomial coefficients a;; becomes rather messy for
higher order B-splines, it is convenient to use the recursive definition in (A.23).
The 1st-order derivative of the B-spline ¢! (z) can be expressed recursively as

d k B k )
%ﬁ (x) = (m) ¢t (r) — (m) $in (). (A.26)

Higher-order derivatives can be obtained recursively by repeated application of
(A.26), e.g.

P () ( k ) dgi ™ (x) ( k ) dgisi (@) (A.27)

T a%i
da? Citk — G dx Citk+1 — Cit1 dx

In particular, we have that the 1st-degree B-spline consist of linear line segments,
and is thus denoted linear B-spline. The linear B-spline ¢; () has support on the
open interval (c;,ciys), and the modeled function § = 67 ¢ (z) becomes continu-
ous, but not smooth — it has discontinuous 1st-order derivatives at each knot c;.
The 2nd-degree B-spline consists of 2nd-order polynomial line segments, and is de-
noted quadratic B-spline. The quadratic B-spline ¢7 () has support on the interval
(ci,cir3), and the modeled function § = 67 ¢ (z) is C'. The 3rd-degree B-spline
consists of 3rd-order polynomial line segments, and is denoted cubic B-spline. The
cubic B-spline ¢? () has support on the interval (¢;, ¢iy4) , and the modeled function
3§ = 07 () is C?. The B-splines of degree k = 1, 2, and 3 are plotted in Figure A.5.
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Figure A.5: The right column shows the B-splines of order a) &k = 1, b) k = 2,
and c) k = 3, for the interval (knot sequence) vector ¢ =0, 1,2,3,4,5,6, 7]T. The
corresponding sum of B-splines, § = ¥?_ ¢, (z) = 87 ¢ (z), with 8 =[1,1,--- ,1]T,
are plotted in left column.

The modeling properties of the B-splines of degree k£ > 1 are very similar to those
of the Gaussian basis functions. Notice, however, that the linear B-splines, results in
linear interpolation between the knots ¢;. In Figure A.6, the nonlinear test function
(A.16) is modeled using B-splines of degree k = {1,2,3}. The example uses the
same number of basis functions (p = 9), and an equidistant knot distribution which
can be compared to what was used in a) for the non-normalized (Figure A.2) and
normalized (Figure A.3) Gaussian basis functions. Like in the case with the non-
normalized Gaussian basis functions, there is a dip in y near the upper boundary of
X, x =8, which is due to defining the boundary basis function ¢, (x) with its center
at the boundary » = 8. The dip would be effectively removed by defining ¢, ()
with its center somewhat outside of X', e.g. at x = 10. See Remark 45. Notice,
however, that for higher degree (k > 1) B-splines with unevenly distributed knots,
the interpretation of centers is not straightforward.
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a) Modeled nonlinearity Basis functions
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Figure A.6: The left column shows the nonlinear test function (A.16), the modeled
output § = 87 ¢ () using B-spline basis functions, where linear, quadratic, and cubic
B-splines are used in a), b), and c), respectively. Additionally, the corresponding
modeling error e (x) £ y — § is plotted in each case, and the value of the fitted
parameter 6; are marked with a diamond (¢) at the center of the ith B-spline. The
right column shows the corresponding set of basis functions.

A.4.1 Modeling the clutch load characteristic

In Figure A.7 and A.8, the static load characteristic is modeled using cubic B-spline
basis functions. The knot distribution is taken as

c=[-7,-4,-1,0,1,2,3,4,10,15,20,25,30]" mm, (A.28)

where the number of knots is more frequent on the interval y € [—1,4] mm in order
to allow for stronger nonlinear behavior in this region and its neighborhood. Fur-
thermore, the boundary basis functions ¢, (y) and ¢, , (y), are positioned somewhat
outside of ) so that adequate support is retained on the entire set ).
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Figure A.7: The modeled clutch characteristics f; (y) fitted to quasi-static mea-
surements, and the corresponding cubic B-spline basis functions.
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Clutch load characteristics
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Figure A.8: The clutch characteristics f; (y) and its gradient df;/dy, modeled using
cubic B-splines.






Appendix B

Parameter Estimation

The model of the electro-pneumatic clutch actuator is based on mechanistic model-
ing, which mean that it should be possible to obtain its parameters from its physical
properties by measurements. However, even though the system is relatively simple,
the process of obtaining such measurements of all the parameters can be compli-
cated, and in many cases impossible due to economic considerations. Furthermore,
for in-vehicle testing, several of the measurements that are possible to obtain on
the test rig, are not practically implementable on an actuator mounted on a vehicle.
An alternative to measure the physical properties of the system, is to estimate the
model parameters from measured input-output data, by finding the parameters of
the model which provides the best fit to the measurements. This is often the supe-
rior method with respect to efficient modeling. This appendix briefly review some
methods which can be used for off-line estimation of the model parameters.

We consider two methods: In Section B.1, the linear least squares method for
parameter-affine models, and in Section B.2, a nonlinear least squares optimization
algorithm for the general case when the parameters appear nonlinearly in the model.

B.1 Linear least squares parameter fitting

A numerically advantageous case, is when the model can be expressed in the parameter-
affine form

@k =0". (b (Xk) ) (Bl)

where @ € RP? is the vector of p parameters to be estimated, 7; € R is the modeled
output corresponding to the measured output yx, and x; € R™ is a vector of m
measured input variables at sample k.

An example of a model which can be expressed in the above parameter-affine form
is the clutch load model f; (y), where the parameters are to be fitted to measurements
of the nonlinear clutch characteristic in Section 3.1.

B.1.1 The standard least squares problem formulation

The least squares algorithm can be used to find the parameters that minimizes the
sum of the squared output errors over the set {xx}, {vx}, K = 1,2,---,N. The
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output error at each sample is

er=uyr— Ok =y — 0" - P (x). (B.2)

The least squares cost criterion is given as

k=1 k=1

which has its minimum at % = (. This gives

I
e}
~~
o
S
~—

%:_Z¢(Xk)2(yk—9T'¢(Xk))

> (~# G+ dxe) $(x0)"0) = 0, 5.6

k=1

which results in the normal equation

Yoty => P x) - p(xx)" 6. (B.7)

k=1
The normal equation can be expressed on the compact form
b=®-0, (B.8)

which is straightforwared to solve in e.g. Matlab. Note, however, that solving for 8
from the normal equation may result in a numerically bad conditioned problem. In
the next section, an alternative problem formulation is given.

B.1.2 Alternative least squares problem formulation

The problem of fitting the parameters of models in the form (B.1), can alternatively
be formulated in the following manner, usually resulting in a numerically better
conditioned problem than the solution obtained via the normal equation.

For each data sample xi,y;, the output . can be expressed by the modeled
output g; and the resulting modeling error e; as

Yk = Ok + er = 07 (x1) + e (B.9)
Listing all the samples £ =1,2,--- , N gives

o= 0T'¢(X1)+€1
Yo = 9T'¢(X2)+62

YN = 0" . ¢ (xn) + e,
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which can be formulated in vector form as

Y1 — €1 [ (xl)i
Y2 — €2 _ [ (902) .0 (B.10)
YN — €N ) (J;N)T
T
b, = ®-0. (B.11)

Since e, is unknown, we instead attempt to find an approximate solution to the
problem by letting e, = 0, i.e., the problem can be stated as

b=2&-6, (B.12)

where b =[y1, 92, ,yn]" . Equation (B.12) has a solution only in the case when
we have a perfect model, i.e., when b lies in the range of ® (b € R (®)), such that a
solution exists which gives e, =0, k =1,2,--- , N. In the case of parameter fitting
to empirical data, we usually have an overdetermined problem, i.e., there are more
equations than parameters in 6. Thus, we are only able to solve the equation such
that the output error e, is minimized in some sense.

In Matlab, the unconstrained linear equation

A -x=b, (B.13)
can be solved using the left division operator
>> x = A\b,

which for an overdetermined problem provides the least squares solution of (B.13),
i.e., the squared error (A - x — b)? is minimized. The left division operator can also
be used to find a solution when the problem is underdetermined, or when an exact
solution exists.

In many cases we have a priori known bounds on the parameters, i.e., we want
to solve the problem (B.12) with lower and upper bounds on the parameters, given
by

O, <0 <0y, (B.14)

In this case, the constrained least squares problem can be solved in Matlab using the
1sqlin function in the Matlab Optimization Toolbox. In addition to handle bounds
on the parameters, the algorithm also handles equality and inequality constraints in
the form

Cep-x =dg (B.15)

and
Ci-x>d;, GCy-x<dy, (B.16)

respectively.



B.2 Nonlinear least squares parameter fitting

The fitting of parameters that appear in a non-affine form can be performed by the
use of a nonlinear optimization algorithm in order to search for a set of parame-
ters which, in some sense, minimizes the error between the empirical data and the
modeled outputs. The approach is to formulate a cost criterion which is a scalar
measure of the goodness of fit of the model, and search for the model parameters
which minimizes it. A cost criterion is usually formulated as a weighted sum of the
model error, e, = ¥ — yr € R™, between the measurements yx, k£ = 1,2,--- | N
and the modeled outputs

at each sample k =1,2,---, N.

Unlike the linear least squares problem, there might exist several local minima to
the nonlinear minimization problem, consequently, the algorithm is not guaranteed
to find the absolute minimum. As a result, nonlinear parameter fitting is usually
a trial-and-error approach, where one has to try various initial parameter values in
order to find a good fit.

Remark 46 When fitting both affine and non-affine parameters of a model, a re-
cursive, two-stage method, briefly described in [59], is often preferable. The method,
called separable least squares, is straightforward: for each iteration step, the least
squares solution of fitting the affine parameters are obtained using the estimated
non-affine parameters from the previous step, and subsequently, their values are in-
serted into the nonlinear problem, and the non-affine parameters are found using a
nonlinear optimization algorithm.

B.2.1 Formulation of the nonlinear optimization problem

The nonlinear optimization algorithm is used to minimize a criterion in the form

N

7(6)= 5> e (6)" Qe, (6). (B.18)

k=1

where J (0) is the function to be minimized, N is the number of samples in the
data set, m is the number of measured outputs, and p is the number of parameters.
Furthermore, e; = [e1x, €2k, * ,€mk| are the errors between the measured and
the modeled outputs at sample k, the vector @ = [0y,0,,---,0,]7 contains the
parameters to be identified, and Q = qq’ is a diagonal weighting matrix where the
vector q = [q1,q2, - - ,qm]T contains the weights for each of the measured outputs.
The minimization problem can be stated as

0 =arg Iglelélj 9), (B.19)

where the estimated parameter vector 0 is restricted to be in the set

@ == {0 € RP : Olb S 0 S Bub}, (B20)
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where 01b = [9171}3, (9271]0, ce ,9p71b]T and Oub = [91711}3, (92711]0, cee ,9p7ub]T are the lower
and upper bounds on the parameters, respectively.

The function lsgnonlin in the Matlab Optimization Toolbox may be used for
parameter identification for the nonlinear model of the electro-pneumatic actua-
tor. By default, the function uses the Levenberg-Marquardt algorithm (a modified
version of the Gauss-Newton algorithm) in its search for the optimal parameter val-
ues [65]. For use with the function, the optimization criterion in (B.18) has to be

rewritten on the form
al 1
J(0) =5 ex(6) aq’ex (8) = SF (6) F(6). (B.21)

k=1

L

2

where a vector of weighted outputs are defined as
T

F (9) = [qTel (9) >qTez (9) y e >qTeN (9)}

B.2.2 Fitting of parameter of dynamic models

For the fitting of parameters of a dynamic model, the generation of the output error
vector, given by F (8), is optionally obtained either by a one-step-ahead prediction
approach, or a ballistic simulation approach'. The first method refers to simulating
the system response between each sample, while resetting the initial output to the
measured output at every sample k, i.e., the error is given as e, =y (tx)—¥ (tx|tx—1) -
This approach is typically preferred when the model is used to design an observer,
where the estimated output is corrected at each sample. The ballistic approach
is simply a full simulation of the response of the model, where the error at each
sample is computed as ey =y (tx) — ¥ (tx|to). This approach may be preferred, e.g.,
when the long-term prediction capabilities of the model are important. However,
for nonlinear systems such as the pneumatic actuator, a problem with a ballistic
approach may be that unstable states drifts off from its actual trajectory due to small
errors. To avoid this, we may employ a partitioned ballistic approach, which means
that we partition the measurements into smaller time intervals where the simulation
are re-initialized (corrected according to the measurements) at the beginning of
each interval. For example, a sequence of measurements of length 2.0s may be
partitioned into 20 subintervals of length 100 ms. In most cases, we use the ballistic
simulation approach for identification of parameters of the model of the electro-
pneumatic clutch actuator.

IThe denotation ballistic means that the simulation is carried out without any corrections from
the measurements during the simulation.






Appendix C

Derivation of Air Dynamics

In this section we derive the dynamic equations for the air dynamics of chamber A
in detail. The derivation for chamber B is similar. Subscripts A and B are dropped
for notational brevity. Figure 4.1 shows a schematic diagram of the flow control
valve and pneumatic actuator. The following basic assumptions are made:

A1) At the attainable pressures, air behaves like an ideal gas which obeys the ideal
gas equation of state (See (C.1) ) with negligible error.

A2) The specific heats ¢, and ¢, of air are assumed to be constant, i.e., not functions
of temperature (or pressure!). For the attainable temperature range for this
application, the deviations are insignificant, see e.g. [16, Section 3.7, pp. 182-
134).

A3) Energy change in the fluid due to elevation is negligible.

A4) The thermodynamic properties are uniformly distributed (homogenous) within
the control volume, i.e., “perfectly mixed”. This is reasonable due to the small
dimensions of the system, and lets us simplify the analysis to a one-dimensional
problem, rather than a more complex distributed problem formulation.

A5) The flow through pipes, valves and restrictions in the system is assumed to be
isentropic®. That is, we assume frictionless flow, and disregard the effect of
heat transfer on the flow (adiabatic flow).

'For an ideal gas (A1), the internal energy w and enthalpy h vary only with temperature.
Furthermore, the specific heats ¢, and ¢, will in general vary with temperature: ¢, = ¢, (') and
¢p = ¢, (T'). However, this temperature dependence is insignificant for this application.

2This is a common approximation in compressible fluid analysis when the system dimensions
are small, [101].
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electromagnet

Figure C.1: Schematic diagram illustrating the pneumatic subsystem and control
valve.

C.1 Thermodynamics

C.1.1 Properties

We first recapitulate some basic thermodynamic properties. The equation of state
(or perfect-gas law) is given as

p = pRT, (C.1)
where p, p and T are the pressure, the density, and the temperature of the fluid,
respectively. The gas constant R is defined by the specific heats of the fluid as

R2c,—c, (C.2)

which for air is R = 288 J/ (kg K). Furthermore, the ratio of specific heats is defined
as
ka2 (C.3)

&
The specific heat ¢, is defined as the change of specific internal energy u with
temperature at constant volume. Likewise, ¢, is defined as the change of the specific
enthalpy h with temperature at constant pressure:

ou oh
Cy = (—) and ¢, = <—) (C.4)
(?T V =const. ? (?T p=const.

For ideal gases, u = u(T) and h = h(T), such that the partial derivatives in
(C.4) can be replaced by ordinary derivatives, giving

du = c,dI’" and dh = c,dT. (C.

(S
~

>

Furthermore, it is convenient to define zero points as u (T = 0) = 0 and h (T' = 0)
0. Integrating (C.5) we get the following useful expressions for the internal energy
and enthalpy

u=c¢T and h=cT. (C.6)
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C.1.2 Conservation of mass
The conservation of mass is given by the continuity equation

d
rFn (pv) = Win — Wout, (07)

where V' is the total volume of the considered control volume, p is the density of the
fluid, and w;,, and w,,; are the inlet and outlet mass flows, respectively.

C.1.3 Conservation of energy

The conservation of energy is governed by the energy equation

dE

% = €in — Eout + Q - W? (CS)

where E is the total energy in the control volume, Ein and €,,; are the energies
associated with the inlet and outlet flows, respectively, @) is the rate of heat transfer
to the control volume, and W is the piston work done by the system.

C.1.4 Isentropic flow
In the case of isentropic flow, the energy equation reduces to the simple form

he + %vf — by + %vg, (C.9)
where the subscripts refer to flow from a point 1 to a point 2. It is important to note
that in a reservoir, the kinetic energy is approximately zero (v &~ 0). This means that
in the case of isentropic flow through short pipes from a reservoir (hg) into a second
reservoir (hs), part of the enthalpy is first converted to kinetic energy in the pipe line
(h1), which is completely recovered in the second reservoir, i.e. hg = hy + %U% = hs.

C.2 Pneumatic chamber

The net energy change due to inlet and outlet flows can be expressed as

1
€in — Eout = Win * (hm + _U‘2 ) — Wout * <hout + §U(2mt) ) (Clo)

where h;, and h,,; are the enthalpies associated with w;, and w,,, respectively, and
Vin and v, are the mean inlet and outlet flow velocities (change in elevation has
been neglected — assumption A3).

The heat transfer from the cylinder wall to the control volume is mainly governed
by convective heat transfer, which in most cases can be adequately described by the
empirical model



Here, H, is the convective heat coefficient, A,, is the cylinder wall area (control
volume boundary), T, is the cylinder wall temperature, and 7" is the temperature
within the control volume. For example, for still air (natural convection), the con-
vective heat coefficient is in the range H,, € (3,23) W/ (m?K), while for moving air
H, € (11,55) W/ (m?K), [29, p. 219).

The piston work done by the system can be expressed as

. dv
W =p— C.12
where dV/dt is the rate of volume change, and p is the chamber pressure acting
against the piston.

Substituting (C.10), (C.11), and (C.12) into (C.8), the energy equation is ex-

pressed as

% = Wiy, - (hm + %vfn> — Wout * <h0ut + %Uiut> +H,A, (T, —T) —pcil—‘t/ (C.13)
A sketch illustrating the control volume and flow paths of the pneumatic system,
is given in Figure C.1.
The pneumatic chambers can be considered to be reservoirs, where the kinetic
energy within the control volume is negligible. Hence, we add the following assump-
tion to our list:

A6) The kinetic energy (3v?) within the pneumatic chambers (4 and B) are neg-
ligible.

In chamber A, the air flows either from the supply reservoir to the pneumatic
chamber, or from the pneumatic chamber to exhaust (atmosphere). The same ap-
plies to chamber B. Consequently, the kinetic energy term can be neglected in the
energy equation. Furthermore, since the flow is isentropic (assumption A5), there is
no energy loss in the flow, which means that the energy equation (C.13) simplifies

to
dFE dVv

E = wmhm — wouthout + HwAw . (Tw — T) — pg (014)

C.2.1 Pressure dynamics

The dynamics of the pressure in the pneumatic chamber is derived from the energy
equation (C.14). Since the change of potential and kinetic energy within the chamber
is negligible (assumptions A3 and A6), the change of total energy within the control
volume can be given as

dFE d
T @ (pVu)

Coy (pVT). (C.15)
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where we have substituted with the expression for u in (C.6). Furthermore, we
substitute with the equation of state (C.1), giving

dFE cy d
% - R (Vp)
Cy (dV dp
= E (%p + VE) . (016)

By substituting this relation with the left-hand side of the energy equation (C.14),
we obtain

Cy (dV dp\ dv
E (%p + VE) — wznhm - wouthout + HwAw : (Tw - T) - p% (017)
T
d R R R R
Vp+ VL = ki — —wouhout + —HyAy - (T — T) — —pV (C.18)
dt Cy Cy Cy Cy
T
d . R R R R .
V_p = _Vp + _wmhm - _wouthout + _HwAw ' (Tw - T) - _pv
dt C'U CU CU CU
= - <1 + E) pV + sznhzn - EU)outhout
Cy Cy Cy
R
+ = HyAy - (To = T). (C.19)

We replace the enthalpies in terms of the corresponding temperatures by substituting
with the expression in (C.6), giving

d R . R R R
Vd—]; = — (1 + —> pV + c—cmewm — C—cpToutwout + C—HwAw (T, —=T). (C.20)

Furthermore, we substitute with the relation

L — (C.21)

Coy
which is obtained by combining (C.3) and (C.2), and replace T,,; = T', which results

from the homogeneity assumption A4. Finally, the full dynamic equation of the
pressure can be expressed as

dp kV  KRT, kRT (k—1)- H,Ay

& = _7]9 + vV Win — 7wout + Vv

(To —T),  (C.22)

where the volume V' of the pneumatic chamber, and the area of effective heat transfer
Ay, are both functions of the actuator position y.



C.2.2 Temperature dynamics

The derivation of the temperature dynamics proceeds in similar manner as the
pressure dynamics. From (C.15), we can write

dE d(pV) dT
el AvARL & & 2
- S + c,pV o (C.23)
VvV dT
= c,Twy, — cTWou + CUZ_TE (C.24)

where in the second step we have substituted with the continuity equation (C.7),
and the equation of state (C.1).

As for the pressure dynamics, this relation is substituted for the left-hand side
of the energy equation (C.14), giving

V dr
CUTwin - Cv,-rujout + CUZ_T% - winhin - wouthout + HwAw : (Tw - T)
dv
g C.25
i (C.25)

pV dT

CUWE = _pv + (CpT'in - C’L)T) Win — (CpTout - C’L)T) Wout

+H A, (T —T). (C.26)
In the first step above, we substituted with the expression for the specific enthalpy

in (C.6), and the second step was just a rearranging of the equation. Isolating the
term dT'/dt, and substituting T,,; = T due to homogeneity, gives

dT RV c RT c RT? RTH,A
= T (2T =T ) o — (22— 1) S+ ——— 2 (T, = 7).
dt c,V + ( » ) pr (cv ) pV Wout + cpV ( )
(C.27)

Then, by substituting with the ratio of specific heats (C.3) and the relation (C.21),
we obtain the temperature dynamics in its final form

dT (k—1)V
— == T
dt V + pV

(T, —T) RT (k — 1) RT? (k —1)TH,A,
Wip— wout+
ja% pV

(T —T).
(C.28)
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