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	Image Time
	14.11.16 10:39:16

	Emissivity
	0.95

	Background Temp
	32.7 °C

	Transmission
	100%

	Image Range
	44.6 °C to 586.6 °C

	Average Temp
	190.3 °C

	Camera model
	Fluke Ti27

	IR Sensor Size
	240 x 180

	Camera Manufacturer
	Fluke Thermography

	Calibration Range
	-10.0 °C to 600.0 °C

	Camera serial number
	Ti27-12060547 (9Hz)
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Main Image Markers
	Name
	Temperature

	Centerpoint
	182.2°C

	Hot
	586.6°C

	Cold
	44.6°C
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	IR000966.IS2

	Image Time
	14.11.16 10:39:16

	Emissivity
	0.95

	Background Temp
	32.7 °C

	Transmission
	100%

	Image Range
	44.6 °C to 586.6 °C

	Average Temp
	190.3 °C

	Camera model
	Fluke Ti27

	IR Sensor Size
	240 x 180

	Camera Manufacturer
	Fluke Thermography

	Calibration Range
	-10.0 °C to 600.0 °C

	Camera serial number
	Ti27-12060547 (9Hz)
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	Name
	Temperature

	Centerpoint
	143.2°C

	Hot
	568.0°C

	Cold
	36.7°C
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	Image Time
	14.11.16 10:43:09

	Emissivity
	0.95

	Background Temp
	32.7 °C

	Transmission
	100%

	Image Range
	37.6 °C to 379.2 °C

	Average Temp
	117.7 °C

	Camera model
	Fluke Ti27

	IR Sensor Size
	240 x 180

	Camera Manufacturer
	Fluke Thermography

	Calibration Range
	-10.0 °C to 600.0 °C

	Camera serial number
	Ti27-12060547 (9Hz)

	DSP Version
	1.2.18

	OCA Version
	1.2.18
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Main Image Markers
	Name
	Temperature

	Centerpoint
	148.7°C

	Hot
	379.2°C

	Cold
	37.6°C
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	Image Time
	14.11.16 10:45:59

	Emissivity
	0.95

	Background Temp
	32.7 °C

	Transmission
	100%

	Image Range
	29.9 °C to 536.2 °C

	Average Temp
	107.8 °C

	Camera model
	Fluke Ti27

	IR Sensor Size
	240 x 180

	Camera Manufacturer
	Fluke Thermography

	Calibration Range
	-10.0 °C to 600.0 °C

	Camera serial number
	Ti27-12060547 (9Hz)

	DSP Version
	1.2.18

	OCA Version
	1.2.18
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Main Image Markers
	Name
	Temperature

	Centerpoint
	288.5°C

	Hot
	536.2°C

	Cold
	29.9°C


  

 


	Image
	IR000969.IS2

	Image Time
	14.11.16 10:46:49

	Emissivity
	0.95

	Background Temp
	32.7 °C

	Transmission
	100%

	Image Range
	35.7 °C to >620.0 °C

	Average Temp
	161.2 °C

	Camera model
	Fluke Ti27

	IR Sensor Size
	240 x 180

	Camera Manufacturer
	Fluke Thermography

	Calibration Range
	-10.0 °C to 600.0 °C

	Camera serial number
	Ti27-12060547 (9Hz)

	DSP Version
	1.2.18

	OCA Version
	1.2.18
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Main Image Markers
	Name
	Temperature

	Centerpoint
	375.2°C

	Hot
	>620.0°C

	Cold
	35.7°C


  


	Image
	IR000970.IS2

	Image Time
	14.11.16 10:47:55

	Emissivity
	0.95

	Background Temp
	32.7 °C

	Transmission
	100%

	Image Range
	39.1 °C to ~616.6 °C

	Average Temp
	206.6 °C

	Camera model
	Fluke Ti27

	IR Sensor Size
	240 x 180

	Camera Manufacturer
	Fluke Thermography

	Calibration Range
	-10.0 °C to 600.0 °C

	Camera serial number
	Ti27-12060547 (9Hz)

	DSP Version
	1.2.18

	OCA Version
	1.2.18
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Main Image Markers
	Name
	Temperature

	Centerpoint
	243.7°C

	Hot
	~616.6°C

	Cold
	39.1°C
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